
 
 
 

The  following  documentation  is  an  electronically‐
submitted  vendor  response  to  an  advertised 
solicitation  from  the  West  Virginia  Purchasing 
Bulletin  within  the  Vendor  Self‐Service  portal  at 
wvOASIS.gov.  As part of the State of West Virginia’s 
procurement  process,  and  to  maintain  the 
transparency  of  the  bid‐opening  process,  this 
documentation  submitted  online  is  publicly  posted 
by  the  West  Virginia  Purchasing  Division  at 
WVPurchasing.gov with any other vendor responses 
to  this  solicitation  submitted  to  the  Purchasing 
Division in hard copy format. 
 



 



Page : 1

Proc Folder :

Solicitation Description :

Proc Type :

Date issued Solicitation Closes Solicitation Response Version

Solicitation Response

Purchasing Division
2019 Washington Street East

Charleston, WV 25305-0130
Post Office Box 50130

State of West Virginia

647336

Addendum No.02 - Surveying Equipment - North

Central Purchase Order

2019-12-11

13:30:00

SR 0313 ESR12101900000003505 1

 VENDOR

VS0000002427

Technology International Inc

Comments:

Total Bid : Response Date: Response Time:Total Bid : 

Solicitation Number: CRFQ 0313 DEP2000000018

$29,974.00 2019-12-10 11:56:49

FOR INFORMATION CONTACT THE BUYER

Signature on File FEIN # DATE

All offers subject to all terms and conditions contained in this solicitation

FORM ID : WV-PRC-SR-001

Brittany E Ingraham

(304) 558-2157
brittany.e.ingraham@wv.gov



Page : 2

 Line Comm Ln Desc Qty Unit Issue Unit Price Ln Total Or Contract Amount

Comm Code Manufacturer Specification Model #

Extended Description :

1 GPS Base and Rover (Sokkia GRX3
or Equal)

1.00000 EA $25,124.000000 $25,124.00

20121909

GPS Base and Rover (Sokkia GRX3 or Equal)

 Line Comm Ln Desc Qty Unit Issue Unit Price Ln Total Or Contract Amount

Comm Code Manufacturer Specification Model #

Extended Description :

2 Data Collector (Carlson Surveyor 2 or
Equal)

1.00000 EA $4,850.000000 $4,850.00

20121909

Data Collector (Carlson Surveyor 2 or Equal)



Technology International, Inc. 
1349 South International Pkwy, Suite 2411, Lake Mary, Florida 32746 
Phone: 407-359-2373

650342335         12/09/2019
Rifat Habib,  
Business Development Exec.



***Please see our Equipment Proposal TII/WV/1219/12842 attached.

Sokkia                     GRX3

Carlson                 Surveyor 2

$25,124.00 $25,124.00

$4,850.00 $4,850.00









X     

Technology International, Inc.

12/09/2019

X

Rifat Habib, Business Development Exec.



Technology International, Inc. 
1349 South International Pkwy, Suite 2411, Lake Mary, Florida 32746 
Phone: 407-359-2373

650342335       12/09/2019
Rifat Habib,  
Business Development Exec.



***Please see our Equipment Proposal TII/WV/1219/12842 attached.

Carlson                 Surveyor 2

Sokkia                 GRX3

$25,124.00           $25,124.00

$4,850.00       $4,850.00





X     

Technology International, Inc.

12/09/2019

X

Rifat Habib, Business Development Exec.
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Proc Folder:

Doc Description:

Proc Type:
Date Issued Solicitation Closes Solicitation No Version

Request for Quotation
State of West Virginia

2019 Washington Street East
Purchasing Divison

Post Office Box 50130
Charleston, WV 25305-0130 27 Miscellaneous

647336

Surveying Equipment - North

Central Purchase Order

2019-11-25 2019-12-11
13:30:00

CRFQ 0313 DEP2000000018 1

 BID RECEIVING LOCATION

  VENDOR
Vendor Name, Address and Telephone Number:

BID CLERK
DEPARTMENT OF ADMINISTRATION
PURCHASING DIVISION
2019 WASHINGTON ST E
CHARLESTON WV 25305
US

FORM ID : WV-PRC-CRFQ-001

All offers subject to all terms and conditions contained in this solicitation
DATEFEIN # Signature X 

FOR INFORMATION CONTACT THE BUYER
Brittany E Ingraham
(304) 558-2157
brittany.e.ingraham@wv.gov

Technology International, Inc. 
1349 South International Pkwy, Suite 2411, Lake Mary, Florida 32746 
Phone: 407-359-2373

650342335          12/09/2019
Rifat Habib,  
Business Development Exec.



Page : 2

 ADDITIONAL INFORMATION:

Request for Quotation

The West Virginia Purchasing Division is soliciting bids on behalf of West Virginia Department of Environmental Protection, Office of Special
Reclamation, to establish a contract for the one-time purchase of surveying equipment and technical support per the bid requirements,
specifications, terms and conditions attached to this solicitation.

 INVOICE TO                                                                                                           SHIP TO

ENVIRONMENTAL PROTECTION
OFFICE OF SPECIAL RECLAMATION

47 SCHOOL ST, STE 301

PHILIPPI WV26416

US

ENVIRONMENTAL PROTECTION
OFFICE OF SPECIAL RECLAMATION

47 SCHOOL ST, STE 301

PHILIPPI WV 26416-9998

US

 Line Comm Ln Desc Qty Unit Issue Unit Price Total Price
1 GPS Base and Rover (Sokkia GRX3

or Equal)
1.00000 EA

Comm Code Manufacturer Specification Model #

Extended Description :

20121909

GPS Base and Rover (Sokkia GRX3 or Equal)

 INVOICE TO                                                                                                           SHIP TO

ENVIRONMENTAL PROTECTION
OFFICE OF SPECIAL RECLAMATION

47 SCHOOL ST, STE 301

PHILIPPI WV26416

US

ENVIRONMENTAL PROTECTION
OFFICE OF SPECIAL RECLAMATION

47 SCHOOL ST, STE 301

PHILIPPI WV 26416-9998

US

 Line Comm Ln Desc Qty Unit Issue Unit Price Total Price
2 Data Collector (Carlson Surveyor 2 or

Equal)
1.00000 EA

Comm Code Manufacturer Specification Model #

Extended Description :

20121909

Data Collector (Carlson Surveyor 2 or Equal)

***Please see our Equipment Proposal TII/WV/1219/12842 attached.

Carlson                 Surveyor 2

Sokkia                 GRX3

$25,124.00                $25,124.00

$4,850.00       $4,850.00
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Technology International, Inc. 
1349 South International Pkwy, Suite 2411, Lake Mary, Florida 32746 
Phone: 407-359-2373

650342335        12/09/2019
Rifat Habib, 
Business Development Exec.



***Please see our Equipment Proposal TII/WV/1219/12842 attached.

Carlson                 Surveyor 2

Sokkia                 GRX3

$25,124.00        $25,124.00

$4,850.00 $4,850.00











































Technology International, Inc.

1349 South International Pkwy, Suite 2411, Lake Mary, Florida 32746

407-359-2373     407-359-2372

tii@tii-usa.com

Technology International, Inc.

12/09/2019

407-359-2373     407-359-2372

Rifat Habib, Business Development Exec.

Rifat Habib, Business Development Exec.

Rifat Habib, Business Development Exec.
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MADE TO FIT YOUR WORLD.

GRX3
GNSS Receiver



Positioning made easy 

This fully integrated all-in-view constellation RTK GNSS receiver 
brings�a�new�level�of�versatility�and��exibility�into�your�precision�
positioning�applications.�The�GRX3�provides�unmatched�usability�and�
versatility�that’s�sure�to�enhance�your�productivity.

And�like�all�Sokkia�products,�you�can�customize�it�to�meet�your�needs�
and�create�your�own�work�ows.

• Sokkia Tilt Technology 

• L Band Ready Technology

• 226 Universal Tracking Channels™�covering�all�modernized�signals��

� (GPS,�GLONASS,�Galileo,�BeiDou,�IRNSS,�QZSS,�SBAS)�

•� Integrated�400MHz�UHF�and�SiteComm™ Radios

•� RTK�and�static�survey�operations

• Fusion Positioning™�technology�automated�work�ow�

• Standard RTK and Network RTK

• IP67 rated

Sokkia Tilt Technology
The�Sokkia�GRX3�incorporates�a�revolutionary�9-axis�inertial�
measurement�unit�(IMU)�and�an�ultra-compact�3-axis�eCompass.�
This�advanced�technology�compensates�for�mis-leveled��eld�
measurements�out�of�plumb�by�as�much�as�15�degrees.��Awkward�
shots�on�steep�slopes�or�hard�to�reach�spots�are�now�a�breeze�with�
tilt technology. 

 
Open Architecture 
The�GRX3�architecture�is�designed�so�that�third�parties�can�write 
their�own�applications. 

 
All Constellation Support 
Featuring 226 Universal Tracking Channels with Universal Tracking 
Technology,�the�GRX3�has�you�covered.�With�programmable�
channels�for�tracking�available�signals,�the�GRX3�supports�all�
modernized�signals. 

 

GRX3
GNSS Receiver

15°15°

Sokkia
tilt



Multiple Wireless Technologies  
The�most�commonly�used�wireless�technologies�can�be�integrated into 
the�GRX3�receiver.�Digital�UHF,�Network�RTK�and�SiteComm™. 

Maximum Versatility 
Utilizing�full�wireless�connectivity�and�no�voice�feedback,�the�GRX3�
enables the use of both RTK and network RTK technologies. It can be 
operated�as�both�a�private�RTK�base�and�RTK�rover�using�the�internal�
digital UHF.

Stay in Control 
The�GRX3�includes�built-in�internal�Bluetooth®�capability�that�allows�
you�to�choose�your��eld�controller�model�and�software.�Whether�it�is 
a�small�palm-sized�screen�device,�a�larger�screen�handheld,�or�even�a�
�eld�laptop,�the�GRX3�is�ready�to�connect.�

 
Ready�for�the��eld 
The�GRX3’s�magnesium�alloy�body�can�handle�even�the�toughest�job 
site�conditions.�It’s�compact,�watertight,�and�rugged�with�IP67�rated�
dust�and�water�protection.

Power

Serial Micro USB

External�GNSS
Antenna

Power Button

Fence  Antenna®

Battery

RxTx
Bluetooth®

Recording

Status



GNSS Tracking
Channel Count 226�with�patented�Universal�

Tracking Channels technology.
Signal
GPS Signals L1�C/A,�L1C†�L2C,�L2P(Y),�L5�

†L1C�when�signal�available.
GLONASS L1�C/A,�L1P,�L2C/A,�L2P,�L3C‡

‡L3C�when�signal�available.
Galileo E1/E5a/E5b/Alt-BOC
BeiDou/BDS B1,�B2
IRNSS L5
SBAS WAAS,�EGNOS,�MSAS,�GAGAN�

(L1/L5§)
§L5�when�signal�available.

L-band TopNET�Global�D���C
Corrections services

QZSS L1�C/A,�L1C,�L1-SAIF,�L2C,�L5
User Interface
Operation Single-button�operation�for�

power,�receiver�reset,�memory�
initialization

Display�panel 22 LED status indicators
Positioning Performance
Static/
Fast Static

H:�3�mm�+�0.4�ppm
V:�5�mm�+�0.5�ppm*

RTK H:�5�mm�+�0.5�ppm
V:�10�mm�+�0.8�ppm

RTK,�Tilt�
Compensated

H:�1.3�mm/°Tilt;�Tilt�≤�10°
V:�1.8�mm/°Tilt;�Tilt�>�10°
Maximum�recommended�angle�
for�tilt�compensation�is�15°.**

DGPS 0.25�m�HRMS
L-Band,�D�
Corrections Service

H:�<�0.1�m�(95�)�
V:�<�0.2�m�(95�)

Operational�
Time

RX�mode�-�10hr
TX�mode�1W�-�6hr
Use of external 12V battery is 
recommended when using GRX3 with 
internal radio in transmit mode.

Internal Radios 425-470�MHz�UHF�radio�
Max�Transmit�Power:�1W
Range:�5-7�km�typical;�15�km�
in�optimal�conditions.***

Memory Internal�Non-removable�8�GB�
SDHC

Environmental
Dust/Water�Rating IP67
Operating�
Temperature

-40ºC to 70ºC

Humidity 100�,�condensing
Drop�and�Topple 1.0�m�drop�to�concrete.

2.0�m�pole�drop�to�concrete.
Physical
Dimensions 150�x�100�x�150�mm�(w�x�h�x�d)
Weight <1.15�kg

GeoPro Software
This�is�the�simplest,�most�e�ective�software�suite�for�the�
geomatics�and�survey�professional. 

GeoPro Field 
Welcome�to�the�quickest�and�easiest�way�to�collect�and�layout�
points�in�the��eld.�GeoPro�Field’s�user�friendly�interface�and�simple�
but�powerful�controls�help�you�work�faster�and�more�precisely.

GeoPro�O�ce 
Process��eld�measurement�data�from�a�variety�of�sensors�in�the�
same�job��le.

By�combining�data�from�multiple�sensors,�you�get�a�more�
complete�view�of�the�project�than�you�would�with�separate�
static��les�from�each�sensor.�

GRX3
GNSS Receiver

Speci�cations�subject�to�change�without�notice
©2019�Topcon�Corporation�All�rights�reserved.�

�SOK-1048�Rev�B�1/19 

Speci�cations

Your�local�Authorized�Dealer�is:

– Bluetooth® word mark and logos are registered trademarks owned by Bluetooth SIG, Inc. and
any use of such marks by Sokkia is under license. Other trademarks and trade names are 
those of their respective owners.

– Designs�and�speci�cations�are�subject�to�change�without�notice.
– Product colors in this brochure may vary slightly from those of the actual products owing to

limitations of the printing process.

*� Under�nominal�observing�conditions�and�strict�processing��
� methods,�including�use�of�dual�frequency�GPS,�precise��
� ephemerides,�calm�ionospheric�conditions,�approved��
� antenna�calibration,�unobstructed�visibility�above�10��
� degrees�and�an�observation�duration�of�at�least�3�hours��
� (dependent�on�baseline�length).�

**� Subject�to�successful�Tilt�calibration�and�operating�environment��
� free�of�magnetic�disturbances.

***�Varies�with�terrain�and�operating�conditions.

stat c es o eac se

•� Graphical�interface�available�on
Windows® tablets

•� Collect��eld�measurements

• Control GNSS and robotic
� systems�from�Sokkia

•� CAD�in�the��eld�functionality

•� Export�point��les�to�3rd�party
software

• Process�raw�data�from��eld
� measurements

• Work�with�total�station,�digital
� level,�and�GNSS�receiver�data

• GNSS�post-processing

•� 3D�CAD�view�(optional�module)

• Road design tools
� (optional�module)
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FASTER PROCESSOR
More on-board storage space – now 8GB; 
and 1.0 GHz processor

LONG-RANGE BLUETOOTH
Up to 1500 feet paired with class I device

EXTENDED BATTERY LIFE
Up to 20 hours 

LARGER, BRIGHTER DISPLAY SCREEN
Higher resolution, easier to read color display with 
scratch-resistant glass

EVEN MORE RUGGED
IP68 water & dustproof; shock resistant

EASIER TO USE
Still just 2 pounds and the QWERTY 
keyboard speeds data entry

MORE OPTIONS
� Integrated camera
� 3G modem
� GNSS receiver

®

...For the Total Project

The world’s most 
reliable data collector 
just got better!

Powered with

SurvCESurvCE

rveyor 2rveyor 2Here’s the 
all new

Here’s the 
all new

PROCESSOR AND MEMORY

processor 

OPERATING SYSTEM AND 
SOFTWARE 

Handheld 6.5.3 

French, Spanish, German, 
Portuguese) 

MEMORY AND DATA STORAGE 

DISPLAY 

TOUCHSCREEN 

KEYBOARD 

PORTS 

software-enabled 

microphone or stereo output 

BATTERY 

in cold temperatures 

PHYSICAL 

shear-proof and shock-resistant design 

bumpers 

ENVIRONMENTAL 

˚ ˚F 
˚C to 60˚C) 

˚F to 158˚F 
˚ ˚C)

˚ ˚C) 

Temperature; Method 503.5 
Temperature Shock; Method 506.5 

Method 512.5 Immersion; Method 

WIRELESS CONNECTIVITY 
OPTIONS 

paired with Class 1 Bluetooth device 

Pentaband Worldwide Frequencies: 

CAMERA (GEO MODELS) 

emboss photo with date, time, and 
GPS position 

GPS/GNSS (GEO MODELS) 

performance under canopy 

autonomous 5 meters 

navigation app 

CERTIFICATIONS AND 
STANDARDS 

STANDARD ACCESSORIES 

plug kit 

© Copyright Carlson Software. 
Specifications are subject to 

trademarks are registered or 
recognized by its respective 
owners. Windows Mobile and the 
Windows logo are trademarks of 
the Microsoft group of companies. 
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