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GREAT AMERICAN INSURANCE COMPANY®
Administrative Office: 301 E 4TH STREET © CINCINNATI, OHIO 45202 ® 513-369-5000 ® FAX 513-723-2740

The number of persons authorized by
this power of attorney is not more than SIX
No.0 21746
POWER OF ATTORNEY

KNOWALLMEN BY THESE PRESENTS: That the GREAT AMERICAN INSURANCE COMPANY, a corporation organized and existing under
and by virtue of the laws of the State of Ohio, does hereby nominate, constitute and appoint the person or persons named below, each individually if more than
one is named, its true and lawful attorney-in-fact, for it and in its name, place and stead to execute on behalf of the said Company, as surety, any and all bonds,
undertakings and contracts of suretyship, or other written obligations in the nature thereof; provided that the liability of the said Company on any such bond,
undertaking or contract of suretyship executed under this authority shall not exceed the limit stated below,

Name Address Limit of Power
ANDREW K. TEETER ALL OF ALL
DOUGLAS P. TAYLOR CHARLESTON, WEST VIRGINIA $100,000,000

JAIME L. CARPENTER
KIMBERLY L. MILES
TAMMY S. SELBE
JESSICA J. BENTLEY
This Power of Attorney revokes all previous powers issued on behalf of the attorney(s)-in-fact named above.
IN WITNESS WHEREOQF the GREAT AMERICAN INSURANCE COMPANY has caused these presents to be signed and attested by its appmpriate

officers and its corporate seal hereunto affixed this 2ND day of FEBRUARY 5
GREAT AMERICAN INSURANCE COMPANY

A B b Vo

Assistant Secretary Divisional Senior Vice President
STATE OF OHIO, COUNTY OF HAMILTON - ss: MARK VIGARIO (877-377-2405)
On this 2ND day of FEBRUARY , 2022 ,before me personally appeared MARK VICARIO, to me known,

being duly sworn, deposes and says that he resides in Cincinnati. Ohio. that he is a Divisional Senior Vice President of the Bond Division of Great American
Insurance Company, the Company described in and which executed the above instrument; that he knows the seal of the said Company; that the seal affixed to the
said instrument is such corporate seal; that it was so affixed by authority of his office under the By-Laws of said Company, and that he signed his name thereto
by like authority.

5 SUSAN A KOHORST
mﬁﬂa} Matary Public )
' State of Qhio P |
My Comm, Expires )j N/ J‘/ "
May 18, 2025 Ll e crw

This Power of Attorney is granted by authority of the following resolutions adopted by the Board of Directors of Great American Insurance Company
by unanimous written consent dated June 9, 2008.

RESOLVED: That the Divisional President. the several Divisional Senior Vice Presidents, Divisional Vice Presidents and Divisonal Assistant Vice
Presidents, or any one of them, be and hereby is authorized, from time to time, to appoint one or more Attorneys-in-Fact to execute on behalf of the Company,
as surety, any and all bonds, undertakings and contracts of suretyship, or other written obligations in the nature thereof: to prescribe their respective duties and
the respective limits of their authority; and to revoke any such appointment at any time.

RESOLVED FURTHER: That the Company seal and the signature of any of the aforesaid officers and any Secretary or Assistant Secretary of the
Company may be affixed by facsimile to any power of attorney or certificate of either given for the execution of any bond, undertaking, contract of suretyship,

or other written obligation in the nature thereaf, such signature and seal when so used being hereby adopted by the Company as the original signature of such
officer and the original seal of the Company, to be valid and binding upon the Company with the same force and effect as though manually affixed.

CERTIFICATION

I, STEPHEN C. BERAHA, Assistant Secretary of Great American Insurance Company, do hereby certify that the foregoing Power of Attorney and
the Resolutions of the Board of Directors of June 9, 2008 have not been revoked and are now in full force and effect.

/%ch

Assistant Secretary

Signed and sealed this 26th day of

S1029AH (03/20)



BID FORM - Section I - Exhibit A

Dated:_4/26/2022
(Bidder to insert date bid submitted)

SUBMITTED BY:

City Construction Company, Inc. (hereinafter called “Bidder”)

West Virginia Contractor’s License Number: WV001801

SUBMITTED TO:

WEST VIRGINIA ARMY NATIONAL GUARD (hereinafter called “Owner”)

The Bidder, being familiar with local conditions affecting the cost of the Work and the Contract Documents,
including Instructions to Bidders, Bid Form, General Conditions, Drawings, Specifications, and any Addenda or
Clarifications issued, hereby propose to furnish all material, labor, tools, taxes, transportation and expendable
equipment necessary for the satisfactory and complete installation of

Renovations To the Regional Training Institute
Camp Dawson, Kingwood, West Virginia

in every detail and ready for operation, all in full accordance with, and in conformity to, the Contract Documents,
for the stipulated sums as follows:

The Undersigned Bidder Agrees:

1. To accept the provisions of all sections of the documents listed above.

That the amounts stated in this Form of Proposal represents the entire cost of the work. The
completion time stated represents the entire time for performance of the work. The amount bid
includes allowances for all fees for permits, regulatory notifications, taxes, and insurance required
or applicable to the work. That no claims shall be made for any increases in wage scales or
material costs.

3. To certify that this bid is genuine and not sham or collusive or made in the interest or in behalf of
any person not herein named, and that the undersigned has not directly or indirectly induced or
solicited any other bidder to put in a sham bid, or any other person, firm or corporation to refrain
from bidding and that the undersigned bidder has not in any manner sought by collusion to secure
for himself an advantage over any other bidder.

4, That the bidder shall comply with all City, State, and Federal statutes relating to liability
insurance, working hours, minimum wages, safety and sanitary regulation, including requirements
set forth governing federal participation under this project, which in any way may affect those
engaged or employed on the work in the event that the award of the Contract is made on the bid
herein submitted.

BASE BID:

Bid Item No. 1 — All work as indicated on Drawings and as specified except those portions designated as Alternates.

For the sum of: _Four hundred forty seven thousand six hundred thirty one dollars

($_447,631.00 ).

BID FORM - SECTION I 00300 - 1 20057 - 02/07/22



Submitted by:_City Construction Company, Inc.
(Firm Name)

ALTERNATES:

The stated Base Bid is subject to the following additions or deductions for Alternates which the Owner may select.
(‘Provide’ means ‘furnish and install.” Include in bids below all related coordination and modification requirements
associated with the Work of each Alternate.) Reference Section 012300 “Alternates”.

Alternate Bid No. 1 — Bid Item No. 2 — To provide those aluminum entrances and windows indicated to be included
in Alternate No. 1 as indicated on Drawings and as specified. If Alternate Bid No. 1 is accepted,

ADD to Base Bid the sum of: _T'wo million fgrgg four thousand seven hundred sixteen dollars

(5.2,044,716.00 ).

Alternate Bid No. 2 — Bid Item No. 3 — To provide those aluminum entrances and windows indicated to be included
in Alternate No. 2 as indicated on Drawings and as specified. If Alternate Bid No. 2 is accepted,

ADD to Base Bid the sum of: One million n hundred ninety four th nd four hundr

dollars ($.1,794,412.00 ).

If awarded contract on Base Bid and any Alternates, I (we) agree to perform the work to substantial completion (or-
beneficial occupancy) within 365 days of the date of the Owner’s Notice To Proceed (Bidder to
propose number of days).

Accompanying this proposal is a bid bond in the amount of 5% of amount bid

¢ 5% )
payable to the Owner, which it is agreed shall be retained as liquidated damages by the Owner if the undersigned
fails to execute a contract in conformance with the Form of Contract, and to furnish a Surety Company Bond in a
penal sum equal to at least the full contract sum with ten (10) days after notification of award of the contract to the
undersigned.

The Bidder understands that the Owner may impose liquidated damages in the amount stated in and, in accordance
with, the Special Conditions, for each day thereafter, Sundays and holidays included, that the Work remains
uncompleted, which sum is agreed upon as the proper measure of liquidated damages which the Owner will sustain
per diem by the failure of the Bidder to complete the Work in the stipulated time, and the sum is not the be
construed in any sense a penalty. Liquidated damages will be assessed at substantial completion for the base bid and
all alternates accepted by the Government.

It is hereby certified that the undersigned is the only person(s) interested in this proposal as principal, and the
proposal is made without collusion with any person, firm, or corporation. Bidder hereby agrees to execute the
contract and furnish surety company bonds, in the forms incorporated in the contract documents, in the amount of
one hundred (100%) percent of the contract price for performance, including maintenance, and for payment for labor
and materials, respectively at the time required by the bidding documents, and to begin work within five (5) days
following receipt of Notice to Proceed.

The Bidder certifies that this bid has been arrived at independently, without consultation, communication, or
agreement as to any matter relating to this bid with any other bidder or with any competitor.

The Bidder agrees that the Owner reserves the right to reject any or all bids, and to waive any formalities in the
bidding. The Bidder agrees that this bid shall be good and may not be withdrawn for a period of 60 days.

BID FORM - SECTION I 00300 - 2 20057 - 02/07/22



Submitted by:_ City Construction Company, Inc.
(Firm Name)

The Bidder acknowledges receipt of the following Addenda: (Please list by number and date.)

#1 - 4/7/2022

#2 - 4/20/2022
SIGNATURE OF BIDDER:
Firm:___City Construction Company, Inc. B
Print or Type Name of person authorized to sign contract
on behalf of Bidder: ‘ Beau Henderson
Address:_284 Factory Street, Suite 101 Title:__President
Address:_Clarksburg, WV 26301 Phone:_304-623-2573
Address: Fax:__ 304-623-2083

Tax Cert. #:_55-0487627

END OF BID FORM

L g g
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BID FORM SECTION II RENOVATIONS TO REGIONAL TRAINING
INSTITUTE CAMP DAWSON

UNIT EXTENDED
NO. ITEM QTY UNIT PRICE PRICE
BASE BID
1 Base Bid 1 LS $447,631.00

ALTERNATE NO. 1
2 Additional Construction Identified as 1 LS $2,044716.00
Alternate No. 1

ALTERNATE NO. 2
3 Additional Construction Identified as 1 LS $1,794,412.00
Alternate No. 2

BID TOTAL

Bid Form Section II Page 1 of 1 20057 - 7/28/2021



SECTION III - DESCRIPTION OF BID ITEMS

Bid Item 1: Base Bid

Unit: Lump Sum (LS)

Description: This work shall consist of all work as indicated on the Drawings and as specified. This
includes performing all work prescribed in a workmanlike and acceptable manner,
including labor, tools, equipment, supplies, material, incidentals, and quality control
required to complete the work.

Measurement: There will be no direct measurement of materials, labor, and services provided by the
contractor in completing this item.

Payment: Payment shall be made at the contract unit price per lump sum.

Bid Item 2: Alternate No. 1

Unit: Lump Sum (LS)

Description: This item shall consist of all work as indicated on the Drawings and as specified
designated as Alternate No. 1. This includes performing all work prescribed in a
workmanlike and acceptable manner, including labor, tools, equipment, supplies,
material, incidentals, and quality control required to complete the work.

Measurement: There will be no direct measurement of materials, labor, and services provided by the
contractor in completing this item.

Payment: Payment shall be made at the contract unit price per lump sum.

Bid Item 3: Alternate No. 2

Unit: Lump Sum (LS)

Description: This item shall consist of all work as indicated on the Drawings and as specified
designated as Alternate No. 2. This includes performing all work prescribed in a
workmanlike and acceptable manner, including labor, tools, equipment, supplies,
material, incidentals, and quality control required to complete the work.

Measurement: There will be no direct measurement of materials, labor, and services provided by the
contractor in completing this item.

Payment: Payment shall be made at the contract unit price per lump sum.

END OF SECTION

Bid Form - Section 111

Bid Item Descriptions

Page 1 of 1 20057 - 07/29/21
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B CONTRACTOR LICENSE

Authorized by the

West Virginia Contractor Licensihg Board

Number: Wv001801
Classification:
~ ELECTRICAL CONCRETE
GENERAL BUILDING SIDING
GENERAL ENGINEERING ~ ROOFING
HEATING, VENTILATING & COOLING -PAINTING i
MULTIFAMILY _WINDOW INSTALLATION
PIPING
PLUMBING
RESIDENTIAL
MASONRY

CITY CONSTRUCTION COMPANY INC
DBA CITY WINDOW & CONSTRUCTION
284 FACTORY STREET SUITE 101
CLARKSBURG, WV 26301-9637

Date Issued Expiration Date

AUGUST 19, 2021 AUGUST 19, 2022

;-— e
! Authorized Company §ignature ; _ Chair, West Virginia Contractor
; : - Licensing Board -

: : e

BO ARD A copy of this license must be readily available for inspection by the Board on every job site where contracting
work is being performed. This license number must appear in all advertisements, on all bid submissions, and
‘on all fully executed and binding contracts. This license is non-transferrable. This license is bemg issued under

’ A A A A A A A A 4 the provisions of West Virginia Code, Chapter 30, Article 42.




WEST VIRGINIA
STATE TAX DEPARTMENT

BUSINESS REGISTRATION

"% 3 ®ISSUED TO: s,
CITY CONSTRUCTION COMPANY, INC
- DBA CITY WINDOW & CONSTRUCTION -
284 FACTORY ST 101

V¥ %, &, CLARKSBURG WV 26301-5934

this certificate dish}é?‘éﬁ @tmery job sne wuthm West Vlrglnla

atl 006 v.4
LO739014720

BUSINESS REGISTRAT_IO _ACCOUNT NUMBEF{ 10352503
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CCC Drug Policy in a Nutshell

When we test:
o Pre-Employment
o Suspicion
o Randomly at 10% yearly {Unless required at a higher rate by government}
o Post Accident (DOT-within 32 hours)

No possession on CCC property (includes using, selling, trading).
CCC vehicle drivers must report any vehicle convictions {drug or alcohol related) to us within 5
days of conviction.

Selection process: Individual selected and supervisor will be notified. Employee must go
immediately to testing site. This is paid time.

Deferral: Only applicable in leave status or official travel status. Anyone who defers a test will be
subject to an unannounced test within the next 60 days (as well as still being part of the random
pool}.

Positive test (refusal to take test, adulterating test):
o First offense: 2 day suspension without pay
Meeting with CCC owners before returning to work
Sign Return-to-Work Agreement
o Second offense: indefinite suspension without pay
Required to undergo 28 day rehab
Meeting with CCC owners before returning to work
Sign Return-to-Work Agreement
o Third offense: Termination

*\liolating the Return-to-Work Agreement may result in immediate termination.
*Disciplinary actions used at CCC discretion. (Any order, any single action)

If employee insists a positive test result is wrong, they may retest within 48 hours. If the retest is
positive, employee must pay for test and disciplinary actions will follow. If retest is negative, test
will be treated like an originally negative test (CCC pays for test and no disciplinary actions).

We may search Company and personal property if we have reasonable suspicion. We must try
to preserve dignity of employee.




y Comstruction @Mgéamf, Tuc.
West Vinginia Proud Siuce 1965

Drug-Free Workplace Policy

Policy

City Construction Company has a vital interest in maintaining a safe, healthy, and efficient
working environment. Being under the influence of a drug or alcohol on the job poses serious
safety & health risks to the user and to all those who work with the user. This policy prohibits
the manufacture, distribution, dispensation, storage, possession, sale, or use of drugs,
controlled substances, or alcohol on City Construction Company premises, jobsites and
vehicles during working hours.

Purpose and Goal

City Construction Company is committed to protecting the safety, health and well being of all
employees and other individuals in our workplace. We recognize that alcohol abuse and drug
use pose a significant threat to our goals. We have established a drug-free workplace program
that balances our respect for individuals with the need to maintain an alcohol and drug-free
environment.

Scope

This policy applies to all employees of City Construction Company.

Definitions

Alcohol: The intoxicating element in whiskey, wine, beer, and other fermented or distilled
products; classed as a depressant drug.

Alcohol Test: The procedure conducted to determine if an individual is under the influence of
alcohol.

Under the Influence of Alcohol: Affected in such a manner that there is a recognizable
impairment in physical and/or mental ability. The concentration of .08 of 1% or more by weight
of alcohol in the blood, or concentration of .08 of 1 gram or more by weight of alcohol per 210
liters of breath.

Conviction: A finding of guilt or imposition of sentence, or both, by any judicial body charged
with the responsibility to determine violations of Federal and State statues.



Controlled Substance: A substance that is defined in Schedules | through V of Section 202 of
the Controlled Substance Act (21 U.S.C. 812).

Drug: Any chemical, substance, or mixture of chemical and substance used as a medicine or
as an ingredient in a medicine in the treatment of illness or disease, or which affects any bodily
function or organ.

Legal Drug: Drugs, medications or over-the-counter products that have been legally obtained
and which are being used for the purpose for which they were prescribed or manufactured.

lllegal Drugs: Drugs which are not legally obtainable, or which are legally obtainable but have
not been legally obtained.

Drug Test: The procedure using a drug screen in urine specimens that are collected from
individuals for the purpose of scientifically analyzing the specimens to determine if the
individual ingested, was injected or otherwise exposed to a drug of abuse.

Random Drug Testing: The procedure in which employees who perform safety-sensitive tasks
are selected to undergo a drug test by a statistically valid random selection method with out
prearrangement or planning.

Safety-sensitive duty: The means of any task or duty fraught with such risks of injury to the
employee or others that even a momentary lapse of attention or judgment, or both, can lead to
serious bodily harm or death.

Search: To examine closely and carefully in attempt to gain knowledge, establish facts, or to
find specific things or objects.

Workplace: The entire physical City Construction Company premises, including roadways,
parking lots, vehicles, docks, and adjacent railroad and/or waterfront facilities. For this policy,
the word workplace also includes City Construction Company vehicles away from the physical
City Construction Company premises.

Drug and Alcohol Screening

City Construction Company may requnre a blood test, urinalysis, or other drug alcohol
screening for:

1. Persons seeking employment with City Construction Company.

2. Employees suspected of using or being under the influence of or impaired by drugs,
controlled substances, or alcohol.

3. Random substance testing will be instituted by random selection of employees of at
least 10% a year.

4. Post accident/Post incident testing: After an employee has had an injury or near miss
oris involved in an incident with property damage.




To ensure the accuracy and fairness of our testing program, all testing will be conducted
according to Substance Abuse and Mental Health Services Administration (SAMHSA)
guidelines where applicable and will include a screening test.

All drug-testing information will be maintained in separate confidential records.

Any employee who tests positive will be immediately removed from duty, referred to a
substance abuse professional for assessment and recommendations, required to successfully
complete recommended rehabilitation including continuing care and required to pass a Return-
to-Work Agreement.

An employee will be subject to the same consequences of a positive test if he/she refuses the
screening of the test, adulterates, or dilutes the specimen, substitutes the specimen with that
from another person or sends an imposter, will not sign the required forms or refuses to
cooperate in the testing process in such a way that prevents completion of the test.

Prohibited Behavior

It is a violation of our drug-free workplace policy to use, possess, sell, and/or trade alcohol,
illegal drugs or intoxicants. ;

Pre-Employment Screening

City Construction Company will maintain pre-employment screening practices, which are
designed to identify those individuals whose use of drugs or alcohol indicates a potential for
impaired or unsafe job performance.

City Construction Company will require pre-employment substance screening of all applicants
to whom City Construction Company will advise each applicant of the intent to test for
substances and require the applicant to permit the results of the test be made available to
management. If an applicant does not wish to have screening test performed, the pre-
employment interview process or examination will be terminated. If the applicant refuses the
screening test or if the test confirms the use of an unauthorized substance, the applicant will
be disqualified from further employment consideration for a minimum of twelve months.

Employees who drive City Construction Company vehicles must notify City Construction
Company of any alcohol related motor vehicle statute convictions within five (5) days after
such conviction. This notification is separate from that which is required for Annual Certification
by the Federal Motor Carrier Safety Regulations, and such notification of conviction is a
condition of employment.

Notification of conviction shall be made in writing to the facility manager, and managers shall
transmit such notification to the Human Resources Manager as soon as possible after receipt.




Testing

Reasonable Cause/Suspicion Testing: Reasonable suspicion testing will occur when
management has reason to suspect that an employee may be in violation of this

substance abuse program. The suspicion will be documented in writing and may occur based
upon observed behavior, abnormal conduct, erratic behavior, arrest or conviction for drug
related offenses. This includes employees who have undergone or are undergoing treatment
for substance abuse or misuse. All City Construction Company managers/supervisors will be
trained to recognize drug and alcohol related signs and symptoms.

Random Testing: Random substance testing will be instituted for all City Construction
Company Employees (at least 10% yearly). You must report the same day as notified to a
testing facility that has been approved by the company.

Post Accident/Incident Testing: After an employee has had an injury or near miss or is involved
in an incident with property damage, City Construction Company reserves the right to request
a drug test.

thification of Selection

An individual selected for random testing, and the individual's first-line supervisor, shall be
notified the same day the test is scheduled, preferably, within two hours of the scheduled
testing. The supervisor shall explain to the employee that the employee is under no suspicion
of taking drugs and that the employee's name was selected randomly.

Deferral of Testing

An employee selected for random drug testing may obtain a deferral of testing if the
employee's first line and higher-level supervisors concur that a compelling need necessitates a
deferral on the grounds that the employee is:

1. In a leave status (sick, annual, administrative, or leave without pay)

2. In official travel status away from the test site or is about to embark on official travel.

scheduled prior to testing notification.

An employee whose random drug test is deferred will be subject to an unannounced test within
the following 60 days.

Opportunity to Justify a Positive Test Result

When a confirmed positive result has been returned by the laboratory, the Medical Review
Officer shall perform the duties set forth in the Mandatory Guidelines. For example, the
Medical Review Officer may choose to conduct employee medical interviews, review employee
medical history, or review. any other, relevant biomedical factors. The Medical Review Officer
must review all medical records made available by the tested employee when a confirmed
positive test could have resulted from legally prescribed medication. Evidence to justify a
positive result may include, but is not limited to:

1. A valid prescription

2. A verification from the individual's physician verifying a valid prescription.




Individuals are not entitled, however, to present evidence to the Medical Review Officer in a
trial-type administrative proceeding, although the Medical Review Officer has the discretion to
accept evidence in any manner the Medical Review Officer deems most efficient or necessary.
if the Medical Review Officer determines there is no justification for the positive result, such
result will then be considered a verified positive test result.

Disciplinary Action

Violation of the rules contained in this Policy can result in disciplinary action, up to and
including dismissal or termination of employment. Violation of the rules contained in this Policy
can also result in mandatory placement of offending employees in a substance abuse or
rehabilitation program. Participation in, and the successful completion of, such a program are
conditions of employment.

The finding of the presence of any illegal drug, controlled substance or alcohol above the cutoff
levels established in the Appendices to the Federal Motor Carrier Safety Regulations following
a test or screening will be considered prima facie evidence of a violation of the rules contained
in this Policy, or if any employee is caught adulterating or tampering a drug or alcohol test,
shall be subject to appropriate disciplinary measures up to and including terminating
employment, in accordance with City Construction Company drug-free workplace policy

City Construction Company in its discretion may utilize a three-tier disciplinary approach
depending upon the individual circumstances of each violation. City Construction Company
reserves the right to render any disciplinary action appropriate to the specific circumstances up
to and including termination for any violation of this policy. Nevertheless, City Construction
Company will, when appropriate, utilize the three-tier disciplinary approach. When this
approach is used, the first (1) positive test will result in a two (2) day suspension without pay
and a mandatory meeting with Company owners before returning to work. A second (2)
positive test will resuit in an indefinite suspension without pay and the employee will be
required to undergo a mandatory 28-day rehabilitation program and meeting with Company
owners before being considered to return to work. In the event of a third (3) positive test the
employee will be automatically dismissed from employment. If the employee refuses to take
the test it will be treated as the employee has tested positive and the same three tier
disciplinary approach wili go into effect. Before returning to work after any offense, the
employee must sign a Return-to-Work Agreement and will be on probation for one year. During
that one year the employee is subject to random drug or alcohol tests at any time. The repeat
of offense in that one-year probationary period may result in termination.

Searches |

Searches of employees, employee’s lockers, and employee personal property may be
conducted when there is a reasonable suspicion to believe that the employee or employees
are in violation of the rules contained in this Policy. While City Construction Company has the
right to conduct reasonable searches on its property, every effort must be made to preserve
the rights and dignity of employees subject to such searches.




Reporting the Possession or Use of Prescription Drugs and Medicines

The use of legal drugs and/or medication by individual employees méy affect the job
performance of the using employees, the safety or other employees, the safe and efficient
operations of City Construction Company, or the safety of the public at large.

Employees are urged to discuss the effects of any drugs or medication with their doctors when
such drug or medications are prescribed, and to request a statement on possible impairments
or effects. This statement will aid the facility manager in deciding of potential impairment.

Employees who are using over-the-counter drugs or medications are urged to read the
information furnished with the drug or medication carefully, and to bring that information to the
facility manager. This information will aid the facility manager in deciding of potential
impairment.

Employees who are using legal drugs and/or medication must report such use to the facility
manager for a determination that such use will not expose the employee or any other
employees or members of the public at large to hazards that may result from impairment. If the
facility manager determines that employee performance or safety hazards exist; the employee
may be required to take a leave of absence or comply with other appropriate actions to
minimize any potential impairment problems.

Education & Training
City Construction Company provides written education of the following:

1. Detailed information about the content of the City:Construction Company drug and
alcohol policy.

2. Information on the effects and consequences of drug and alcoho! use on personal
health, safety, and the work environment.

3. Information on the manifestations and behavioral causes that may indicate drug or
alcohol use or abuse.

Supervisors will be provided 2 hours of drug-free workplace supervisor training for all
supervisory employees and annually thereafter.

How to recognize drug or alcohol problems. '

How to document behaviors that demonstrate a possible drug or alcohol problem.

How to confront employees with the problem from observed behaviors.

How to initiate reasonable suspicion and post-accident testing.

How to handle the procedures associated with random testing.

How to make the appropriate referral for assessment and assistance.

How to follow up with employees returning to work after a positive result.

How to handle drug-free workplace responsibilities in a manner that is consistent with
collective bargaining agreements.

N
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A hard copy of this policy will be given to each City Construction Company employee, which
includes an employee-signed acknowledgement receipt for each employee.
6




Assistance

City Construction Company recognizes that alcohol and drug abuse and addiction are
treatable illnesses. We also realize that early intervention and support improve the success of
rehabilitation. To support our employees, our drug-free workplace policy:

e Encourages employees to seek help if they are concerned that they or their family
members may have a drug and/or alcohol problem.

e Encourages employees to utilize the services of qualified professionals in the
community to assess the seriousness of suspected drug or alcohol problems and
indentify appropriate sources of help.

e Ensures the availability of a current list of qualified community professionals.
Treatment for alcoholism and/or other drug use disorders may be covered by the
employee’s benefit plan. However, the ultimate financial responsibility for
recommended treatment belongs to the employee.

Community Resources

The employer is to provide a list of available community resources for seeking assistance
when an employee has tested positive, or if the employee acknowledges the need for a
substance abuse program.

If the employees need additional information; it will be supplied by City Construction
Company’s Human Resources Depariment.

Confidentiality

City Construction Company has appointed competent physicians to serve as Medical Review
Officers. City Construction Company has designated its facility managers as the individuals
responsible for liaison with the Medical Review Officers in the establishment and coordination
of testing or screening programs, communication of testing or screening results, and for
maintaining secured confidential files which are separate and distinct from any other
employment records. These individuals are responsible for maintaining the confidentially of
any records and files generated under this Policy, and any information contained in these files:
may be shared only with the affected employee, with the Medical Review Officers, and with
other persons on a strict ‘need to know’ basis. A facility manager may designate an alternate
responsible individual who will serve in that capacity in the event of absence, travej, or
incapacitation of the manager.

Shared Responsibility

A safe and productive drug-free workplace is achieved through cooperation and shared
responsibility. Both employees and management have important roles to play.




Shared Responsibility

A safe and productive drug-free workplace is achieved through cooperation and shared
responsibility. Both employees and management have important roles to play.

In addition, employees are encouraged to:

s Be concerned about working in a safe environment.
e Support fellow workers in seeking help.
s Report dangerous behaviors to their supervisors.

It is the supervisor’'s responsibility to:

Inform employees of the drug-free workplace policy.

Observe employee performance.

Investigate reports of dangerous practices.

Document negative changes and problems in performance.
Counsel employees as to expected performance improvement.
Clearly state consequences of policy violations.

Communication

Communicating our drug-free workplace policy to both supervisors and employees is critical to
our success. To ensure all employees are aware of their role in supporting our drug-free
workplace program:

All employees will receive written copy of the policy.

The policy will be reviewed in orientation sessions with new employees.

The policy and assistance programs will be reviewed at safety meetings.

Employee education about the dangers of alcohol and drug use and availability of help
will be provided to all employees.

e Every supervisor will receive training to help him/her to recognize and manage
employees with alcohol and other drug problems.

e ® o @




City Construction Company, Inc.

DRUG-FREE WORKPLACE POLICY
ACKNOWLEDGEMENT FORM

| acknowledge that | have received a copy of the Drug-Free Workplace Policy and that | have
read and understand this document.

| further understand that this Policy supersedes and replaces all prior policies, handbooks, or
other publications related to these personal matters.

I understand that if | refuse to consent to drug and alcohol screening or if | test positive and fail
to meet my obligation under the Drug-Free Workplace Program, | will be subject to disciplinary
action, including termination of employment.

Employee’s Signature | Date

10




Department of Administration State of West Virginia

% |Purchasing Division x

i \ (2019 Washington Street East Centralized Request for Quote
gig," | | Post Office Box 50130

¥ |Charleston, WV 25305-0130

Proc Folder: 1020476
Doc Description: Renovations to Camp Dawson Regional Training Institute

Reason for Modification:

Addendum No. 2
To address and respond to
vendor technical questions.

Proc Type: Central Purchase Order

Date Issued Solicitation Closes Solicitation No Version
2022-04-20 2022-04-26  13:30 CRFQ 0603 ADJ2200000025 3
BID RECEIVING LOCATION

BID CLERK

DEPARTMENT OF ADMINISTRATION

PURCHASING DIVISION

2019 WASHINGTON STE

CHARLESTON WV 25305

us

VENDOR

Vendor Customer Code: 000000201454

Vendor Name : City Construction Company, Inc.

Address : 284 Factory Street, Suite 101

Street :

City : Clarksburg

State : WV Country : US Zip :26301

Principal Contact : Beau Henderson

Vendor Contact Phone: 304-623-2573 Extension: 108

FOR INFORMATION CONTACT THE BUYER
David H Pauline

304-558-0067

david.h.pauline@wv.gov

Vendor

DATE 4/26/2022

>

Signature FEIN# 550487627
F.

All offers subject to all terms and conditions contained in this solicitation

Date Printed: ~ Apr 20, 2022 Page: 1

FORM ID: WV-PRC-CRFQ-002 2020/05




ADDITIONAL INFORMATION

Addendum No. 2
To address and respond to vendor technical questions, see attached.
Bid opening remains April 26, 2022, at 1:30 pm

No other changes.

INVOICE TO SHIP TO
ADJUTANT GENERALS CAMP DAWSON ARMY
OFFICE TRAINING SITE
1707 COONSKIN DR 240 ARMY RD
CHARLESTON WV KINGWOOD WV
us us
Line Comm Ln Desc Qty Unit Issue Unit Price Total Price
1 Renovations to Camp Dawson Regional
Training Institute $447,631.00
Comm Code Manufacturer Specification Model #
72000000

Extended Description:

Bid Item #1- Lump Sum Price for Renovations to Camp Dawson Regional Training Institute, replace Doors & Windows, per the
attached documentation.

INVOICE TO SHIP TO
ADJUTANT GENERALS CAMP DAWSON ARMY
OFFICE TRAINING SITE
1707 COONSKIN DR 240 ARMY RD
CHARLESTON WV KINGWOOD WV
us us
Line Comm Ln Desc Qty Unit Issue Unit Price Total Price
2 ALTERNATE No.1-RTI Renovations
$2,044,716.00
Comm Code Manufacturer Specification Model #
72000000

Extended Description:

Alternate Bid No. 1 - Bid Item No. 2 - To provide those aluminum entrances and windows indicated to be included in Alternate No. 1
as indicated on Drawings and as specified. If Alternate Bid No. 1 is accepted,
ADD to Base Bid the sum of:

Date Printed: ~ Apr 20, 2022 Page: 2 FORM ID: WV-PRC-CRFQ-002 2020/05



INVOICE TO SHIP TO

ADJUTANT GENERALS CAMP DAWSON ARMY
OFFICE TRAINING SITE
1707 COONSKIN DR 240 ARMY RD
CHARLESTON WV KINGWOOD WV
us us
Line Comm Ln Desc Qty Unit Issue Unit Price Total Price
3 ALTERNATE No.2-RTI Renovations
$1,794,412.00
Comm Code Manufacturer Specification Model #
72000000

Extended Description:

Alternate Bid No. 2 - Bid ltem No. 3 - To provide those aluminum entrances and windows indicated to be included in Alternate No. 2
as indicated on Drawings and as specified. If Alternate Bid No. 2 is accepted,

ADD to Base Bid the sum of:

SCHEDULE OF EVENTS

Line Event Event Date
1 Mandatory Pre-Bid Meeting at 10:30 am 2022-03-31
2 Technical Questions Due by 11:00 am 2022-04-07

Date Printed: ~ Apr 20, 2022 Page: 3 FORM ID: WV-PRC-CRFQ-002 2020/05



Document Phase

Document Description

Page

ADJ2200000025

Final

Renovations to Camp Dawson
Regional Training Institute

ADDITIONAL TERMS AND CONDITIONS

See attached document(s) for additional Terms and Conditions




STATE OF WEST VIRGINIA
Purchasing Division

PURCHASING AFFIDAVIT

CONSTRUCTION CONTRACTS: Under W. Va. Code § 5-22-1(i), the contracting public entity shall not award a
construction contract to any bidder that is known to be in default on any monetary obligation owed to the state or a
political subdivision of the state, including, but not limited to, obligations related to payroll taxes, property taxes, sales and
use taxes, fire service fees, or other fines or fees.

ALL CONTRACTS: Under W. Va. Code §5A-3-10a, no contract or renewal of any contract may be awarded by the state
or any of its political subdivisions to any vendor or prospective vendor when the vendor or prospective vendor or a related
party to the vendor or prospective vendor is a debtor and: (1) the debt owed is an amount greater than one thousand
dollars in the aggregate; or (2) the debtor is in employer default.

EXCEPTION: The prohibition listed above does not apply where a vendor has contested any tax administered pursuant to chapter
eleven of the W. Va. Code, workers' compensation premium, permit fee or environmental fee or assessment and the matter has
not become final or where the vendor has entered into a payment plan or agreement and the vendor is not in default of any of the
provisions of such plan or agreement.

DEFINITIONS:

“Debt” means any assessment, premium, penalty, fine, tax or other amount of money owed to the state or any of its political
subdivisions because of a judgment, fine, permit violation, license assessment, defaulted workers' compensation premium, penalty
or other assessment presently delinquent or due and required to be paid to the state or any of its political subdivisions, including
any interest or additional penalties accrued thereon.

“Employer default” means having an outstanding balance or liability to the old fund or to the uninsured employers' fund or being
in policy default, as defined in W. Va. Code § 23-2c-2, failure to maintain mandatory workers' compensation coverage, or failure to
fully meet its obligations as a workers' compensation self-insured employer. An employer is not in employer default if it has entered
into a repayment agreement with the Insurance Commissioner and remains in compliance with the obligations under the
repayment agreement.

“Related party” means a party, whether an individual, corporation, partnership, association, limited liability company or any other
form or business association or other entity whatsoever, related to any vendor by blood, marriage, ownership or contract through
which the party has a relationship of ownership or other interest with the vendor so that the party will actually or by effect receive or
control a portion of the benefit, profit or other consideration from performance of a vendor contract with the party receiving an
amount that meets or exceed five percent of the total contract amount.

AFFIRMATION: By signing this form, the vendor’s authorized signer affirms and acknowledges under penalty of
law for false swearing (W. Va. Code §61-5-3) that: (1) for construction contracts, the vendor is not in default on
any monetary obligation owed to the state or a political subdivision of the state, and (2) for all other contracts,
that neither vendor nor any related party owe a debt as defined above and that neither vendor nor any related
party are in employer default as defined above, unless the debt or employer default is permitted under the
exception above.

WITNESS THE FOLLOWING SIGNATURE:
Vendor's Name: City Construction Company, Inc.

Authorized Signature:&/éw/ ﬂ Date: 4/26/2022

State of YVest Virginia

County of Harrison , to-wit:
Taken, subscribed, and sworn to before me this @ day of April ,2022.
My Commission expires May 31 2023,

STATE OF WEST VIRGINIA
ROSETTA 8 RIGGLEMAN

m*ggm;agg"gF,ﬁ,;agg;,;;m,;“,\{ it Purchasing Affidavit (Revised 01/19/2018)

,‘-"‘ “Tp OFFICIAL SEAL
AFFIX SEAL HERE ) __ NOTARYPUBLIC NOTARY PUBLIC ; Z
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	Div 01-09 Binder.pdf
	011000 FL - SUMMARY
	PART 1 -  GENERAL
	1.1 RELATED DOCUMENTS
	A. Drawings and general provisions of the Contract, including General and Supplementary Conditions and other Division 01 Specification Sections, apply to this Section.
	A. Section Includes:
	1. Project information.
	2. Work covered by Contract Documents.
	3. Work by Owner.
	4. Access to site.
	5. Work restrictions.
	6. Coordination with Occupants.
	7. Specification and Drawing conventions.
	8. Code Compliance

	B. Related Requirements:
	1. Section 015000 "Temporary Facilities and Controls" for limitations and procedures governing temporary use of Owner's facilities.


	1.3 PROJECT INFORMATION
	A. Project Identification:  Renovations To Regional Training Institute for the West Virginia Army National Guard.
	1. Project Location:  Camp Dawson, Kingwood, WV.
	2. Owner: West Virginia Army National Guard
	Construction and Facilities Maintenance Office
	1703 Coonskin Drive
	Charleston, West Virginia 25311


	1.4 WORK COVERED BY CONTRACT DOCUMENTS
	A. The Work of this Project will be conducted under a single-prime contract.
	B. The Work of this Project is defined by the Contract Documents, and consists of the following:
	1. Selective demolition.
	2. Replacement of exterior storefront system, entrances and frames as scheduled.
	3. This project involves a Base Bid and an Add-Alternate Bid for additional construction as shown on the Drawings and as specified in Section 012300 “Alternates” and the Bid Form.

	A. General:  Contractor shall have limited use of Project site for construction operations as indicated on Drawings by the Contract limits and as indicated by requirements of this Section.
	B. Use of Site:  Limit use of Project site to areas within the Contract limits indicated.  Do not disturb portions of Project site beyond areas in which the Work is indicated.
	1. Driveways, Walkways and Entrances:  Keep driveways and entrances serving premises clear and available to Owner, Owner's employees, and emergency vehicles at all times.  Do not use these areas for parking or storage of materials.
	a. Schedule deliveries to minimize use of driveways and entrances by construction operations, and to minimize space and time requirements for storage of materials and equipment on-site.
	b. Protect all driveways, walks, and entrances during construction and repair all damage to same caused by construction operations to satisfaction of Architect and Owner.



	1.6 WORK RESTRICTIONS
	A. Work Restrictions, General:  Comply with restrictions on construction operations.
	1. Comply with limitations on use of public streets and with other requirements of authorities having jurisdiction.

	B. On-Site Work Hours:  Limit work on site to normal business working hours of 7:00 a.m. to 5:00 p.m., Monday through Friday, unless otherwise indicated.
	1. Weekend Hours:  Owner’s discretionary permission required with 72 hours notice/request given by Contractor.

	C. Noise, Vibration, and Odors:  Coordinate operations that may result in high levels of noise and vibration, odors, or other disruption to Owner occupancy with Owner.
	1. Notify Owner not less than three days in advance of proposed disruptive operations.
	2. Obtain Owner's written permission before proceeding with disruptive operations.

	D. Controlled Substances:  Use of tobacco products and other controlled substances on Project site is not permitted.
	E. All construction personnel are to observe and practice professional personal conduct including civil language and appropriate working attire at all times while on project site.
	F. Employee Screening: Comply with Owner's requirements for drug and background screening of Contractor personnel working on Project site.
	1. Maintain list of approved screened personnel with Owner's representative.

	G. Condition of Existing Grounds: Maintain portions of existing grounds, landscaping, and hardscaping affected by construction operations throughout construction period. Repair damage caused by construction operations.

	1.7 COORDINATION WITH OCCUPANTS
	A. Building site is on the grounds of a military base camp. Owner will occupy site and adjacent building(s) during entire construction period. Cooperate with Owner during construction operations to minimize conflicts and facilitate Owner usage. Perfor...
	1. Maintain access to existing walkways, corridors, and other adjacent occupied or used facilities. Do not close or obstruct walkways, corridors, or other occupied or used facilities without written permission from Owner and approval of authorities ha...
	2. Notify Owner not less than 72 hours in advance of activities that will affect Owner's operations.


	1.8 SPECIFICATION AND DRAWING CONVENTIONS
	A. Specification Format:  The Specifications are organized into Divisions and Sections using the 40-division format and CSI "MasterFormat" numbering system.
	1. Section Identification:  The Specifications use Section numbers and titles to help cross-referencing in the Contract Documents.  Sections in the Project Manual are in numeric sequence; however, the sequence is incomplete because all available Secti...

	B. Specification Content: The Specifications use certain conventions for the style of language and the intended meaning of certain terms, words, and phrases when used in particular situations. These conventions are as follows:
	1. Imperative mood and streamlined language are generally used in the Specifications. The words "shall," "shall be," or "shall comply with," depending on the context, are implied where a colon (:) is used within a sentence or phrase.
	2. Specification requirements are to be performed by Contractor unless specifically stated otherwise.

	C. Division 01 General Requirements: Requirements of Sections in Division 01 apply to the Work of all Sections in the Specifications.
	D. Drawing Coordination: Requirements for materials and products identified on Drawings are described in detail in the Specifications. One or more of the following are used on Drawings to identify materials and products:
	1. Terminology: Materials and products are identified by the typical generic terms used in the individual Specifications Sections.
	2. Abbreviations: Materials and products are identified by abbreviations published as part of the U.S. National CAD Standard.
	3. Keynoting: Materials and products are identified by reference keynotes referencing Specification Section numbers found in this Project Manual.



	PART 2 -  PRODUCTS (Not Used)
	PART 3 -  EXECUTION (Not Used)

	012300 FL - ALTERNATES
	PART 1 -  GENERAL
	1.1 RELATED DOCUMENTS
	A. Drawings and general provisions of the Contract, including General and Supplementary Conditions and other Division 01 Specification Sections, apply to this Section.

	1.2 SUMMARY
	A. Section includes administrative and procedural requirements for alternates.

	1.3 DEFINITIONS
	A. Alternate: An amount proposed by bidders and stated on the Bid Form for certain work defined in the bidding requirements that may be added to or deducted from the base bid amount if Owner decides to accept a corresponding change either in the amoun...
	1. Alternates described in this Section are part of the Work only if enumerated in the Agreement.
	2. The cost or credit for each alternate is the net addition to or deduction from the Contract Sum to incorporate alternate into the Work. No other adjustments are made to the Contract Sum.

	B. Provide: Furnish and install including all materials, equipment, coordination, overhead and profit necessary for such provision.

	1.4 PROCEDURES
	A. Coordination: Revise or adjust affected adjacent work as necessary to completely integrate work of the alternate into Project.
	1. Include as part of each alternate, miscellaneous devices, accessory objects, and similar items incidental to or required for a complete installation whether or not indicated as part of alternate.

	B. Notification: Immediately following award of the Contract, notify each party involved, in writing, of the status of each alternate. Indicate if alternates have been accepted, rejected, or deferred for later consideration. Include a complete descrip...
	C. Execute accepted alternates under the same conditions as other work of the Contract.
	D. Schedule: A schedule of alternates is included at the end of this Section. Specification Sections referenced in schedule contain requirements for materials necessary to achieve the work described under each alternate.


	PART 2 -  PRODUCTS (Not Used)
	PART 3 -  EXECUTION
	3.1 SCHEDULE OF ALTERNATES
	A. Add-Alternate Bid No. 1 - To provide those aluminum entrances and windows indicated to be included in Alternate No. 1 as indicated on Drawings and as specified.
	B. Add-Alternate Bid No. 2 - To provide those aluminum entrances and windows indicated to be included in Alternate No. 2 as indicated on Drawings and as specified.



	012500 fl - substitution procedures
	PART 1 -  GENERAL
	1.1 RELATED DOCUMENTS
	A. Drawings and general provisions of the Contract, including General and Supplementary Conditions and other Division 01 Specification Sections, apply to this Section.
	A. Section includes administrative and procedural requirements for substitutions after contract execution.
	B. Related Requirements:
	A. Substitutions: Changes in products, materials, equipment, and methods of construction from those required by the Contract Documents and proposed by Contractor.
	1. Substitutions for Cause: Changes proposed by Contractor that are required due to changed Project conditions, such as unavailability of product, regulatory changes, or unavailability of required warranty terms.
	2. Substitutions for Convenience: Changes proposed by Contractor or Owner that are not required in order to meet other Project requirements but may offer advantage to Contractor or Owner.
	3. Documentation: Show compliance with requirements for substitutions and the following, as applicable:
	a. Statement indicating why specified product or fabrication or installation cannot be provided, if applicable.
	b. Coordination information, including a list of changes or revisions needed to other parts of the Work and to construction performed by Owner and separate contractors, that will be necessary to accommodate proposed substitution.
	c. Detailed comparison of significant qualities of proposed substitution with those of the Work specified. Include annotated copy of applicable Specification Section. Significant qualities may include attributes such as performance, weight, size, dura...
	d. Product Data, including drawings and descriptions of products and fabrication and installation procedures.
	e. Samples, where applicable or requested.
	f. Certificates and qualification data, where applicable or requested.
	g. List of similar installations for completed projects with project names and addresses and names and addresses of architects and owners.
	h. Material test reports from a qualified testing agency indicating and interpreting test results for compliance with requirements indicated.
	i. Research reports evidencing compliance with building code in effect for Project, from International Code Council Evaluation Service (ICC-ES).
	j. Detailed comparison of Contractor's construction schedule using proposed substitution with products specified for the Work, including effect on the overall Contract Time. If specified product or method of construction cannot be provided within the ...
	k. Cost information, including a proposal of change, if any, in the Contract Sum.
	l. Contractor's certification that proposed substitution complies with requirements in the Contract Documents except as indicated in substitution request, is compatible with related materials, and is appropriate for applications indicated.
	m. Contractor's waiver of rights to additional payment or time that may subsequently become necessary because of failure of proposed substitution to produce indicated results.

	4. Architect's Action: If necessary, Architect will request additional information or documentation for evaluation within seven days of receipt of a request for substitution. Architect will notify Contractor of acceptance or rejection of proposed subs...
	a. Forms of Acceptance: Change Order, Construction Change Directive, or Architect's Supplemental Instructions for minor changes in the Work.
	b. Use product specified if Architect does not issue a decision on use of a proposed substitution within time allocated.


	A. Compatibility of Substitutions: Investigate and document compatibility of proposed substitution with related products and materials. Engage a qualified testing agency to perform compatibility tests recommended by manufacturers.
	A. Coordination: Revise or adjust affected work as necessary to integrate work of the approved substitutions.


	PART 2 -  PRODUCTS
	A. Substitutions for Cause: Submit requests for substitution immediately on discovery of need for change, but not later than 15 days prior to time required for preparation and review of related submittals.
	1. Conditions: Architect will consider Contractor's request for substitution when the following conditions are satisfied. If the following conditions are not satisfied, Architect will return requests without action, except to record noncompliance with...
	a. Requested substitution is consistent with the Contract Documents and will produce indicated results.
	b. Requested substitution provides sustainable design characteristics that specified product provided.
	c. Substitution request is fully documented and properly submitted.
	d. Requested substitution will not adversely affect Contractor's construction schedule.
	e. Requested substitution has received necessary approvals of authorities having jurisdiction.
	f. Requested substitution is compatible with other portions of the Work.
	g. Requested substitution has been coordinated with other portions of the Work.
	h. Requested substitution provides specified warranty.
	i. If requested substitution involves more than one contractor, requested substitution has been coordinated with other portions of the Work, is uniform and consistent, is compatible with other products, and is acceptable to all contractors involved.


	B. Substitutions for Convenience:
	1. Conditions: Architect will consider Contractor's request for substitution when the following conditions are satisfied. If the following conditions are not satisfied, Architect will return requests without action, except to record noncompliance with...
	a. Requested substitution offers Owner a substantial advantage in cost, time, energy conservation, or other considerations, after deducting additional responsibilities Owner must assume. Owner's additional responsibilities may include compensation to ...
	b. Requested substitution does not require extensive revisions to the Contract Documents.
	c. Requested substitution is consistent with the Contract Documents and will produce indicated results.
	d. Substitution request is fully documented and properly submitted.
	e. Requested substitution will not adversely affect Contractor's construction schedule.
	f. Requested substitution has received necessary approvals of authorities having jurisdiction.
	g. Requested substitution is compatible with other portions of the Work.
	h. Requested substitution has been coordinated with other portions of the Work.
	i. Requested substitution provides specified warranty.
	j. If requested substitution involves more than one contractor, requested substitution has been coordinated with other portions of the Work, is uniform and consistent, is compatible with other products, and is acceptable to all contractors involved.



	222 Lee Street West

	012600 fl - contract modification procedures
	PART 1 -  GENERAL
	1.1 RELATED DOCUMENTS
	A. Drawings and general provisions of the Contract, including General and Supplementary Conditions and other Division 01 Specification Sections, apply to this Section.

	1.2 SUMMARY
	A. Section includes administrative and procedural requirements for handling and processing Contract modifications.
	B. Related Requirements:
	1. Section 012500 "Substitution Procedures" for administrative procedures for handling requests for substitutions made after the Contract award.


	1.3 MINOR CHANGES IN THE WORK
	A. Architect will issue supplemental instructions authorizing minor changes in the Work, not involving adjustment to the Contract Sum or the Contract Time, on AIA Document G710, "Architect's Supplemental Instructions."

	1.4 PROPOSAL REQUESTS
	A. Owner-Initiated Proposal Requests: Architect will issue a detailed description of proposed changes in the Work that may require adjustment to the Contract Sum or the Contract Time. If necessary, the description will include supplemental or revised ...
	1. Proposal Requests issued by Architect are for information only.  Do not consider them instructions either to stop work in progress or to execute the proposed change.
	2. Within time specified in Proposal Request    after receipt of Proposal Request, submit a quotation estimating cost adjustments to the Contract Sum and the Contract Time necessary to execute the change.
	a. Include a list of quantities of products required or eliminated and unit costs, with total amount of purchases and credits to be made. If requested, furnish survey data to substantiate quantities.
	b. Indicate applicable taxes, delivery charges, equipment rental, and amounts of trade discounts.
	c. Include costs of labor and supervision directly attributable to the change.
	d. Include an updated Contractor's construction schedule that indicates the effect of the change, including, but not limited to, changes in activity duration, start and finish times, and activity relationship. Use available total float before requesti...


	B. Contractor-Initiated Proposals: If latent or changed conditions require modifications to the Contract, Contractor may initiate a claim by submitting a request for a change to Architect .
	1. Include a statement outlining reasons for the change and the effect of the change on the Work. Provide a complete description of the proposed change. Indicate the effect of the proposed change on the Contract Sum and the Contract Time.
	2. Include a list of quantities of products required or eliminated and unit costs, with total amount of purchases and credits to be made. If requested, furnish survey data to substantiate quantities.
	3. Indicate applicable taxes, delivery charges, equipment rental, and amounts of trade discounts.
	4. Include costs of labor and supervision directly attributable to the change.
	5. Include an updated Contractor's construction schedule that indicates the effect of the change, including, but not limited to, changes in activity duration, start and finish times, and activity relationship. Use available total float before requesti...
	6. Comply with requirements in Section 012500 "Substitution Procedures" if the proposed change requires substitution of one product or system for product or system specified.
	7. Proposal Request Form: Use    AIA Document G709 for Proposal Requests.


	1.5 ADMINISTRATIVE CHANGE ORDERS
	A. Allowance Adjustment: See Section 012100 "Allowances" for administrative procedures for preparation of Change Order Proposal for adjusting the Contract Sum to reflect actual costs of allowances.
	B. Unit-Price Adjustment: See Section 012200 "Unit Prices" for administrative procedures for preparation of Change Order Proposal for adjusting the Contract Sum to reflect measured scope of unit-price work.

	1.6 CHANGE ORDER PROCEDURES
	1.7 CONSTRUCTION CHANGE DIRECTIVE
	A. Construction Change Directive: Architect may issue a Construction Change Directive on AIA Document G714. Construction Change Directive instructs Contractor to proceed with a change in the Work, for subsequent inclusion in a Change Order.
	1. Construction Change Directive contains a complete description of change in the Work. It also designates method to be followed to determine change in the Contract Sum or the Contract Time.

	B. Documentation: Maintain detailed records on a time and material basis of work required by the Construction Change Directive.
	1. After completion of change, submit an itemized account and supporting data necessary to substantiate cost and time adjustments to the Contract.



	PART 2 -  PRODUCTS (Not Used)
	PART 3 -  EXECUTION (Not Used)

	012900 fl - payment procedures
	PART 1 -  GENERAL
	1.1 RELATED DOCUMENTS
	A. Drawings and general provisions of the Contract, including General and Supplementary Conditions and other Division 01 Specification Sections, apply to this Section.

	1.2 SUMMARY
	A. Section includes administrative and procedural requirements necessary to prepare and process Applications for Payment.
	B. Related Requirements:
	1. Section 012600 "Contract Modification Procedures" for administrative procedures for handling changes to the Contract.
	2. Section 013200 "Construction Progress Documentation" for administrative requirements governing the preparation and submittal of the Contractor's construction schedule.


	1.3 DEFINITIONS
	A. Schedule of Values: A statement furnished by Contractor allocating portions of the Contract Sum to various portions of the Work and used as the basis for reviewing Contractor's Applications for Payment.

	1.4 SCHEDULE OF VALUES
	A. Coordination: Coordinate preparation of the schedule of values with preparation of Contractor's construction schedule.
	1. Coordinate line items in the schedule of values with other required administrative forms and schedules, including the following:
	a. Application for Payment forms with continuation sheets.
	b. Submittal schedule.
	c. Items required to be indicated as separate activities in Contractor's construction schedule.

	2. Submit the schedule of values to Architect at earliest possible date, but no later than seven  days before the date scheduled for submittal of initial Applications for Payment.

	B. Format and Content: Use Project Manual table of contents as a guide to establish line items for the schedule of values. Provide at least one line item for each Specification Section.
	1. Identification: Include the following Project identification on the schedule of values:
	a. Project name and location.
	b. Name of Architect.
	c. Architect's project number.
	d. Contractor's name and address.
	e. Date of submittal.

	2. Arrange the schedule of values in tabular form with separate columns to indicate the following for each item listed:
	a. Related Specification Section or Division.
	b. Description of the Work.
	c. Name of subcontractor.
	d. Name of manufacturer or fabricator.
	e. Name of supplier.
	f. Change Orders (numbers) that affect value.
	g. Dollar value of the following, as a percentage of the Contract Sum to nearest one-hundredth percent, adjusted to total 100 percent.
	1) Labor.
	2) Materials.
	3) Equipment.


	3. Provide a breakdown of the Contract Sum in enough detail to facilitate continued evaluation of Applications for Payment and progress reports. Coordinate with Project Manual table of contents. Provide multiple line items for principal subcontract am...
	4. Round amounts to nearest whole dollar; total shall equal the Contract Sum.
	5. Provide a separate line item in the schedule of values for each part of the Work where Applications for Payment may include materials or equipment purchased or fabricated and stored, but not yet installed.
	a. Differentiate between items stored on-site and items stored off-site. If required, include evidence of insurance.

	6. Provide separate line items in the schedule of values for initial cost of materials, for each subsequent stage of completion, and for total installed value of that part of the Work.
	7. Each item in the schedule of values and Applications for Payment shall be complete. Include total cost and proportionate share of general overhead and profit for each item.
	a. Temporary facilities and other major cost items that are not direct cost of actual work-in-place may be shown either as separate line items in the schedule of values or distributed as general overhead expense, at Contractor's option.

	8. Schedule Updating: Update and resubmit the schedule of values before the next Applications for Payment when Change Orders or Construction Change Directives result in a change in the Contract Sum.


	1.5 APPLICATIONS FOR PAYMENT
	A. Each Application for Payment following the initial Application for Payment shall be consistent with previous applications and payments as certified by Architect and paid for by Owner.
	1. Each application for payment shall be submitted with the following documents to be updated with each application:
	a. Construction schedule.
	b. Submittal and shop drawing log identifying all required submittals and the status of those submittals already submitted.
	c. Log of all Proposal Requests and responses.
	d. Log of all Contract Modifications each indicating description, amount, execution date, and schedule implications.
	e. Log of all Requests for Information (RFI’s) with a description of each RFI, including the date on which it was submitted, and the date on which it was returned.
	f. Waivers of Mechanic’s Liens described below.

	2. A payment application will be considered as being incomplete unless all required information is provided. Incomplete payment applications will be returned to the Contractor.
	3. Initial Application for Payment, Application for Payment at time of Substantial Completion, and final Application for Payment involve additional requirements.
	4. An application for payment checklist appears at the end of this Section.

	B. Payment Application Times:  The date for each progress payment is indicated in the Agreement between Owner and Contractor.  The period of construction Work covered by each Application for Payment is the period indicated in the Agreement.
	1. Submit draft copy of Application for Payment seven days prior to due date for review by Architect.

	C. Application for Payment Forms: Use AIA Document G702 and AIA Document G703    as form for Applications for Payment.
	D. Application Preparation: Complete every entry on form. Notarize and execute by a person authorized to sign legal documents on behalf of Contractor. Architect will return incomplete applications without action.
	1. Entries shall match data on the schedule of values and Contractor's construction schedule. Use updated schedules if revisions were made.
	2. Include amounts for work completed following previous Application for Payment, whether or not payment has been received. Include only amounts for work completed at time of Application for Payment.
	3. Include amounts of Change Orders and Construction Change Directives issued before last day of construction period covered by application.

	E. Stored Materials: Include in Application for Payment amounts applied for materials or equipment purchased or fabricated and stored, but not yet installed. Differentiate between items stored on-site and items stored off-site.
	1. Provide certificate of insurance, evidence of transfer of title to Owner, and consent of surety to payment, for stored materials.
	2. Provide supporting documentation that verifies amount requested, such as paid invoices. Match amount requested with amounts indicated on documentation; do not include overhead and profit on stored materials.
	3. Provide summary documentation for stored materials indicating the following:
	a. Value of materials previously stored and remaining stored as of date of previous Applications for Payment.
	b. Value of previously stored materials put in place after date of previous Application for Payment and on or before date of current Application for Payment.
	c. Value of materials stored since date of previous Application for Payment and remaining stored as of date of current Application for Payment.


	F. Transmittal: Submit three  signed and notarized original copies of each Application for Payment to Architect  by a method ensuring receipt within 24 hours. One copy shall include waivers of lien and similar attachments if required.
	1. Transmit each copy with a transmittal form listing attachments and recording appropriate information about application.

	G. Waivers of Mechanic's Lien: With each Application for Payment, submit waivers of mechanic's liens from subcontractors, sub-subcontractors, and suppliers for construction period covered by the previous application.
	1. Submit partial waivers on each item for amount requested in previous application, after deduction for retainage, on each item.
	2. When an application shows completion of an item, submit conditional final or full waivers.
	3. Owner reserves the right to designate which entities involved in the Work must submit waivers.
	4. Submit final Application for Payment with or preceded by conditional final waivers from every entity involved with performance of the Work covered by the application who is lawfully entitled to a lien.
	5. Waiver Forms: Submit executed waivers of lien on forms, acceptable to Owner.

	H. Initial Application for Payment: Administrative actions and submittals that must precede or coincide with submittal of first Application for Payment include the following:
	1. Schedule of values.
	2. Contractor's construction schedule
	3. Submittal schedule
	4. Copies of authorizations and licenses from authorities having jurisdiction for performance of the Work.
	5. Initial progress report.
	6. Report of preconstruction conference.
	7. Certificates of insurance and insurance policies.
	8. Performance and payment bonds.
	9. Data needed to acquire Owner's insurance.

	I. Application for Payment at Substantial Completion: After Architect issues the Certificate of Substantial Completion, submit an Application for Payment showing 100 percent completion for portion of the Work claimed as substantially complete.
	1. Include documentation supporting claim that the Work is substantially complete and a statement showing an accounting of changes to the Contract Sum.
	2. This application shall reflect Certificate(s) of Substantial Completion issued previously for Owner occupancy of designated portions of the Work.

	J. Final Payment Application: After completing Project closeout requirements, submit final Application for Payment with releases and supporting documentation not previously submitted and accepted, including, but not limited, to the following:
	1. Evidence of completion of Project closeout requirements.
	2. Insurance certificates for products and completed operations where required and proof that taxes, fees, and similar obligations were paid.
	3. Updated final statement, accounting for final changes to the Contract Sum.
	4. AIA Document G706, "Contractor's Affidavit of Payment of Debts and Claims."
	5. AIA Document G706A, "Contractor's Affidavit of Release of Liens."
	6. AIA Document G707, "Consent of Surety to Final Payment."
	7. Evidence that claims have been settled.
	8. Final meter readings for utilities, a measured record of stored fuel, and similar data as of date of Substantial Completion or when Owner took possession of and assumed responsibility for corresponding elements of the Work.
	9. Final liquidated damages settlement statement.



	PART 2 -  PRODUCTS (Not Used)
	PART 3 -  EXECUTION (Not Used)
	3.1 PAYMENT PROCEDURES CHECKLIST
	A. Waivers of Mechanic's Lien: With each Application for Payment after the Initial Application For Payment, submit waivers of mechanic's liens from subcontractors, sub-subcontractors, and suppliers for construction period covered by the previous appli...
	1. Submit partial waivers on each item for amount requested in previous application, after deduction for retainage, on each item.
	2. When an application shows completion of an item, submit conditional final or full waivers.
	3. Owner reserves the right to designate which entities involved in the Work must submit waivers.
	4. Submit final Application for Payment with or preceded by conditional final waivers from every entity involved with performance of the Work covered by the application who is lawfully entitled to a lien.
	5. Waiver Forms: Submit executed waivers of lien on forms, acceptable to Owner.

	B. Submit the following with Initial Application for Payment:
	1. Schedule of values.
	2. Submittal schedule.
	3. List of Contractor's staff assignments.
	4. List of Contractor's principal consultants.
	5. Copies of building permits.
	6. Copies of authorizations and licenses from authorities having jurisdiction for performance of the Work.
	7. Initial progress report.
	8. Report of preconstruction conference.
	9. Certificates of insurance and insurance policies.
	10. Performance and payment bonds.
	11. Data needed to acquire Owner's insurance.

	C. Submit the following with Application for Payment at Substantial Completion:
	1. Include documentation supporting claim that the Work is substantially complete and a statement showing an accounting of changes to the Contract Sum.
	2. This application shall reflect Certificate(s) of Substantial Completion issued previously for Owner occupancy of designated portions of the Work.

	D. Submit the following with Final Payment Application:
	1. Evidence of completion of Project closeout requirements.
	2. Insurance certificates for products and completed operations where required and proof that taxes, fees, and similar obligations were paid.
	3. Updated final statement, accounting for final changes to the Contract Sum.
	4. AIA Document G706, "Contractor's Affidavit of Payment of Debts and Claims."
	5. AIA Document G706A, "Contractor's Affidavit of Release of Liens."
	6. AIA Document G707, "Consent of Surety to Final Payment."
	7. Evidence that claims have been settled.
	8. Final meter readings for utilities, a measured record of stored fuel, and similar data as of date of Substantial Completion or when Owner took possession of and assumed responsibility for corresponding elements of the Work.
	9. Final liquidated damages settlement statement.

	E. Submit the following with all other Applications For Payment:
	1. Construction schedule.
	2. Submittal and shop drawing log identifying all required submittals and the status of those submittals already submitted.
	3. Log of all Proposal Requests and responses.
	4. Log of all Contract Modifications each indicating description, amount, execution date, and schedule implications.
	5. Log of all Requests for Information (RFI’s) with a description of each RFI, including the date on which it was submitted, and the date on which it was returned.
	6. Waivers of Mechanic’s Liens described above.




	013100 fl - project management and coordination
	PART 1 -  GENERAL
	1.1 RELATED DOCUMENTS
	A. Drawings and general provisions of the Contract, including General and Supplementary Conditions and other Division 01 Specification Sections, apply to this Section.
	A. Section includes administrative provisions for coordinating construction operations on Project including, but not limited to, the following:
	1. General coordination procedures.
	2. Requests for Information (RFIs).
	3. Project meetings.

	B. Related Requirements:
	1. Section 013200 "Construction Progress Documentation" for preparing and submitting Contractor's construction schedule.
	2. Section 017300 "Execution" for procedures for coordinating general installation and field-engineering services, including establishment of benchmarks and control points.
	3. Section 017700 "Closeout Procedures" for coordinating closeout of the Contract.


	1.3 DEFINITIONS
	A. RFI: Request from Owner, Architect, or Contractor seeking information required by or clarifications of the Contract Documents.
	A. Subcontract List: Prepare a written summary identifying individuals or firms proposed for each portion of the Work, including those who are to furnish products or equipment fabricated to a special design. Include the following information in tabula...
	1. Name, address, and telephone number of entity performing subcontract or supplying products.
	2. Number and title of related Specification Section(s) covered by subcontract.
	3. Drawing number and detail references, as appropriate, covered by subcontract.

	B. Key Personnel Names: Within 15 days of starting construction operations, submit a list of key personnel assignments, including superintendent and other personnel in attendance at Project site. Identify individuals and their duties and responsibilit...
	C.  Provide names, addresses, and telephone numbers of individuals assigned as alternates in the absence of individuals assigned to Project.
	1. Post copies of list in project meeting room, in temporary field office, and by each temporary telephone. Keep list current at all times.

	D. Submit sample agendas for the following types of meetings:
	1. Preconstruction Conference
	2. Preinstallation Conferences
	3. Progress Meetings
	4. Coordination Meetings


	1.5 GENERAL COORDINATION PROCEDURES
	A. Coordination: Coordinate construction operations included in different Sections of the Specifications to ensure efficient and orderly installation of each part of the Work. Coordinate construction operations, included in different Sections, that de...
	1. Schedule construction operations in sequence required to obtain the best results where installation of one part of the Work depends on installation of other components, before or after its own installation.
	2. Coordinate installation of different components to ensure maximum performance and accessibility for required maintenance, service, and repair.
	3. Make adequate provisions to accommodate items scheduled for later installation.
	5. Coordinate installation of different components with other contractors to ensure maximum performance and accessibility for required maintenance, service, and repair.
	6. Make adequate provisions to accommodate items scheduled for later installation.

	B. Prepare memoranda for distribution to each party involved, outlining special procedures required for coordination. Include such items as required notices, reports, and list of attendees at meetings.
	1. Prepare similar memoranda for Owner and Owner’s contractors if coordination of their Work is required.

	C. Administrative Procedures: Coordinate scheduling and timing of required administrative procedures with other construction activities to avoid conflicts and to ensure orderly progress of the Work. Such administrative activities include, but are not ...
	1. Preparation of Contractor's construction schedule.
	2. Preparation of the schedule of values.
	3. Installation and removal of temporary facilities and controls.
	4. Delivery and processing of submittals.
	5. Progress meetings.
	6. Preinstallation conferences.
	7. Project closeout activities.
	8. Startup and adjustment of systems.

	D. Conservation: Coordinate construction activities to ensure that operations are carried out with consideration given to conservation of energy, water, and materials. Coordinate use of temporary utilities to minimize waste.
	1. Salvage materials and equipment involved in performance of, but not actually incorporated into, the Work. See other Sections for disposition of salvaged materials that are designated as Owner's property.


	1.6 REQUESTS FOR INFORMATION (RFIs)
	A. General: Immediately on discovery of the need for additional information or interpretation of the Contract Documents, Contractor shall prepare and submit an RFI in the form specified.
	1. Architect will return RFIs submitted to Architect by other entities controlled by Contractor with no response.
	2. Coordinate and submit RFIs in a prompt manner so as to avoid delays in Contractor's work or work of subcontractors.

	B. Content of the RFI: Include a detailed, legible description of item needing information or interpretation and the following:
	1. Project name.
	2. Project number.
	3. Date.
	4. Name of Contractor.
	5. Name of Architect.
	6. RFI number, numbered sequentially.
	7. RFI subject.
	8. Specification Section number and title and related paragraphs, as appropriate.
	9. Drawing number and detail references, as appropriate.
	10. Field dimensions and conditions, as appropriate.
	11. Contractor's suggested resolution. If Contractor's suggested resolution impacts the Contract Time or the Contract Sum, Contractor shall state impact in the RFI.
	12. Contractor's signature.
	13. Attachments: Include sketches, descriptions, measurements, photos, Product Data, Shop Drawings, coordination drawings, and other information necessary to fully describe items needing interpretation.
	a. Include dimensions, thicknesses, structural grid references, and details of affected materials, assemblies, and attachments on attached sketches.


	C. RFI Forms: AIA Document G716 Form bound in Project Manual.
	1. Attachments shall be hard copy or electronic files in Adobe Acrobat PDF format.

	D. Architect's Action: Architect will review each RFI, determine action required, and respond. Allow seven working days for Architect's response for each RFI. RFIs received by Architect after 1:00 p.m. will be considered as received the following work...
	1. The following Contractor-generated RFIs will be returned without action:
	a. Requests for approval of submittals.
	b. Requests for approval of substitutions.
	c. Requests for approval of Contractor's means and methods.
	d. Requests for coordination information already indicated in the Contract Documents.
	e. Requests for adjustments in the Contract Time or the Contract Sum.
	f. Requests for interpretation of Architect's actions on submittals.
	g. Incomplete RFIs or inaccurately prepared RFIs.

	2. Architect's action may include a request for additional information, in which case Architect's time for response will date from time of receipt of additional information.
	3. Architect's action on RFIs that may result in a change to the Contract Time or the Contract Sum may be eligible for Contractor to submit Change Proposal according to Section 012600 "Contract Modification Procedures."
	a. If Contractor believes the RFI response warrants change in the Contract Time or the Contract Sum, notify Architect in writing within  2 days of receipt of the RFI response.


	E. RFI Log: Prepare, maintain, and submit a tabular log of RFIs organized by the RFI number. Submit log weekly. Include the following:
	1. Project name.
	2. Name and address of Contractor.
	3. Name and address of Architect.
	4. RFI number including RFIs that were returned without action or withdrawn.
	5. RFI description.
	6. Date the RFI was submitted.
	7. Date Architect's response was received.

	F. On receipt of Architect's action, update the RFI log and immediately distribute the RFI response to affected parties. Review response and notify Architect within 2 days if Contractor disagrees with response.
	1. Identification of related Minor Change in the Work, Construction Change Directive, and Proposal Request, as appropriate.
	2. Identification of related Field Order, Work Change Directive, and Proposal Request, as appropriate.


	1.7 PROJECT MEETINGS
	A. General: Schedule and conduct meetings and conferences at Project site unless otherwise indicated.
	1. Attendees: Inform participants and others involved, and individuals whose presence is required, of date and time of each meeting. Notify Owner and Architect of scheduled meeting dates and times.
	2. Agenda: Prepare the meeting agenda. Distribute the agenda to all invited attendees.
	3. Minutes: Entity responsible for conducting meeting will record significant discussions and agreements achieved. Distribute the meeting minutes to everyone concerned, including Owner and Architect, within three days of the meeting.

	B. Preconstruction Conference: Architect will schedule and conduct   a preconstruction conference before starting construction, at a time convenient to Owner and Architect, but no later than 10 days after execution of the Agreement.
	1. Conduct the conference to review responsibilities and personnel assignments.
	2. Attendees: Authorized representatives of Owner, Owner's Commissioning Authority,  Architect, and their consultants; Contractor and its superintendent; major subcontractors; suppliers; and other concerned parties shall attend the conference.
	3. Participants at the conference shall be familiar with Project and authorized to conclude matters relating to the Work.
	4. Agenda: Discuss items of significance that could affect progress, including the following:
	a. Tentative construction schedule.
	b. Critical work sequencing and long-lead items.
	c. Designation of key personnel and their duties.
	d. Lines of communications.
	e. Procedures for processing field decisions and Change Orders.
	f. Procedures for RFIs.
	g. Procedures for testing and inspecting.
	h. Procedures for processing Applications for Payment.
	i. Distribution of the Contract Documents.
	j. Submittal procedures.
	k. Preparation of record documents.
	l. Use of the premises.
	m. Work restrictions.
	n. Working hours.
	o. Owner's occupancy requirements.
	p. Responsibility for temporary facilities and controls.
	q. Procedures for moisture and mold control.
	r. Procedures for disruptions and shutdowns.
	s. Parking availability.
	t. Office, work, and storage areas.
	u. Equipment deliveries and priorities.
	v. First aid.
	w. Security.
	x. Progress cleaning.

	5. Minutes: Entity responsible for conducting meeting will record and distribute meeting minutes.

	C. Preinstallation Conferences: Conduct a preinstallation conference at Project site before each construction activity that requires coordination with other construction.
	1. Attendees: Installer and representatives of manufacturers and fabricators involved in or affected by the installation and its coordination or integration with other materials and installations that have preceded or will follow, shall attend the mee...
	2. Agenda: Review progress of other construction activities and preparations for the particular activity under consideration, including requirements for the following:
	a. Contract Documents.
	b. Options.
	c. Related RFIs.
	d. Related Change Orders.
	e. Purchases.
	f. Deliveries.
	g. Submittals.
	h. Review of mockups.
	i. Possible conflicts.
	j. Compatibility requirements.
	k. Time schedules.
	l. Weather limitations.
	m. Manufacturer's written instructions.
	n. Warranty requirements.
	o. Compatibility of materials.
	p. Acceptability of substrates.
	q. Temporary facilities and controls.
	r. Space and access limitations.
	s. Regulations of authorities having jurisdiction.
	t. Testing and inspecting requirements.
	u. Installation procedures.
	v. Coordination with other work.
	w. Required performance results.
	x. Protection of adjacent work.
	y. Protection of construction and personnel.

	3. Record significant conference discussions, agreements, and disagreements, including required corrective measures and actions.
	4. Reporting: Distribute minutes of the meeting to each party present and to other parties requiring information.
	5. Do not proceed with installation if the conference cannot be successfully concluded. Initiate whatever actions are necessary to resolve impediments to performance of the Work and reconvene the conference at earliest feasible date.

	D. Project Closeout Conference: Schedule and conduct a project closeout conference, at a time convenient to Owner and Architect, but no later than 30 days prior to the scheduled date of Substantial Completion.
	1. Conduct the conference to review requirements and responsibilities related to Project closeout.
	2. Attendees: Authorized representatives of Owner, Architect, and their consultants; Contractor and its superintendent; major subcontractors; suppliers; and other concerned parties shall attend the meeting. Participants at the meeting shall be familia...
	3. Agenda: Discuss items of significance that could affect or delay Project closeout, including the following:
	a. Preparation of record documents.
	b. Procedures required prior to inspection for Substantial Completion and for final inspection for acceptance.
	c. Submittal of written warranties.
	d. Requirements for preparing operations and maintenance data.
	e. Requirements for delivery of material samples, attic stock, and spare parts.
	f. Requirements for demonstration and training.
	g. Preparation of Contractor's punch list.
	h. Procedures for processing Applications for Payment at Substantial Completion and for final payment.
	i. Submittal procedures.
	j. Coordination of Owner’s separate contracts.
	k. Responsibility for removing temporary facilities and controls.

	4. Minutes: Entity conducting meeting will record and distribute meeting minutes.

	E. Progress Meetings: Conduct progress meetings at weekly intervals.
	1. Coordinate dates of meetings with preparation of payment requests.
	2. Attendees: In addition to representatives of Owner and Architect, each contractor, subcontractor, supplier, and other entity concerned with current progress or involved in planning, coordination, or performance of future activities shall be represe...
	3. Agenda: Review and correct or approve minutes of previous progress meeting. Review other items of significance that could affect progress. Include topics for discussion as appropriate to status of Project.
	a. Contractor's Construction Schedule: Review progress since the last meeting. Determine whether each activity is on time, ahead of schedule, or behind schedule, in relation to Contractor's construction schedule. Determine how construction behind sche...
	1) Review updated construction schedule.
	2) Review schedule for next period.

	b. Review submittal schedule.
	c. Review proposal log.
	d. Review contract modification log.
	e. Review RFI log.
	f. Review present and future needs of each entity present.
	g. Identify a list of action items to be completed prior to the next progress meeting.
	1) Action items will remain on the log until items are concluded.

	h. Review present and future needs of each entity present, including the following:
	1) Interface requirements.
	2) Sequence of operations.
	3) Status of submittals.
	4) Deliveries.
	5) Off-site fabrication.
	6) Access.
	7) Site utilization.
	8) Temporary facilities and controls.
	9) Progress cleaning.
	10) Quality and work standards.
	11) Status of correction of deficient items.
	12) Field observations.
	13) Status of RFIs.
	14) Status of proposal requests.
	15) Pending changes.
	16) Status of Change Orders.
	17) Pending claims and disputes.
	18) Documentation of information for payment requests.


	4. Minutes: Entity responsible for conducting the meeting will record and distribute the meeting minutes to each party present and to parties requiring information.
	a. Schedule Updating: Revise Contractor's construction schedule after each progress meeting where revisions to the schedule have been made or recognized. Issue revised schedule concurrently with the report of each meeting.

	5. Reporting: Record meeting results and distribute copies to everyone in attendance and to others affected by decisions or actions resulting from each meeting.



	PART 2 -  PRODUCTS (Not Used)
	PART 3 -  EXECUTION (Not Used)

	013200 fl - construction progress documentation
	PART 1 -  GENERAL
	1.1 RELATED DOCUMENTS
	A. Drawings and general provisions of the Contract, including General and Supplementary Conditions and other Division 01 Specification Sections, apply to this Section.

	1.2 SUMMARY
	A. Section includes administrative and procedural requirements for documenting the progress of construction during performance of the Work, including the following:
	1. Startup construction schedule.
	2. Contractor's construction schedule.
	3. Construction schedule updating reports.
	4. Daily construction reports.
	5. Material location reports.
	6. Site condition reports.
	7. Special reports.

	B. Related Requirements:
	1. Section 013300 "Submittal Procedures" for submitting schedules and reports.
	2. Section 014000 "Quality Requirements" for submitting a schedule of tests and inspections.


	1.3 DEFINITIONS
	A. Approval of Schedule:  The purpose of the Architect’s review and approval of the schedule is to review for compliance with the Contract Documents.  The Architect’s review process may result in rejection of the proposed schedule due to plan for perf...
	B. Early Completion:  Early completion of the project is permitted, however, neither the Contractor nor the Owner are bound to an early completion, even if projected by and approved in the final version of the Contractor CPM Schedule.  The Contractor’...
	C. Contract Completion:  The Contract Completion Date is the projected completion date based on the contract construction duration as specified in this section and as referenced to the Owner’s published Notice to Proceed (NTP) date.  The Contractor’s ...
	D. Activity: A discrete part of a project that can be identified for planning, scheduling, monitoring, and controlling the construction project. Activities included in a construction schedule consume time and resources.
	1. Critical Activity: An activity on the critical path that must start and finish on the planned early start and finish times.
	2. Predecessor Activity: An activity that precedes another activity in the network.
	3. Successor Activity: An activity that follows another activity in the network.

	E. Cost Loading: The allocation of the schedule of values for the completion of an activity as scheduled. The sum of costs for all activities must equal the total Contract Sum unless otherwise approved by Architect.
	F. Event: The starting or ending point of an activity.
	G. Float: The measure of leeway in starting and completing an activity.
	1. Float time is not for the exclusive use or benefit of either Owner or Contractor, but is a jointly owned, expiring Project resource available to both parties as needed to meet schedule milestones and Contract completion date.
	2. Free float is the amount of time an activity can be delayed without adversely affecting the early start of the successor activity.
	3. Total float is the measure of leeway in starting or completing an activity without adversely affecting the planned Project completion date.

	H. Resource Loading: The allocation of manpower and equipment necessary for the completion of an activity as scheduled.
	I. Delay Claims:  A period of time for which the project has been extended or work has not been performed which are excusable in accordance with the Contraction Documents.  A delay must be excusable in order to be the basis for an extension of time or...
	J. Excusable Delay:  An excusable delay shall be defined by the Contract Documents and typically involve matters beyond the Contractors control.  Examples of excusable delay include design errors and omissions, owners initiated changes, weather impact...
	K. Non-Excusable Delay:  A non-excusable delay is a delay for which the Contractor has assumed the risk in accordance with the Contract Documents.  It is the responsibility of the Contractor to prevent acts, or negligence, by the Contractor which may ...
	L. Concurrent Delay:  A concurrent delay is a second independent delay occurring during the same time period as the delay for which recover is sought.  A Contractor seeking increased compensation is ultimately responsible for the concurrent delay and ...

	1.4 INFORMATIONAL SUBMITTALS
	A. Format for Submittals: Submit required submittals in the following format:
	1. PDF electronic file.
	2. Five (5) total paper copies submitted to Architect.

	B. Contractor's Construction Schedule: Initial schedule, of size required to display entire schedule for entire construction period.
	1. Submit a working electronic copy of schedule, using software indicated, and labeled to comply with requirements for submittals. Include type of schedule (initial or updated) and date on label.

	C. Construction Schedule Updating Reports: Submit with Applications for Payment.
	D. Daily Construction Reports:  Submit at daily intervals in accordance with Section 013100 - Project Management and Coordination.
	E. Material Location Reports: Submit at monthly intervals.
	F. Site Condition Reports: Submit at time of discovery of differing conditions.
	G. Special Reports: Submit at time of unusual event.
	H. Qualification Data: For scheduling consultant.
	I. As-Built Construction Schedule: At the conclusion of the Contract Work or within thirty (30) days of substantial completion issued by the Architect provide an “As-Built” schedule showing actual start and finish dates for all work activities and mil...

	1.5 QUALITY ASSURANCE
	A. Prescheduling Conference: Conduct conference at Project site to comply with requirements in Section 013100 "Project Management and Coordination." Review methods and procedures related to the preliminary construction schedule and Contractor's constr...
	1. Review software limitations and content and format for reports.
	2. Verify availability of qualified personnel needed to develop and update schedule.
	3. Discuss constraints, including interim milestones.
	4. Review submittal requirements and procedures.
	5. Review time required for review of submittals and resubmittals.
	6. Review requirements for tests and inspections by independent testing and inspecting agencies.
	7. Review time required for Project closeout and Owner startup procedures.
	8. Review and finalize list of construction activities to be included in schedule.
	9. Review procedures for updating schedule.


	1.6 COORDINATION
	A. Coordinate preparation and processing of schedules and reports with performance of construction activities.
	B. Coordinate Contractor's construction schedule with the schedule of values, list of subcontracts, submittal schedule, progress reports, payment requests, and other required schedules and reports.
	1. Secure time commitments for performing critical elements of the Work from entities involved.
	2. Coordinate each construction activity in the network with other activities and schedule them in proper sequence.



	PART 2 -  PRODUCTS
	2.1 CONTRACTOR'S CONSTRUCTION SCHEDULE, GENERAL
	A. Time Frame: Extend schedule from date established for   the Notice to Proceed to date of final completion.
	1. Contract completion date shall not be changed by submission of a schedule that shows an early completion date, unless specifically authorized by Change Order.

	B. Activities: Treat each story or separate area as a separate numbered activity for each main element of the Work. Comply with the following:
	1. Activity Duration: Define activities so no activity is longer than 10 days, unless specifically allowed by Architect.
	2. Procurement Activities: Include procurement process activities for the following long lead items and major items, requiring a cycle of more than 60 days, as separate activities in schedule. Procurement cycle activities include, but are not limited ...
	4. Startup and Testing Time: Include no fewer than 15 days for startup and testing.
	5. Substantial Completion: Indicate completion in advance of date established for Substantial Completion, and allow time for Architect's administrative procedures necessary for certification of Substantial Completion.
	6. Punch List and Final Completion: Include not more than 30 days for completion of punch list items and final completion.

	C. Constraints: Include constraints and work restrictions indicated in the Contract Documents and as follows in schedule, and show how the sequence of the Work is affected.
	1. Work by Owner: Include a separate activity for each portion of the Work performed by Owner.
	2. Work Restrictions: Show the effect of the following items on the schedule:
	a. Coordination with existing construction.
	b. Limitations of continued occupancies.
	c. Uninterruptible services.
	d. Partial occupancy before Substantial Completion.
	e. Use of premises restrictions.
	f. Provisions for future construction.
	g. Seasonal variations.
	h. Environmental control.

	3. Work Stages: Indicate important stages of construction for each major portion of the Work, including, but not limited to, the following:
	a. Subcontract awards.
	b. Submittals.
	c. Purchases.
	d. Mockups.
	e. Fabrication.
	f. Sample testing.
	g. Deliveries.
	h. Installation.
	i. Tests and inspections.
	j. Adjusting.
	k. Curing.
	l. Building flush-out.
	m. Startup and placement into final use and operation.

	4. Construction Areas:  Identify each major area of construction for each major portion of the Work.  Indicate where each construction activity within a major area must be sequenced or integrated with other construction activities to comply with the a...

	D. Construction Period (Time for Completion):  The Construction Period shall be as indicated on the Bid Form, the Agreement Between Owner and Contractor, and as it appears on the Owner issued Notice to Proceed.
	E. Liquidated Damages:  If the Contractor fails to complete the Work within the Time for Completion or the Contract Completion Date the Contractor shall be liable to the Owner in the amounts set forth as liquidated damages for delay until the Work is ...
	F. Upcoming Work Summary:  Prepare summary report indicating activities scheduled to occur or commence prior to submittal of next schedule update.  Summarize the following issues:
	1. Unresolved issues.
	2. Unanswered RFIs.
	3. Rejected or unreturned submittals.
	4. Notations on returned submittals.

	G. Recovery Schedule: When periodic update indicates the Work is 10 or more calendar days behind the current approved schedule, submit a separate recovery schedule indicating means by which Contractor intends to regain compliance with the schedule. In...
	H. Delays and Requests for Extension of Time
	1. The determination for an extension of Time for Completion or Contract Completion Date will be made by the Owner Representative in accordance with the General Conditions of the Contract for Construction (AIA A201- 2007), and attached Supplemental Co...
	2. The delay in activities which in according to mathematical analysis (fragnet) does not affect the Contract Completion Date will not provide a basis for an extension of time.  If an analysis concludes that an activity was delay and such delay impact...
	a. An event occurred.
	b. The Contractor was not responsible for the event and that event was beyond the control of the Contractor; and was without fault or negligence of the Contractor, subcontractor, or supplier; and the event was unforeseeable.
	c. The event was the type for which an excuse is graded in accordance with the Contract Documents.
	d. Major activities indicated on the Project Construction Schedule were delayed which impacted the critical path or made such activities critical.
	e. The event in fact caused a delay in the Work.
	f. The requested additional time request is an appropriate and reasonable extension of Contract time.

	3. If the Contractor is found eligible for an extension of the contract time, the Owner’s Representative will recommend contract modification extending the time establishing the new Contract Completion Date.  The extension of time will be made on a ca...
	4. Weather Impacts
	a. The Contract Time may be extended by Change Order for the number of days lost due to inclement weather occurring in excess of the “Maximum Expected Days Lost”, as shown on the following table and if it has impacted the Critical Path Schedule. Actua...
	b. Note: Calendar Day in this situation is Monday – Friday, Saturday, only if the contractor can provide evidence of a track record of having worked Saturdays; Sundays shall not be counted. If a day is lost due to weather, that does not allow the cont...
	c. All claims for extensions of time shall be made in writing to the Owner no more than seven (7) days after the beginning of the delay; otherwise, all such claims are waived by the Contractor.  In the case of the continuous delay, only one (1) writte...
	1) All weather impact time extensions shall be resolved monthly.  If time extensions are not resolved by the 15th of following month the Contractor waives all rights to extension of contract time for the past month.

	d. The Contractor agrees that an extension of time will not be granted for causes that do not in fact prevent progress and completion of the Work.
	e. All weather related claims under this contract are non-compensable.  On claims submitted, the Contractor shall be entitled to an extension of time to the contract completion date only.


	I. FAILURE TO PROSECUTE WORK
	1. Contractors shall be expected to work in a phased manner and as needed to meet the overall Project schedule and the Project Milestone Dates as identified in this section.
	2. In the event that the progress of the Work is delayed by any fault or neglect or act or failure to act on the part of the Contractor or any of its officers, agents, employees, subcontractors or suppliers then the Contractor shall in addition to all...
	3. Should the Contractor fail to make up for the time lost be reason of such delay, the Owner shall have the right to cause other Contractors and subcontractors including the Owner personnel to work overtime and to take whatever action it deems necess...
	4. In the event that the Contractor should at any time refuse or neglect to supply a sufficiency of skilled workers or materials of the proper quality and quantity or fail in any respect to prosecute the Work with promptness and diligence, or cause by...
	5. This provision is not intended to supersede or replace any of the Owner’s rights and remedies afforded to them under the Contract Agreement or law.


	2.2 CONTRACTOR'S CONSTRUCTION SCHEDULE (GANTT CHART)
	A. Gantt-Chart Schedule: Submit a comprehensive, fully developed, horizontal, Gantt-chart-type, Contractor's construction schedule within 15 days of date established for the Notice to Proceed. Base schedule on the startup construction schedule and add...
	B. Preparation: Indicate each significant construction activity separately. Identify first workday of each week with a continuous vertical line.
	1. For construction activities that require three months or longer to complete, indicate an estimated completion percentage in 10 percent increments within time bar.


	2.3 REPORTS
	A. Daily Construction Reports:  Prepare and submit to the Architect within 48 hours of the day being recorded, a daily construction report recording the following information concerning events at Project site: Coordinate with Section 013100 “Project M...
	1. List of subcontractors at Project site.
	2. List of separate contractors at Project site.
	3. Approximate count of personnel at Project site.
	4. Equipment at Project site.
	5. Material deliveries.
	6. High and low temperatures and general weather conditions, including presence of rain or snow.
	7. Accidents.
	8. Meetings and significant decisions.
	9. Unusual events (see special reports).
	10. Stoppages, delays, shortages, and losses.
	11. Emergency procedures.
	12. Orders and requests of authorities having jurisdiction.
	13. Change Orders received and implemented.
	14. Construction Change Directives received and implemented.
	15. Services connected and disconnected.
	16. Equipment or system tests and startups.
	17. Partial completions and occupancies.
	18. Substantial Completions authorized.

	B. Material Location Reports: At monthly intervals, prepare and submit a comprehensive list of materials delivered to and stored at Project site. List shall be cumulative, showing materials previously reported plus items recently delivered. Include wi...
	1. Material stored prior to previous report and remaining in storage.
	2. Material stored prior to previous report and since removed from storage and installed.
	3. Material stored following previous report and remaining in storage.

	C. Site Condition Reports: Immediately on discovery of a difference between site conditions and the Contract Documents, prepare and submit a detailed report. Submit with a Request for Information. Include a detailed description of the differing condit...

	2.4 SPECIAL REPORTS
	A. General: Submit special reports directly to Owner within 2 days of an occurrence. Distribute copies of report to parties affected by the occurrence.


	PART 3 -  EXECUTION
	3.1 CONTRACTOR'S CONSTRUCTION SCHEDULE
	A. Contractor's Construction Schedule Updating:  At monthly intervals update the schedule to reflect actual construction progress and activities.  Issue schedule updates with each month’s pencil copy pay application.  No pencil copy pay application wi...
	1. Revise schedule immediately after each meeting or other activity where revisions have been recognized or made. Issue updated schedule concurrently with the report of each such meeting.
	2. Include a report with updated schedule that indicates every change, including, but not limited to, changes in logic, durations, actual starts and finishes, and activity durations.
	3. As the Work progresses, indicate final completion percentage for each activity.

	B. Distribution: Distribute copies of approved schedule to Architect, Construction Manager, Owner, separate contractors, testing and inspecting agencies, and other parties identified by Contractor with a need-to-know schedule responsibility.
	1. Post copies in Project meeting rooms and temporary field offices.
	2. When revisions are made, distribute updated schedules to the same parties and post in the same locations. Delete parties from distribution when they have completed their assigned portion of the Work and are no longer involved in performance of cons...




	013300 FL - SUBMITTAL PROCEDURES
	PART 1 -  GENERAL
	1.1 RELATED DOCUMENTS
	A. Drawings and general provisions of the Contract, including General and Supplementary Conditions and other Division 01 Specification Sections, apply to this Section.
	B. Related Requirements:
	1. Section 012900 "Payment Procedures" for submitting Applications for Payment and the schedule of values.
	2. Section 013200 "Construction Progress Documentation" for submitting schedules and reports, including Contractor's construction schedule.
	3. Section 017823 "Operation and Maintenance Data" for submitting operation and maintenance manuals.
	4. Section 017839 "Project Record Documents" for submitting record Drawings, record Specifications, and record Product Data.

	A. Action Submittals: Written and graphic information and physical samples that require Architect's responsive action. Action submittals are those submittals indicated in individual Specification Sections as "action submittals."
	B. Informational Submittals: Written and graphic information and physical samples that do not require Architect's responsive action. Submittals may be rejected for not complying with requirements. Informational submittals are those submittals indicate...
	C. File Transfer Protocol (FTP): Communications protocol that enables transfer of files to and from another computer over a network and that serves as the basis for standard Internet protocols. An FTP site is a portion of a network located outside of ...
	D. Portable Document Format (PDF): An open standard file format licensed by Adobe Systems used for representing documents in a device-independent and display resolution-independent fixed-layout document format.

	1.4 ACTION SUBMITTALS
	A. Submittal Schedule: Submit a schedule of submittals, arranged in chronological order by dates required by construction schedule. Include time required for review, ordering, manufacturing, fabrication, and delivery when establishing dates. Include a...
	1. Coordinate submittal schedule with list of subcontracts, the schedule of values, and Contractor's construction schedule.
	2. Initial Submittal: Submit concurrently with startup construction schedule. Include submittals required during the first 60 days of construction. List those submittals required to maintain orderly progress of the Work and those required early becaus...
	3. Final Submittal: Submit concurrently with the first complete submittal of Contractor's construction schedule.
	a. Submit revised submittal schedule to reflect changes in current status and timing for submittals.

	4. Format: Arrange the following information in a tabular format:
	a. Scheduled date for first submittal.
	b. Specification Section number and title.
	c. Submittal category: Action; informational.
	d. Name of subcontractor.
	e. Description of the Work covered.
	f. Scheduled date for Architect's final release or approval.
	g. Scheduled date of fabrication.
	h. Scheduled dates for purchasing.
	i. Scheduled dates for installation.
	j. Activity or event number.



	1.5 SUBMITTAL ADMINISTRATIVE REQUIREMENTS
	A. Coordination: Coordinate preparation and processing of submittals with performance of construction activities.
	1. Coordinate each submittal with fabrication, purchasing, testing, delivery, other submittals, and related activities that require sequential activity.
	2. Submit all submittal items required for each Specification Section concurrently unless partial submittals for portions of the Work are indicated on approved submittal schedule.
	3. Submit action submittals and informational submittals required by the same Specification Section as separate packages under separate transmittals.
	4. Coordinate transmittal of different types of submittals for related parts of the Work so processing will not be delayed because of need to review submittals concurrently for coordination.
	a. Architect reserves the right to withhold action on a submittal requiring coordination with other submittals until related submittals are received.


	B. Processing Time: Allow time for submittal review, including time for resubmittals, as follows. Time for review shall commence on Architect's receipt of submittal. No extension of the Contract Time will be authorized because of failure to transmit s...
	1. Initial Review: Allow 15 days for initial review of each submittal. Allow additional time if coordination with subsequent submittals is required. Architect will advise Contractor when a submittal being processed must be delayed for coordination.
	2. Intermediate Review: If intermediate submittal is necessary, process it in same manner as initial submittal.
	3. Concurrent Consultant Review: Where the Contract Documents indicate that submittals may be transmitted simultaneously to Architect and to Architect's consultants, allow 15  days for review of each submittal. Submittal will be returned to Architect ...

	E. Paper Submittals: In addition to requirements specified above, place a permanent label or title block on each submittal item for identification.
	1. Indicate name of firm or entity that prepared each submittal on label or title block.
	2. Include the following information for processing and recording action taken:
	a. Project name.
	b. Date.
	c. Name of Architect.
	d. Name of Construction Manager.
	e. Name of Contractor.
	f. Name of subcontractor.
	g. Name of supplier.
	h. Name of manufacturer.
	i. Submittal number or other unique identifier, including revision identifier.
	j. Number and title of appropriate Specification Section.
	k. Drawing number and detail references, as appropriate.
	l. Location(s) where product is to be installed, as appropriate.
	m. Other necessary identification.

	3. Additional Paper Copies: Unless additional copies are required for final submittal, and unless Architect observes noncompliance with provisions in the Contract Documents, initial submittal may serve as final submittal.
	a. Submit one copy of submittal to concurrent reviewer in addition to specified number of copies to Architect.

	4. Transmittal for Paper Submittals: Assemble each submittal individually and appropriately for transmittal and handling. Transmit each submittal using a transmittal form. Architect will not accept   submittals received from sources other than Contrac...
	a. Transmittal Form for Paper Submittals: Provide locations on form for the following information:
	1) Project name.
	2) Date.
	3) Destination (To:).
	4) Source (From:).
	5) Name and address of Architect.
	6) Name of Contractor.
	7) Name of firm or entity that prepared submittal.
	8) Names of subcontractor, manufacturer, and supplier.
	9) Category and type of submittal.
	10) Submittal purpose and description.
	11) Specification Section number and title.
	12) Specification paragraph number or drawing designation and generic name for each of multiple items.
	13) Drawing number and detail references, as appropriate.
	14) Indication of full or partial submittal.
	15) Transmittal number, numbered consecutively.
	16) Submittal and transmittal distribution record.
	17) Remarks.
	18) Signature of transmitter.



	F. Electronic Submittals: Identify and incorporate information in each electronic submittal file as follows:
	6. Assemble complete submittal package into a single indexed file incorporating submittal requirements of a single Specification Section and transmittal form with links enabling navigation to each item.
	7. Name file with submittal number or other unique identifier, including revision identifier.
	8. Provide means for insertion to permanently record Contractor's review and approval markings and action taken by Architect.

	G. Options: Identify options requiring selection by Architect.
	H. Deviations and Additional Information: On an attached separate sheet, prepared on Contractor's letterhead, record relevant information, requests for data, revisions other than those requested by Architect on previous submittals, and deviations from...
	I. Resubmittals: Make resubmittals in same form and number of copies as initial submittal.
	1. Note date and content of previous submittal.
	2. Note date and content of revision in label or title block and clearly indicate extent of revision.
	3. Resubmit submittals until they are marked with approval notation from Architect's action stamp.

	J. Distribution: Furnish copies of final submittals to manufacturers, subcontractors, suppliers, fabricators, installers, authorities having jurisdiction, and others as necessary for performance of construction activities. Show distribution on transmi...
	K. Use for Construction: Retain complete copies of submittals on Project site. Use only final action submittals that are marked with approval notation from Architect's action stamp.


	PART 2 -  PRODUCTS
	2.1 SUBMITTAL PROCEDURES
	A. General Submittal Procedure Requirements: Prepare and submit submittals required by individual Specification Sections. Types of submittals are indicated in individual Specification Sections.
	1. Submit electronic submittals via email as PDF electronic files.
	a. Architect will return annotated file. Annotate and retain one copy of file as an electronic Project record document file.

	2. Action Submittals: Submit six (6) paper copies of each submittal unless otherwise indicated. Architect will return two copies.
	3. Informational Submittals: Submit six (6) paper copies of each submittal unless otherwise indicated. Architect will not return copies.
	4. Certificates and Certifications Submittals: Provide a statement that includes signature of entity responsible for preparing certification. Certificates and certifications shall be signed by an officer or other individual authorized to sign document...
	a. Provide a digital signature with digital certificate on electronically submitted certificates and certifications where indicated.
	b. Provide a notarized statement on original paper copy certificates and certifications where indicated.


	B. Product Data: Collect information into a single submittal for each element of construction and type of product or equipment.
	1. If information must be specially prepared for submittal because standard published data are not suitable for use, submit as Shop Drawings, not as Product Data.
	2. Mark each copy of each submittal to show which products and options are applicable.
	3. Include the following information, as applicable:
	a. Manufacturer's catalog cuts.
	b. Manufacturer's product specifications.
	c. Standard color charts.
	d. Statement of compliance with specified referenced standards.
	e. Testing by recognized testing agency.
	f. Application of testing agency labels and seals.
	g. Notation of coordination requirements.
	h. Availability and delivery time information.

	4. For equipment, include the following in addition to the above, as applicable:
	a. Wiring diagrams showing factory-installed wiring.
	b. Printed performance curves.
	c. Operational range diagrams.
	d. Clearances required to other construction, if not indicated on accompanying Shop Drawings.

	5. Submit Product Data before or concurrent with Samples.
	6. Submit Product Data in one of the following formats:
	a. PDF electronic file.
	b. Six (6)  paper copies of Product Data unless otherwise indicated. Architect will return  four copies.


	C. Shop Drawings: Prepare Project-specific information, drawn accurately to scale. Do not base Shop Drawings on reproductions of the Contract Documents or standard printed data.
	1. Preparation: Fully illustrate requirements in the Contract Documents. Include the following information, as applicable:
	a. Identification of products.
	b. Schedules.
	c. Compliance with specified standards.
	d. Notation of coordination requirements.
	e. Notation of dimensions established by field measurement.
	f. Relationship and attachment to adjoining construction clearly indicated.
	g. Seal and signature of professional engineer if specified.

	2. Sheet Size: Except for templates, patterns, and similar full-size drawings, submit Shop Drawings on sheets at least 8-1/2 by 11 inches (215 by 280 mm), but no larger than 30 by 42 inches (750 by 1067 mm) .
	3. Submit Shop Drawings in one of the following formats:
	a. PDF electronic file.
	b.  Six (6) opaque (bond) copies of each submittal. Architect will retain  four copies; remainder will be returned.


	D. Samples: Submit Samples for review of kind, color, pattern, and texture for a check of these characteristics with other elements and for a comparison of these characteristics between submittal and actual component as delivered and installed.
	1. Transmit Samples that contain multiple, related components such as accessories together in one submittal package.
	2. Identification: Attach label on unexposed side of Samples that includes the following:
	a. Generic description of Sample.
	b. Product name and name of manufacturer.
	c. Sample source.
	d. Number and title of applicable Specification Section.
	e. Specification paragraph number and generic name of each item.

	3. For projects where electronic submittals are required, provide corresponding electronic submittal of Sample transmittal, digital image file illustrating Sample characteristics, and identification information for record.
	4. Disposition: Maintain sets of approved Samples at Project site, available for quality-control comparisons throughout the course of construction activity. Sample sets may be used to determine final acceptance of construction associated with each set.
	a. Samples that may be incorporated into the Work are indicated in individual Specification Sections. Such Samples must be in an undamaged condition at time of use.
	b. Samples not incorporated into the Work, or otherwise designated as Owner's property, are the property of Contractor.

	5. Samples for Initial Selection: Submit manufacturer's color charts consisting of units or sections of units showing the full range of colors, textures, and patterns available.
	a. Number of Samples: Submit one full set(s) of available choices where color, pattern, texture, or similar characteristics are required to be selected from manufacturer's product line. Architect will return submittal with options selected.

	6. Samples for Verification: Submit full-size units or Samples of size indicated, prepared from same material to be used for the Work, cured and finished in manner specified, and physically identical with material or product proposed for use, and that...
	a. Number of Samples: Submit three sets of Samples. Architect will retain two  Sample sets; remainder will be returned. Mark up and retain one returned Sample set as a project record sample.
	1) If variation in color, pattern, texture, or other characteristic is inherent in material or product represented by a Sample, submit at least three sets of paired units that show approximate limits of variations.



	E. Product Schedule: As required in individual Specification Sections, prepare a written summary indicating types of products required for the Work and their intended location. Include the following information in tabular form:
	1. Type of product. Include unique identifier for each product indicated in the Contract Documents or assigned by Contractor if none is indicated.
	2. Manufacturer and product name, and model number if applicable.
	3. Number and name of room or space.
	4. Location within room or space.
	5. Submit product schedule in the following format:
	a. PDF electronic file.
	b. Three paper copies of product schedule or list unless otherwise indicated. Architect will return two copies.


	F. Coordination Drawing Submittals: Comply with requirements specified in Section 013100 "Project Management and Coordination."
	G. Contractor's Construction Schedule: Comply with requirements specified in Section 013200 "Construction Progress Documentation."
	H. Application for Payment and Schedule of Values: Comply with requirements specified in Section 012900 "Payment Procedures."
	I. Test and Inspection Reports and Schedule of Tests and Inspections Submittals: Comply with requirements specified in Section 014000 "Quality Requirements."
	J. Closeout Submittals and Maintenance Material Submittals: Comply with requirements specified in Section 017700 "Closeout Procedures."
	K. Maintenance Data: Comply with requirements specified in Section 017823 "Operation and Maintenance Data."
	L. Qualification Data: Prepare written information that demonstrates capabilities and experience of firm or person. Include lists of completed projects with project names and addresses, contact information of architects and owners, and other informati...
	M. Welding Certificates: Prepare written certification that welding procedures and personnel comply with requirements in the Contract Documents. Submit record of Welding Procedure Specification and Procedure Qualification Record on AWS forms. Include ...
	N. Installer Certificates: Submit written statements on manufacturer's letterhead certifying that Installer complies with requirements in the Contract Documents and, where required, is authorized by manufacturer for this specific Project.
	O. Manufacturer Certificates: Submit written statements on manufacturer's letterhead certifying that manufacturer complies with requirements in the Contract Documents. Include evidence of manufacturing experience where required.
	P. Product Certificates: Submit written statements on manufacturer's letterhead certifying that product complies with requirements in the Contract Documents.
	Q. Material Certificates: Submit written statements on manufacturer's letterhead certifying that material complies with requirements in the Contract Documents.
	R. Material Test Reports: Submit reports written by a qualified testing agency, on testing agency's standard form, indicating and interpreting test results of material for compliance with requirements in the Contract Documents.
	S. Product Test Reports: Submit written reports indicating that current product produced by manufacturer complies with requirements in the Contract Documents. Base reports on evaluation of tests performed by manufacturer and witnessed by a qualified t...
	T. Research Reports: Submit written evidence, from a model code organization acceptable to authorities having jurisdiction, that product complies with building code in effect for Project. Include the following information:
	1. Name of evaluation organization.
	2. Date of evaluation.
	3. Time period when report is in effect.
	4. Product and manufacturers' names.
	5. Description of product.
	6. Test procedures and results.
	7. Limitations of use.

	U. Preconstruction Test Reports: Submit reports written by a qualified testing agency, on testing agency's standard form, indicating and interpreting results of tests performed before installation of product, for compliance with performance requiremen...
	V. Compatibility Test Reports: Submit reports written by a qualified testing agency, on testing agency's standard form, indicating and interpreting results of compatibility tests performed before installation of product. Include written recommendation...
	W. Field Test Reports: Submit written reports indicating and interpreting results of field tests performed either during installation of product or after product is installed in its final location, for compliance with requirements in the Contract Docu...
	X. Design Data: Prepare and submit written and graphic information, including, but not limited to, performance and design criteria, list of applicable codes and regulations, and calculations. Include list of assumptions and other performance and desig...

	2.2 DELEGATED-DESIGN SERVICES
	A. Performance and Design Criteria: Where professional design services or certifications by a design professional are specifically required of Contractor by the Contract Documents, provide products and systems complying with specific performance and d...
	1. If criteria indicated are not sufficient to perform services or certification required, submit a written request for additional information to Architect.

	B. Delegated-Design Services Certification: In addition to Shop Drawings, Product Data, and other required submittals, submit either a digitally signed PDF electronic file or three  paper copies of certificate, signed and sealed by the responsible des...
	1. Indicate that products and systems comply with performance and design criteria in the Contract Documents. Include list of codes, loads, and other factors used in performing these services.



	PART 3 -  EXECUTION
	3.1 CONTRACTOR'S REVIEW
	A. Action and Informational Submittals: Review each submittal and check for coordination with other Work of the Contract and for compliance with the Contract Documents. Note corrections and field dimensions. Mark with approval stamp identifying Contra...
	B. Project Closeout and Maintenance Material Submittals: See requirements in Section 017700 "Closeout Procedures."
	C. Approval Stamp: Stamp each submittal with a uniform, approval stamp. Include Project name and location, submittal number, Specification Section title and number, name of reviewer, date of Contractor's approval, and statement certifying that submitt...

	3.2 ARCHITECT'S ACTION
	D. Incomplete submittals are unacceptable, will be considered nonresponsive, and will be returned for resubmittal without review.



	013300 FL - SUBMITTAL COVER SHEET
	014000 fl - quality requirements
	PART 1 -  GENERAL
	1.1 RELATED DOCUMENTS
	A. Drawings and general provisions of the Contract, including General and Supplementary Conditions and other Division 01 Specification Sections, apply to this Section.

	1.2 SUMMARY
	A. Section includes administrative and procedural requirements for quality assurance and quality control.
	B. Testing and inspecting services are required to verify compliance with requirements specified or indicated. These services do not relieve Contractor of responsibility for compliance with the Contract Document requirements.
	1. Specific quality-assurance and -control requirements for individual construction activities are specified in the Sections that specify those activities. Requirements in those Sections may also cover production of standard products.
	2. Specified tests, inspections, and related actions do not limit Contractor's other quality-assurance and -control procedures that facilitate compliance with the Contract Document requirements.
	3. Requirements for Contractor to provide quality-assurance and -control services required by Architect, Owner, or authorities having jurisdiction are not limited by provisions of this Section.
	4. Specific test and inspection requirements are not specified in this Section.


	1.3 DEFINITIONS
	A. Quality-Assurance Services: Activities, actions, and procedures performed before and during execution of the Work to guard against defects and deficiencies and substantiate that proposed construction will comply with requirements.
	B. Quality-Control Services: Tests, inspections, procedures, and related actions during and after execution of the Work to evaluate that actual products incorporated into the Work and completed construction comply with requirements. Services do not in...
	C. Preconstruction Testing: Tests and inspections performed specifically for Project before products and materials are incorporated into the Work, to verify performance or compliance with specified criteria.
	D. Product Testing: Tests and inspections that are performed by an NRTL, an NVLAP, or a testing agency qualified to conduct product testing and acceptable to authorities having jurisdiction, to establish product performance and compliance with specifi...
	E. Source Quality-Control Testing: Tests and inspections that are performed at the source, e.g., plant, mill, factory, or shop.
	F. Field Quality-Control Testing: Tests and inspections that are performed on-site for installation of the Work and for completed Work.
	G. Testing Agency: An entity engaged to perform specific tests, inspections, or both. Testing laboratory shall mean the same as testing agency.
	H. Installer/Applicator/Erector: Contractor or another entity engaged by Contractor as an employee, Subcontractor, or Sub-subcontractor, to perform a particular construction operation, including installation, erection, application, and similar operati...
	1. Use of trade-specific terminology in referring to a trade or entity does not require that certain construction activities be performed by accredited or unionized individuals, or that requirements specified apply exclusively to specific trade(s).

	I. Experienced: When used with an entity or individual, "experienced" means having successfully completed a minimum of five previous projects similar in nature, size, and extent to this Project; being familiar with special requirements indicated; and ...

	1.4 CONFLICTING REQUIREMENTS
	A. Referenced Standards: If compliance with two or more standards is specified and the standards establish different or conflicting requirements for minimum quantities or quality levels, comply with the most stringent requirement. Refer conflicting re...
	B. Minimum Quantity or Quality Levels: The quantity or quality level shown or specified shall be the minimum provided or performed. The actual installation may comply exactly with the minimum quantity or quality specified, or it may exceed the minimum...

	1.5 ACTION SUBMITTALS
	A. Shop Drawings: For   mockups, provide plans, sections, and elevations, indicating materials and size of mockup construction.
	1. Indicate manufacturer and model number of individual components.
	2. Provide axonometric drawings for conditions difficult to illustrate in two dimensions.


	1.6 INFORMATIONAL SUBMITTALS
	A. Contractor's Quality-Control Plan: For quality-assurance and quality-control activities and responsibilities.
	B. Qualification Data: For Contractor's quality-control personnel.
	C. Contractor's Statement of Responsibility: When required by authorities having jurisdiction, submit copy of written statement of responsibility sent to authorities having jurisdiction before starting work on the following systems:
	1. Seismic-force-resisting system, designated seismic system, or component listed in the designated seismic system quality-assurance plan prepared by Architect.
	2. Main wind-force-resisting system or a wind-resisting component listed in the wind-force-resisting system quality-assurance plan prepared by Architect.

	D. Testing Agency Qualifications: For testing agencies specified in "Quality Assurance" Article to demonstrate their capabilities and experience. Include proof of qualifications in the form of a recent report on the inspection of the testing agency by...
	E. Schedule of Tests and Inspections: Prepare in tabular form and include the following:
	1. Specification Section number and title.
	2. Entity responsible for performing tests and inspections.
	3. Description of test and inspection.
	4. Identification of applicable standards.
	5. Identification of test and inspection methods.
	6. Number of tests and inspections required.
	7. Time schedule or time span for tests and inspections.
	8. Requirements for obtaining samples.
	9. Unique characteristics of each quality-control service.


	1.7 CONTRACTOR'S QUALITY-CONTROL PLAN
	A. Quality-Control Plan, General: Submit quality-control plan within 10 days of Notice to Proceed, and not less than five  days prior to preconstruction conference. Submit in format acceptable to Architect. Identify personnel, procedures, controls, in...
	B. Submittal Procedure: Describe procedures for ensuring compliance with requirements through review and management of submittal process. Indicate qualifications of personnel responsible for submittal review.
	C. Testing and Inspection: In quality-control plan, include a comprehensive schedule of Work requiring testing or inspection, including the following:
	1. Contractor-performed tests and inspections including subcontractor-performed tests and inspections. Include required tests and inspections and Contractor-elected tests and inspections.
	2. Special inspections required by authorities having jurisdiction and indicated on the "Statement of Special Inspections."
	3. Owner-performed tests and inspections indicated in the Contract Documents.

	D. Continuous Inspection of Workmanship: Describe process for continuous inspection during construction to identify and correct deficiencies in workmanship in addition to testing and inspection specified. Indicate types of corrective actions to be req...
	E. Monitoring and Documentation: Maintain testing and inspection reports including log of approved and rejected results. Include work Architect has indicated as nonconforming or defective. Indicate corrective actions taken to bring nonconforming work ...

	1.8 REPORTS AND DOCUMENTS
	A. Test and Inspection Reports: Prepare and submit certified written reports specified in other Sections. Include the following:
	1. Date of issue.
	2. Project title and number.
	3. Name, address, and telephone number of testing agency.
	4. Dates and locations of samples and tests or inspections.
	5. Names of individuals making tests and inspections.
	6. Description of the Work and test and inspection method.
	7. Identification of product and Specification Section.
	8. Complete test or inspection data.
	9. Test and inspection results and an interpretation of test results.
	10. Record of temperature and weather conditions at time of sample taking and testing and inspecting.
	11. Comments or professional opinion on whether tested or inspected Work complies with the Contract Document requirements.
	12. Name and signature of laboratory inspector.
	13. Recommendations on retesting and reinspecting.

	B. Manufacturer's Technical Representative's Field Reports: Prepare written information documenting manufacturer's technical representative's tests and inspections specified in other Sections. Include the following:
	1. Name, address, and telephone number of technical representative making report.
	2. Statement on condition of substrates and their acceptability for installation of product.
	3. Statement that products at Project site comply with requirements.
	4. Summary of installation procedures being followed, whether they comply with requirements and, if not, what corrective action was taken.
	5. Results of operational and other tests and a statement of whether observed performance complies with requirements.
	6. Statement whether conditions, products, and installation will affect warranty.
	7. Other required items indicated in individual Specification Sections.

	C. Factory-Authorized Service Representative's Reports: Prepare written information documenting manufacturer's factory-authorized service representative's tests and inspections specified in other Sections. Include the following:
	1. Name, address, and telephone number of factory-authorized service representative making report.
	2. Statement that equipment complies with requirements.
	3. Results of operational and other tests and a statement of whether observed performance complies with requirements.
	4. Statement whether conditions, products, and installation will affect warranty.
	5. Other required items indicated in individual Specification Sections.

	D. Permits, Licenses, and Certificates: For Owner's records, submit copies of permits, licenses, certifications, inspection reports, releases, jurisdictional settlements, notices, receipts for fee payments, judgments, correspondence, records, and simi...

	1.9 QUALITY ASSURANCE
	A. General: Qualifications paragraphs in this article establish the minimum qualification levels required; individual Specification Sections specify additional requirements.
	B. Manufacturer Qualifications: A firm experienced in manufacturing products or systems similar to those indicated for this Project and with a record of successful in-service performance, as well as sufficient production capacity to produce required u...
	C. Fabricator Qualifications: A firm experienced in producing products similar to those indicated for this Project and with a record of successful in-service performance, as well as sufficient production capacity to produce required units.
	D. Installer Qualifications: A firm or individual experienced in installing, erecting, or assembling work similar in material, design, and extent to that indicated for this Project, whose work has resulted in construction with a record of successful i...
	E. Professional Engineer Qualifications: A professional engineer who is legally qualified to practice in jurisdiction where Project is located and who is experienced in providing engineering services of the kind indicated. Engineering services are def...
	F. Testing Agency Qualifications: An NRTL, an NVLAP, or an independent agency with the experience and capability to conduct testing and inspecting indicated, as documented according to ASTM E 329 ; and with additional qualifications specified in indiv...
	1. NRTL: A nationally recognized testing laboratory according to 29 CFR 1910.7.
	2. NVLAP: A testing agency accredited according to NIST's National Voluntary Laboratory Accreditation Program.

	G. Manufacturer's Technical Representative Qualifications: An authorized representative of manufacturer who is trained and approved by manufacturer to observe and inspect installation of manufacturer's products that are similar in material, design, an...
	H. Factory-Authorized Service Representative Qualifications: An authorized representative of manufacturer who is trained and approved by manufacturer to inspect installation of manufacturer's products that are similar in material, design, and extent t...
	I. Preconstruction Testing: Where testing agency is indicated to perform preconstruction testing for compliance with specified requirements for performance and test methods, comply with the following:
	1. Contractor responsibilities include the following:
	a. Provide test specimens representative of proposed products and construction.
	b. Submit specimens in a timely manner with sufficient time for testing and analyzing results to prevent delaying the Work.
	c. Provide sizes and configurations of test assemblies, mockups, and laboratory mockups to adequately demonstrate capability of products to comply with performance requirements.
	d. Build site-assembled test assemblies and mockups using installers who will perform same tasks for Project.
	e. Build laboratory mockups at testing facility using personnel, products, and methods of construction indicated for the completed Work.
	f. When testing is complete, remove test specimens, assemblies, and mockups; do not reuse products on Project.

	2. Testing Agency Responsibilities: Submit a certified written report of each test, inspection, and similar quality-assurance service to Architect, with copy to Contractor. Interpret tests and inspections and state in each report whether tested and in...


	1.10 QUALITY CONTROL
	A. Owner Responsibilities: Where quality-control services are indicated as Owner's responsibility, Owner will engage a qualified testing agency to perform these services.
	1. Owner will furnish Contractor with names, addresses, and telephone numbers of testing agencies engaged and a description of types of testing and inspecting they are engaged to perform.
	2. Costs for retesting and reinspecting construction that replaces or is necessitated by work that failed to comply with the Contract Documents will be charged to Contractor, and the Contract Sum will be adjusted by Change Order.

	B. Contractor Responsibilities: Tests and inspections not explicitly assigned to Owner are Contractor's responsibility. Perform additional quality-control activities required to verify that the Work complies with requirements, whether specified or not.
	1. Unless otherwise indicated, provide quality-control services specified and those required by authorities having jurisdiction. Perform quality-control services required of Contractor by authorities having jurisdiction, whether specified or not.
	2. Where services are indicated as Contractor's responsibility, engage a qualified testing agency to perform these quality-control services.
	a. Contractor shall not employ same entity engaged by Owner, unless agreed to in writing by Owner.

	3. Notify testing agencies at least 24 hours in advance of time when Work that requires testing or inspecting will be performed.
	4. Where quality-control services are indicated as Contractor's responsibility, submit a certified written report, in duplicate, of each quality-control service.
	5. Testing and inspecting requested by Contractor and not required by the Contract Documents are Contractor's responsibility.
	6. Submit additional copies of each written report directly to authorities having jurisdiction, when they so direct.

	C. Manufacturer's Field Services: Where indicated, engage a factory-authorized service representative to inspect field-assembled components and equipment installation, including service connections. Report results in writing as specified in Section 01...
	D. Manufacturer's Technical Services: Where indicated, engage a manufacturer's technical representative to observe and inspect the Work. Manufacturer's technical representative's services include participation in preinstallation conferences, examinati...
	E. Retesting/Reinspecting: Regardless of whether original tests or inspections were Contractor's responsibility, provide quality-control services, including retesting and reinspecting, for construction that replaced Work that failed to comply with the...
	F. Testing Agency Responsibilities: Cooperate with Architect and Contractor in performance of duties. Provide qualified personnel to perform required tests and inspections.
	1. Notify Architect and Contractor promptly of irregularities or deficiencies observed in the Work during performance of its services.
	2. Determine the location from which test samples will be taken and in which in-situ tests are conducted.
	3. Conduct and interpret tests and inspections and state in each report whether tested and inspected work complies with or deviates from requirements.
	4. Submit a certified written report, in duplicate, of each test, inspection, and similar quality-control service through Contractor.
	5. Do not release, revoke, alter, or increase the Contract Document requirements or approve or accept any portion of the Work.
	6. Do not perform any duties of Contractor.

	G. Associated Services: Cooperate with agencies performing required tests, inspections, and similar quality-control services, and provide reasonable auxiliary services as requested. Notify agency sufficiently in advance of operations to permit assignm...
	1. Access to the Work.
	2. Incidental labor and facilities necessary to facilitate tests and inspections.
	3. Adequate quantities of representative samples of materials that require testing and inspecting. Assist agency in obtaining samples.
	4. Facilities for storage and field curing of test samples.
	5. Delivery of samples to testing agencies.
	6. Preliminary design mix proposed for use for material mixes that require control by testing agency.
	7. Security and protection for samples and for testing and inspecting equipment at Project site.

	H. Coordination: Coordinate sequence of activities to accommodate required quality-assurance and -control services with a minimum of delay and to avoid necessity of removing and replacing construction to accommodate testing and inspecting.
	1. Schedule times for tests, inspections, obtaining samples, and similar activities.

	I. Schedule of Tests and Inspections: Prepare a schedule of tests, inspections, and similar quality-control services required by the Contract Documents. Coordinate and submit concurrently with Contractor's construction schedule. Update as the Work pro...
	1. Distribution: Distribute schedule to Owner, Architect, testing agencies, and each party involved in performance of portions of the Work where tests and inspections are required.


	1.11 SPECIAL TESTS AND INSPECTIONS
	A. Special Tests and Inspections: Owner will engage  a qualified testing agency  to conduct special tests and inspections required by authorities having jurisdiction as the responsibility of Owner, and as follows:
	1. Verifying that manufacturer maintains detailed fabrication and quality-control procedures and reviews the completeness and adequacy of those procedures to perform the Work.
	2. Notifying Architect and Contractor promptly of irregularities and deficiencies observed in the Work during performance of its services.
	3. Submitting a certified written report of each test, inspection, and similar quality-control service to Architect with copy to Contractor and to authorities having jurisdiction.
	4. Submitting a final report of special tests and inspections at Substantial Completion, which includes a list of unresolved deficiencies.
	5. Interpreting tests and inspections and stating in each report whether tested and inspected work complies with or deviates from the Contract Documents.
	6. Retesting and reinspecting corrected work.



	PART 2 -  PRODUCTS (Not Used)
	PART 3 -  EXECUTION
	3.1 TEST AND INSPECTION LOG
	A. Test and Inspection Log: Prepare a record of tests and inspections. Include the following:
	1. Date test or inspection was conducted.
	2. Description of the Work tested or inspected.
	3. Date test or inspection results were transmitted to Architect.
	4. Identification of testing agency or special inspector conducting test or inspection.

	B. Maintain log at Project site. Post changes and revisions as they occur. Provide access to test and inspection log for Architect's reference during normal working hours.

	3.2 REPAIR AND PROTECTION
	A. General: On completion of testing, inspecting, sample taking, and similar services, repair damaged construction and restore substrates and finishes.
	1. Provide materials and comply with installation requirements specified in other Specification Sections or matching existing substrates and finishes. Restore patched areas and extend restoration into adjoining areas with durable seams that are as inv...

	B. Protect construction exposed by or for quality-control service activities.
	C. Repair and protection are Contractor's responsibility, regardless of the assignment of responsibility for quality-control services.



	014200 fl - references
	PART 1 -  GENERAL
	1.1 RELATED DOCUMENTS
	A. Drawings and general provisions of the Contract, including General and Supplementary Conditions and other Division 01 Specification Sections, apply to this Section.

	1.2 DEFINITIONS
	A. General: Basic Contract definitions are included in the Conditions of the Contract.
	B. "Approved": When used to convey Architect's action on Contractor's submittals, applications, and requests, "approved" is limited to Architect's duties and responsibilities as stated in the Conditions of the Contract.
	C. "Directed": A command or instruction by Architect. Other terms including "requested," "authorized," "selected," "required," and "permitted" have the same meaning as "directed."
	D. "Indicated": Requirements expressed by graphic representations or in written form on Drawings, in Specifications, and in other Contract Documents. Other terms including "shown," "noted," "scheduled," and "specified" have the same meaning as "indica...
	E. "Regulations": Laws, ordinances, statutes, and lawful orders issued by authorities having jurisdiction, and rules, conventions, and agreements within the construction industry that control performance of the Work.
	F. "Furnish": Supply and deliver to Project site, ready for unloading, unpacking, assembly, installation, and similar operations.
	G. "Install": Unload, temporarily store, unpack, assemble, erect, place, anchor, apply, work to dimension, finish, cure, protect, clean, and similar operations at Project site.
	H. "Provide": Furnish and install, complete and ready for the intended use.
	I. "Project Site": Space available for performing construction activities. The extent of Project site is shown on Drawings and may or may not be identical with the description of the land on which Project is to be built.

	1.3 INDUSTRY STANDARDS
	A. Applicability of Standards: Unless the Contract Documents include more stringent requirements, applicable construction industry standards have the same force and effect as if bound or copied directly into the Contract Documents to the extent refere...
	B. Publication Dates: Comply with standards in effect as of date of the Contract Documents unless otherwise indicated.
	C. Copies of Standards: Each entity engaged in construction on Project should be familiar with industry standards applicable to its construction activity. Copies of applicable standards are not bound with the Contract Documents.
	1. Where copies of standards are needed to perform a required construction activity, obtain copies directly from publication source.


	1.4 ABBREVIATIONS AND ACRONYMS
	A. Industry Organizations: Where abbreviations and acronyms are used in Specifications or other Contract Documents, they shall mean the recognized name of the entities indicated in Gale's "Encyclopedia of Associations: National Organizations of the U....
	B. Code Agencies: Where abbreviations and acronyms are used in Specifications or other Contract Documents, they shall mean the recognized name of the entities in the following list. This information is believed to be accurate as of the date of the Con...
	1. IAPMO - International Association of Plumbing and Mechanical Officials; www.iapmo.org.
	2. ICC - International Code Council; www.iccsafe.org.
	3. ICC-ES - ICC Evaluation Service, LLC; www.icc-es.org.

	C. Federal Government Agencies: Where abbreviations and acronyms are used in Specifications or other Contract Documents, they shall mean the recognized name of the entities in the following list. Information is subject to change and is up-to-date as o...
	1. COE - Army Corps of Engineers; www.usace.army.mil.
	2. CPSC - Consumer Product Safety Commission; www.cpsc.gov.
	3. DOC - Department of Commerce; National Institute of Standards and Technology; www.nist.gov.
	4. DOD - Department of Defense; http://dodssp.daps.dla.mil.
	5. DOE - Department of Energy; www.energy.gov.
	6. EPA - Environmental Protection Agency; www.epa.gov.
	7. FAA - Federal Aviation Administration; www.faa.gov.
	8. FG - Federal Government Publications; www.gpo.gov.
	9. GSA - General Services Administration; www.gsa.gov.
	10. HUD - Department of Housing and Urban Development; www.hud.gov.
	11. LBL - Lawrence Berkeley National Laboratory; Environmental Energy Technologies Division; http://eetd.lbl.gov.
	12. OSHA - Occupational Safety & Health Administration; www.osha.gov.
	13. SD - Department of State; www.state.gov.
	14. TRB - Transportation Research Board; National Cooperative Highway Research Program; www.trb.org.
	15. USDA - Department of Agriculture; Agriculture Research Service; U.S. Salinity Laboratory; www.ars.usda.gov.
	16. USDA - Department of Agriculture; Rural Utilities Service; www.usda.gov.
	17. USDJ - Department of Justice; Office of Justice Programs; National Institute of Justice; www.ojp.usdoj.gov.
	18. USP - U.S. Pharmacopeia; www.usp.org.
	19. USPS - United States Postal Service; www.usps.com.

	D. Standards and Regulations: Where abbreviations and acronyms are used in Specifications or other Contract Documents, they shall mean the recognized name of the standards and regulations in the following list. This information is subject to change an...
	1. CFR - Code of Federal Regulations; Available from Government Printing Office; www.gpo.gov/fdsys.
	2. DOD - Department of Defense; Military Specifications and Standards; Available from Department of Defense Single Stock Point; http://dodssp.daps.dla.mil.
	3. DSCC - Defense Supply Center Columbus; (See FS).
	4. FED-STD - Federal Standard; (See FS).
	5. FS - Federal Specification; Available from Department of Defense Single Stock Point; http://dodssp.daps.dla.mil.
	a. Available from Defense Standardization Program; www.dsp.dla.mil.
	b. Available from General Services Administration; www.gsa.gov.
	c. Available from National Institute of Building Sciences/Whole Building Design Guide; www.wbdg.org/ccb.

	6. MILSPEC - Military Specification and Standards; (See DOD).
	7. USAB - United States Access Board; www.access-board.gov.
	8. USATBCB - U.S. Architectural & Transportation Barriers Compliance Board; (See USAB).

	E. State Government Agencies: Where abbreviations and acronyms are used in Specifications or other Contract Documents, they shall mean the recognized name of the entities in the following list. This information is subject to change and is believed to ...
	1. CBHF; State of California; Department of Consumer Affairs; Bureau of Electronic Appliance and Repair, Home Furnishings and Thermal Insulation; www.bearhfti.ca.gov.
	2. CCR; California Code of Regulations; Office of Administrative Law; California Title 24 Energy Code; www.calregs.com.
	3. CDHS; California Department of Health Services; (See CDPH).
	4. CDPH; California Department of Public Health; Indoor Air Quality Program; www.cal-iaq.org.
	5. CPUC; California Public Utilities Commission; www.cpuc.ca.gov.
	6. SCAQMD; South Coast Air Quality Management District; www.aqmd.gov.
	7. TFS; Texas Forest Service; Forest Resource Development and Sustainable Forestry; http://txforestservice.tamu.edu.



	PART 2 -  PRODUCTS (Not Used)
	PART 3 -  EXECUTION (Not Used)

	015000 fl - temporary facilities and controls
	PART 1 -  GENERAL
	1.1 RELATED DOCUMENTS
	A. Drawings and general provisions of the Contract, including General and Supplementary Conditions and other Division 01 Specification Sections, apply to this Section.

	1.2 SUMMARY
	A. Section includes requirements for temporary utilities, support facilities, and security and protection facilities.
	B. Related Requirements:
	1. Section 011000 "Summary" for work restrictions and limitations on utility interruptions.


	1.3 USE CHARGES
	A. General: Installation and removal of and use charges for temporary facilities shall be included in the Contract Sum unless otherwise indicated. Allow other entities to use temporary services and facilities without cost, including, but not limited t...
	B. Water and Sewer Service from Existing System: Water from Owner's existing water system is available for use without metering and without payment of use charges. Provide connections and extensions of services as required for construction operations.
	C. Electric Power Service from Existing System: Electric power from Owner's existing system is available for use without metering and without payment of use charges. Provide connections and extensions of services as required for construction operations.

	1.4 INFORMATIONAL SUBMITTALS
	A. Site Plan: Show temporary facilities, utility hookups, staging areas, and parking areas for construction personnel.
	B. Erosion- and Sedimentation-Control Plan: Show compliance with requirements of EPA Construction General Permit or authorities having jurisdiction, whichever is more stringent.
	C. Fire-Safety Program: Show compliance with requirements of NFPA 241 and authorities having jurisdiction. Indicate Contractor personnel responsible for management of fire-prevention program.
	D. Moisture-Protection Plan: Describe procedures and controls for protecting materials and construction from water absorption and damage.
	1. Describe delivery, handling, and storage provisions for materials subject to water absorption or water damage.
	2. Indicate procedures for discarding water-damaged materials, protocols for mitigating water intrusion into completed Work, and replacing water-damaged Work.
	3. Indicate sequencing of work that requires water, such as sprayed fire-resistive materials, plastering, and terrazzo grinding, and describe plans for dealing with water from these operations. Show procedures for verifying that wet construction has d...

	E. Dust- and HVAC-Control Plan: Submit coordination drawing and narrative that indicates the dust- and HVAC-control measures proposed for use, proposed locations, and proposed time frame for their operation. Identify further options if proposed measur...
	1. Locations of dust-control partitions at each phase of work.
	2. HVAC system isolation schematic drawing.
	3. Location of proposed air-filtration system discharge.
	4. Waste handling procedures.
	5. Other dust-control measures.

	A. Electric Service: Comply with NECA, NEMA, and UL standards and regulations for temporary electric service. Install service to comply with NFPA 70.
	B. Tests and Inspections: Arrange for authorities having jurisdiction to test and inspect each temporary utility before use. Obtain required certifications and permits.
	C. Accessible Temporary Egress: Comply with applicable provisions in the U.S. Architectural & Transportation Barriers Compliance Board's ADA-ABA Accessibility Guidelines.
	A. Temporary Use of Permanent Facilities: Engage Installer of each permanent service to assume responsibility for operation, maintenance, and protection of each permanent service during its use as a construction facility before Owner's acceptance, reg...


	PART 2 -  PRODUCTS
	A. Portable Chain-Link Fencing: Minimum 2-inch (50-mm), 0.148-inch- (3.8-mm-) thick, galvanized-steel, chain-link fabric fencing; minimum 6 feet (1.8 m) high with galvanized-steel pipe posts; minimum 2-3/8-inch- (60-mm-) OD line posts and 2-7/8-inch- ...
	B. Polyethylene Sheet: Reinforced, fire-resistive sheet, 10-mil (0.25-mm) minimum thickness, with flame-spread rating of 15 or less per ASTM E 84 and passing NFPA 701 Test Method 2.
	C. Plywood for temporary walls and doors: 8 feet (2.4 m) high, framed with four 2-by-4-inch (50-by-100-mm) rails, with preservative-treated wood posts spaced not more than 6 feet (2.4 m) apart.
	D. Dust-Control Adhesive-Surface Walk-off Mats: Provide mats minimum 36 by 60 inches (914 by 1624 mm).
	E. Insulation: Unfaced mineral-fiber blanket, manufactured from glass, slag wool, or rock wool; with maximum flame-spread and smoke-developed indexes of 25 and 50, respectively.
	2.2 TEMPORARY FACILITIES
	A. Field Offices, General: Prefabricated or mobile units with serviceable finishes, temperature controls, and foundations adequate for normal loading.
	B. Common-Use Field Office: Of sufficient size to accommodate needs of Owner, Architect, and construction personnel office activities and to accommodate Project meetings specified in other Division 01 Sections. Keep office clean and orderly. Furnish a...
	1. Furniture required for Project-site documents including file cabinets, plan tables, plan racks, and bookcases.
	2. Conference room of sufficient size to accommodate meetings of 10 individuals. Provide electrical power service and 120-V ac duplex receptacles, with no fewer than one receptacle on each wall. Furnish room with conference table, chairs, and 4-foot- ...
	3. Drinking water and private toilet.
	4. Coffee machine and supplies.
	5. Heating and cooling equipment necessary to maintain a uniform indoor temperature of 68 to 72 deg F (20 to 22 deg C).
	6. Lighting fixtures capable of maintaining average illumination of 20 fc (215 lx) at desk height.

	C. Storage and Fabrication Sheds: Provide sheds sized, furnished, and equipped to accommodate materials and equipment for construction operations.
	1. Store combustible materials apart from building.


	2.3 EQUIPMENT
	A. Fire Extinguishers: Portable, UL rated; with class and extinguishing agent as required by locations and classes of fire exposures.
	B. HVAC Equipment: Provide temporary vented, self-contained, liquid-propane-gas or fuel-oil heaters, air handling units, and portable air-conditioning units with individual space thermostatic control.
	1. Use of gasoline-burning space heaters, open-flame heaters, or salamander-type heating units is prohibited.
	2. Heating Units: Listed and labeled for type of fuel being consumed, by a qualified testing agency acceptable to authorities having jurisdiction, and marked for intended location and application.
	3. Permanent HVAC System: Do not use permanent HVAC System for any temporary environmental conditioning. Do not operate permanent HVAC system except as allowed by Division 23 Sections for start-up, testing, adjusting, and balancing.

	C. Air-Filtration Units: Primary and secondary High-Efficiency Particulate Absorption (HEPA) -filter-equipped portable units with four-stage filtration. Provide single switch for emergency shutoff. Configure to run continuously.


	PART 3 -  EXECUTION
	3.1 INSTALLATION, GENERAL
	A. Locate facilities where they will serve Project adequately and result in minimum interference with performance of the Work. Relocate and modify facilities as required by progress of the Work.
	1. Locate facilities to limit site disturbance as specified in Section 011000 "Summary."

	B. Provide each facility ready for use when needed to avoid delay. Do not remove until facilities are no longer needed or are replaced by authorized use of completed permanent facilities.

	3.2 TEMPORARY UTILITY INSTALLATION
	A. General: Install temporary service or connect to existing service.
	1. Arrange with utility company, Owner, and existing users for time when service can be interrupted, if necessary, to make connections for temporary services.

	B. Sewers and Drainage: Provide temporary utilities to remove effluent lawfully.
	1. Connect temporary sewers to public utility system as directed by authorities having jurisdiction.
	2. Prevent sewer gas from leaking into occupied areas of building. Presence of sewer gas in occupied areas of building will be cause for Owner’s stopping of the work and assigning liquidated damages to Contractor as per contract conditions.

	C. Water Service: Connect to Owner's existing water service facilities. Clean and maintain water service facilities in a condition acceptable to Owner. At Substantial Completion, restore these facilities to condition existing before initial use.
	1. Protect building’s existing water system during construction and repair or replace system components to Owner’s satisfaction if damaged by construction operations.
	2. Clean and maintain water service facilities in a condition acceptable to Owner.

	D. Sanitary Facilities: Provide temporary toilets, wash facilities, and drinking water for use of construction personnel. Comply with requirements of authorities having jurisdiction for type, number, location, operation, and maintenance of fixtures an...
	E. Heating: Provide temporary heating required by construction activities for curing or drying of completed installations or for protecting installed construction from adverse effects of low temperatures or high humidity. Select equipment that will no...
	F. Isolation of Work Areas in Occupied Facilities: Prevent dust, fumes, and odors from entering occupied areas.
	1. Prior to commencing work, isolate the HVAC system in area where work is to be performed according to coordination drawings.
	a. Disconnect supply and return ductwork in work area from HVAC systems servicing occupied areas.
	b. Maintain negative air pressure within work area using HEPA-equipped air-filtration units, starting with commencement of temporary partition construction, and continuing until removal of temporary partitions is complete.

	2. Maintain dust partitions during the Work. Use vacuum collection attachments on dust-producing equipment. Isolate limited work within occupied areas using portable dust-containment devices.
	3. Perform daily construction cleanup and final cleanup using approved, HEPA-filter-equipped vacuum equipment.

	G. Ventilation and Humidity Control: Provide temporary ventilation required by construction activities for curing or drying of completed installations or for protecting installed construction from adverse effects of high humidity. Select equipment tha...
	1. Provide dehumidification systems when required to reduce substrate moisture levels to level required to allow installation or application of finishes.

	H. Electric Power Service: Connect to Owner's existing electric power service. Maintain equipment in a condition acceptable to Owner.
	I. Lighting: Provide temporary lighting with local switching that provides adequate illumination for construction operations, observations, inspections, and traffic conditions.
	1. Install and operate temporary lighting that fulfills security and protection requirements without operating entire system.
	2. Install lighting for Project identification sign.

	J. Telephone Service: Cell phones will qualify as field office telephones.
	K. Provide a dedicated telephone line for each facsimile machine in each field office.
	1. At a location conspicuous to essential personnel, post a list of important telephone numbers including the following:
	a. Police and fire departments.
	b. Ambulance service.
	c. Contractor's home office.
	d. Contractor's emergency after-hours telephone number.
	e. Architect's office.
	f. Engineers' offices.
	g. Owner's office.
	h. Principal subcontractors' field and home offices.

	2. Provide superintendent with cellular telephone or portable two-way radio for use when away from field office.


	3.3 SUPPORT FACILITIES INSTALLATION
	A. General: Comply with the following:
	1. Provide construction for temporary offices, shops, and sheds located within construction area or within 30 feet (9 m) of building lines that is noncombustible according to ASTM E 136. Comply with NFPA 241.
	2. Maintain support facilities until Architect schedules Substantial Completion inspection. Remove before Substantial Completion. Personnel remaining after Substantial Completion will be permitted to use permanent facilities, under conditions acceptab...

	B. Protect all existing paving areas not scheduled for demolition including driveways, parking areas, and walks. Repair or replace same to Owner’s satisfaction if damaged by construction operations. Coordinate delivery routes, receiving areas, and sto...
	C. Temporary Roads and Paved Areas: Construct and maintain temporary roads and paved areas adequate for construction operations. Locate temporary roads and paved areas as indicated on Drawings.
	1. Provide dust-control treatment that is nonpolluting and nontracking. Reapply treatment as required to minimize dust.

	D. Temporary Use of Permanent Roads and Paved Areas: Locate temporary roads and paved areas in same location as permanent roads and paved areas. Construct and maintain temporary roads and paved areas adequate for construction operations. Extend tempor...
	1. Coordinate elevations of temporary roads and paved areas with permanent roads and paved areas.
	2. Prepare subgrade and install subbase and base for temporary roads and paved areas according to Section 312000 "Earth Moving."
	3. Recondition base after temporary use, including removing contaminated material, regrading, proof-rolling, compacting, and testing.

	E. Traffic Controls: Comply with requirements of authorities having jurisdiction.
	1. Protect existing site improvements to remain including curbs, pavement, and utilities.
	2. Maintain access for fire-fighting equipment and access to fire hydrants.

	F. Parking:  Use designated areas of Owner's existing parking areas for construction personnel.
	G. Dewatering Facilities and Drains: Comply with requirements of authorities having jurisdiction. Maintain Project site, excavations, and construction free of water.
	1. Dispose of rainwater in a lawful manner that will not result in flooding Project or adjoining properties or endanger permanent Work or temporary facilities.
	2. Remove snow and ice as required to minimize accumulations.

	H. Project Signs: Provide Project signs as indicated. Unauthorized signs are not permitted.
	1. Identification Signs: Provide Project identification signs as indicated on Drawings.
	2. Temporary Signs: Provide other signs as indicated and as required to inform public and individuals seeking entrance to Project.
	a. Provide temporary, directional signs for construction personnel and visitors.

	3. Maintain and touchup signs so they are legible at all times.

	I. Waste Disposal Facilities: Provide waste-collection containers in sizes adequate to handle waste from construction operations. Comply with requirements of authorities having jurisdiction. Comply with progress cleaning requirements in Section 017300...
	J. Lifts and Hoists: Provide facilities necessary for hoisting materials and personnel.
	1. Truck cranes and similar devices used for hoisting materials and personnel are considered "tools and equipment" and not temporary facilities.

	K. Temporary Stairs: Until permanent stairs are available, provide temporary stairs where ladders are not adequate.

	3.4 SECURITY AND PROTECTION FACILITIES INSTALLATION
	A. Protection of Existing Facilities: Protect existing vegetation, equipment, structures, utilities, and other improvements at Project site and on adjacent properties, except those indicated to be removed or altered. Repair damage to existing facilities.
	B. Environmental Protection: Provide protection, operate temporary facilities, and conduct construction as required to comply with environmental regulations and that minimize possible air, waterway, and subsoil contamination or pollution or other unde...
	1. Comply with work restrictions specified in Section 011000 "Summary."

	C. Temporary Erosion and Sedimentation Control: Comply with requirements of 2003 EPA Construction General Permit or authorities having jurisdiction, whichever is more stringent and requirements specified in Section 311000 "Site Clearing."
	1. Provide measures to prevent soil erosion and discharge of soil-bearing water runoff and airborne dust to undisturbed areas and to adjacent properties and walkways, according to  requirements of 2003 EPA Construction General Permit or authorities ha...
	2. Verify that flows of water redirected from construction areas or generated by construction activity do not enter or cross tree- or plant- protection zones.
	3. Inspect, repair, and maintain erosion- and sedimentation-control measures during construction until permanent vegetation has been established.
	4. Clean, repair, and restore adjoining properties and roads affected by erosion and sedimentation from Project site during the course of Project.
	5. Remove erosion and sedimentation controls and restore and stabilize areas disturbed during removal.

	D. Stormwater Control: Comply with requirements of authorities having jurisdiction. Provide barriers in and around excavations and subgrade construction to prevent flooding by runoff of stormwater from heavy rains.
	E. Pest Control: Engage pest-control service to recommend practices to minimize attraction and harboring of rodents, roaches, and other pests and to perform extermination and control procedures at regular intervals so Project will be free of pests and...
	F. Security Enclosure and Lockup: Install temporary enclosure around partially completed areas of construction. Provide lockable entrances to prevent unauthorized entrance, vandalism, theft, and similar violations of security. Lock entrances at end of...
	G. Barricades, Warning Signs, and Lights: Comply with requirements of authorities having jurisdiction for erecting structurally adequate barricades, including warning signs and lighting.
	H. Temporary Egress: Maintain temporary egress from existing occupied facilities as indicated and as required by authorities having jurisdiction.
	I. Temporary Enclosures: Provide temporary enclosures for protection of construction, in progress and completed, from exposure, foul weather, other construction operations, and similar activities. Provide temporary weathertight enclosure for building ...
	1. Where heating or cooling is needed and permanent enclosure is incomplete, insulate temporary enclosures.

	J. Temporary Partitions: Provide floor-to-ceiling dustproof partitions to limit dust and dirt migration and to separate areas occupied by Owner and tenants from fumes and noise.
	1. Construct dustproof partitions with gypsum wallboard with joints taped on occupied side, and fire-retardant-treated plywood on construction operations side.
	2. Construct dustproof partitions with two layers of 6-mil (0.14-mm) polyethylene sheet on each side. Cover floor with two layers of 6-mil (0.14-mm) polyethylene sheet, extending sheets 18 inches (460 mm) up the sidewalls. Overlap and tape full length...
	a. Construct vestibule and airlock at each entrance through temporary partition with not less than 48 inches (1219 mm) between doors. Maintain water-dampened foot mats in vestibule.

	3. Where fire-resistance-rated temporary partitions are indicated or are required by authorities having jurisdiction, construct partitions according to the rated assemblies.
	4. Insulate partitions to control noise transmission to occupied areas.
	5. Seal joints and perimeter. Equip partitions with gasketed dustproof doors and security locks where openings are required.
	6. Protect air-handling equipment.
	7. Provide walk-off mats at each entrance through temporary partition.

	K. Temporary Fire Protection: Install and maintain temporary fire-protection facilities of types needed to protect against reasonably predictable and controllable fire losses. Comply with NFPA 241; manage fire-prevention program.
	1. Prohibit smoking in construction areas.
	2. Supervise welding operations, combustion-type temporary heating units, and similar sources of fire ignition according to requirements of authorities having jurisdiction.
	3. Develop and supervise an overall fire-prevention and -protection program for personnel at Project site. Review needs with local fire department and establish procedures to be followed. Instruct personnel in methods and procedures. Post warnings and...
	4. Provide temporary standpipes and hoses for fire protection. Hang hoses with a warning sign stating that hoses are for fire-protection purposes only and are not to be removed. Match hose size with outlet size and equip with suitable nozzles.


	3.5 MOISTURE AND MOLD CONTROL
	A. Contractor's Moisture-Protection Plan: Avoid trapping water in finished work. Document visible signs of mold that may appear during construction.

	3.6 OPERATION, TERMINATION, AND REMOVAL
	A. Supervision: Enforce strict discipline in use of temporary facilities. To minimize waste and abuse, limit availability of temporary facilities to essential and intended uses.
	B. Maintenance: Maintain facilities in good operating condition until removal.
	1. Maintain operation of temporary enclosures, heating, cooling, humidity control, ventilation, and similar facilities on a 24-hour basis where required to achieve indicated results and to avoid possibility of damage.

	C. Operate Project-identification-sign lighting daily from dusk until 12:00 midnight.
	D. Temporary Facility Changeover: Do not change over from using temporary security and protection facilities to permanent facilities until Substantial Completion.
	E. Termination and Removal: Remove each temporary facility when need for its service has ended, when it has been replaced by authorized use of a permanent facility, or no later than Substantial Completion. Complete or, if necessary, restore permanent ...
	1. Materials and facilities that constitute temporary facilities are property of Contractor. Owner reserves right to take possession of Project identification signs.
	2. Remove temporary roads and paved areas not intended for or acceptable for integration into permanent construction. Where area is intended for landscape development, remove soil and aggregate fill that do not comply with requirements for fill or sub...
	3. At Substantial Completion, repair, renovate, and clean permanent facilities used during construction period. Comply with final cleaning requirements specified in Section 017700 "Closeout Procedures."




	016000 fl - product requirements
	PART 1 -  GENERAL
	1.1 RELATED DOCUMENTS
	A. Drawings and general provisions of the Contract, including General and Supplementary Conditions and other Division 01 Specification Sections, apply to this Section.

	1.2 SUMMARY
	A. Section includes administrative and procedural requirements for selection of products for use in Project; product delivery, storage, and handling; manufacturers' standard warranties on products; special warranties; and comparable products.
	B. Related Requirements:
	1. Section 011000 "Summary" for Contractor requirements related to Owner-furnished products.
	2. Section 012500 "Substitution Procedures" for requests for substitutions.
	3. Section 014200 "References" for applicable industry standards for products specified.
	4. Section 01770 "Closeout Procedures" for submitting warranties.


	1.3 DEFINITIONS
	A. Products: Items obtained for incorporating into the Work, whether purchased for Project or taken from previously purchased stock. The term "product" includes the terms "material," "equipment," "system," and terms of similar intent.
	1. Named Products: Items identified by manufacturer's product name, including make or model number or other designation shown or listed in manufacturer's published product literature that is current as of date of the Contract Documents.
	2. New Products: Items that have not previously been incorporated into another project or facility. Salvaged items or items reused from other projects are not considered new products. Items that are manufactured or fabricated to include recycled conte...
	3. Comparable Product: Product by named manufacturer that is demonstrated and approved through the comparable product submittal process described in Part 2 "Comparable Products" Article, to have the indicated qualities related to type, function, dimen...

	B. Basis-of-Design Product Specification: A specification in which a single manufacturer's product is named and accompanied by the words "basis-of-design product," including make or model number or other designation. Published attributes and character...
	1. Evaluation of Comparable Products: In addition to the basis-of-design product description, product attributes and characteristics may be listed to establish the significant qualities related to type, function, in-service performance and physical pr...

	C. Subject to Compliance with Requirements: Where the phrase "Subject to compliance with requirements" introduces a product selection procedure in an individual Specification Section, provide products qualified under the specified product procedure. I...
	D. Comparable Product Request Submittal: An action submittal requesting consideration of a comparable product, including the following information:
	1. Identification of basis-of-design product or fabrication or installation method to be replaced, including Specification Section number and title and Drawing numbers and titles.
	2. Data indicating compliance with the requirements specified in Part 2 "Comparable Products" Article.

	E. Basis-of-Design Product Specification Submittal: An action submittal complying with requirements in Section 013300 "Submittal Procedures."
	F. Substitutions:  Changes in products, materials, equipment, and methods of construction from those required by the Contract Documents and proposed by Contractor. Refer to Section 012500 "Substitution Procedures" for definition and limitations on sub...

	1.4 ACTION SUBMITTALS
	A. Comparable Product Requests: Submit request for consideration of each comparable product. Identify product or fabrication or installation method to be replaced. Include Specification Section number and title and Drawing numbers and titles.
	1. Include data to indicate compliance with the requirements specified in "Comparable Products" Article.
	2. Architect's Action: If necessary, Architect will request additional information or documentation for evaluation within one week of receipt of a comparable product request. Architect will notify Contractor of approval or rejection of proposed compar...
	a. Form of Approval: As specified in Section 013300 "Submittal Procedures."
	b. Use product specified if Architect does not issue a decision on use of a comparable product request within time allocated.


	B. Basis-of-Design Product Specification Submittal: Comply with requirements in Section 013300 "Submittal Procedures." Show compliance with requirements.

	1.5 QUALITY ASSURANCE
	A. Compatibility of Options: If Contractor is given option of selecting between two or more products for use on Project, select product compatible with products previously selected, even if previously selected products were also options.
	1. Resolution of Compatibility Disputes between Multiple Contractors:
	a. Contractors are responsible for providing products and construction methods compatible with products and construction methods of other contractors.
	b. If a dispute arises between the multiple contractors over concurrently selectable but incompatible products, Architect will determine which products shall be used.


	B. Identification of Products: Except for required labels and operating data, do not attach or imprint manufacturer or product names or trademarks on exposed surfaces of products or equipment that will be exposed to view in occupied spaces or on the e...
	1. Labels: Locate required product labels and stamps on a concealed surface, or, where required for observation following installation, on a visually accessible surface that is not conspicuous.
	2. Equipment Nameplates: Provide a permanent nameplate on each item of service- or power-operated equipment. Locate on a visually accessible but inconspicuous surface. Include information essential for operation, including the following:
	a. Name of product and manufacturer.
	b. Model and serial number.
	c. Capacity.
	d. Speed.
	e. Ratings.

	3. See individual identification Sections in Divisions 21, 22, 23, and 26 for additional equipment identification requirements.


	1.6 COORDINATION
	A. Modify or adjust affected work as necessary to integrate work of approved comparable products and approved substitutions.

	1.7 PRODUCT DELIVERY, STORAGE, AND HANDLING
	A. Deliver, store, and handle products, using means and methods that will prevent damage, deterioration, and loss, including theft and vandalism. Comply with manufacturer's written instructions. Keep all construction materials clean and free of delete...
	B. Delivery and Handling:
	1. Schedule delivery to minimize long-term storage at Project site and to prevent overcrowding of construction spaces.
	2. Coordinate delivery with installation time to ensure minimum holding time for items that are flammable, hazardous, easily damaged, or sensitive to deterioration, theft, and other losses.
	3. Deliver products to Project site in an undamaged condition in manufacturer's original sealed container or other packaging system, complete with labels and instructions for handling, storing, unpacking, protecting, and installing.
	4. Inspect products on delivery to determine compliance with the Contract Documents and that products are undamaged and properly protected.

	C. Storage:
	1. Provide a secure location and enclosure at Project site for storage of materials and equipment.
	2. Store products to allow for inspection and measurement of quantity or counting of units.
	3. Store materials in a manner that will not endanger Project structure.
	4. Store products that are subject to damage by the elements under cover in a weathertight enclosure above ground, with ventilation adequate to prevent condensation and with adequate protection from wind.
	5. Protect foam plastic from exposure to sunlight, except to extent necessary for period of installation and concealment.
	6. Comply with product manufacturer's written instructions for temperature, humidity, ventilation, and weather-protection requirements for storage.
	7. Protect stored products from damage and liquids from freezing.
	8. Provide a secure location and enclosure at Project site for storage of materials and equipment by Owner's construction forces. Coordinate location with Owner.

	A. Warranties specified in other Sections shall be in addition to, and run concurrent with, other warranties required by the Contract Documents. Manufacturer's disclaimers and limitations on product warranties do not relieve Contractor of obligations ...
	1. Manufacturer's Warranty: Written standard warranty form furnished by individual manufacturer for a particular product and issued in the name of the Owner or endorsed by manufacturer to Owner.
	2. Special Warranty: Written warranty required by the Contract Documents to provide specific rights for Owner and issued in the name of the Owner or endorsed by manufacturer to Owner.

	B. Special Warranties: Prepare a written document that contains appropriate terms and identification, ready for execution.
	1. Manufacturer's Standard Form: Modified to include Project-specific information and properly executed.
	2. Specified Form: When specified forms are included in the Project Manual, prepare a written document, using indicated form properly executed.
	3. See other Sections for specific content requirements and particular requirements for submitting special warranties.

	C. Submittal Time: Comply with requirements in Section 017700 "Closeout Procedures."


	PART 2 -  PRODUCTS
	A. General Product Requirements: Provide products that comply with the Contract Documents, are undamaged and, unless otherwise indicated, are new at time of installation.
	1. Provide products complete with accessories, trim, finish, fasteners, and other items needed for a complete installation and indicated use and effect.
	2. Standard Products: If available, and unless custom products or nonstandard options are specified, provide standard products of types that have been produced and used successfully in similar situations on other projects.
	3. Owner reserves the right to limit selection to products with warranties meeting requirements of the Contract Documents.
	4. Where products are accompanied by the term "as selected," Architect will make selection.
	5. Descriptive, performance, and reference standard requirements in the Specifications establish salient characteristics of products.
	6. Or Equal: For products specified by name and accompanied by the term "or equal," "or approved equal," or "or approved," comply with requirements in "Comparable Products" Article to obtain approval for use of an unnamed product.
	a. Submit additional documentation required by Architect in order to establish equivalency of proposed products. Unless otherwise indicated, evaluation of "or equal" product status is by the Architect, whose determination is final.


	B. Product Selection Procedures:
	1. Any product whose manufacturer’s warranty requires operation of the building’s permanent HVAC system during and immediately following installation of their product will be rejected unless such manufacturer waives this requirement in writing, and al...
	2. Sole Product: Where Specifications name a single manufacturer and product, provide the named product that complies with requirements. Comparable products or substitutions for Contractor's convenience will not be considered.
	a. Sole product may be indicated by the phrase "Subject to compliance with requirements, provide the following."

	3. Sole Manufacturer/Source: Where Specifications name a single manufacturer or source, provide a product by the named manufacturer or source that complies with requirements. Comparable products or substitutions for Contractor's convenience will not b...
	a. Sole manufacturer/source may be indicated by the phrase "Subject to compliance with requirements, provide products by the following."

	4. Limited List of Products: Where Specifications include a list of names of both manufacturers and products, provide one of the products listed that complies with requirements. Comparable products or substitutions for Contractor's convenience will  b...
	a. Limited list of products may be indicated by the phrase "Subject to compliance with requirements, provide one of the following."

	5. Non-Limited List of Products: Where Specifications include a list of names of both available manufacturers and products, provide one of the products listed or an unnamed product that complies with requirements.
	a. Non-limited list of products is indicated by the phrase "Subject to compliance with requirements, available products that may be incorporated in the Work include, but are not limited to, the following."
	b. Provision of an unnamed product is not considered a substitution, if the product complies with requirements.

	6. Limited List of Manufacturers: Where Specifications include a list of manufacturers' names, provide a product by one of the manufacturers listed that complies with requirements. Comparable products or substitutions for Contractor's convenience will...
	a. Limited list of manufacturers is indicated by the phrase "Subject to compliance with requirements, provide products by one of the following."

	7. Non-Limited List of Manufacturers: Where Specifications include a list of available manufacturers, provide a product by one of the manufacturers listed or a product by an unnamed manufacturer that complies with requirements.
	a. Non-limited list of manufacturers is indicated by the phrase "Subject to compliance with requirements, available manufacturers whose products may be incorporated in the Work include, but are not limited to, the following."
	b. Provision of products of an unnamed manufacturer is not considered a substitution, if the product complies with requirements.

	8. Basis-of-Design Product: Where Specifications name a product, or refer to a product indicated on Drawings, and include a list of manufacturers, provide the specified or indicated product or a comparable product by one of the other named manufacture...
	a. For approval of products by unnamed manufacturers, comply with requirements in Section 012500 "Substitution Procedures" for substitutions for convenience.


	C. Visual Matching Specification: Where Specifications require the phrase "match Architect's sample," provide a product that complies with requirements and matches Architect's sample. Architect's decision will be final on whether a proposed product ma...
	1. If no product available within specified category matches and complies with other specified requirements, comply with requirements in Section 012500 "Substitution Procedures" for proposal of product.

	D. Visual Selection Specification: Where Specifications include the phrase "as selected by Architect from manufacturer's full range" or a similar phrase, select a product that complies with requirements. Architect will select color, gloss, pattern, de...
	E. Sustainable Product Selection: Where Specifications require product to meet sustainable product characteristics, select products complying with indicated requirements. Comply with requirements in Division 01 sustainability requirements Section and ...
	1. Select products for which sustainable design documentation submittals are available from manufacturer.

	A. Conditions for Consideration of Comparable Products: Architect will consider Contractor's request for comparable product when the following conditions are satisfied. If the following conditions are not satisfied, Architect may return requests witho...
	1. Evidence that proposed product does not require revisions to the Contract Documents, including revisions to structural, mechanical, plumbing, or electrical systems, is consistent with the Contract Documents, will produce the indicated results, and ...
	2. Detailed comparison of significant qualities of proposed product with those of the named basis-of-design product. Significant product qualities include attributes, such as type, function, in-service performance and physical properties, weight, dime...
	3. Evidence that proposed product provides specified warranty.
	4. List of similar installations for completed projects, with project names and addresses and names and addresses of architects and owners, if requested.
	5. Samples, if requested.

	B. Architect's Action on Comparable Products Submittal: If necessary, Architect will request additional information or documentation for evaluation, as specified in Section 013300 "Submittal Procedures."
	1. Form of Approval of Submittal: As specified in Section 013300 "Submittal Procedures."
	2. Use product specified if Architect does not issue a decision on use of a comparable product request within time allocated.

	C. Submittal Requirements, Two-Step Process: Approval by the Architect of Contractor's request for use of comparable product is not intended to satisfy other submittal requirements. Comply with specified submittal requirements.
	D. Submittal Requirements, Single-Step Process: When acceptable to Architect, incorporate specified submittal requirements of individual Specification Section in combined submittal for comparable products. Approval by the Architect of Contractor's req...

	PART 3 -  EXECUTION (Not Used)

	017300 fl - execution
	PART 1 -  GENERAL
	1.1 RELATED DOCUMENTS
	A. Drawings and general provisions of the Contract, including General and Supplementary Conditions and other Division 01 Specification Sections, apply to this Section.

	1.2 SUMMARY
	A. Section includes general administrative and procedural requirements governing execution of the Work including, but not limited to, the following:
	1. Construction layout.
	2. Installation of the Work.
	3. Cutting and patching.
	4. Coordination of Owner-installed products.
	5. Progress cleaning.
	6. Starting and adjusting.
	7. Protection of installed construction.

	B. Related Requirements:
	1. Section 011000 "Summary" for limits on use of Project site.


	1.3 DEFINITIONS
	A. Cutting: Removal of in-place construction necessary to permit installation or performance of other work.
	B. Patching: Fitting and repair work required to restore construction to original conditions after installation of other work.

	1.4 INFORMATIONAL SUBMITTALS
	A. Certificates: Submit certificate signed by land surveyor certifying that location and elevation of improvements comply with requirements.
	B. Cutting and Patching Plan: Submit plan describing procedures at least 10 days prior to the time cutting and patching will be performed. Include the following information:
	1. Extent: Describe reason for and extent of each occurrence of cutting and patching.
	2. Changes to In-Place Construction: Describe anticipated results. Include changes to structural elements and operating components as well as changes in building appearance and other significant visual elements.
	3. Products: List products to be used for patching and firms or entities that will perform patching work.
	4. Dates: Indicate when cutting and patching will be performed.
	5. Utilities and Mechanical and Electrical Systems: List services and systems that cutting and patching procedures will disturb or affect. List services and systems that will be relocated and those that will be temporarily out of service. Indicate len...
	a. Include description of provisions for temporary services and systems during interruption of permanent services and systems.



	1.5 QUALITY ASSURANCE
	A. Cutting and Patching: Comply with requirements for and limitations on cutting and patching of construction elements.
	1. Structural Elements: When cutting and patching structural elements, notify Architect of locations and details of cutting and await directions from Architect before proceeding. Shore, brace, and support structural elements during cutting and patchin...
	2. Visual Elements: Do not cut and patch construction in a manner that results in visual evidence of cutting and patching. Do not cut and patch exposed construction in a manner that would, in Architect's opinion, reduce the building's aesthetic qualit...

	B. Cutting and Patching Conference: Before proceeding, meet at Project site with parties involved in cutting and patching, including mechanical and electrical trades. Review areas of potential interference and conflict. Coordinate procedures and resol...
	C. Manufacturer's Installation Instructions: Obtain and maintain on-site manufacturer's written recommendations and instructions for installation of products and equipment.


	PART 2 -  PRODUCTS
	2.1 MATERIALS
	A. General: Comply with requirements specified in other Sections.
	B. In-Place Materials: Use materials for patching identical to in-place materials. For exposed surfaces, use materials that visually match in-place adjacent surfaces to the fullest extent possible.
	1. If identical materials are unavailable or cannot be used, use materials that, when installed, will provide a match acceptable to Architect for the visual and functional performance of in-place materials.



	PART 3 -  EXECUTION
	3.1 EXAMINATION
	A. Existing Conditions: The existence and location of underground and other utilities and construction indicated as existing are not guaranteed. Before beginning sitework, investigate and verify the existence and location of underground utilities, and...
	1. Before construction, verify the location and invert elevation at points of connection of sanitary sewer, storm sewer, and water-service piping; underground electrical services, and other utilities.
	2. Furnish location data for work related to Project that must be performed by public utilities serving Project site.

	B. Written Report: Where a written report listing conditions detrimental to performance of the Work is required by other Sections, include the following:
	1. Description of the Work.
	2. List of detrimental conditions, including substrates.
	3. List of unacceptable installation tolerances.
	4. Recommended corrections.

	C. Proceed with installation only after unsatisfactory conditions have been corrected. Proceeding with the Work indicates acceptance of surfaces and conditions.

	3.2 PREPARATION
	A. Existing Utility Information: Furnish information to local utility and Owner that is necessary to adjust, move, or relocate existing utility structures, utility poles, lines, services, or other utility appurtenances located in or affected by constr...
	B. Field Measurements: Take field measurements as required to fit the Work properly. Recheck measurements before installing each product.
	C. Where portions of the Work are indicated to fit to other construction, verify dimensions of other construction by field measurements before fabrication. Coordinate fabrication schedule with construction progress to avoid delaying the Work.
	D. Space Requirements: Verify space requirements and dimensions of items shown diagrammatically on Drawings.
	E. Review of Contract Documents and Field Conditions: Immediately on discovery of the need for clarification of the Contract Documents caused by differing field conditions outside the control of Contractor, submit a request for information to Architec...

	3.3 CONSTRUCTION LAYOUT
	A. Verification: Before proceeding to lay out the Work, verify layout information shown on Drawings, in relation to the property survey and existing benchmarks. If discrepancies are discovered, notify Architect promptly.
	1. Establish benchmarks and control points to set lines and levels as needed to locate each element of Project.
	2. Establish limits on use of Project site.
	3. Establish dimensions within tolerances indicated. Do not scale Drawings to obtain required dimensions.
	4. Inform installers of lines and levels to which they must comply.
	5. Check the location, level and plumb, of every major element as the Work progresses.
	6. Notify Architect when deviations from required lines and levels exceed allowable tolerances.
	7. Close site surveys with an error of closure equal to or less than the standard established by authorities having jurisdiction.

	B. Site Improvements: Locate and lay out site improvements, including pavements, grading, fill and topsoil placement, utility slopes, and rim and invert elevations.
	C. Building Lines and Levels: Locate and lay out control lines and levels for structures, building foundations, column grids, and floor levels, including those required for mechanical and electrical work. Transfer survey markings and elevations for us...
	D. Record Log: Maintain a log of layout control work. Record deviations from required lines and levels. Include beginning and ending dates and times of surveys, weather conditions, name and duty of each survey party member, and types of instruments an...

	3.4 FIELD ENGINEERING
	A. Reference Points: Establish permanent benchmarks, control points, and similar reference points before beginning the Work. Preserve and protect permanent benchmarks and control points during construction operations.
	1. Do not change or relocate any existing benchmarks or control points without prior written approval of Architect. Report lost or destroyed permanent benchmarks or control points promptly. Report the need to relocate permanent benchmarks or control p...
	2. Replace lost or destroyed permanent benchmarks and control points promptly. Base replacements on the original survey control points.
	4. Where the actual location or elevation of layout points cannot be marked, provide temporary reference points sufficient to locate the Work.
	5. Remove temporary reference points when no longer needed. Restore marked construction to its original condition.


	3.5 INSTALLATION
	A. General: Locate the Work and components of the Work accurately, in correct alignment and elevation, as indicated.
	1. Make vertical work plumb and make horizontal work level.
	2. Where space is limited, install components to maximize space available for maintenance and ease of removal for replacement.
	3. Conceal pipes, ducts, and wiring in finished areas unless otherwise indicated.
	4. Maintain minimum headroom clearance of 96 inches (2440 mm)  in occupied spaces and 90 inches (2300 mm)  in unoccupied spaces.

	B. Comply with manufacturer's written instructions and recommendations for installing products in applications indicated.
	C. Install products at the time and under conditions that will ensure the best possible results. Maintain conditions required for product performance until Substantial Completion.
	D. Conduct construction operations so no part of the Work is subjected to damaging operations or loading in excess of that expected during normal conditions of occupancy.
	E. Sequence the Work and allow adequate clearances to accommodate movement of construction items on site and placement in permanent locations.
	F. Tools and Equipment: Do not use tools or equipment that produce harmful noise levels.
	G. Templates: Obtain and distribute to the parties involved templates for work specified to be factory prepared and field installed. Check Shop Drawings of other work to confirm that adequate provisions are made for locating and installing products to...
	H. Attachment: Provide blocking and attachment plates and anchors and fasteners of adequate size and number to securely anchor each component in place, accurately located and aligned with other portions of the Work. Where size and type of attachments ...
	1. Mounting Heights: Where mounting heights are not indicated, mount components at heights directed by Architect.
	2. Allow for building movement, including thermal expansion and contraction.
	3. Coordinate installation of anchorages. Furnish setting drawings, templates, and directions for installing anchorages, including sleeves, concrete inserts, anchor bolts, and items with integral anchors, that are to be embedded in concrete or masonry...

	I. Joints: Make joints of uniform width. Where joint locations in exposed work are not indicated, arrange joints for the best visual effect. Fit exposed connections together to form hairline joints.
	J. Hazardous Materials: Use products, cleaners, and installation materials that are not considered hazardous.
	A. Cutting and Patching, General: Employ skilled workers to perform cutting and patching. Proceed with cutting and patching at the earliest feasible time, and complete without delay.
	1. Cut in-place construction to provide for installation of other components or performance of other construction, and subsequently patch as required to restore surfaces to their original condition.

	B. Existing Warranties: Remove, replace, patch, and repair materials and surfaces cut or damaged during installation or cutting and patching operations, by methods and with materials so as not to void existing warranties.
	C. Temporary Support: Provide temporary support of work to be cut.
	D. Protection: Protect in-place construction during cutting and patching to prevent damage. Provide protection from adverse weather conditions for portions of Project that might be exposed during cutting and patching operations.
	E. Adjacent Occupied Areas: Where interference with use of adjoining areas or interruption of free passage to adjoining areas is unavoidable, coordinate cutting and patching according to requirements in Section 011000 "Summary."
	F. Existing Utility Services and Mechanical/Electrical Systems: Where existing services/systems are required to be removed, relocated, or abandoned, bypass such services/systems before cutting to  prevent interruption to affected areas.
	G. Cutting: Cut in-place construction by sawing, drilling, breaking, chipping, grinding, and similar operations, including excavation, using methods least likely to damage elements retained or adjoining construction. If possible, review proposed proce...
	1. In general, use hand or small power tools designed for sawing and grinding, not hammering and chopping. Cut holes and slots neatly to minimum size required, and with minimum disturbance of adjacent surfaces. Temporarily cover openings when not in use.
	2. Finished Surfaces: Cut or drill from the exposed or finished side into concealed surfaces.
	3. Concrete: Cut using a cutting machine, such as an abrasive saw or a diamond-core drill.
	4. Excavating and Backfilling: Comply with requirements in applicable Sections where required by cutting and patching operations.
	5. Proceed with patching after construction operations requiring cutting are complete.

	H. Patching: Patch construction by filling, repairing, refinishing, closing up, and similar operations following performance of other work. Patch with durable seams that are as invisible as practicable. Provide materials and comply with installation r...
	I. Cleaning: Clean areas and spaces where cutting and patching are performed. Remove paint, mortar, oils, putty, and similar materials from adjacent finished surfaces.

	3.7 PROGRESS CLEANING
	A. General: Clean Project site and work areas daily, including common areas. Enforce requirements strictly. Dispose of materials lawfully.
	1. Comply with requirements in NFPA 241 for removal of combustible waste materials and debris.
	2. Do not hold waste materials more than seven days during normal weather or three days if the temperature is expected to rise above 75 deg F. Expedite disposal of waste materials in a legal manner within time limits stated above.
	3. Containerize hazardous and unsanitary waste materials separately from other waste. Mark containers appropriately and dispose of legally, according to regulations.
	a. Use containers intended for holding waste materials of type to be stored.

	4. Coordinate progress cleaning for joint-use areas where Contractor and other contractors are working concurrently.

	B. Site: Maintain Project site free of waste materials and debris.
	C. Work Areas: Clean areas where work is in progress to the level of cleanliness necessary for proper execution of the Work.
	1. Remove liquid spills promptly.
	2. Where dust would impair proper execution of the Work, broom-clean or vacuum the entire work area, as appropriate.

	D. Installed Work: Keep installed work clean. Clean installed surfaces according to written instructions of manufacturer or fabricator of product installed, using only cleaning materials specifically recommended. If specific cleaning materials are not...
	E. Concealed Spaces: Remove debris from concealed spaces before enclosing the space.
	F. Exposed Surfaces in Finished Areas: Clean exposed surfaces and protect as necessary to ensure freedom from damage and deterioration at time of Substantial Completion.
	G. Waste Disposal: Do not bury or burn waste materials on-site. Do not wash waste materials down sewers or into waterways. Comply with waste disposal requirements in Section 015000 "Temporary Facilities and Controls."
	H. During handling and installation, clean and protect construction in progress and adjoining materials already in place. Apply protective covering where required to ensure protection from damage or deterioration at Substantial Completion.
	I. Clean and provide maintenance on completed construction as frequently as necessary through the remainder of the construction period. Adjust and lubricate operable components to ensure operability without damaging effects.
	J. Limiting Exposures: Supervise construction operations to assure that no part of the construction, completed or in progress, is subject to harmful, dangerous, damaging, or otherwise deleterious exposure during the construction period.

	3.8 STARTING AND ADJUSTING
	A. Start equipment and operating components to confirm proper operation. Remove malfunctioning units, replace with new units, and retest.
	B. Adjust equipment for proper operation. Adjust operating components for proper operation without binding.
	C. Test each piece of equipment to verify proper operation. Test and adjust controls and safeties. Replace damaged and malfunctioning controls and equipment.
	D. Manufacturer's Field Service: Comply with qualification requirements in Section 014000 "Quality Requirements."

	3.9 PROTECTION OF INSTALLED CONSTRUCTION
	A. Provide final protection and maintain conditions that ensure installed Work is without damage or deterioration at time of Substantial Completion.
	B. Comply with manufacturer's written instructions for temperature and relative humidity.



	017700 fl - closeout procedures
	PART 1 -  GENERAL
	A. Drawings and general provisions of the Contract, including General and Supplementary Conditions and other Division 01 Specification Sections, apply to this Section.
	A. Section includes administrative and procedural requirements for contract closeout, including, but not limited to, the following:
	1. Substantial Completion procedures.
	2. Final completion procedures.
	3. Warranties.
	4. Final cleaning.
	5. Repair of the Work.

	B. All submittals are to be submitted to Architect.
	C. Related Requirements:
	1. Section 017300 "Execution" for progress cleaning of Project site.
	2. Section 017823 "Operation and Maintenance Data" for operation and maintenance manual requirements.
	3. Section 017839 "Project Record Documents" for submitting record Drawings, record Specifications, and record Product Data.

	A. Product Data: For cleaning agents.
	B. Contractor's List of Incomplete Items: Initial submittal at Substantial Completion.
	C. Certified List of Incomplete Items: Final submittal at Final Completion.
	A. Certificates of Release: From authorities having jurisdiction.
	B. Certificate of Insurance: For continuing coverage.
	C. Field Report: For pest control inspection.
	A. Schedule of Maintenance Material Items: For maintenance material submittal items specified in other Sections.
	A. Contractor's List of Incomplete Items: Prepare and submit a list of items to be completed and corrected (Contractor's punch list), indicating the value of each item on the list and reasons why the Work is incomplete.
	B. Submittals Prior to Substantial Completion: Complete the following a minimum of 10  days prior to requesting inspection for determining date of Substantial Completion. List items below that are incomplete at time of request.
	1. Certificates of Release: Obtain and submit releases from authorities having jurisdiction permitting Owner unrestricted use of the Work and access to services and utilities. Include occupancy permits, operating certificates, and similar releases.
	2. Submit closeout submittals specified in other Division 01 Sections, including project record documents, operation and maintenance manuals, final completion construction photographic documentation, damage or settlement surveys, property surveys, and...
	3. Submit closeout submittals specified in individual Sections, including specific warranties, workmanship bonds, maintenance service agreements, final certifications, and similar documents.
	4. Submit maintenance material submittals specified in individual Sections, including tools, spare parts, extra materials, and similar items, and deliver to location designated by Architect. Label with manufacturer's name and model number where applic...
	a. Schedule of Maintenance Material Items: Prepare and submit schedule of maintenance material submittal items, including name and quantity of each item and name and number of related Specification Section. Obtain Architect's  signature for receipt of...

	5. Submit test/adjust/balance records.
	6. Submit changeover information related to Owner's occupancy, use, operation, and maintenance.

	C. Procedures Prior to Substantial Completion: Complete the following a minimum of 10  days prior to requesting inspection for determining date of Substantial Completion. List items below that are incomplete at time of request.
	1. Advise Owner of pending insurance changeover requirements.
	2. Make final changeover of permanent locks and deliver keys to Owner. Advise Owner's personnel of changeover in security provisions.
	3. Complete startup and testing of systems and equipment.
	4. Perform preventive maintenance on equipment used prior to Substantial Completion.
	5. Instruct Owner's personnel in operation, adjustment, and maintenance of products, equipment, and systems.
	6. Advise Owner of changeover in heat and other utilities.
	7. Participate with Owner in conducting inspection and walkthrough with local emergency responders.
	8. Terminate and remove temporary facilities from Project site, along with mockups, construction tools, and similar elements.
	9. Complete final cleaning requirements, including touchup painting.
	10. Touch up and otherwise repair and restore marred exposed finishes to eliminate visual defects.

	D. Inspection: Submit a written request for inspection to determine Substantial Completion a minimum of 10 days prior to date the work will be completed and ready for final inspection and tests. On receipt of request, Architect will either proceed wit...
	1. Reinspection: Request reinspection when the Work identified in previous inspections as incomplete is completed or corrected.
	2. Results of completed inspection will form the basis of requirements for final completion.

	A. Submittals Prior to Final Completion: Before requesting final inspection for determining final completion, complete the following:
	1. Submit a final Application for Payment according to Section 012900 "Payment Procedures."
	2. Certified List of Incomplete Items: Submit certified copy of Architect's Substantial Completion inspection list of items to be completed or corrected (punch list), endorsed and dated by Architect. Certified copy of the list shall state that each it...
	5. Certificate of Insurance: Submit evidence of final, continuing insurance coverage complying with insurance requirements.
	6. Submit pest-control final inspection report.

	B. Inspection: Submit a written request for final inspection to determine acceptance a minimum of 10 days prior to date the work will be completed and ready for final inspection and tests. On receipt of request, Architect will either proceed with insp...
	A. Organization of List: Include name and identification of each space and area affected by construction operations for incomplete items and items needing correction including, if necessary, areas disturbed by Contractor that are outside the limits of...
	1. Organize list of spaces in sequential order, starting with exterior areas first and proceeding from lowest floor to highest floor.
	2. Organize items applying to each space by major element, including categories for ceiling, individual walls, floors, equipment, and building systems.
	3. Include the following information at the top of each page:
	a. Project name.
	b. Date.
	c. Name of Architect.
	d. Name of Contractor.
	e. Page number.

	4. Submit list of incomplete items in one of the following formats:
	a. MS Excel electronic file. Architect will return annotated file.
	b. PDF electronic file. Architect will return annotated file.
	c. Three paper copies. Architect will return two copies.


	D. Time of Submittal: Submit written warranties on request of Architect for designated portions of the Work where commencement of warranties other than date of Substantial Completion is indicated, or when delay in submittal of warranties might limit O...
	E. Partial Occupancy: Submit properly executed warranties within 15  days of completion of designated portions of the Work that are completed and occupied or used by Owner during construction period by separate agreement with Contractor.
	F. Organize warranty documents into an orderly sequence based on the table of contents of Project Manual.
	1. Bind warranties and bonds in heavy-duty, three-ring, vinyl-covered, loose-leaf binders, thickness as necessary to accommodate contents, and sized to receive 8-1/2-by-11-inch (215-by-280-mm) paper.
	2. Provide heavy paper dividers with plastic-covered tabs for each separate warranty. Mark tab to identify the product or installation. Provide a typed description of the product or installation, including the name of the product and the name, address...
	3. Identify each binder on the front and spine with the typed or printed title "WARRANTIES," Project name, and name of Contractor.
	4. Warranty Electronic File: Scan warranties and bonds and assemble complete warranty and bond submittal package into a single indexed electronic PDF file with links enabling navigation to each item. Provide bookmarked table of contents at beginning o...

	G. Provide additional copies of each warranty to include in operation and maintenance manuals.
	C. Submittals Prior to Final Completion: Before requesting final inspection for determining final completion, complete the following:
	1. Certified List of Incomplete Items: Submit certified copy of Architect's Substantial Completion inspection list of items to be completed or corrected (punch list), endorsed and dated by Architect. Certified copy of the list shall state that each it...
	2. Certificate of Insurance: Submit evidence of final, continuing insurance coverage complying with insurance requirements.

	F. Certificates of Release: From legal authorities having jurisdiction.
	G. Schedule of Maintenance Material Items: For maintenance material submittal items specified in other Sections.

	PART 2 -  PRODUCTS
	A. Cleaning Agents: Use cleaning materials and agents recommended by manufacturer or fabricator of the surface to be cleaned. Do not use cleaning agents that are potentially hazardous to health or property or that might damage finished surfaces.
	1. Use cleaning products that comply with Green Seal's GS-37, or if GS-37 is not applicable, use products that comply with the California Code of Regulations maximum allowable VOC levels.


	PART 3 -  EXECUTION
	A. General: Perform final cleaning. Conduct cleaning and waste-removal operations to comply with local laws and ordinances and Federal and local environmental and antipollution regulations.
	B. Cleaning: Employ experienced workers or professional cleaners for final cleaning. Clean each surface or unit to condition expected in an average commercial building cleaning and maintenance program. Comply with manufacturer's written instructions.
	1. Complete the following cleaning operations before requesting inspection for certification of Substantial Completion for entire Project or for a designated portion of Project:
	a. Clean Project site, yard, and grounds, in areas disturbed by construction activities, including landscape development areas, of rubbish, waste material, litter, and other foreign substances.
	b. Sweep paved areas broom clean. Remove petrochemical spills, stains, and other foreign deposits.
	c. Rake grounds that are neither planted nor paved to a smooth, even-textured surface.
	d. Remove tools, construction equipment, machinery, and surplus material from Project site.
	e. Remove snow and ice to provide safe access to building.
	f. Clean exposed exterior and interior hard-surfaced finishes to a dirt-free condition, free of stains, films, and similar foreign substances. Avoid disturbing natural weathering of exterior surfaces. Restore reflective surfaces to their original cond...
	g. Remove debris and surface dust from limited access spaces, including roofs, plenums, shafts, trenches, equipment vaults, manholes, attics, and similar spaces.
	h. Sweep concrete floors broom clean in unoccupied spaces.
	i. Vacuum carpet and similar soft surfaces, removing debris and excess nap; clean according to manufacturer's recommendations if visible soil or stains remain.
	j. Clean transparent materials, including mirrors and glass in doors and windows. Remove glazing compounds and other noticeable, vision-obscuring materials. Polish mirrors and glass, taking care not to scratch surfaces.
	k. Remove labels that are not permanent.
	l. Wipe surfaces of mechanical and electrical equipment and similar equipment. Remove excess lubrication, paint and mortar droppings, and other foreign substances.
	m. Clean plumbing fixtures to a sanitary condition, free of stains, including stains resulting from water exposure.
	n. Replace disposable air filters and clean permanent air filters. Clean exposed surfaces of diffusers, registers, and grills.
	o. Clean ducts, blowers, and coils if units were operated without filters during construction or that display contamination with particulate matter on inspection.
	1) Clean HVAC system in compliance with NADCA Standard 1992-01. Provide written report on completion of cleaning.

	p. Clean light fixtures, lamps, globes, and reflectors to function with full efficiency.
	q. Leave Project clean and ready for occupancy.


	C. Pest Control: Comply with pest control requirements in Section 015000 "Temporary Facilities and Controls." Prepare written report.
	D. Construction Waste Disposal: Comply with waste disposal requirements in Section 015000 "Temporary Facilities and Controls."
	A. Complete repair and restoration operations before requesting inspection for determination of Substantial Completion.
	B. Repair or remove and replace defective construction. Repairing includes replacing defective parts, refinishing damaged surfaces, touching up with matching materials, and properly adjusting operating equipment. Where damaged or worn items cannot be ...
	1. Remove and replace chipped, scratched, and broken glass, reflective surfaces, and other damaged transparent materials.
	2. Touch up and otherwise repair and restore marred or exposed finishes and surfaces. Replace finishes and surfaces that that already show evidence of repair or restoration.
	a. Do not paint over "UL" and other required labels and identification, including mechanical and electrical nameplates. Remove paint applied to required labels and identification.

	3. Replace parts subject to operating conditions during construction that may impede operation or reduce longevity.
	4. Replace burned-out bulbs, bulbs noticeably dimmed by hours of use, and defective and noisy starters in fluorescent and mercury vapor fixtures to comply with requirements for new fixtures.



	017823 fl - operation and maintenance data
	PART 1 -  GENERAL
	1.1 RELATED DOCUMENTS
	A. Drawings and general provisions of the Contract, including General and Supplementary Conditions and other Division 01 Specification Sections, apply to this Section.

	1.2 SUMMARY
	A. Section includes administrative and procedural requirements for preparing operation and maintenance manuals, including the following:
	1. Operation and maintenance documentation directory.
	2. Emergency manuals.
	3. Operation manuals for systems, subsystems, and equipment.
	4. Product maintenance manuals.
	5. Systems and equipment maintenance manuals.

	B. Related Requirements:
	1. Section 013300 "Submittal Procedures" for submitting copies of submittals for operation and maintenance manuals.


	1.3 DEFINITIONS
	A. System: An organized collection of parts, equipment, or subsystems united by regular interaction.
	B. Subsystem: A portion of a system with characteristics similar to a system.

	1.4 CLOSEOUT SUBMITTALS
	A. Manual Content: Operations and maintenance manual content is specified in individual Specification Sections to be reviewed at the time of Section submittals. Submit reviewed manual content formatted and organized as required by this Section.
	1. Architect will comment on whether content of operations and maintenance submittals are acceptable.
	2. Where applicable, clarify and update reviewed manual content to correspond to revisions and field conditions.

	B. Format: Submit operations and maintenance manuals in the following format:
	1. PDF electronic file. Assemble each manual into a composite electronically indexed file. Submit on digital media acceptable to Architect.
	a. Name each indexed document file in composite electronic index with applicable item name. Include a complete electronically linked operation and maintenance directory.
	b. Enable inserted reviewer comments on draft submittals.

	2. Three paper copies. Include a complete operation and maintenance directory. Enclose title pages and directories in clear plastic sleeves. Architect will return two copies.

	C. Initial Manual Submittal: Submit draft copy of each manual at least 30 days before commencing demonstration and training. Architect will comment on whether general scope and content of manual are acceptable.
	D. Final Manual Submittal: Submit each manual in final form prior to requesting inspection for Substantial Completion and at least 15 days before commencing demonstration and training. Architect will return copy with comments.
	1. Correct or revise each manual to comply with Architect's comments. Submit copies of each corrected manual within 15 days of receipt of Architect's comments and prior to commencing demonstration and training.



	PART 2 -  PRODUCTS
	2.1 OPERATION AND MAINTENANCE DOCUMENTATION DIRECTORY
	A. Directory: Prepare a single, comprehensive directory of emergency, operation, and maintenance data and materials, listing items and their location to facilitate ready access to desired information. Include a section in the directory for each of the...
	1. List of documents.
	2. List of systems.
	3. List of equipment.
	4. Table of contents.

	B. Tables of Contents: Include a table of contents for each emergency, operation, and maintenance manual.

	2.2 REQUIREMENTS FOR EMERGENCY, OPERATION, AND MAINTENANCE MANUALS
	A. Organization: Unless otherwise indicated, organize each manual into a separate section for each system and subsystem, and a separate section for each piece of equipment not part of a system. Each manual shall contain the following materials, in the...
	1. Title page.
	2. Table of contents.
	3. Manual contents.

	B. Title Page: Include the following information:
	1. Subject matter included in manual.
	2. Name and address of Project.
	3. Name and address of Owner.
	4. Date of submittal.
	5. Name and contact information for Contractor.
	6. Name and contact information for Architect.
	7. Names and contact information for major consultants to the Architect that designed the systems contained in the manuals.
	8. Cross-reference to related systems in other operation and maintenance manuals.

	C. Table of Contents: List each product included in manual, identified by product name, indexed to the content of the volume, and cross-referenced to Specification Section number in Project Manual.
	1. If operation or maintenance documentation requires more than one volume to accommodate data, include comprehensive table of contents for all volumes in each volume of the set.

	D. Manual Contents: Organize into sets of manageable size. Arrange contents alphabetically by system, subsystem, and equipment. If possible, assemble instructions for subsystems, equipment, and components of one system into a single binder.
	E. Manuals, Electronic Files: Submit manuals in the form of a multiple file composite electronic PDF file for each manual type required.
	1. Electronic Files: Use electronic files prepared by manufacturer where available. Where scanning of paper documents is required, configure scanned file for minimum readable file size.
	2. File Names and Bookmarks: Enable bookmarking of individual documents based on file names. Name document files to correspond to system, subsystem, and equipment names used in manual directory and table of contents.
	3. Group documents for each system and subsystem into individual composite bookmarked files, then create composite manual, so that resulting bookmarks reflect the system, subsystem, and equipment names in a readily navigated file tree. Configure elect...

	F. Manuals, Paper Copy: Submit manuals in the form of hard copy, bound and labeled volumes.
	1. Binders: Heavy-duty, three-ring, vinyl-covered, loose-leaf  binders, in thickness necessary to accommodate contents, sized to hold 8-1/2-by-11-inch (215-by-280-mm) paper; with clear plastic sleeve on spine to hold label describing contents and with...
	a. If two or more binders are necessary to accommodate data of a system, organize data in each binder into groupings by subsystem and related components. Cross-reference other binders if necessary to provide essential information for proper operation ...
	b. Identify each binder on front and spine, with printed title "OPERATION AND MAINTENANCE MANUAL," Project title or name, and subject matter of contents, and indicate Specification Section number(s) on bottom of spine. Indicate volume number for multi...

	2. Dividers: Heavy-paper dividers with plastic-covered tabs for each section of the manual. Mark each tab to indicate contents. Include typed list of products and major components of equipment included in the section on each divider, cross-referenced ...
	3. Protective Plastic Sleeves: Transparent plastic sleeves designed to enclose diagnostic software storage media for computerized electronic equipment.
	4. Supplementary Text: Prepared on 8-1/2-by-11-inch (215-by-280-mm) white bond paper.
	5. Drawings: Attach reinforced, punched binder tabs on drawings and bind with text.
	a. If oversize drawings are necessary, fold drawings to same size as text pages and use as foldouts.
	b. If drawings are too large to be used as foldouts, fold and place drawings in labeled envelopes and bind envelopes in rear of manual. At appropriate locations in manual, insert typewritten pages indicating drawing titles, descriptions of contents, a...



	2.3 EMERGENCY MANUALS
	A. Content: Organize manual into a separate section for each of the following:
	1. Type of emergency.
	2. Emergency instructions.
	3. Emergency procedures.

	B. Type of Emergency: Where applicable for each type of emergency indicated below, include instructions and procedures for each system, subsystem, piece of equipment, and component:
	1. Fire.
	2. Flood.
	3. Gas leak.
	4. Water leak.
	5. Power failure.
	6. Water outage.
	7. System, subsystem, or equipment failure.
	8. Chemical release or spill.

	C. Emergency Instructions: Describe and explain warnings, trouble indications, error messages, and similar codes and signals. Include responsibilities of Owner's operating personnel for notification of Installer, supplier, and manufacturer to maintain...
	D. Emergency Procedures: Include the following, as applicable:
	1. Instructions on stopping.
	2. Shutdown instructions for each type of emergency.
	3. Operating instructions for conditions outside normal operating limits.
	4. Required sequences for electric or electronic systems.
	5. Special operating instructions and procedures.


	2.4 OPERATION MANUALS
	A. Content: In addition to requirements in this Section, include operation data required in individual Specification Sections and the following information:
	1. System, subsystem, and equipment descriptions. Use designations for systems and equipment indicated on Contract Documents.
	2. Performance and design criteria if Contractor has delegated design responsibility.
	3. Operating standards.
	4. Operating procedures.
	5. Operating logs.
	6. Wiring diagrams.
	7. Control diagrams.
	8. Piped system diagrams.
	9. Precautions against improper use.
	10. License requirements including inspection and renewal dates.

	B. Descriptions: Include the following:
	1. Product name and model number. Use designations for products indicated on Contract Documents.
	2. Manufacturer's name.
	3. Equipment identification with serial number of each component.
	4. Equipment function.
	5. Operating characteristics.
	6. Limiting conditions.
	7. Performance curves.
	8. Engineering data and tests.
	9. Complete nomenclature and number of replacement parts.

	C. Operating Procedures: Include the following, as applicable:
	1. Startup procedures.
	2. Equipment or system break-in procedures.
	3. Routine and normal operating instructions.
	4. Regulation and control procedures.
	5. Instructions on stopping.
	6. Normal shutdown instructions.
	7. Seasonal and weekend operating instructions.
	8. Required sequences for electric or electronic systems.
	9. Special operating instructions and procedures.

	D. Systems and Equipment Controls: Describe the sequence of operation, and diagram controls as installed.
	E. Piped Systems: Diagram piping as installed, and identify color-coding where required for identification.

	2.5 PRODUCT MAINTENANCE MANUALS
	A. Content: Organize manual into a separate section for each product, material, and finish. Include source information, product information, maintenance procedures, repair materials and sources, and warranties and bonds, as described below.
	B. Source Information: List each product included in manual, identified by product name and arranged to match manual's table of contents. For each product, list name, address, and telephone number of Installer or supplier and maintenance service agent...
	C. Product Information: Include the following, as applicable:
	1. Product name and model number.
	2. Manufacturer's name.
	3. Color, pattern, and texture.
	4. Material and chemical composition.
	5. Reordering information for specially manufactured products.

	D. Maintenance Procedures: Include manufacturer's written recommendations and the following:
	1. Inspection procedures.
	2. Types of cleaning agents to be used and methods of cleaning.
	3. List of cleaning agents and methods of cleaning detrimental to product.
	4. Schedule for routine cleaning and maintenance.
	5. Repair instructions.

	E. Repair Materials and Sources: Include lists of materials and local sources of materials and related services.
	F. Warranties and Bonds: Include copies of warranties and bonds and lists of circumstances and conditions that would affect validity of warranties or bonds.
	1. Include procedures to follow and required notifications for warranty claims.


	2.6 SYSTEMS AND EQUIPMENT MAINTENANCE MANUALS
	A. Content: For each system, subsystem, and piece of equipment not part of a system, include source information, manufacturers' maintenance documentation, maintenance procedures, maintenance and service schedules, spare parts list and source informati...
	B. Source Information: List each system, subsystem, and piece of equipment included in manual, identified by product name and arranged to match manual's table of contents. For each product, list name, address, and telephone number of Installer or supp...
	C. Manufacturers' Maintenance Documentation: Manufacturers' maintenance documentation including the following information for each component part or piece of equipment:
	1. Standard maintenance instructions and bulletins.
	2. Drawings, diagrams, and instructions required for maintenance, including disassembly and component removal, replacement, and assembly.
	3. Identification and nomenclature of parts and components.
	4. List of items recommended to be stocked as spare parts.

	D. Maintenance Procedures: Include the following information and items that detail essential maintenance procedures:
	1. Test and inspection instructions.
	2. Troubleshooting guide.
	3. Precautions against improper maintenance.
	4. Disassembly; component removal, repair, and replacement; and reassembly instructions.
	5. Aligning, adjusting, and checking instructions.
	6. Demonstration and training video recording, if available.

	E. Maintenance and Service Schedules: Include service and lubrication requirements, list of required lubricants for equipment, and separate schedules for preventive and routine maintenance and service with standard time allotment.
	1. Scheduled Maintenance and Service: Tabulate actions for daily, weekly, monthly, quarterly, semiannual, and annual frequencies.
	2. Maintenance and Service Record: Include manufacturers' forms for recording maintenance.

	F. Spare Parts List and Source Information: Include lists of replacement and repair parts, with parts identified and cross-referenced to manufacturers' maintenance documentation and local sources of maintenance materials and related services.
	G. Maintenance Service Contracts: Include copies of maintenance agreements with name and telephone number of service agent.
	H. Warranties and Bonds: Include copies of warranties and bonds and lists of circumstances and conditions that would affect validity of warranties or bonds.
	1. Include procedures to follow and required notifications for warranty claims.



	PART 3 -  EXECUTION
	3.1 MANUAL PREPARATION
	A. Operation and Maintenance Documentation Directory: Prepare a separate manual that provides an organized reference to emergency, operation, and maintenance manuals.
	B. Emergency Manual: Assemble a complete set of emergency information indicating procedures for use by emergency personnel and by Owner's operating personnel for types of emergencies indicated.
	C. Product Maintenance Manual: Assemble a complete set of maintenance data indicating care and maintenance of each product, material, and finish incorporated into the Work.
	D. Operation and Maintenance Manuals: Assemble a complete set of operation and maintenance data indicating operation and maintenance of each system, subsystem, and piece of equipment not part of a system.
	1. Engage a factory-authorized service representative to assemble and prepare information for each system, subsystem, and piece of equipment not part of a system.
	2. Prepare a separate manual for each system and subsystem, in the form of an instructional manual for use by Owner's operating personnel.

	E. Manufacturers' Data: Where manuals contain manufacturers' standard printed data, include only sheets pertinent to product or component installed. Mark each sheet to identify each product or component incorporated into the Work. If data include more...
	1. Prepare supplementary text if manufacturers' standard printed data are not available and where the information is necessary for proper operation and maintenance of equipment or systems.

	F. Drawings: Prepare drawings supplementing manufacturers' printed data to illustrate the relationship of component parts of equipment and systems and to illustrate control sequence and flow diagrams. Coordinate these drawings with information contain...
	1. Do not use original project record documents as part of operation and maintenance manuals.
	2. Comply with requirements of newly prepared record Drawings in Section 017839 "Project Record Documents."

	G. Comply with Section 017700 "Closeout Procedures" for schedule for submitting operation and maintenance documentation.



	017839 fl - project record documents
	PART 1 -  GENERAL
	1.1 RELATED DOCUMENTS
	A. Drawings and general provisions of the Contract, including General and Supplementary Conditions and other Division 01 Specification Sections, apply to this Section.

	1.2 SUMMARY
	A. Section includes administrative and procedural requirements for project record documents, including the following:
	1. Record Drawings.
	2. Record Specifications.
	3. Record Product Data.
	4. Miscellaneous record submittals.

	B. Related Requirements:
	1. Section 017700 "Closeout Procedures" for general closeout procedures.
	2. Section 017823 "Operation and Maintenance Data" for operation and maintenance manual requirements.


	1.3 CLOSEOUT SUBMITTALS
	A. Record Drawings: Comply with the following:
	1. Submit one paper-copy set of marked-up record prints.
	2. Submit record digital data files and one set of record digital data file plots.
	3. Plot each drawing file, whether or not changes and additional information were recorded.

	B. Record Specifications: Submit one paper copy and annotated PDF electronic files of Project's Specifications, including addenda and contract modifications.
	C. Record Product Data: Submit one paper copy and annotated PDF electronic files and directories of each submittal.
	1. Where record Product Data are required as part of operation and maintenance manuals, submit duplicate marked-up Product Data as a component of manual.

	D. Miscellaneous Record Submittals: See other Specification Sections for miscellaneous record-keeping requirements and submittals in connection with various construction activities. Submit one paper copy and annotated PDF electronic files and director...
	E. Reports: Submit written report monthly indicating items incorporated into project record documents concurrent with progress of the Work, including revisions, concealed conditions, field changes, product selections, and other notations incorporated.
	1. Submit with monthly Application and Certificate for Payment.



	PART 2 -  PRODUCTS
	2.1 RECORD DRAWINGS
	A. Record Prints: Maintain one set of marked-up paper copies of the Contract Drawings and Shop Drawings, incorporating new and revised drawings as modifications are issued.
	1. Preparation: Mark record prints to show the actual installation where installation varies from that shown originally. Require individual or entity who obtained record data, whether individual or entity is Installer, subcontractor, or similar entity...
	a. Give particular attention to information on concealed elements that would be difficult to identify or measure and record later.
	b. Accurately record information in an acceptable drawing technique.
	c. Record data as soon as possible after obtaining it.
	d. Record and check the markup before enclosing concealed installations.
	e. Cross-reference record prints to corresponding archive photographic documentation.

	2. Content: Types of items requiring marking include, but are not limited to, the following:
	a. Dimensional changes to Drawings.
	b. Revisions to details shown on Drawings.
	c. Depths of foundations below first floor.
	d. Locations and depths of underground utilities.
	e. Revisions to routing of piping and conduits.
	f. Revisions to electrical circuitry.
	g. Actual equipment locations.
	h. Duct size and routing.
	i. Locations of concealed internal utilities.
	j. Changes made by Change Order or Construction  Change Directive.
	k. Changes made following Architect's written orders.
	l. Details not on the original Contract Drawings.
	m. Field records for variable and concealed conditions.
	n. Record information on the Work that is shown only schematically.

	3. Mark the Contract Drawings and Shop Drawings completely and accurately. Use personnel proficient at recording graphic information in production of marked-up record prints.
	4. Mark record sets with erasable, red-colored pencil. Use other colors to distinguish between changes for different categories of the Work at same location.
	5. Mark important additional information that was either shown schematically or omitted from original Drawings.
	6. Note Construction Change Directive numbers, alternate numbers, Change Order numbers, and similar identification, where applicable.

	B. Record Digital Data Files: Immediately before inspection for Certificate of Substantial Completion, review marked-up record prints with Architect. When authorized, prepare a full set of corrected digital data files of the Contract Drawings, as foll...
	1. Format: Annotated PDF electronic file with comment function enabled.
	2. Incorporate changes and additional information previously marked on record prints. Delete, redraw, and add details and notations where applicable.
	3. Refer instances of uncertainty to Architect for resolution.
	4. Architect will furnish Contractor one set of digital data files of the Contract Drawings for use in recording information.
	a. See Section 013300 "Submittal Procedures" for requirements related to use of Architect's digital data files.


	C. Format: Identify and date each record Drawing; include the designation "PROJECT RECORD DRAWING" in a prominent location.
	1. Record Prints: Organize record prints and newly prepared record Drawings into manageable sets. Bind each set with durable paper cover sheets. Include identification on cover sheets.
	2. Format: Annotated PDF electronic file with comment function enabled.
	3. Record Digital Data Files: Organize digital data information into separate electronic files that correspond to each sheet of the Contract Drawings. Name each file with the sheet identification. Include identification in each digital data file.
	4. Identification: As follows:
	a. Project name.
	b. Date.
	c. Designation "PROJECT RECORD DRAWINGS."
	d. Name of Architect.
	e. Name of Contractor.



	2.2 RECORD SPECIFICATIONS
	A. Preparation: Mark Specifications to indicate the actual product installation where installation varies from that indicated in Specifications, addenda, and contract modifications.
	1. Give particular attention to information on concealed products and installations that cannot be readily identified and recorded later.
	2. Mark copy with the proprietary name and model number of products, materials, and equipment furnished, including substitutions and product options selected.
	3. Record the name of manufacturer, supplier, Installer, and other information necessary to provide a record of selections made.
	4. For each principal product, indicate whether record Product Data has been submitted in operation and maintenance manuals instead of submitted as record Product Data.
	5. Note related Change Orders, record Product Data, and record Drawings where applicable.

	B. Format: Submit record Specifications as annotated PDF electronic file and paper copy.

	2.3 RECORD PRODUCT DATA
	A. Preparation: Mark Product Data to indicate the actual product installation where installation varies substantially from that indicated in Product Data submittal.
	1. Give particular attention to information on concealed products and installations that cannot be readily identified and recorded later.
	2. Include significant changes in the product delivered to Project site and changes in manufacturer's written instructions for installation.
	3. Note related Change Orders, record Specifications, and record Drawings where applicable.

	B. Format: Submit record Product Data as annotated PDF electronic file and paper copy .
	1. Include record Product Data directory organized by Specification Section number and title, electronically linked to each item of record Product Data.


	2.4 MISCELLANEOUS RECORD SUBMITTALS
	A. Assemble miscellaneous records required by other Specification Sections for miscellaneous record keeping and submittal in connection with actual performance of the Work. Bind or file miscellaneous records and identify each, ready for continued use ...
	B. Format: Submit miscellaneous record submittals as PDF electronic file and paper copy.
	1. Include miscellaneous record submittals directory organized by Specification Section number and title, electronically linked to each item of miscellaneous record submittals.



	PART 3 -  EXECUTION
	3.1 RECORDING AND MAINTENANCE
	A. Recording: Maintain one copy of each submittal during the construction period for project record document purposes. Post changes and revisions to project record documents as they occur; do not wait until end of Project.
	B. Maintenance of Record Documents and Samples: Store record documents and Samples in the field office apart from the Contract Documents used for construction. Do not use project record documents for construction purposes. Maintain record documents in...



	024119 FL - SELECTIVE DEMOLITION
	PART 1 -  GENERAL
	1.1 RELATED DOCUMENTS
	A. Drawings and general provisions of the Contract, including General and Supplementary Conditions and Division 01 Specification Sections, apply to this Section.

	1.2 SUMMARY
	A. Section Includes:
	1. Demolition and removal of selected construction and items as indicated on Drawings.

	B. Related Requirements:
	1. Section 011000 "Summary" for restrictions on use of the premises, Owner-occupancy requirements, and phasing requirements.
	2. Section 017300 "Execution" for cutting and patching procedures.


	1.3 DEFINITIONS
	A. Remove: Detach items from existing construction and dispose of them off-site unless indicated to be salvaged or reinstalled.
	B. Remove and Salvage: Detach items from existing construction, in a manner to prevent damage, and deliver to Owner ready for reuse.
	C. Remove and Reinstall: Detach items from existing construction, in a manner to prevent damage, prepare for reuse, and reinstall where indicated.
	D. Existing to Remain: Leave existing items that are not to be removed and that are not otherwise indicated to be salvaged or reinstalled.
	E. Dismantle: To remove by disassembling or detaching an item from a surface, using gentle methods and equipment to prevent damage to the item and surfaces; disposing of items unless indicated to be salvaged or reinstalled.
	F. Utilities: Extensions of water supply, sewerage, storm drainage, electrical power, bottled or natural gas, piping and conductors traversing any portion of a building site from or toward a connection to a building.

	1.4 MATERIALS OWNERSHIP
	A. Unless otherwise indicated, demolition waste becomes property of Contractor.

	1.5 PREINSTALLATION MEETINGS
	A. Predemolition Conference: Conduct conference at Project site.
	1. Inspect and discuss condition of construction to be selectively demolished.
	2. Review structural load limitations of existing structure.
	3. Review and finalize selective demolition schedule and verify availability of materials, demolition personnel, equipment, and facilities needed to make progress and avoid delays.
	4. Review requirements of work performed by other trades that rely on substrates exposed by selective demolition operations.
	5. Review areas where existing construction is to remain and requires protection.


	1.6 INFORMATIONAL SUBMITTALS
	A. Qualification Data: For refrigerant recovery technician.
	B. Proposed Protection Measures: Submit report, including Drawings, that indicates the measures proposed for protecting individuals and property, for environmental protection , for dust control and , for noise control. Indicate proposed locations and ...
	C. Schedule of Selective Demolition Activities: Indicate the following:
	1. Detailed sequence of selective demolition and removal work, with starting and ending dates for each activity. Ensure Owner's    on-site operations are uninterrupted.
	2. Interruption of utility services. Indicate how long utility services will be interrupted.
	3. Coordination for shutoff, capping, and continuation of utility services.
	4. Coordination of Owner's continuing occupancy of portions of existing building and of Owner's partial occupancy of completed Work.

	D. Predemolition Photographs or Video: Show existing conditions of adjoining construction, including finish surfaces, that might be misconstrued as damage caused by demolition operations.
	E. Warranties: Documentation indicating that existing warranties are still in effect after completion of selective demolition.

	1.7 CLOSEOUT SUBMITTALS
	A. Inventory: Submit a list of items that have been removed and salvaged.

	1.8 FIELD CONDITIONS
	A. Owner will occupy portions of building immediately adjacent to selective demolition area. Conduct selective demolition so Owner's operations will not be disrupted.
	B. Conditions existing at time of inspection for bidding purpose will be maintained by Owner as far as practical.
	C. Notify Architect of discrepancies between existing conditions and Drawings before proceeding with selective demolition.
	D. Hazardous Materials: It is not expected that hazardous materials will be encountered in the Work.
	1. If suspected hazardous materials are encountered, do not disturb; immediately notify Architect and Owner. Hazardous materials will be removed by Owner under a separate contract.

	E. Storage or sale of removed items or materials on-site is not permitted.
	F. Utility Service: Maintain existing utilities indicated to remain in service and protect them against damage during selective demolition operations.
	1. Maintain fire-protection facilities in service during selective demolition operations.


	1.9 COORDINATION
	A. Arrange selective demolition schedule so as not to interfere with Owner's operations.


	PART 2 -  PRODUCTS
	2.1 PERFORMANCE REQUIREMENTS
	A. Regulatory Requirements: Comply with governing EPA notification regulations before beginning selective demolition. Comply with hauling and disposal regulations of authorities having jurisdiction.
	B. Standards: Comply with American Society of Safety Engineers (ASSE) A10.6-2006 standard, Safety Requirements for Demolition for Construction and Demolition Operations, and NFPA 241.


	PART 3 -  EXECUTION
	3.1 EXAMINATION
	A. Verify that utilities have been disconnected and capped before starting selective demolition operations.
	B. Review Project Record Documents of existing construction or other existing condition and hazardous material information provided by Owner. Owner does not guarantee that existing conditions are same as those indicated in Project Record Documents.
	C. Verify that hazardous materials have been remediated before proceeding with building demolition operations.

	3.2 UTILITY SERVICES AND MECHANICAL/ELECTRICAL SYSTEMS
	A. Existing Services/Systems to Remain: Maintain services/systems indicated to remain and protect them against damage.
	B. Existing Services/Systems to Be Removed, Relocated, or Abandoned: Locate, identify, disconnect, and seal or cap off utility services and mechanical/electrical systems serving areas to be selectively demolished.
	1. Owner will arrange to shut off indicated services/systems when requested by Contractor.
	2. If services/systems are required to be removed, relocated, or abandoned, provide temporary services/systems that bypass area of selective demolition and that maintain continuity of services/systems to other parts of building.

	C. Restore and re-install any wall-mounted items interfering with the work that were removed.
	1. Perform temporary removal and restoration of any live electrical conductors, fixtures, and equipment as coordinated with Owner’s occupancy of existing building. Give Owner 72 hours’ notice before de-activating conductors.


	3.3 PROTECTION
	A. Temporary Protection: Provide temporary barricades and other protection required to prevent injury to people and damage to adjacent buildings and facilities to remain.
	1. Provide protection to ensure safe passage of people around selective demolition area and to and from occupied portions of building.
	2. Provide temporary weather protection, during interval between selective demolition of existing construction on exterior surfaces and new construction, to prevent water leakage and damage to structure and interior areas.
	3. Protect walls, ceilings, floors, and other existing finish work that are to remain or that are exposed during selective demolition operations.
	4. Cover and protect furniture, furnishings, and equipment that have not been removed.
	5. Comply with requirements for temporary enclosures, dust control, heating, and cooling specified in Section 015000 "Temporary Facilities and Controls."

	B. Temporary Shoring: Design, provide, and maintain shoring, bracing, and structural supports as required to preserve stability and prevent movement, settlement, or collapse of construction and finishes to remain, and to prevent unexpected or uncontro...
	1. Strengthen or add new supports when required during progress of selective demolition.

	C. Remove temporary barricades and protections where hazards no longer exist.

	3.4 SELECTIVE DEMOLITION, GENERAL
	A. General: Demolish and remove existing construction only to the extent required by new construction and as indicated. Use methods required to complete the Work within limitations of governing regulations and as follows:
	1. Proceed with selective demolition systematically, from higher to lower level. Complete selective demolition operations above each floor or tier before disturbing supporting members on the next lower level.
	2. Neatly cut openings and holes plumb, square, and true to dimensions required. Use cutting methods least likely to damage construction to remain or adjoining construction. Use hand tools or small power tools designed for sawing or grinding, not hamm...
	3. Cut or drill from the exposed or finished side into concealed surfaces to avoid marring existing finished surfaces.
	4. Do not use cutting torches until work area is cleared of flammable materials. At concealed spaces, such as duct and pipe interiors, verify condition and contents of hidden space before starting flame-cutting operations. Maintain portable fire-suppr...
	5. Maintain fire watch during and for at least twelve (12) hours after flame-cutting operations.
	6. Maintain adequate ventilation when using cutting torches.
	7. Remove decayed, vermin-infested, or otherwise dangerous or unsuitable materials and promptly dispose of off-site.
	8. Remove structural framing members and lower to ground by method suitable to avoid free fall and to prevent ground impact or dust generation.
	9. Locate selective demolition equipment and remove debris and materials so as not to impose excessive loads on supporting walls, floors, or framing.
	10. Dispose of demolished items and materials promptly.

	B. Site Access and Temporary Controls: Conduct selective demolition and debris-removal operations to ensure minimum interference with roads, streets, walks, walkways, and other adjacent occupied and used facilities.
	C. Existing Items to Remain: Protect construction indicated to remain against damage and soiling during selective demolition. When permitted by Architect, items may be removed to a suitable, protected storage location during selective demolition and c...

	3.5 SELECTIVE DEMOLITION PROCEDURES FOR SPECIFIC MATERIALS
	A. Windows and doors: Remove doors and windows so as to preserve condition of frames, rough framed openings, and masonry openings.
	1. Handle doors and windows removed so as to minimize glass breakage in areas of work. Promptly gather and dispose of broken glass in a safe manner.
	2. Remove existing door and window hardware from openings as required.
	3. Prepare rough openings and masonry openings to receive new windows and door frames.
	a. Remove all sealant remnants from opening surfaces.
	b. Fill all existing plug holes and cavities in jamb, head, and sill surfaces.



	3.6 DISPOSAL OF DEMOLISHED MATERIALS
	A. Remove demolition waste materials from Project site and dispose of them in an EPA-approved construction and demolition waste landfill acceptable to authorities having jurisdiction.
	1. Do not allow demolished materials to accumulate on-site.
	2. Remove and transport debris in a manner that will prevent spillage on adjacent surfaces and areas.
	3. Remove debris from elevated portions of building by chute, hoist, or other device that will convey debris to grade level in a controlled descent.

	B. Burning: Do not burn demolished materials.

	3.7 CLEANING
	A. Clean adjacent structures and improvements of dust, dirt, and debris caused by selective demolition operations. Return adjacent areas to condition existing before selective demolition operations began.



	061053 FL - MISCELLANEOUS ROUGH CARPENTRY
	PART 1 -  GENERAL
	1.1 RELATED DOCUMENTS
	A. Drawings and general provisions of the Contract, including General and Supplementary Conditions and Division 01 Specification Sections, apply to this Section.

	1.2 SUMMARY
	A. Section Includes:
	1. Framing with dimension lumber.


	1.3 DEFINITIONS
	A. Boards or Strips: Lumber of less than 2 inches nominal (38 mm actual) size in least dimension.
	B. Dimension Lumber: Lumber of 2 inches nominal (38 mm actual) or greater size but less than 5 inches nominal (114 mm actual) size in least dimension.

	1.4 ACTION SUBMITTALS
	A. Product Data: For each type of process and factory-fabricated product. Indicate component materials and dimensions and include construction and application details.
	1. Include data for wood-preservative treatment from chemical treatment manufacturer and certification by treating plant that treated materials comply with requirements. Indicate type of preservative used and net amount of preservative retained.
	2. Include data for fire-retardant treatment from chemical treatment manufacturer and certification by treating plant that treated materials comply with requirements. Include physical properties of treated materials based on testing by a qualified ind...
	3. For fire-retardant treatments, include physical properties of treated lumber both before and after exposure to elevated temperatures, based on testing by a qualified independent testing agency according to ASTM D5664.
	4. For products receiving a waterborne treatment, include statement that moisture content of treated materials was reduced to levels specified before shipment to Project site.


	1.5 INFORMATIONAL SUBMITTALS
	A. Evaluation Reports: For the following, from ICC-ES:
	1. Preservative-treated wood.
	2. Fire-retardant-treated wood.
	3. Power-driven fasteners.
	4. Post-installed anchors.
	5. Metal framing anchors.


	1.6 QUALITY ASSURANCE
	A. Testing Agency Qualifications: For testing agency providing classification marking for fire-retardant-treated material, an inspection agency acceptable to authorities having jurisdiction that periodically performs inspections to verify that the mat...

	1.7 DELIVERY, STORAGE, AND HANDLING
	A. Stack lumber flat with spacers beneath and between each bundle to provide air circulation. Protect lumber from weather by covering with waterproof sheeting, securely anchored. Provide for air circulation around stacks and under coverings.


	PART 2 -  PRODUCTS
	2.1 WOOD PRODUCTS, GENERAL
	A. Lumber: DOC PS 20 and applicable rules of grading agencies indicated. If no grading agency is indicated, provide lumber that complies with the applicable rules of any rules-writing agency certified by the ALSC Board of Review. Provide lumber graded...
	1. Factory mark each piece of lumber with grade stamp of grading agency.
	2. Dress lumber, S4S, unless otherwise indicated.

	B. Maximum Moisture Content of Lumber: 15 percent for 2-inch nominal (38-mm actual) thickness or less, 19 percent for more than 2-inch nominal (38-mm actual) thickness unless otherwise indicated.

	2.2 WOOD-PRESERVATIVE-TREATED MATERIALS
	A. Preservative Treatment by Pressure Process: AWPA U1; Use Category UC2.
	1. Preservative Chemicals: Acceptable to authorities having jurisdiction and containing no arsenic or chromium.

	B. Kiln-dry lumber after treatment to a maximum moisture content of 19 percent. Do not use material that is warped or does not comply with requirements for untreated material.
	C. Mark lumber with treatment quality mark of an inspection agency approved by the ALSC Board of Review.
	D. Application: Treat all exterior miscellaneous carpentry unless otherwise indicated.

	2.3 FIRE-RETARDANT-TREATED MATERIALS
	A. General: Where fire-retardant-treated materials are indicated, materials shall comply with requirements in this article, that are acceptable to authorities having jurisdiction, and with fire-test-response characteristics specified as determined by ...
	B. Fire-Retardant-Treated Lumber and Plywood by Pressure Process: Products with a flame-spread index of 25 or less when tested according to ASTM E84, and with no evidence of significant progressive combustion when the test is extended an additional 20...
	1. Treatment shall not promote corrosion of metal fasteners.
	2. Interior Type A: Treated materials shall have a moisture content of 28 percent or less when tested according to ASTM D3201 at 92 percent relative humidity. Use where exterior type is not indicated.
	3. Design Value Adjustment Factors: Treated lumber shall be tested according to ASTM D5664, and design value adjustment factors shall be calculated according to ASTM D6841.

	C. Kiln-dry lumber after treatment to a maximum moisture content of 19 percent. Kiln-dry plywood after treatment to a maximum moisture content of 15 percent.
	D. Identify fire-retardant-treated wood with appropriate classification marking of qualified testing agency.
	E. Application: Treat all interior miscellaneous carpentry unless otherwise indicated.

	2.4 DIMENSION LUMBER FRAMING
	A. Dimensional Lumber Framing: Construction or No. 2 grade of any of the following species:
	1. Hem-fir (north); NLGA.
	2. Southern pine; SPIB.
	3. Douglas fir-larch; WCLIB or WWPA.
	4. Southern pine or mixed southern pine; SPIB.
	5. Spruce-pine-fir; NLGA.
	6. Douglas fir-south; WWPA.
	7. Hem-fir; WCLIB or WWPA.
	8. Douglas fir-larch (north); NLGA.
	9. Spruce-pine-fir (south); NeLMA, WCLIB, or WWPA.


	2.5 MISCELLANEOUS LUMBER
	A. General: Provide miscellaneous lumber indicated and lumber for support or attachment of other construction, including the following:
	1. Blocking.
	2. Nailers.

	B. For blocking and nailers used for attachment of other construction, select and cut lumber to eliminate knots and other defects that will interfere with attachment of other work.

	2.6 PLYWOOD BACKING PANELS
	A. Equipment Backing Panels: Plywood, DOC PS 1, Exposure 1, C-D Plugged], fire-retardant treated, in thickness indicated or, if not indicated, not less than  3/4-inch (19-mm) nominal thickness.

	2.7 FASTENERS
	A. General: Provide fasteners of size and type indicated that comply with requirements specified in this article for material and manufacture.
	1. For pressure-preservative-treated wood and fire retardant-treated wood, use only fasteners with hot-dip zinc coating complying with ASTM A 153/A 153M.
	2. Where carpentry is exposed to weather, in ground contact, pressure-preservative treated, or in area of high relative humidity, provide fasteners with hot-dip zinc coating complying with ASTM A153/A153M or of Type 304 stainless steel.

	B. Nails, Brads, and Staples: ASTM F1667.
	C. Screws for Fastening to Metal Framing: ASTM C1002, length as recommended by screw manufacturer for material being fastened.
	D. Power-Driven Fasteners: Fastener systems with an evaluation report acceptable to authorities having jurisdiction, based on ICC-ES AC70.
	E. Expansion Anchors: Anchor bolt and sleeve assembly of material indicated below with capability to sustain, without failure, a load equal to 6 times the load imposed when installed in unit masonry assemblies and equal to 4 times the load imposed whe...
	1. Material: Carbon-steel components, zinc plated to comply with ASTM B 633, Class Fe/Zn 5.
	2. Material: Stainless steel with bolts and nuts complying with ASTM F 593 and ASTM F 594, Alloy Group 1 or 2 (ASTM F 738M and ASTM F 836M, Grade A1 or A4).



	PART 3 -  EXECUTION
	3.1 INSTALLATION, GENERAL
	A. Framing Standard: Comply with AF&PA's WCD 1, "Details for Conventional Wood Frame Construction," unless otherwise indicated.
	B. Set carpentry to required levels and lines, with members plumb, true to line, cut, and fitted. Fit carpentry accurately to other construction. Locate nailers, blocking, and similar supports to comply with requirements for attaching other construction.
	C. Install plywood backing panels by fastening to studs; coordinate locations with utilities requiring backing panels. Install fire-retardant-treated plywood backing panels with classification marking of testing agency exposed to view.
	1. Use drilled Tapcon fasteners for fastening plywood to masonry or concrete.

	D. Install metal framing anchors to comply with manufacturer's written instructions. Install fasteners through each fastener hole.
	E. Do not splice structural members between supports unless otherwise indicated.
	F. Provide blocking and framing as indicated and as required to support facing materials, fixtures, specialty items, and trim.
	1. Provide metal clips for fastening gypsum board or lath at corners and intersections where framing or blocking does not provide a surface for fastening edges of panels. Space clips not more than 16 inches (406 mm) o.c.

	G. Sort and select lumber so that natural characteristics do not interfere with installation or with fastening other materials to lumber. Do not use materials with defects that interfere with function of member or pieces that are too small to use with...
	H. Comply with AWPA M4 for applying field treatment to cut surfaces of preservative-treated lumber.
	1. Use inorganic boron for items that are continuously protected from liquid water.
	2. Use copper naphthenate for items not continuously protected from liquid water.

	I. Where wood-preservative-treated lumber is installed adjacent to ferrous metal surfaces including decking, install continuous flexible flashing separator between wood and metal decking.
	J. Securely attach carpentry work to substrate by anchoring and fastening as indicated, complying with the following:
	1. Table 2304.9.1, "Fastening Schedule," in ICC's International Building Code.
	2. ICC-ES evaluation report for fastener.

	K. Use steel common nails unless otherwise indicated. Select fasteners of size that will not fully penetrate members where opposite side will be exposed to view or will receive finish materials. Make tight connections between members. Install fastener...

	3.2 INSTALLATION OF WOOD BLOCKING AND NAILER
	A. Install where indicated and where required for attaching other work. Form to shapes indicated and cut as required for true line and level of attached work. Coordinate locations with other work involved.
	B. Attach items to substrates to support applied loading. Recess bolts and nuts flush with surfaces unless otherwise indicated.
	C. Provide permanent grounds of dressed, pressure-preservative-treated, key-beveled lumber not less than 1-1/2 inches (38 mm) wide and of thickness required to bring face of ground to exact thickness of finish material. Remove temporary grounds when n...

	3.3 PROTECTION
	A. Protect wood that has been treated with inorganic boron (SBX) from weather. If, despite protection, inorganic boron-treated wood becomes wet, apply EPA-registered borate treatment. Apply borate solution by spraying to comply with EPA-registered label.
	B. Protect miscellaneous rough carpentry from weather. If, despite protection, miscellaneous rough carpentry becomes wet, apply EPA-registered borate treatment. Apply borate solution by spraying to comply with EPA-registered label.



	076200 FL - SHEET METAL FLASHING AND TRIM
	PART 1 -  GENERAL
	1.1 RELATED DOCUMENTS
	A. Drawings and general provisions of the Contract, including General and Supplementary Conditions and Division 01 Specification Sections, apply to this Section.

	1.2 SUMMARY
	A. Section Includes:
	1. Formed wall sheet metal fabrications at opening heads and sills.

	B. Related Requirements:
	1. Section 061053 "Miscellaneous Rough Carpentry" for wood nailers, curbs, and blocking.
	2. Section 084113 “Aluminum Framed Entrances and Storefronts” for aluminum sill and head flashing.


	1.3 COORDINATION
	A. Coordinate sheet metal flashing and trim layout and seams with sizes and locations of penetrations to be flashed, and joints and seams in adjacent materials.
	B. Coordinate sheet metal flashing and trim installation with adjoining roofing and wall materials, joints, and seams to provide leakproof, secure, and noncorrosive installation.

	1.4 ACTION SUBMITTALS
	A. Product Data: For each type of product.
	1. Include construction details, material descriptions, dimensions of individual components and profiles, and finishes for each manufactured product and accessory.

	B. Shop Drawings: For sheet metal flashing and trim.
	1. Include plans, elevations, sections, and attachment details.
	2. Include details of connections to adjoining work.
	3. Detail formed flashing and trim at scale of not less than 3 inches per 12 inches.

	C. Samples for Initial Selection: For each type of sheet metal and accessory indicated with factory-applied finishes.
	D. Samples for Verification: For each type of exposed finish.
	1. Sheet Metal Flashing: 12 inches (300 mm) long by actual width of unit, including finished seam and in required profile. Include fasteners, cleats, clips, closures, and other attachments.
	2. Trim, Metal Closures, Expansion Joints, Joint Intersections, and Miscellaneous Fabrications: 12 inches (300 mm) long and in required profile. Include fasteners and other exposed accessories.
	3. Anodized Aluminum Samples: Samples to show full range to be expected for each color required.


	1.5 INFORMATIONAL SUBMITTALS
	A. Qualification Data: For fabricator.
	B. Product Certificates: For each type of coping and roof edge flashing that is SPRI ES-1 tested.
	C. Product Test Reports: For each product, for tests performed by a qualified testing agency.
	D. Sample Warranty: For special warranty.

	1.6 CLOSEOUT SUBMITTALS
	A. Maintenance Data: For sheet metal flashing and trim, and its accessories, to include in maintenance manuals.

	1.7 QUALITY ASSURANCE
	A. Fabricator Qualifications: Employs skilled workers who custom fabricate sheet metal flashing and trim similar to that required for this Project and whose products have a record of successful in-service performance.
	1. For copings and roof edge flashings that are SPRI ES-1 tested, shop shall be listed as able to fabricate required details as tested and approved.


	1.8 DELIVERY, STORAGE, AND HANDLING
	A. Do not store sheet metal flashing and trim materials in contact with other materials that might cause staining, denting, or other surface damage. Store sheet metal flashing and trim materials away from uncured concrete and masonry.
	B. Protect strippable protective covering on sheet metal flashing and trim from exposure to sunlight and high humidity, except to extent necessary for period of sheet metal flashing and trim installation.

	1.9 WARRANTY
	A. Special Warranty on Finishes: Manufacturer agrees to repair finish or replace sheet metal flashing and trim that shows evidence of deterioration of factory-applied finishes within specified warranty period.
	1. Exposed Panel Finish: Deterioration includes, but is not limited to, the following:
	a. Color fading more than 5 Hunter units when tested according to ASTM D 2244.
	b. Chalking in excess of a No. 8 rating when tested according to ASTM D 4214.
	c. Cracking, checking, peeling, or failure of paint to adhere to bare metal.

	2. Finish Warranty Period:  10 years from date of Substantial Completion.



	PART 2 -  PRODUCTS
	2.1 PERFORMANCE REQUIREMENTS
	A. General: Sheet metal flashing and trim assemblies shall withstand wind loads, structural movement, thermally induced movement, and exposure to weather without failure due to defective manufacture, fabrication, installation, or other defects in cons...
	B. Sheet Metal Standard for Flashing and Trim: Comply with   SMACNA's "Architectural Sheet Metal Manual" requirements for dimensions and profiles shown unless more stringent requirements are indicated.
	C. FM Approvals Listing: Manufacture and install copings and roof edge flashings that are listed in FM Approvals' "RoofNav" and approved for windstorm classification, Class 1-90. Identify materials with name of fabricator and design approved by FM App...
	D. SPRI Wind Design Standard: Manufacture and install roof edge flashings tested according to SPRI ES-1 and capable of resisting the following design pressure:
	1. Design Pressure: As indicated on Drawings.

	E. Thermal Movements: Allow for thermal movements from ambient and surface temperature changes to prevent buckling, opening of joints, overstressing of components, failure of joint sealants, failure of connections, and other detrimental effects. Base ...
	1. Temperature Change: 120 deg F (67 deg C), ambient; 180 deg F (100 deg C), material surfaces.


	2.2 SHEET METALS
	A. General: Protect mechanical and other finishes on exposed surfaces from damage by applying strippable, temporary protective film before shipping.
	B. Aluminum Sheet: ASTM B 209 (ASTM B 209M), alloy as standard with manufacturer for finish required, with temper as required to suit forming operations and performance required; with smooth, flat  surface.
	C. Exposed Coil-Coated Finish:
	1. Two-Coat Fluoropolymer: AAMA 2605. Fluoropolymer finish containing not less than 70 percent polyvinylidene fluoride (PVDF) resin by weight in color coat. Prepare, pretreat, and apply coating to exposed metal surfaces to comply with coating and resi...
	a. Finish and color to match adjacent metal surfaces where indicated.

	2. Color Anodic Finish, Coil Coated for all aluminum flashing not indicated to match adjacent surfaces: AAMA 611, AA-M12C22A42/A44, Class I, 0.018 mm or thicker. Color:  Black
	3. Concealed Finish: Pretreat with manufacturer's standard white or light-colored acrylic or polyester backer finish, consisting of prime coat and wash coat with minimum total dry film thickness of 0.5 mil (0.013 mm).


	2.3 MISCELLANEOUS MATERIALS
	A. General: Provide materials and types of fasteners, protective coatings, sealants, and other miscellaneous items as required for complete sheet metal flashing and trim installation and as recommended by manufacturer of primary sheet metal unless oth...
	B. Fasteners: Wood screws, annular threaded nails, self-tapping screws, self-locking rivets and bolts, and other suitable fasteners designed to withstand design loads and recommended by manufacturer of primary sheet metal.
	1. General: Blind fasteners or self-drilling screws, gasketed, with hex-washer head.
	a. Blind Fasteners: High-strength aluminum or stainless-steel rivets suitable for metal being fastened.

	2. Fasteners for Aluminum Sheet: Aluminum or Series 300 stainless steel.

	C. Sealant Tape: Pressure-sensitive, 100 percent solids, polyisobutylene compound sealant tape with release-paper backing. Provide permanently elastic, nonsag, nontoxic, nonstaining tape 1/2 inch (13 mm) wide and 1/8 inch (3 mm) thick.
	D. Elastomeric Sealant: ASTM C 920, elastomeric   silicone polymer sealant; of type, grade, class, and use classifications required to seal joints in sheet metal flashing and trim and remain watertight.

	2.4 FABRICATION, GENERAL
	A. General: Custom fabricate sheet metal flashing and trim to comply with details shown and recommendations in cited sheet metal standard that apply to design, dimensions, geometry, metal thickness, and other characteristics of item required. Fabricat...
	1. Fabricate sheet metal flashing and trim in thickness or weight needed to comply with performance requirements, but not less than that specified for each application and metal.
	2. Obtain field measurements for accurate fit before shop fabrication.
	3. Form sheet metal flashing and trim to fit substrates without oil canning, buckling, and tool marks; true to line, levels, and slopes; and with exposed edges folded back to form hems.
	4. Conceal fasteners and expansion provisions where possible. Do not use exposed fasteners on faces exposed to view.

	B. Fabrication Tolerances: Fabricate sheet metal flashing and trim that is capable of installation to a tolerance of 1/4 inch in 20 feet (6 mm in 6 m) on slope and location lines indicated on Drawings and within 1/8-inch (3-mm) offset of adjoining fac...
	C. Fabrication Tolerances: Fabricate sheet metal flashing and trim that is capable of installation to tolerances specified in MCA's "Guide Specification for Residential Metal Roofing."
	D. Expansion Provisions: Form metal for thermal expansion of exposed flashing and trim.
	1. Form expansion joints of intermeshing hooked flanges, not less than 1 inch (25 mm) deep, filled with butyl sealant concealed within joints.
	2. Use lapped expansion joints only where indicated on Drawings.

	E. Sealant Joints: Where movable, nonexpansion-type joints are required, form metal to provide for proper installation of elastomeric sealant according to cited sheet metal standard.
	F. Fabricate cleats and attachment devices from same material as accessory being anchored or from compatible, noncorrosive metal.
	G. Seams for Aluminum: Fabricate nonmoving seams with flat-lock seams. Form seams and seal with epoxy seam sealer.


	PART 3 -  EXECUTION
	3.1 EXAMINATION
	A. Examine substrates, areas, and conditions, with Installer present, for compliance with requirements for installation tolerances, substrate, and other conditions affecting performance of the Work.
	1. Verify compliance with requirements for installation tolerances of substrates.
	2. Verify that substrate is sound, dry, smooth, clean, sloped for drainage, and securely anchored.
	3. Verify that air- or water-resistant barriers have been installed over sheathing or backing substrate to prevent air infiltration or water penetration.

	B. Proceed with installation only after unsatisfactory conditions have been corrected.

	3.2 UNDERLAYMENT INSTALLATION
	A. Felt Underlayment: Install felt underlayment, wrinkle free, using adhesive to minimize use of mechanical fasteners under sheet metal flashing and trim. Apply in shingle fashion to shed water, with lapped joints of not less than 2 inches (50 mm).
	B. Synthetic Underlayment: Install synthetic underlayment, wrinkle free, according to manufacturers' written instructions, and using adhesive where possible to minimize use of mechanical fasteners under sheet metal.
	C. Self-Adhering Sheet Underlayment: Install self-adhering sheet underlayment, wrinkle free. Prime substrate if recommended by underlayment manufacturer. Comply with temperature restrictions of underlayment manufacturer for installation; use primer fo...
	1. Overlap side edges not less than 3-1/2 inches (90 mm). Roll laps and edges with roller. Cover underlayment within 14 days.

	D. Apply slip sheet, wrinkle free, over underlayment   before installing sheet metal flashing and trim.

	3.3 INSTALLATION, GENERAL
	A. General: Anchor sheet metal flashing and trim and other components of the Work securely in place, with provisions for thermal and structural movement. Use fasteners, protective coatings, separators, sealants, and other miscellaneous items as requir...
	1. Install sheet metal flashing and trim true to line, levels, and slopes. Provide uniform, neat seams with minimum exposure of solder, welds, and sealant.
	2. Install sheet metal flashing and trim to fit substrates and to result in watertight performance. Verify shapes and dimensions of surfaces to be covered before fabricating sheet metal.
	3. Install exposed sheet metal flashing and trim without oil canning, and free of buckling and tool marks.
	4. Torch cutting of sheet metal flashing and trim is not permitted.
	5. Do not use graphite pencils to mark metal surfaces.

	B. Metal Protection: Where dissimilar metals contact each other, or where metal contacts pressure-treated wood or other corrosive substrates, protect against galvanic action or corrosion by painting contact surfaces with bituminous coating or by other...
	1. Coat concealed side of uncoated-aluminum   sheet metal flashing and trim with bituminous coating where flashing and trim contact wood, ferrous metal, or cementitious construction.
	2. Underlayment: Where installing sheet metal flashing and trim directly on cementitious or wood substrates, install underlayment and cover with slip sheet.

	C. Expansion Provisions: Provide for thermal expansion of exposed flashing and trim. Space movement joints at maximum of 10 feet (3 m) with no joints within 24 inches (600 mm) of corner or intersection.
	1. Form expansion joints of intermeshing hooked flanges, not less than 1 inch (25 mm) deep, filled with sealant concealed within joints.
	2. Use lapped expansion joints only where indicated on Drawings.

	D. Conceal fasteners and expansion provisions where possible in exposed work and locate to minimize possibility of leakage. Cover and seal fasteners and anchors as required for a tight installation.
	E. Seal joints as required for watertight construction.
	1. Use sealant-filled joints unless otherwise indicated. Embed hooked flanges of joint members not less than 1 inch (25 mm) into sealant. Form joints to completely conceal sealant.
	a. When ambient temperature at time of installation is between 40 and 70 deg F (4 and 21 deg C), set joint members for 50 percent movement each way. Adjust setting proportionately for installation at higher ambient temperatures. Do not install sealant...

	2. Prepare joints and apply sealants to comply with requirements in Section 079200 "Joint Sealants."


	3.4 WALL FLASHING INSTALLATION
	A. General: Install sheet metal wall flashing to intercept and exclude penetrating moisture according to cited sheet metal standard unless otherwise indicated. Coordinate installation of wall flashing with installation of wall-opening components such ...

	3.5 ERECTION TOLERANCES
	A. Installation Tolerances: Shim and align sheet metal flashing and trim within installed tolerance of 1/4 inch in 20 feet (6 mm in 6 m) on slope and location lines indicated on Drawings and within 1/8-inch (3-mm) offset of adjoining faces and of alig...

	3.6 CLEANING AND PROTECTION
	A. Clean exposed metal surfaces of substances that interfere with uniform oxidation and weathering.
	B. Clean off excess sealants.
	C. Remove temporary protective coverings and strippable films as sheet metal flashing and trim are installed unless otherwise indicated in manufacturer's written installation instructions. On completion of sheet metal flashing and trim installation, r...
	D. Replace sheet metal flashing and trim that have been damaged or that have deteriorated beyond successful repair by finish touchup or similar minor repair procedures.



	079200 FL - JOINT SEALANTS
	PART 1 -  GENERAL
	1.1 RELATED DOCUMENTS
	A. Drawings and general provisions of the Contract, including General and Supplementary Conditions and Division 01 Specification Sections, apply to this Section.

	1.2 SUMMARY
	A. Section Includes:
	1. Silicone joint sealants.
	2. Urethane joint sealants.


	1.3 PREINSTALLATION MEETINGS
	A. Preinstallation Conference: Conduct conference at Project site.

	1.4 ACTION SUBMITTALS
	A. Product Data: For each joint-sealant product.
	B. Samples for Initial Selection: Manufacturer's color charts consisting of strips of cured sealants showing the full range of colors available for each product exposed to view.
	C. Samples for Verification: For each kind and color of joint sealant required, provide Samples with joint sealants in 1/2-inch- (13-mm-) wide joints formed between two 6-inch- (150-mm-) long strips of material matching the appearance of exposed surfa...
	D. Joint-Sealant Schedule: Include the following information:
	1. Joint-sealant application, joint location, and designation.
	2. Joint-sealant manufacturer and product name.
	3. Joint-sealant formulation.
	4. Joint-sealant color.


	1.5 INFORMATIONAL SUBMITTALS
	A. Qualification Data: For qualified testing agency.
	B. Product Test Reports: For each kind of joint sealant, for tests performed by manufacturer and witnessed by a qualified testing agency.
	C. Preconstruction Laboratory Test Schedule: Include the following information for each joint sealant and substrate material to be tested:
	1. Joint-sealant location and designation.
	2. Manufacturer and product name.
	3. Type of substrate material.
	4. Proposed test.
	5. Number of samples required.

	D. Preconstruction Laboratory Test Reports: From sealant manufacturer, indicating the following:
	1. Materials forming joint substrates and joint-sealant backings have been tested for compatibility and adhesion with joint sealants.
	2. Interpretation of test results and written recommendations for primers and substrate preparation are needed for adhesion.

	E. Preconstruction Field-Adhesion-Test Reports: Indicate which sealants and joint preparation methods resulted in optimum adhesion to joint substrates based on testing specified in "Preconstruction Testing" Article.
	F. Field-Adhesion-Test Reports: For each sealant application tested.
	G. Sample Warranties: For special warranties.

	1.6 QUALITY ASSURANCE
	A. Installer Qualifications: An authorized representative who is trained and approved by manufacturer.
	B. Product Testing: Test joint sealants using a qualified testing agency.
	1. Testing Agency Qualifications: Qualified according to ASTM C 1021 to conduct the testing indicated.


	1.7 PRECONSTRUCTION TESTING
	A. Preconstruction Laboratory Testing: Submit to joint-sealant manufacturers, for testing indicated below, samples of materials that will contact or affect joint sealants.
	1. Adhesion Testing: Use ASTM C 794 to determine whether priming and other specific joint preparation techniques are required to obtain rapid, optimum adhesion of joint sealants to joint substrates.
	2. Compatibility Testing: Use ASTM C 1087 to determine sealant compatibility when in contact with glazing and gasket materials.
	3. Stain Testing: Use ASTM C 1248 to determine stain potential of sealant when in contact with  masonry substrates.
	4. Submit manufacturer's recommended number of pieces of each type of material, including joint substrates, joint-sealant backings, and miscellaneous materials.
	5. Schedule sufficient time for testing and analyzing results to prevent delaying the Work.
	6. For materials failing tests, obtain joint-sealant manufacturer's written instructions for corrective measures, including use of specially formulated primers.
	7. Testing will not be required if joint-sealant manufacturers submit data that are based on previous testing, not older than 24 months, of sealant products for adhesion to, staining of, and compatibility with joint substrates and other materials matc...

	B. Preconstruction Field-Adhesion Testing: Before installing sealants, field test their adhesion to Project joint substrates as follows:
	1. Locate test joints where indicated on Project or, if not indicated, as directed by Architect.
	2. Conduct field tests for each kind of sealant and joint substrate.
	3. Notify Architect seven days in advance of dates and times when test joints will be erected.
	4. Arrange for tests to take place with joint-sealant manufacturer's technical representative present.
	a. Test Method: Test joint sealants according to Method A, Field-Applied Sealant Joint Hand Pull Tab, in Appendix X1.1 in ASTM C 1193 or Method A, Tail Procedure, in ASTM C 1521.
	1) For joints with dissimilar substrates, verify adhesion to each substrate separately; extend cut along one side, verifying adhesion to opposite side. Repeat procedure for opposite side.


	5. Report whether sealant failed to adhere to joint substrates or tore cohesively. Include data on pull distance used to test each kind of product and joint substrate. For sealants that fail adhesively, retest until satisfactory adhesion is obtained.
	6. Evaluation of Preconstruction Field-Adhesion-Test Results: Sealants not evidencing adhesive failure from testing, in absence of other indications of noncompliance with requirements, will be considered satisfactory. Do not use sealants that fail to ...


	1.8 FIELD CONDITIONS
	A. Do not proceed with installation of joint sealants under the following conditions:
	1. When ambient and substrate temperature conditions are outside limits permitted by joint-sealant manufacturer or are below 40 deg F (5 deg C).
	2. When joint substrates are wet.
	3. Where joint widths are less than those allowed by joint-sealant manufacturer for applications indicated.
	4. Where contaminants capable of interfering with adhesion have not yet been removed from joint substrates.


	1.9 WARRANTY
	A. Special Installer's Warranty: Installer agrees to repair or replace joint sealants that do not comply with performance and other requirements specified in this Section within specified warranty period.
	1. Warranty Period: Two years from date of Substantial Completion.

	B. Special Manufacturer's Warranty: Manufacturer agrees to furnish joint sealants to repair or replace those joint sealants that do not comply with performance and other requirements specified in this Section within specified warranty period.
	1. Warranty Period: Five years from date of Substantial Completion.

	C. Special warranties specified in this article exclude deterioration or failure of joint sealants from the following:
	1. Movement of the structure caused by stresses on the sealant exceeding sealant manufacturer's written specifications for sealant elongation and compression.
	2. Disintegration of joint substrates from causes exceeding design specifications.
	3. Mechanical damage caused by individuals, tools, or other outside agents.
	4. Changes in sealant appearance caused by accumulation of dirt or other atmospheric contaminants.



	PART 2 -  PRODUCTS
	2.1 JOINT SEALANTS, GENERAL
	A. Compatibility: Provide joint sealants, backings, and other related materials that are compatible with one another and with joint substrates under conditions of service and application, as demonstrated by joint-sealant manufacturer, based on testing...
	B. Colors of Exposed Joint Sealants:   As selected by Architect from manufacturer's full range.

	2.2 JOINT SEALANTS
	A. Joint Sealant JS-1 - Urethane, M, NS, 50, NT: Multicomponent, nonsag, plus 50 percent and minus 50 percent movement capability nontraffic-use, urethane joint sealant; ASTM C 920, Type M, Grade NS, Class 50, Use NT.
	1. Products: Subject to compliance with requirements,  provide one of the following:
	a. Pecora Corporation; Dynatrol II.

	2. Applications: Exterior joints in vertical surfaces and horizontal nontraffic surfaces.
	3. Joint Locations:
	a. Construction joints in cast-in-place concrete.
	b. Joints between plant-precast architectural concrete units.
	c. Joints in dimension stone cladding.
	d. Joints in glass unit masonry assemblies.
	e. Joints in exterior insulation and finish systems.
	f. Joints between metal panels.
	g. Joints between different materials listed above.
	h. Perimeter joints between materials listed above and frames of doors, windows,  and louvers.


	B. Joint Sealant JS-2:Silicone, Nonstaining, S, NS, 100/50, T, NT: Nonstaining, single-component, nonsag, plus 100 percent and minus 50 percent movement capability, traffic- and nontraffic-use, neutral-curing silicone joint sealant; ASTM C 920, Type S...
	1. Products: Subject to compliance with requirements, provide one of the following:
	a. Dow Corning DOWSIL 790 Silicone Sealant.
	b. Comparable products of the following manufacturers:
	1) Tremco
	2) Pecora Corporation
	3) Sherwin Williams
	4) Bostik, Inc.


	2. Joint Locations: Exterior joints in horizontal traffic surfaces.
	a. Control and expansion joints in brick pavers.
	b. Isolation and contraction joints in cast-in-place concrete slabs.
	c. Joints between plant-precast architectural concrete paving units.
	d. Joints in stone paving units, including steps.
	e. Tile control and expansion joints.
	f. Joints between different materials listed above.
	g. Other joints as indicated on Drawings.

	3. Joint-Sealant Color:   As selected by Architect from manufacturer's full range of colors .

	C. Joint Sealant JS-3 - Urethane, S, NS, 25, NT: Single component, non-sag, plus 25 percent and minus 25 percent movement capability, nontraffic-use, urethane joint sealant; ASTM C 920, Type S, Grade NS, Class 25, Use NT.
	1. Products: Subject to compliance with requirements, provide one of the following:
	a. Pecora Corporation; Dynatrol I -XL
	b. Sherwin-Williams Company (The); Stampede 1
	c. Tremco Incorporated; Dymonic
	d. BASF Construction Chemicals, LLC, Building Systems; MasterSeal SL 1.
	e. Sika Corporation; Sikaflex Textured

	2. Applications: Interior joints in vertical surfaces and horizontal nontraffic surfaces
	3. Joint Locations:
	a. Control and expansion joints on exposed interior surfaces of exterior walls.
	b. Tile control and expansion joints.
	c. Interior joints in vertical and horizontal surfaces between glass and metal or ceramic surfaces.
	d. Vertical joints on exposed surfaces of unit masonry and concrete, walls and partitions.


	D. Joint Sealant JS-4 - Urethane, S, P, 25, T, NT: Single-component, pourable, plus 25 percent and minus 25 percent movement capability, traffic- and nontraffic-use, urethane joint sealant; ASTM C 920, Type S, Grade P, Class 25, Uses T, and NT.
	1. Products: Subject to compliance with requirements, provide one of the following:
	a. Pecora Corporation; NR-201
	b. Polymeric Systems, Inc.; Flexiprene 952.
	c. Schnee-Morehead, Inc.; an ITW company; Permathane SM7101.
	d. Sherwin-Williams Company (The); Stampede 1 SL
	e. BASF Sonolastic SL-1

	2. Applications: Interior Horizontal non-traffic surfaces.
	3. Joint Locations:
	a. Isolation joints in cast-in-place concrete slabs.
	b. Control and expansion joints in stone flooring.
	c. Control and expansion joints in brick flooring.
	d. Control and expansion joints in tile flooring.


	E. Joint Sealant JS-5 - Silicone, S, NS, 100/50, NT: Single-component, nonsag, plus 100 percent and minus 50 percent movement capability, nontraffic-use, neutral-curing silicone joint sealant; ASTM C 920, Type S, Grade NS, Class 100/50, Use NT.
	1. Products: Subject to compliance with requirements,  provide one of the following:
	a. GE Construction Sealants; SCS2700 SilPruf LM .

	2. Applications: Exterior joints in vertical surfaces and horizontal nontraffic surfaces.
	3. Joint Locations:
	a. Construction joints in cast-in-place concrete.
	b. Joints between plant-precast architectural concrete units.
	c. Control and expansion joints in unit masonry.
	d. Joints in dimension stone cladding.
	e. Joints in glass unit masonry assemblies.
	f. Joints in exterior insulation and finish systems.
	g. Joints between metal panels.
	h. Joints between different materials listed above.
	i. Perimeter joints between materials listed above and frames of doors, windows,  and louvers.
	j. Control and expansion joints in ceilings and other overhead surfaces.


	F. Joint Sealant JS-6 - Silicone, Acid Curing, S, NS, 25, NT: Single-component, nonsag, plus 25 percent and minus 25 percent movement capability, nontraffic-use, acid-curing silicone joint sealant: ASTM C 920, Type S, Grade NS, Class 25, Use NT.
	1. Products: Subject to compliance with requirements, provide one of the following:
	a. Dow Corning Corporation; 999A
	b. Polymeric Systems, Inc.; PSI-601
	c. Pecora Corporation, 860
	d. Sika Corporation, Sikasil-GP

	2. Applications: Interior joints in vertical and horizontal surfaces between glass and metal or ceramic surfaces.


	2.3 JOINT-SEALANT BACKING
	A. Sealant Backing Material, General: Nonstaining; compatible with joint substrates, sealants, primers, and other joint fillers; and approved for applications indicated by sealant manufacturer based on field experience and laboratory testing.
	1. Manufacturers: Subject to compliance with requirements, provide products by one of the following:
	a. BASF Construction Chemicals - Construction Systems.
	b. Construction Foam Products; a division of Nomaco, Inc.


	B. Cylindrical Sealant Backings: ASTM C 1330, Type C (closed-cell material with a surface skin) Type O (open-cell material) Type B (bicellular material with a surface skin)  or any of the preceding types, as approved in writing by joint-sealant manufa...
	C. Bond-Breaker Tape: Polyethylene tape or other plastic tape recommended by sealant manufacturer for preventing sealant from adhering to rigid, inflexible joint-filler materials or joint surfaces at back of joint. Provide self-adhesive tape where app...

	2.4 MISCELLANEOUS MATERIALS
	A. Primer: Material recommended by joint-sealant manufacturer where required for adhesion of sealant to joint substrates indicated, as determined from preconstruction joint-sealant-substrate tests and field tests.
	B. Cleaners for Nonporous Surfaces: Chemical cleaners acceptable to manufacturers of sealants and sealant backing materials, free of oily residues or other substances capable of staining or harming joint substrates and adjacent nonporous surfaces in a...
	C. Masking Tape: Nonstaining, nonabsorbent material compatible with joint sealants and surfaces adjacent to joints.


	PART 3 -  EXECUTION
	3.1 EXAMINATION
	A. Examine joints indicated to receive joint sealants, with Installer present, for compliance with requirements for joint configuration, installation tolerances, and other conditions affecting performance of the Work.
	B. Proceed with installation only after unsatisfactory conditions have been corrected.

	3.2 PREPARATION
	A. Surface Cleaning of Joints: Clean out joints immediately before installing joint sealants to comply with joint-sealant manufacturer's written instructions and the following requirements:
	1. Remove all foreign material from joint substrates that could interfere with adhesion of joint sealant, including dust, paints (except for permanent, protective coatings tested and approved for sealant adhesion and compatibility by sealant manufactu...
	2. Clean porous joint substrate surfaces by brushing, grinding, mechanical abrading, or a combination of these methods to produce a clean, sound substrate capable of developing optimum bond with joint sealants. Remove loose particles remaining after c...
	a. Concrete.
	b. Masonry.

	3. Remove laitance and form-release agents from concrete.
	4. Clean nonporous joint substrate surfaces with chemical cleaners or other means that do not stain, harm substrates, or leave residues capable of interfering with adhesion of joint sealants. Nonporous joint substrates include the following:
	a. Metal.
	b. Glass.


	B. Joint Priming: Prime joint substrates where recommended by joint-sealant manufacturer or as indicated by preconstruction joint-sealant-substrate tests or prior experience. Apply primer to comply with joint-sealant manufacturer's written instruction...
	C. Masking Tape: Use masking tape where required to prevent contact of sealant or primer with adjoining surfaces that otherwise would be permanently stained or damaged by such contact or by cleaning methods required to remove sealant smears. Remove ta...

	3.3 INSTALLATION OF JOINT SEALANTS
	A. General: Comply with joint-sealant manufacturer's written installation instructions for products and applications indicated, unless more stringent requirements apply.
	B. In all locations where new or existing walls extend to floor deck or roof deck above, seal around all penetrations. Leaving one or both sides of wall exposed to openings is prohibited.
	C. Sealant Installation Standard: Comply with recommendations in ASTM C 1193 for use of joint sealants as applicable to materials, applications, and conditions indicated.
	D. Install sealant backings of kind indicated to support sealants during application and at position required to produce cross-sectional shapes and depths of installed sealants relative to joint widths that allow optimum sealant movement capability.
	1. Do not leave gaps between ends of sealant backings.
	2. Do not stretch, twist, puncture, or tear sealant backings.
	3. Remove absorbent sealant backings that have become wet before sealant application, and replace them with dry materials.

	E. Install bond-breaker tape behind sealants where sealant backings are not used between sealants and backs of joints.
	F. Install sealants using proven techniques that comply with the following and at the same time backings are installed:
	1. Place sealants so they directly contact and fully wet joint substrates.
	2. Completely fill recesses in each joint configuration.
	3. Produce uniform, cross-sectional shapes and depths relative to joint widths that allow optimum sealant movement capability.

	G. Tooling of Nonsag Sealants: Immediately after sealant application and before skinning or curing begins, tool sealants according to requirements specified in subparagraphs below to form smooth, uniform beads of configuration indicated; to eliminate ...
	1. Remove excess sealant from surfaces adjacent to joints.
	2. Use tooling agents that are approved in writing by sealant manufacturer and that do not discolor sealants or adjacent surfaces.
	3. Provide concave joint profile per Figure 8A in ASTM C 1193 unless otherwise indicated.
	4. Provide recessed joint configuration of recess depth according to Figure 8C in ASTM C 1193.
	a. Use masking tape to protect surfaces adjacent to recessed tooled joints.



	3.4 FIELD QUALITY CONTROL
	A. Field-Adhesion Testing: Field test joint-sealant adhesion to joint substrates as follows:
	1. Extent of Testing: Test completed and cured sealant joints as follows:
	a. Perform 3 tests for the first 100 feet  of joint length for each kind of sealant and joint substrate.

	2. Test Method: Test joint sealants according to Method A, Field-Applied Sealant Joint Hand Pull Tab, in Appendix X1 in ASTM C 1193 or Method A, Tail Procedure, in ASTM C 1521.
	a. For joints with dissimilar substrates, verify adhesion to each substrate separately; extend cut along one side, verifying adhesion to opposite side. Repeat procedure for opposite side.

	3. Inspect tested joints and report on the following:
	a. Whether sealants filled joint cavities and are free of voids.
	b. Whether sealant dimensions and configurations comply with specified requirements.
	c. Whether sealants in joints connected to pulled-out portion failed to adhere to joint substrates or tore cohesively. Include data on pull distance used to test each kind of product and joint substrate. Compare these results to determine if adhesion ...

	4. Record test results in a field-adhesion-test log. Include dates when sealants were installed, names of persons who installed sealants, test dates, test locations, whether joints were primed, adhesion results and percent elongations, sealant materia...
	5. Repair sealants pulled from test area by applying new sealants following same procedures used originally to seal joints. Ensure that original sealant surfaces are clean and that new sealant contacts original sealant.

	B. Evaluation of Field-Adhesion-Test Results: Sealants not evidencing adhesive failure from testing or noncompliance with other indicated requirements will be considered satisfactory. Remove sealants that fail to adhere to joint substrates during test...

	3.5 CLEANING
	A. Clean off excess sealant or sealant smears adjacent to joints as the Work progresses by methods and with cleaning materials approved in writing by manufacturers of joint sealants and of products in which joints occur.

	3.6 PROTECTION
	A. Protect joint sealants during and after curing period from contact with contaminating substances and from damage resulting from construction operations or other causes so sealants are without deterioration or damage at time of Substantial Completio...



	084113 FL - ALUMINUM-FRAMED ENTRANCES AND STOREFRONTS
	PART 1 -  GENERAL
	1.1 RELATED DOCUMENTS
	A. Drawings and general provisions of the Contract, including General and Supplementary Conditions and Division 01 Specification Sections, apply to this Section.

	1.2 SUMMARY
	A. Section Includes:
	1. Exterior aluminum storefront entrances and framing.
	2. Aluminum operable windows.

	B. Related Sections:
	1. Section 076200 “Flashing And Sheet Metal”.


	1.3 DEFINITIONS
	A. ADA/ABA Accessibility Guidelines:  U.S. Architectural & Transportation Barriers Compliance Board's "Americans with Disability Act (ADA) and Architectural Barriers Act (ABA) Accessibility Guidelines for Buildings and Facilities."

	1.4 SUBMITTALS
	A. Product Data:  For each type of product indicated.  Include construction details, material descriptions, dimensions of individual components and profiles, and finishes for aluminum-framed systems.
	B. Shop Drawings:  For aluminum-framed systems.  Include plans, elevations, sections, details, and attachments to other work.
	1. Include details of provisions for system expansion and contraction and for drainage of moisture in the system to the exterior.

	C. Samples for Initial Selection:  For units with factory-applied color finishes.
	D. Samples for Verification:  For each type of exposed finish required, in manufacturer's standard sizes.
	E. Fabrication Sample:  Of each vertical-to-horizontal intersection of aluminum-framed systems, made from 12-inch lengths of full-size components and showing details of the following:
	1. Joinery, including concealed welds.

	F. Entrance Door Hardware Schedule: Prepared by or under supervision of supplier, detailing fabrication and assembly of entrance door hardware, as well as procedures and diagrams. Coordinate final entrance door hardware schedule with doors, frames, an...
	G. Delegated-Design Submittal:  For aluminum-framed entrances and storefronts indicated to comply with performance requirements and design criteria, including analysis data signed and sealed by the qualified professional engineer responsible for their...
	1. Detail fabrication and assembly of aluminum-framed systems.

	H. Qualification Data:  For qualified Installer and testing agency.
	I. Welding certificates.
	J. Product Test Reports:  Based on evaluation of comprehensive tests performed by a qualified testing agency, for aluminum-framed systems, indicating compliance with performance requirements.
	K. Field quality-control reports.
	L. Maintenance Data:  For aluminum-framed systems to include in maintenance manuals.
	M. Warranties:  Sample of special warranties.

	1.5 CLOSEOUT SUBMITTALS
	A. Maintenance Data: For aluminum-framed entrances and storefronts to include in maintenance manuals.
	B. Maintenance Data for Structural Sealant: For structural-sealant-glazed storefront to include in maintenance manuals. Include ASTM C 1401 recommendations for post-installation-phase quality-control program.

	1.6 QUALITY ASSURANCE
	A. All work of this Section will include products of the same manufacturer. Providing products of more than one manufacturer will not be accepted.
	B. Installer Qualifications:  Manufacturer's authorized representative who is trained and approved for installation of units required for this Project.
	C. Testing Agency Qualifications:  Qualified according to ASTM E 699 for testing indicated.
	D. Engineering Responsibility:  Prepare data for aluminum-framed systems, including Shop Drawings, based on testing and engineering analysis of manufacturer's standard units in systems similar to those indicated for this Project.
	E. Product Options:  Information on Drawings and in Specifications establishes requirements for systems' aesthetic effects and performance characteristics.  Aesthetic effects are indicated by dimensions, arrangements, alignment, and profiles of compon...
	F. Performance characteristics are indicated by criteria subject to verification by one or more methods including preconstruction testing, field testing, and in-service performance.
	1. Do not revise intended aesthetic effects, as judged solely by Architect, except with Architect's approval.  If revisions are proposed, submit comprehensive explanatory data to Architect for review.

	G. Welding Qualifications:  Qualify procedures and personnel according to AWS D1.2, "Structural Welding Code - Aluminum."
	H. Preinstallation Conference:  Conduct conference at Project site.

	1.7 MOCKUPS
	A. Build mockups to verify selections made under Sample submittals and to demonstrate aesthetic effects and set quality standards for fabrication and installation.
	1. Build mockup of typical wall area as shown on Drawings.
	2. Testing shall be performed on mockups according to requirements in "Field Quality Control" Article.
	3. Approval of mockups does not constitute approval of deviations from the Contract Documents contained in mockups unless Architect specifically approves such deviations in writing.
	4. Mockups are to be left in place for the duration of construction unless otherwise directed by Architect.
	5. Subject to compliance with requirements, approved mockups may become part of the completed Work if undisturbed at time of Substantial Completion.


	1.8 PROJECT CONDITIONS
	A. Field Measurements:  Verify actual openings and locations of structural supports for aluminum-framed systems by field measurements before fabrication and indicate measurements on Shop Drawings.  Coordinate field measurements and fabrication schedul...

	1.9 WARRANTY
	A. Special Assembly Warranty:  Standard form in which installer agrees to repair or replace components of glazed aluminum storefront systems that do not comply with requirements or that fail in materials or workmanship within specified warranty period.
	1. Failures include, but are not limited to, the following:
	a. Structural failures including, but not limited to, excessive deflection.
	b. Noise or vibration created by wind and thermal and structural movements.
	c. Deterioration of metals, metal finishes, and other materials beyond normal weathering.
	d. Water penetration through fixed glazing and framing areas.
	e. Failure of operating components.

	2. Warranty Period:  Five years from date of Substantial Completion.

	B. Special Finish Warranty, Anodized Finishes: Standard form in which manufacturer agrees to repair finishes or replace aluminum that shows evidence of deterioration of anodized finishes within specified warranty period.
	1. Deterioration includes, but is not limited to, the following:
	a. Chalking in excess of a No. 8 rating when tested according to ASTM D 4214.
	b. Cracking, peeling, or chipping.

	2. Warranty Period:  10 years from date of Substantial Completion.



	PART 2 -  PRODUCTS
	2.1 PERFORMANCE REQUIREMENTS
	A. General Performance:  Comply with performance requirements specified, as determined by testing of manufacturer's standard glazed aluminum storefront systems representing those indicated for this Project without failure due to defective manufacture,...
	1. Aluminum-Framed Storefronts shall withstand movements of supporting structure indicated on Drawings including, but not limited to, story drift, twist, column shortening, long-term creep, and deflection from uniformly distributed and concentrated li...
	2. Failure also includes the following:
	a. Thermal stresses transferring to building structure.
	b. Glass breakage.
	c. Noise or vibration created by wind and thermal and structural movements.
	d. Loosening or weakening of fasteners, attachments, and other components.
	e. Failure of operating units.


	B. Delegated Design:  Design aluminum-framed storefronts, including comprehensive engineering analysis by a qualified professional engineer registered in the State Of West Virginia, using performance requirements and design criteria indicated.
	C. Structural Loads:
	1. Wind Loads:  As indicated on Drawings.
	a. Basic Wind Speed:  90 mph.
	b. Importance Factor:  1.15.
	c. Exposure Category:  B.


	D. Structural-Test Performance:  Test according to ASTM E 330 as follows:
	1. When tested at positive and negative wind-load design pressures, assemblies do not evidence deflection exceeding specified limits.
	2. When tested at 150 percent of positive and negative wind-load design pressures, assemblies, including anchorage, do not evidence material failures, structural distress, and permanent deformation of main framing members exceeding 0.2 percent of span.
	3. Test Durations:  As required by design wind velocity, but not less than 10 seconds.

	E. Deflection of Framing Members:  At design wind pressure, as follows:
	1. Deflection Normal to Wall Plane:  Limited to 1/175 of clear span for spans up to 13 feet 6 inches and to 1/240 of clear span plus 1/4 inch for spans greater than 13 feet 6 inches or an amount that restricts edge deflection of individual glazing lit...
	2. Deflection Parallel to Glazing Plane:  Limited to L/360 of clear span or 1/8 inch, whichever is smaller.
	3. Cantilever Deflection:  Where framing members overhang an anchor point, limit deflection to two times the length of cantilevered member, divided by 175.

	F. Seismic Performance:  Glazed aluminum storefront systems shall withstand the effects of earthquake motions determined according to SEI/ASCE 7.
	1. Component Importance Factor is 1.5.

	G. Water Penetration under Static Pressure:  No evidence of water penetration through fixed glazing and framing areas when tested according to ASTM E 331 at a minimum static-air-pressure differential of 20 percent of positive wind-load design pressure...
	H. Thermal Movements:  Allow for thermal movements resulting from the following maximum change (range) in ambient and surface temperatures:
	1. Temperature Change (Range):  120 deg F, ambient; 180 deg F, material surfaces.
	2. Test Interior Ambient-Air Temperature:  75 deg F.
	3. Test Performance:  No buckling; stress on glass; sealant failure; excess stress on framing, anchors, and fasteners; or reduction of performance when tested according to AAMA 501.5.

	I. Energy Performance:  Glazed aluminum storefront system shall have certified and labeled energy performance ratings in accordance with NFRC.
	1. Thermal Transmittance (U-factor):  Fixed glazing and framing areas shall have U-factor of not more than 0.45 Btu/sq. ft. x h x deg F as determined according to NFRC 102.
	2. Air Infiltration:  Maximum air leakage through fixed glazing and framing areas of 0.06 cfm per square foot of fixed wall area as determined according to ASTM E 283 at a minimum static-air-pressure differential of 6.24 lbf/sq. ft.
	3. Condensation Resistance:  Fixed glazing and framing areas shall have an NFRC- certified condensation resistance rating of no less than 60 as determined according to AAMA 1503.1.


	2.2 MANUFACTURERS
	A. Subject to compliance with requirements, provide products by one of the following:
	1. All framing shall be manufactured and supplied by one of the following manufacturers:
	a. YKK AP America – Basis of Design.
	b. Kawneer North America; an Alcoa company.
	c. Wausau Window and Wall Systems; Apogee Wausau Group.
	d. Tubelite.
	e. EFCO



	2.3 MATERIALS
	A. Aluminum:  Alloy and temper: 6063-T5.
	1. Sheet and Plate:  ASTM B 209, 0.080 “ minimum thickness.

	B. Steel Reinforcement:  Manufacturer's standard zinc-rich, corrosion-resistant primer, complying with SSPC-PS Guide No. 12.00; applied immediately after surface preparation and pretreatment.  Select surface preparation methods according to recommenda...
	1. Structural Shapes, Plates, and Bars:  ASTM A 36/A 36M.


	2.4 FRAMING SYSTEMS
	A. Framing Members:  Manufacturer's standard extruded-aluminum framing members of thickness required and reinforced as required to support imposed loads.
	1. Profile of dimensions and configurations as shown on Drawings.

	B. “Basis Of Design: YKK YES 45 TU as manufactured by YKK AP America”.
	1. Aluminum Frame Profile: 2 inches x 4-1/2 inches.

	C. Brackets and Reinforcements:  Manufacturer's standard high-strength aluminum with nonstaining, nonferrous shims for aligning system components.
	D. Fasteners and Accessories:  Manufacturer's standard corrosion-resistant, nonstaining, nonbleeding fasteners and accessories compatible with adjacent materials.
	1. Use self-locking devices where fasteners are subject to loosening or turning out from thermal and structural movements, wind loads, or vibration.
	2. Reinforce members as required to receive fastener threads.
	3. Use exposed fasteners with countersunk Phillips screw heads, finished to match framing system.

	E. Concrete and Masonry Inserts:  Hot-dip galvanized cast-iron, malleable-iron, or steel inserts, complying with ASTM A 123/A 123M or ASTM A 153/A 153M.
	F. Concealed Flashing:  Manufacturer's standard corrosion-resistant, nonstaining, nonbleeding flashing compatible with adjacent materials.
	G. Framing System Gaskets and Sealants:  Manufacturer's standard, recommended by manufacturer for joint type.
	1. Provide sealants for use inside of the weatherproofing system that have a VOC content of 250 g/L or less when calculated according to 40 CFR 59, Subpart D (EPA Method 24).


	2.5 ENTRANCE DOOR SYSTEMS
	A. Entrance Doors: Storefront System Manufacturer's standard glazed entrance doors for manual-swing operation.
	1. Door Construction: 1-3/4-inch (44.5-mm) overall thickness, with minimum 0.125-inch- (3.2-mm-) thick, extruded-aluminum tubular rail and stile members. Weld corners with reinforcing brackets that are deeply penetrated and fillet welded.
	2. Door Design:    Wide stile; 5 ½ inch (127-mm) nominal width for stiles and top rail. Bottom rail 10 inches high.
	3. Glazing Stops and Gaskets:  Square , snap-on, extruded-aluminum stops and preformed gaskets.
	a. Provide nonremovable glazing stops on outside of door.



	2.6 Aluminum operable windows
	A. Operable window to be integrated with aluminum storefront system.
	B. Operable Window System:  YKK AP YES SSG TU Vent Operable Aluminum Window System.
	1. Window System: AAMA Designation:  AW-PG65-C (Casement Out) and AW-PG65-AP (Project Out).
	2. Description:  The windows shall be extruded aluminum; 3-1/2" frame depth; Vents shall be flush with frame and have mitered corner construction; Factory-assembled.
	3. Configuration:  The windows shall be Casement Outswing Ventilator.
	4. Glazing:  1" insulating units; Exterior: EPDM weather seal; Interior: polyurethane foam spacer and structural silicone sealant; Factory or bench glazed.
	5. Aluminum framing finish to match aluminum storefront framing.


	2.7 GLAZING SYSTEMS
	A. Glazing:  As specified in Section 088000 "Glazing."
	B. Glazing Gaskets:  Manufacturer's standard compression types; replaceable, molded or extruded, of profile and hardness required to maintain watertight seal.
	C. Spacers and Setting Blocks:  Manufacturer's standard elastomeric type.

	2.8 ACCESSORY MATERIALS
	A. Joint Sealants:  For installation at perimeter of aluminum-framed systems, as specified in Division 07 Section "Joint Sealants."
	1. Provide sealants for use inside of the weatherproofing system that have a VOC content of 250 g/L or less when calculated according to 40 CFR 59, Subpart D (EPA Method 24).

	B. Bituminous Paint:  Cold-applied, asphalt-mastic paint complying with SSPC-Paint 12 requirements except containing no asbestos; formulated for 30-mil thickness per coat.

	2.9 FABRICATION
	A. Extrude aluminum shapes before finishing.
	B. Weld in concealed locations to greatest extent possible to minimize distortion or discoloration of finish.  Remove weld spatter and welding oxides from exposed surfaces by descaling or grinding.
	C. Framing Members, General:  Fabricate components that, when assembled, have the following characteristics:
	1. Profiles that are sharp, straight, and free of defects or deformations.
	2. Accurately fitted joints with ends coped or mitered.
	3. Means to drain water passing joints, condensation within framing members, and moisture migrating within the system to exterior.
	4. Physical and thermal isolation of glazing from framing members.
	5. Accommodations for thermal and mechanical movements of glazing and framing to maintain required glazing edge clearances.
	6. Fasteners, anchors, and connection devices that are concealed from view to greatest extent possible.

	D. Mechanically Glazed Framing Members:  Fabricate for flush glazing without projecting stops.
	E. Storefront Framing:  Fabricate components for assembly using screw spline system.
	F. Continuous trim to be aluminum sheet specified above with finish to match storefront framing.
	G. After fabrication, clearly mark components to identify their locations in Project according to Shop Drawings.

	2.10 ALUMINUM FINISHES
	A. Color Anodic Finish, Coil Coated: AAMA 611, AA-M12C22A42/A44, Class I, 0.018 mm or thicker. Color:  Black


	PART 3 -  EXECUTION
	3.1 EXAMINATION
	A. Examine areas and conditions, with Installer present, for compliance with requirements for installation tolerances and other conditions affecting performance of the Work.
	B. Proceed with installation only after unsatisfactory conditions have been corrected.

	3.2 INSTALLATION
	A. General:
	1. Comply with manufacturer's written instructions.

	B. Metal Protection:
	1. Where aluminum will contact dissimilar metals, protect against galvanic action by painting contact surfaces with primer or applying sealant or tape, or by installing nonconductive spacers as recommended by manufacturer for this purpose.
	2. Where aluminum will contact concrete or masonry, protect against corrosion by painting contact surfaces with bituminous paint.

	C. Install components to drain water passing joints, condensation occurring within framing members, and moisture migrating within the system to exterior.
	D. Set continuous sill members and flashing in full sealant bed as specified in Division 07 Section "Joint Sealants" to produce weathertight installation.
	E. Install components plumb and true in alignment with established lines and grades, and without warp or rack.
	F. Install glazing as specified in Division 08 Section "Glazing."
	G. Install perimeter joint sealants as specified in Division 07 Section "Joint Sealants" to produce weathertight installation.

	3.3 ERECTION TOLERANCES
	A. Install aluminum-framed systems to comply with the following maximum erection tolerances:
	1. Location and Plane:  Limit variation from true location and plane to 1/8 inch in 12 feet; 1/4 inch over total length.
	2. Alignment:
	a. Where surfaces abut in line, limit offset from true alignment to 1/16 inch.
	b. Where surfaces meet at corners, limit offset from true alignment to 1/32 inch.
	c. Where surfaces are separated by reveal or protruding element from 1/2 to 1 inch (12.7 to 25.4 mm) wide, limit offset from true alignment to 1/8 inch (3.2 mm).
	d. Where surfaces are separated by reveal or protruding element of 1 inch (25.4 mm) wide or more, limit offset from true alignment to 1/4 inch (6 mm).


	B. Diagonal Measurements:  Limit difference between diagonal measurements to 1/8 inch.

	3.4 FIELD QUALITY CONTROL
	A. Testing Agency:  Engage a qualified independent testing and inspecting agency to perform field tests and inspections.
	B. Testing Services:  Testing and inspecting of representative areas to determine compliance of installed systems with specified requirements shall take place as follows.  Do not proceed with installation of the next area until test results for previo...
	1. Air Infiltration:  Areas shall be tested for air leakage of 1.5 times the rate specified for laboratory testing under "Performance Requirements" Article, but not more than 0.09 cfm/sq. ft., of fixed wall area when tested according to ASTM E 783 at ...
	a. Test Area:  One bay wide, but not less than 30 feet, by 1 story of aluminum-framed systems.
	b. A minimum of three tests in areas as directed by Architect.

	2. Water Penetration:  Areas shall be tested according to ASTM E 1105 at a minimum uniform and cyclic static-air-pressure difference of 0.67 times the static-air-pressure difference specified for laboratory testing under "Performance Requirements" Art...
	a. Test Area:  One bay wide, less than 30 feet, by 1 story of storefront systems.
	b. A minimum of two tests in areas as directed by Architect.
	c. Perform tests in each test area as directed by Architect
	d. Water Spray Test:  Before installation of interior finishes has begun, areas designated by Architect shall be tested according to AAMA 501.2 and shall not evidence water penetration.
	e. Test Area:  A minimum area of 75 feet by 1 story of aluminum-framed systems.


	C. Repair or remove work if test results and inspections indicate that it does not comply with specified requirements.
	D. Additional testing and inspecting, at Contractor's expense, will be performed to determine compliance of replaced or additional work with specified requirements.
	E. Aluminum-framed assemblies will be considered defective if they do not pass tests and inspections.

	3.5 ADJUSTING AND CLEANING
	A. Adjusting:  Adjust operating items as recommended by manufacturer.
	B. Cleaning: Clean installed products in accordance with manufacturer’s instructions prior to Owner’s acceptance, and remove construction debris from project site. Legally dispose of debris.
	C. Protection:  Protect installed product’s finish surfaces from damage during construction.

	3.6 MAINTENANCE SERVICE
	A. Entrance Door Hardware – Reference Section 087100 “Door Hardware”.
	1. Maintenance Tools and Instructions: Furnish a complete set of specialized tools and maintenance instructions as needed for Owner's continued adjustment, maintenance, and removal and replacement of entrance door hardware.
	2. Initial Maintenance Service: Beginning at Substantial Completion, provide six months' full maintenance by skilled employees of entrance door hardware Installer. Include quarterly preventive maintenance, repair or replacement of worn or defective co...




	087100 FL - DOOR HARDWARE
	PART 1 - GENERAL
	1.1 RELATED DOCUMENTS
	A. Drawings and general provisions of the Contract, including General and Supplementary Conditions and Division 01 Specification Sections, apply to this Section.

	1.2 SUMMARY
	A. Section includes:
	1. Mechanical door hardware for:
	a. Swinging doors.

	2. Field verification, preparation and modification of existing doors and frames to receive new door hardware.

	B. Exclusions:  Unless specifically listed in hardware sets, hardware is not specified in this section for:
	1. Windows
	2. Cabinets (casework), including locks in cabinets
	3. Signage
	4. Toilet accessories
	5. Overhead doors

	C. Related Sections:
	1. Division 01 Section “Alternates” for alternates affecting this section.
	2. Division 07 Section “Joint Sealants” for sealant requirements applicable to threshold installation specified in this section.
	3. Division 09 sections for touchup finishing or refinishing of existing openings modified by this section.


	1.3 REFERENCES
	A. UL - Underwriters Laboratories
	1. UL 1784 - Air Leakage Tests of Door Assemblies
	2. UL 305 - Panic Hardware

	B. DHI - Door and Hardware Institute
	1. Sequence and Format for the Hardware Schedule
	2. Recommended Locations for Builders Hardware
	3. Key Systems and Nomenclature

	C. ANSI - American National Standards Institute
	1. ANSI/BHMA A156.1 - A156.29, and ANSI/BHMA A156.31 - Standards for Hardware and Specialties


	1.4 SUBMITTALS
	A. General:
	1. Submit in accordance with Conditions of Contract and Division 01 requirements.
	2. Highlight, encircle, or otherwise specifically identify on submittals deviations from Contract Documents, issues of incompatibility or other issues which may detrimentally affect the Work.
	3. Prior to forwarding submittal, comply with procedures for verifying existing door and frame compatibility for new hardware, as specified in PART 3, “EXAMINATION” article, herein.

	B. Action Submittals:
	1. Product Data:  Product data including manufacturers’ technical product data for each item of door hardware, installation instructions, maintenance of operating parts and finish, and other information necessary to show compliance with requirements.
	2. Samples for Verification:  If requested by Architect, submit production sample or sample installations of each type of exposed hardware unit in finish indicated, and tagged with full description for coordination with schedule.
	a. Samples will be returned to supplier in like-new condition.  Units that are acceptable to Architect may, after final check of operations, be incorporated into Work, within limitations of key coordination requirements.

	3. Door Hardware Schedule:  Submit schedule with hardware sets in vertical format as illustrated by Sequence of Format for the Hardware Schedule as published by the Door and Hardware Institute.  Indicate complete designations of each item required for...
	a. Door Index; include door number, heading number, and Architects hardware set number.
	b. Opening Lock Function Spreadsheet: List locking device and function for each opening.
	c. Type, style, function, size, and finish of each hardware item.
	d. Name and manufacturer of each item.
	e. Fastenings and other pertinent information.
	f. Location of each hardware set cross-referenced to indications on Drawings.
	g. Explanation of all abbreviations, symbols, and codes contained in schedule.
	h. Mounting locations for hardware.
	i. Door and frame sizes and materials.
	j. Name and phone number for local manufacturer's representative for each product.
	1) Submittal Sequence:  Submit door hardware schedule concurrent with submissions of Product Data, Samples, and Shop Drawings.  Coordinate submission of door hardware schedule with scheduling requirements of other work to facilitate fabrication of oth...


	4. Key Schedule:
	a. After Keying Conference, provide keying schedule listing levels of keying as well as explanation of key system's function, key symbols used and door numbers controlled.
	b. Use ANSI/BHMA A156.28 “Recommended Practices for Keying Systems” as guideline for nomenclature, definitions, and approach for selecting optimal keying system.
	c. Provide 3 copies of keying schedule for review prepared and detailed in accordance with referenced DHI publication.  Include schematic keying diagram and index each key to unique door designations.
	d. Index keying schedule by door number, keyset, hardware heading number, cross keying instructions, and special key stamping instructions.
	e. Provide one complete bitting list of key cuts and one key system schematic illustrating system usage and expansion.
	1) Forward bitting list, key cuts and key system schematic directly to Owner, by means as directed by Owner.

	f. Prepare key schedule by or under supervision of supplier, detailing Owner’s final keying instructions for locks.

	5. Templates: After final approval of hardware schedule, provide templates for doors, frames and other work specified to be factory prepared for door hardware installation.

	C. Informational Submittals:
	1. Qualification Data:  For Supplier, Installer and Architectural Hardware Consultant.
	2. Product Certificates for electrified door hardware, signed by manufacturer:
	3. Certificates of Compliance:
	a. Installer Training Meeting Certification:  Letter of compliance, signed by Contractor, attesting to completion of installer training meeting specified in “QUALITY ASSURANCE” article, herein.

	4. Product Test Reports:  For compliance with accessibility requirements, based on evaluation of comprehensive tests performed by manufacturer and witnessed by qualified testing agency, for door hardware on doors located in accessible routes.
	5. Warranty:  Special warranty specified in this Section.

	D. Closeout Submittals:
	1. Operations and Maintenance Data:  Provide in accordance with Division 01 and include:
	a. Complete information on care, maintenance, and adjustment; data on repair and replacement parts, and information on preservation of finishes.
	b. Catalog pages for each product.
	c. Name, address, and phone number of local representative for each manufacturer.
	d. Parts list for each product.
	e. Final approved hardware schedule, edited to reflect conditions as-installed.
	f. Final keying schedule
	g. Copies of floor plans with keying nomenclature
	h. Copy of warranties including appropriate reference numbers for manufacturers to identify project.



	1.5 QUALITY ASSURANCE
	A. Product Substitutions: Comply with product requirements stated in Division 01 and as specified herein.
	1. Where specific manufacturer’s product is named and accompanied by “No Substitute,” including make or model number or other designation, provide product specified. (Note: Certain products have been selected for their unique characteristics and parti...
	a. Where no additional products or manufacturers are listed in product category, requirements for “No Substitute” govern product selection.

	2. Where products indicate “acceptable manufacturers” or “acceptable manufacturers and products”, provide product from specified manufacturers, subject to compliance with specified requirements and “Single Source Responsibility” requirements stated he...

	B. Supplier Qualifications and Responsibilities: Recognized architectural hardware supplier with record of successful in-service performance for supplying door hardware similar in quantity, type, and quality to that indicated for this Project and that...
	1. Warehousing Facilities:  In Project's vicinity.
	2. Scheduling Responsibility:  Preparation of door hardware and keying schedules.

	C. Installer Qualifications: Qualified tradesmen, skilled in application of commercial grade hardware with record of successful in-service performance for installing door hardware similar in quantity, type, and quality to that indicated for this Project.
	D. Architectural Hardware Consultant Qualifications:  Person who is experienced in providing consulting services for door hardware installations that are comparable in material, design, and extent to that indicated for this Project and meets these req...
	1. For door hardware, DHI-certified, Architectural Hardware Consultant (AHC).
	2. Can provide installation and technical data to Architect and other related subcontractors.
	3. Can inspect and verify components are in working order upon completion of installation.
	4. Capable of producing wiring diagrams.

	E. Single Source Responsibility:  Obtain each type of door hardware from single manufacturer.
	F. Means of Egress Doors:  Latches do not require more than 15 lbf (67 N) to release latch.  Locks do not require use of key, tool, or special knowledge for operation.
	G. Accessibility Requirements:  For door hardware on doors in an accessible route, comply with governing accessibility regulations cited in “REFERENCES” article, herein.
	1. Provide operating devices that do not require tight grasping, pinching, or twisting of wrist and that operate with force of not more than 5 lbf (22.2 N).
	2. Maximum opening-force requirements:
	a. Interior, Non-Fire-Rated Hinged Doors:  5 lbf (22.2 N) applied perpendicular to door.
	b. Sliding or Folding Doors:  5 lbf (22.2 N) applied parallel to door at latch.

	3. Bevel raised thresholds with slope of not more than 1:2.  Provide thresholds not more than 1/2 inch (13 mm) high.
	4. Adjust door closer sweep periods so that, from open position of 70 degrees, door will take at least 3 seconds to move to 3 inches (75 mm) from latch, measured to leading edge of door.

	H. Keying Conference:  Conduct conference at Project site to comply with requirements in Division 01.
	1. Attendees: Owner, Contractor, Architect, Installer and Supplier’s Architectural Hardware Consultant.
	2. Incorporate keying conference decisions into final keying schedule after reviewing door hardware keying system including:
	a. Function of building, flow of traffic, purpose of each area, degree of security required, and plans for future expansion.
	b. Preliminary key system schematic diagram.
	c. Requirements for key control system.
	d. Requirements for access control.
	e. Address for delivery of keys.


	I. Coordination Conferences:
	1. Installation Coordination Conference: Prior to hardware installation, schedule and hold meeting to review questions or concerns related to proper installation and adjustment of door hardware.
	a. Attendees: Door hardware supplier, door hardware installer, Contractor.
	b. After meeting, provide letter of compliance to Architect, indicating when meeting was held and who was in attendance.



	1.6 .DELIVERY, STORAGE, AND HANDLING
	A. Inventory door hardware on receipt and provide secure lock-up for hardware delivered to Project site.
	B. Tag each item or package separately with identification coordinated with final door hardware schedule, and include installation instructions, templates, and necessary fasteners with each item or package.
	1. Deliver each article of hardware in manufacturer’s original packaging.

	C. Project Conditions:
	1. Maintain manufacturer-recommended environmental conditions throughout storage and installation periods.
	2. Provide secure lock-up for door hardware delivered to Project, but not yet installed.  Control handling and installation of hardware items so that completion of Work will not be delayed by hardware losses both before and after installation.

	D. Protection and Damage:
	1. Promptly replace products damaged during shipping.
	2. Handle hardware in manner to avoid damage, marring, or scratching.  Correct, replace or repair products damaged during Work.
	3. Protect products against malfunction due to paint, solvent, cleanser, or any chemical agent.

	E. Deliver keys to manufacturer of key control system for subsequent delivery to Owner.
	F. Deliver keys and permanent cores to Owner by registered mail or overnight package service.

	1.7 COORDINATION
	A. Coordinate layout and installation of floor-recessed door hardware with floor construction.  Cast anchoring inserts into concrete.  Concrete, reinforcement, and formwork requirements are specified in Division 03.
	B. Installation Templates:  Distribute for doors, frames, and other work specified to be factory prepared.  Check Shop Drawings of other work to confirm that adequate provisions are made for locating and installing door hardware to comply with indicat...
	C. Security:  Coordinate installation of door hardware, keying, and access control with Owner's security consultant.
	D. Existing Openings:  Where hardware components are scheduled for application to existing construction or where modifications to existing door hardware are required, field verify existing conditions and coordinate installation of door hardware to sui...
	E. Direct shipments not permitted, unless approved by Contractor.

	1.8 WARRANTY
	A. Special Warranty:  Manufacturer's standard form in which manufacturer agrees to repair or replace components of door hardware that fail in materials or workmanship within specified warranty period.
	1. Warranty Period: Years from date of Substantial Completion, for durations indicated.
	a. Closers:
	1) Mechanical: 10 years. Electrified: 2 years.

	b. Automatic Operators: 1 year.
	c. Exit Devices:
	1) Mechanical: 3 years.

	d. Locksets:
	1) Mechanical: 3 years.

	e. Continuous Hinges:  Lifetime warranty

	2. Warranty does not cover damage or faulty operation due to improper installation, improper use or abuse.


	1.9 MAINTENANCE
	A. Maintenance Tools:
	1. Furnish complete set of special tools required for maintenance and adjustment of hardware, including changing of cylinders.



	PART 2 - PRODUCTS
	2.1 MANUFACTURERS
	A. The Owner requires use of certain products for their unique characteristics and particular project suitability to insure continuity of existing and future performance and maintenance standards.  After investigating available product offerings Award...
	1. Where “No Substitute” is noted, submittals and substitution requests for other products will not be considered.

	B. Approval of manufacturers and/or products other than those listed as ”Scheduled Manufacturer ”  or “Acceptable Manufacturers”  in the individual article for the product category shall be in accordance with QUALITY ASSURANCE article, herein.
	C. Approval of products from manufacturers indicated in “Acceptable Manufacturers” is contingent upon those products providing all functions and features and meeting all requirements of scheduled manufacturer’s product.
	D. Hand of Door:  Drawings show direction of slide, swing, or hand of each door leaf.  Furnish each item of hardware for proper installation and operation of door movement as shown.
	E. Where specified hardware is not adaptable to finished shape or size of members requiring hardware, furnish suitable types having same operation and quality as type specified, subject to Architect's approval.

	2.2 MATERIALS
	A. Fasteners
	1. Provide hardware manufactured to conform to published templates, generally prepared for machine screw installation.
	2. Furnish screws for installation with each hardware item.  Finish exposed (exposed under any condition) screws to match hardware finish, or, if exposed in surfaces of other work, to match finish of this other work including prepared for paint surfac...
	3. Provide concealed fasteners for hardware units exposed when door is closed except when no standard units of type specified are available with concealed fasteners.  Do not use thru-bolts for installation where bolt head or nut on opposite face is ex...
	4. Install hardware with fasteners provided by hardware manufacturer.

	B. Provide screws, bolts, expansion shields, drop plates and other devices necessary for hardware installation.
	1. Where fasteners are exposed to view: Finish to match adjacent door hardware material.


	2.3 HINGES
	A. Provide five-knuckle, ball bearing hinges.
	1. Manufacturers and Products:
	a. Scheduled Manufacturer and Product: Ives 5BB series
	b. Acceptable Manufacturers and Products: Hager BB series, McKinney TA/T4A series, Stanley FBB Series


	B. Requirements:
	1. 1-3/4 inch (44 mm) thick doors, up to and including 36 inches (914 mm) wide:
	a. Exterior:  Standard weight, bronze or stainless steel, 4-1/2 inches (114 mm) high
	b. Interior:  Standard weight, steel, 4-1/2 inches (114 mm) high

	2. 1-3/4 inch (44 mm) thick doors over 36 inches (914 mm) wide:
	a. Exterior:  Heavy weight, bronze/stainless steel, 5 inches (127 mm) high
	b. Interior:  Heavy weight, steel, 5 inches (127 mm) high

	3. 2 inches or thicker doors:
	a. Exterior:  Heavy weight, bronze or stainless steel, 5 inches (127 mm) high
	b. Interior:  Heavy weight, steel, 5 inches (127 mm) high

	4. Provide three hinges per door leaf for doors 90 inches (2286 mm) or less in height, and one additional hinge for each 30 inches (762 mm) of additional door height.
	5. Hinge Pins:  Except as otherwise indicated, provide hinge pins as follows:
	a. Steel Hinges:  Steel pins
	b. Non-Ferrous Hinges:  Stainless steel pins
	c. Out-Swinging Exterior Doors:  Non-removable pins
	d. Out-Swinging Interior Lockable Doors:  Non-removable pins
	e. Interior Non-lockable Doors:  Non-rising pins

	6. Width of hinges: 4-1/2 inches (114 mm) at 1-3/4 inch (44 mm) thick doors, and 5 inches (127 mm) at 2 inches (51 mm) or thicker doors.  Adjust hinge width as required for door, frame, and wall conditions to allow proper degree of opening.
	7. Doors 36 inches (914 mm) wide or less furnish hinges 4-1/2 inches (114 mm) high; doors greater than 36 inches (914 mm) wide furnish hinges 5 inches (127 mm) high, heavy weight or standard weight as specified.
	8. Provide spring hinges where specified. Provide two spring hinges and one bearing hinge per door leaf for doors 90 inches (2286 mm) or less in height. Provide one additional bearing hinge for each 30 inches (762 mm) of additional door height.


	2.4 CONTINUOUS HINGES
	A. Aluminum Geared
	1. Manufacturers:
	a. Scheduled Manufacturer: Ives.
	b. Acceptable Manufacturers: Markar, Stanley.

	2. Requirements:
	a. Provide aluminum geared continuous hinges conforming to ANSI/BHMA A156.25, Grade 2.
	b. Provide aluminum geared continuous hinges, where specified in the hardware sets, fabricated from 6063-T6 aluminum, with 0.25-inch (6 mm) diameter Teflon coated stainless steel hinge pin.
	c. Provide split nylon bearings at each hinge knuckle for quiet, smooth, self-lubricating operation.
	d. Provide hinges capable of supporting door weights up to 450 pounds, and successfully tested for 1,500,000 cycles.
	e. Install hinges with fasteners supplied by manufacturer.
	f. Provide hinges with symmetrical hole pattern.



	2.5 FLUSH BOLTS
	A. Manufacturers:
	1. Scheduled Manufacturer: Ives
	2. Acceptable Manufacturers: Burns, Rockwood

	B. Requirements:
	1. Provide automatic, constant latching, and manual flush bolts with forged bronze or stainless steel face plates, extruded brass levers, and with wrought brass guides and strikes.
	a. Provide 12 inch (305 mm) steel or brass rods at doors up to 90 inches (2286 mm) in height.  For doors over 90 inches (2286 mm) in height increase top rods by 6 inches (152 mm) for each additional 6 inches (152 mm) of door height.  Provide dust-proo...



	2.6 MORTISE LOCKS
	A. Manufacturers and Products:
	1. Scheduled Manufacturer and Product: Schlage L9000 series
	2. Acceptable Manufacturers and Products: No Substitutions

	B. Requirements:
	1. Provide mortise locks conforming to ANSI/BHMA A156.13 Series 1000, Grade 1 Operational, Grade 1 Security, and manufactured from heavy gauge steel, containing components of steel with a zinc dichromate plating for corrosion resistance.  Provide lock...
	2. Indicators: Where specified, provide indicator window measuring a minimum 2 inch x 1/2 inch with 180 degree visibility. Provide messages color-coded with full text and/or symbols, as scheduled, for easy visibility.
	3. Provide locks with standard 2-3/4 inches (70 mm) backset with full 3/4 inch (19 mm) throw stainless steel mechanical anti-friction latchbolt.  Provide deadbolt with full 1 inch (25 mm) throw, constructed of stainless steel.
	4. Provide standard ASA strikes unless extended lip strikes are necessary to protect trim.
	5. Lever Trim: Solid brass, bronze, or stainless steel, cast or forged in design specified, with wrought roses and external lever spring cages.  Provide thru-bolted levers with 2-piece spindles.
	a. Lever Design: Schlage 17N.
	b. Tactile Warning (Knurling): Where required by authority having jurisdiction.  Provide on levers on exterior (secure side) of doors serving rooms considered to be hazardous.



	2.7 EXIT DEVICES
	A. Manufacturers and Products:
	1. Scheduled Manufacturer and Product: Von Duprin 99/33 series
	2. Acceptable Manufacturers and Products: Precision Apex series

	B. Requirements:
	1. Provide exit devices tested to ANSI/BHMA A156.3 Grade 1, and UL listed for Panic Exit Hardware.  Cylinders: Refer to “KEYING” article, herein.
	2. Provide touchpad type exit devices, fabricated of brass, bronze, stainless steel, or aluminum, plated to standard architectural finishes to match balance of door hardware.
	3. Touchpad: Extend minimum of one half of door width.  Match exit device finish, stainless steel for US26, US26D, US28, US32, and US32D finishes; and for all other finishes, provide compatible finish to exit device.  Provide compression springs in de...
	4. Provide exit devices with deadlatching feature for security and for future addition of alarm kits and/or other electrified requirements.
	5. Provide exit devices with manufacturer’s approved strikes.
	6. Provide exit devices cut to door width and height. Locate exit devices at height recommended by exit device manufacturer, allowable by governing building codes, and approved by Architect.
	7. Mount mechanism case flush on face of doors, or provide spacers to fill gaps behind devices.  Where glass trim or molding projects off face of door, provide glass bead kits.
	8. Provide cylinder dogging at non-fire-rated exit devices, unless specified less dogging.
	9. Removable Mullions: 2 inches (51 mm) x 3 inches (76 mm) steel tube.  Where scheduled as keyed removable mullion that is removed by use of a keyed cylinder, which is self-locking when re-installed.
	10. Where lever handles are specified as outside trim for exit devices, provide heavy-duty lever trims with forged or cast escutcheon plates.  Provide vandal-resistant levers that will travel to 90-degree down position when more than 35 pounds of torq...
	a. Lever Style: Match lever style of locksets.
	b. Tactile Warning (Knurling): Where required by authority having jurisdiction. Provide on levers on exterior (secure side) of doors serving rooms considered to be hazardous.

	11. Provide factory drilled weep holes for exit devices used in full exterior application, highly corrosive areas, and where noted in hardware sets.


	2.8 CYLINDERS
	A. Manufacturers:
	1. Scheduled Manufacturer: Schlage Primus
	2. Acceptable Manufacturers: No Substitutions

	B. Requirements:
	1. Provide cylinders/cores, from the same manufacturer of locksets, compliant with ANSI/BHMA A156.5; latest revision, Section 12, Grade 1; permanent cylinders; cylinder face finished to match lockset, manufacturer’s series as indicated. Refer to “KEYI...
	2. Provide cylinders in the below-listed configuration(s), distributed throughout the Project as indicated.
	a. High Security: dual-locking cylinder with permanent core requiring, patented keyway.
	b. Security: dual-locking cylinder with interchangeable core requiring restricted, patented keyway.

	3. Patent Protection: Cylinders/cores requiring use of restricted, patented keys, patent-protected.
	4. Security Cylinders: Where indicated, provide cylinders/cores with “dual-locking mechanism” with interlocking finger pin(s) to check for patented features on keys.
	5. Nickel silver bottom pins.
	6. Temporary Construction Cylinder Keying.
	a. Owner or Owner’s Representative will void operation of temporary construction keys.

	7. Replaceable Construction Cores.
	a. Provide temporary construction cores replaceable by permanent cores, furnished in accordance with the following requirements.
	1) 12 construction change (day) keys.




	2.9 KEYING
	A. Provide a factory registered keying system, complying with guidelines in ANSI/BHMA A156.28, incorporating decisions made at keying conference.
	B. Requirements:
	a. All Locks to be keyed into the owner’s existing Schlage Primus Master Key System as directed by the owner.
	2. Provide keys with the following features.
	a. Material:  Solid nickel plated

	3. Identification:
	a. Mark permanent cylinders/cores and keys with applicable blind code per DHI publication “Keying Systems and Nomenclature” for identification. Blind code marks shall not include actual key cuts.
	b. Identification stamping provisions must be approved by the Architect and Owner.
	c. Failure to comply with stamping requirements shall be cause for replacement of keys involved at no additional cost to Owner.
	d. Forward permanent cylinders/cores to Owner, separately from keys, by means as directed by Owner.

	4. Quantity: Furnish in the following quantities.
	a. Change (Day) Keys:  3 per cylinder/core.
	b. Permanent Control Keys: 3.
	c. Master Keys: 6.
	d. Unused balance of key blanks shall be furnished to Owner with the cut keys.
	e. Extra Keys:
	1) 6 Construction Keys




	2.10 KEY CONTROL SYSTEM
	A. Manufacturers:
	1. Scheduled Manufacturer: Telkee
	2. Acceptable Manufacturers: HPC, Lund

	B. Requirements:
	1. Provide key control system, including envelopes, labels, tags with self-locking key clips, receipt forms, 3-way visible card index, temporary markers, permanent markers, and standard metal cabinet, all as recommended by system manufacturer, with ca...
	a. Provide complete cross index system set up by hardware supplier, and place keys on markers and hooks in cabinet as determined by final key schedule.
	b. Provide hinged-panel type cabinet for wall mounting.



	2.11 DOOR CLOSERS
	A. Manufacturers and Products:
	1. Scheduled Manufacturer and Product: LCN 4040XP series.
	2. Acceptable Manufacturers and Products: Sargent 281 series

	B. Requirements:
	1. Provide door closers conforming to ANSI/BHMA A156.4 Grade 1 requirements by BHMA certified independent testing laboratory.  ISO 9000 certify closers. Stamp units with date of manufacture code.
	2. Provide door closers with fully hydraulic, full rack and pinion action with high strength cast iron cylinder, and full complement bearings at shaft.
	3. Cylinder Body: 1-1/2 inch (38 mm) diameter with 3/4 inch (19 mm) diameter double heat-treated pinion journal.
	4. Hydraulic Fluid: Fireproof, passing requirements of UL10C, and requiring no seasonal closer adjustment for temperatures ranging from 120 degrees F to -30 degrees F.
	5. Spring Power: Continuously adjustable over full range of closer sizes, and providing reduced opening force as required by accessibility codes and standards.
	6. Hydraulic Regulation:  By tamper-proof, non-critical valves, with separate adjustment for latch speed, general speed, and backcheck.
	7. Provide closers with solid forged steel main arms and factory assembled heavy-duty forged forearms for parallel arm closers.
	8. Pressure Relief Valve (PRV) Technology:  Not permitted.
	9. Finish for Closer Cylinders, Arms, Adapter Plates, and Metal Covers: Powder coating finish which has been certified to exceed 100 hours salt spray testing as described in ANSI Standard A156.4 and ASTM B117, or has special rust inhibitor (SRI).
	10. Provide special templates, drop plates, mounting brackets, or adapters for arms as required for details, overhead stops, and other door hardware items interfering with closer mounting.


	2.12 DOOR TRIM
	A. Manufacturers:
	1. Scheduled Manufacturer: Ives
	2. Acceptable Manufacturers: Burns, Rockwood

	B. Requirements:
	1. Provide push plates 4 inches (102 mm) wide by 16 inches (406 mm) high by 0.050 inch (1 mm) thick and beveled 4 edges. Where width of door stile prevents use of 4 inches (102 mm) wide plate, adjust width to fit.
	2. Provide push bars of solid bar stock, diameter and length as scheduled.  Provide push bars of sufficient length to span from center to center of each stile.  Where required, mount back to back with pull.
	3. Provide offset pulls of solid bar stock, diameter and length as scheduled.  Where required, mount back to back with push bar.
	4. Provide flush pulls as scheduled.  Where required, provide back-to-back mounted model.
	5. Provide pulls of solid bar stock, diameter and length as scheduled.  Where required, mount back to back with push bar.
	6. Provide pull plates 4 inches (102 mm) wide by 16 inches (406 mm) high by 0.050 inch (1 mm) thick, beveled 4 edges, and prepped for pull.  Where width of door stile prevents use of 4 inches (102 mm) wide plate, adjust width to fit.
	7. Provide wire pulls of solid bar stock, diameter and length as scheduled.
	8. Provide decorative pulls as scheduled. Where required, mount back to back with pull.


	2.13 PROTECTION PLATES
	A. Manufacturers:
	1. Scheduled Manufacturer: Ives
	2. Acceptable Manufacturers: Burns, Rockwood

	B. Requirements:
	1. Provide kick plates, mop plates, and armor plates minimum of 0.050 inch (1 mm) thick as scheduled.  Furnish with sheet metal or wood screws, finished to match plates.
	2. Sizes of plates:
	a. Kick Plates: 10 inches (254 mm) high by 2 inches (51 mm) less width of door on single doors, 1 inch (25 mm) less width of door on pairs
	b. Mop Plates: 4 inches (102 mm) high by 2 inches (51 mm) less width of door on single doors, 1 inch (25 mm) less width of door on pairs
	c. Armor Plates: 36 inches (914 mm) high by 2 inches (51 mm) less width of door on single doors, 1 inch (25 mm) less width of door on pairs



	2.14 OVERHEAD STOPS AND OVERHEAD STOP/HOLDERS
	A. Manufacturers:
	1. Scheduled Manufacturers: Glynn-Johnson
	2. Acceptable Manufacturers: Rixson, Sargent

	B. Requirements:
	1. Provide heavy duty concealed mounted overhead stop or holder as specified for exterior and interior vestibule single acting doors.
	2. Provide heavy duty concealed mounted overhead stop or holder as specified for double acting doors.
	3. Provide heavy or medium duty and concealed or surface mounted overhead stop or holder for interior doors as specified. Provide medium duty surface mounted overhead stop for interior doors and at any door that swings more than 140 degrees before str...
	4. Where overhead holders are specified provide friction type at doors without closer and positive type at doors with closer.


	2.15 DOOR STOPS AND HOLDERS
	A. Manufacturers:
	1. Scheduled Manufacturer: Ives
	2. Acceptable Manufacturers: Burns, Rockwood

	B. Provide door stops at each door leaf:
	1. Provide wall stops wherever possible. Provide convex type where mortise type locks are used and concave type where cylindrical type locks are used.
	2. Where a wall stop cannot be used, provide universal floor stops for low or high rise options.
	3. Where wall or floor stop cannot be used, provide medium duty surface mounted overhead stop.


	2.16 THRESHOLDS, SEALS, DOOR SWEEPS, AUTOMATIC DOOR BOTTOMS, AND GASKETING
	A. Manufacturers:
	1. Scheduled Manufacturer: Zero International
	2. Acceptable Manufacturers: Pemko, Reese

	B. Requirements:
	1. Provide thresholds, weatherstripping (including door sweeps, seals, astragals) and gasketing systems (including smoke, sound, and light) as specified and per architectural details.  Match finish of other items.
	2. Size of thresholds::
	a. Saddle Thresholds: 1/2 inch (13 mm) high by jamb width by door width
	b. Bumper Seal Thresholds: 1/2 inch (13 mm) high by 5 inches (127 mm) wide by door width

	3. Provide door sweeps, seals, astragals, and auto door bottoms only of type where resilient or flexible seal strip is easily replaceable and readily available.


	2.17 SILENCERS
	A. Manufacturers:
	1. Scheduled Manufacturer: Ives
	2. Acceptable Manufacturers: Burns, Rockwood

	B. Requirements:
	1. Provide "push-in" type silencers for hollow metal or wood frames.
	2. Provide one silencer per 30 inches (762 mm) of height on each single frame, and two for each pair frame.
	3. Omit where gasketing is specified.


	2.18 FINISHES
	A. Finish:  BHMA 626/652 (US26D); except:
	1. Hinges at Exterior Doors:  BHMA 630 (US32D)
	2. Continuous Hinges:  BHMA 628 (US28)
	3. Push Plates, Pulls, and Push Bars:  BHMA 630 (US32D)
	4. Protection Plates:  BHMA 630 (US32D)
	5. Overhead Stops and Holders:  BHMA 630 (US32D)
	6. Door Closers:  Powder Coat to Match
	7. Wall Stops:  BHMA 630 (US32D)
	8. Latch Protectors:  BHMA 630 (US32D)
	9. Weatherstripping:  Clear Anodized Aluminum
	10. Thresholds:  Mill Finish Aluminum



	PART 3 - EXECUTION
	3.1 EXAMINATION
	A. Prior to installation of hardware, examine doors and frames, with Installer present, for compliance with requirements for installation tolerances, wall and floor construction, and other conditions affecting performance.
	B. Existing Door and Frame Compatibility: Field verify existing doors and frames receiving new hardware and existing conditions receiving new openings. Verify that new hardware is compatible with existing door and frame preparation and existing condit...
	C. Proceed with installation only after unsatisfactory conditions have been corrected.

	3.2 INSTALLATION
	A. Mounting Heights:  Mount door hardware units at heights to comply with the following, unless otherwise indicated or required to comply with governing regulations.
	1. Standard Steel Doors and Frames:  ANSI/SDI A250.8.
	2. Custom Steel Doors and Frames:  HMMA 831.
	3. Wood Doors:  DHI WDHS.3, "Recommended Locations for Architectural Hardware for Wood Flush Doors."

	B. Install each hardware item in compliance with manufacturer’s instructions and recommendations, using only fasteners provided by manufacturer.
	C. Do not install surface mounted items until finishes have been completed on substrate.  Protect all installed hardware during painting.
	D. Set units level, plumb and true to line and location.  Adjust and reinforce attachment substrate as necessary for proper installation and operation.
	E. Drill and countersink units that are not factory prepared for anchorage fasteners.  Space fasteners and anchors according to industry standards.
	F. Install operating parts so they move freely and smoothly without binding, sticking, or excessive clearance.
	G. Hinges:  Install types and in quantities indicated in door hardware schedule but not fewer than quantity recommended by manufacturer for application indicated or one hinge for every 30 inches (750 mm) of door height, whichever is more stringent, un...
	H. Lock Cylinders:  Install construction cores to secure building and areas during construction period.
	1. Replace construction cores with permanent cores as indicated in keying section.

	I. Key Control System:  Tag keys and place them on markers and hooks in key control system cabinet, as determined by final keying schedule.
	J. Door Closers: Mount closers on room side of corridor doors, inside of exterior doors, and stair side of stairway doors from corridors. Closers shall not be visible in corridors, lobbies and other public spaces unless approved by Architect.
	K. Closer/Holders: Mount closer/holders on room side of corridor doors, inside of exterior doors, and stair side of stairway doors.
	L. Thresholds:  Set thresholds in full bed of sealant complying with requirements specified in Division 07 Section "Joint Sealants."
	M. Stops:  Provide floor stops for doors unless wall or other type stops are indicated in door hardware schedule.  Do not mount floor stops where they may impede traffic or present tripping hazard.
	N. Perimeter Gasketing:  Apply to head and jamb, forming seal between door and frame.
	O. Meeting Stile Gasketing:  Fasten to meeting stiles, forming seal when doors are closed.
	P. Door Bottoms:  Apply to bottom of door, forming seal with threshold when door is closed.

	3.3 FIELD QUALITY CONTROL
	A. Architectural Hardware Consultant:  Engage qualified independent Architectural Hardware Consultant to perform inspections and to prepare inspection reports.
	1. Architectural Hardware Consultant will inspect door hardware and state in each report whether installed work complies with or deviates from requirements, including whether door hardware is properly installed and adjusted.


	3.4 ADJUSTING
	A. Initial Adjustment:  Adjust and check each operating item of door hardware and each door to ensure proper operation or function of every unit.  Replace units that cannot be adjusted to operate as intended.  Adjust door control devices to compensate...
	1. Door Closers:  Adjust sweep period to comply with accessibility requirements and requirements of authorities having jurisdiction.

	B. Occupancy Adjustment:  Approximately three months after date of Substantial Completion, Installer's Architectural Hardware Consultant shall examine and readjust each item of door hardware, including adjusting operating forces, as necessary to ensur...

	3.5 CLEANING AND PROTECTION
	A. Clean adjacent surfaces soiled by door hardware installation.
	B. Clean operating items as necessary to restore proper function and finish.
	C. Provide final protection and maintain conditions that ensure door hardware is without damage or deterioration at time of Substantial Completion.

	3.6 DEMONSTRATION
	A. Provide training for Owner's maintenance personnel to adjust, operate, and maintain door hardware and door hardware finishes.  Refer to Division 01 Section "Demonstration and Training."

	3.7 DOOR HARDWARE SCHEDULE
	A. Locksets, exit devices, and other hardware items are referenced in the following hardware sets for series, type and function. Refer to the above-specifications for special features, options, cylinders/keying, and other requirements.
	B. Hardware Sets as follows:



	088000 FL - GLAZING
	PART 1 -  GENERAL
	1.1 RELATED DOCUMENTS
	A. Drawings and general provisions of the Contract, including General and Supplementary Conditions and Division 01 Specification Sections, apply to this Section.

	1.2 SUMMARY
	1. Glass for windows, doors, and storefront framing.
	2. Glazing sealants and accessories.
	B. Related Requirements:
	1. Section 081113 “Hollow Metal Doors and Frames”.
	2. Section 084113 “Aluminum-Framed Entrances and Storefronts”.


	1.3 DEFINITIONS
	A. Glass Manufacturers: Firms that produce primary glass, fabricated glass, or both, as defined in referenced glazing publications.
	B. Glass Thicknesses: Indicated by thickness designations in millimeters according to ASTM C 1036.

	1.4 COORDINATION
	A. Coordinate glazing channel dimensions to provide necessary bite on glass, minimum edge and face clearances, and adequate sealant thicknesses, with reasonable tolerances.

	1.5 ACTION SUBMITTALS
	A. Product Data: For each type of product.
	B. Glass Samples: For each type of glass product other than clear monolithic vision glass; 12 inches (300 mm) square.
	C. Glazing Accessory Samples: For sealants, in 12-inch (300-mm) lengths. Install sealant Samples between two strips of material representative in color of the adjoining framing system.
	D. Mock-ups (spandrel glass to be opaque.)
	E. Glazing Schedule: List glass types and thicknesses for each size opening and location. Use same designations indicated on Drawings.

	1.6 INFORMATIONAL SUBMITTALS
	A. Qualification Data: For Installer.
	B. Product Certificates: For glass.
	C. Product Test Reports: For     glazing sealants, for tests performed by a qualified testing agency.
	1. For glazing sealants, provide test reports based on testing current sealant formulations within previous 36-month period.

	D. Preconstruction adhesion and compatibility test report.
	E. Sample Warranties: For special warranties.

	1.7 QUALITY ASSURANCE
	A. Manufacturer Qualifications for Insulating-Glass Units with Sputter-Coated, Low-E Coatings: A qualified insulating-glass manufacturer who is approved and certified by coated-glass manufacturer.
	B. Installer Qualifications: A qualified installer who employs glass installers for this Project who are certified under the Architectural Glass and Metal Technician Certification Program.
	C. Glass Testing Agency Qualifications: A qualified independent testing agency accredited according to the NFRC CAP 1 Certification Agency Program.
	D. Sealant Testing Agency Qualifications: An independent testing agency qualified according to ASTM C 1021 to conduct the testing indicated.

	1.8 DELIVERY, STORAGE, AND HANDLING
	A. Protect glazing materials according to manufacturer's written instructions. Prevent damage to glass and glazing materials from condensation, temperature changes, direct exposure to sun, or other causes.

	1.9 FIELD CONDITIONS
	A. Environmental Limitations: Do not proceed with glazing when ambient and substrate temperature conditions are outside limits permitted by glazing material manufacturers and when glazing channel substrates are wet from rain, frost, condensation, or o...
	1. Do not install glazing sealants when ambient and substrate temperature conditions are outside limits permitted by sealant manufacturer or are below 40 deg F (4.4 deg C).


	1.10 WARRANTY
	A. Manufacturer's Special Warranty for Laminated Glass: Manufacturer agrees to replace laminated-glass units that deteriorate within specified warranty period. Deterioration of laminated glass is defined as defects developed from normal use that are n...
	1. Warranty Period: 10 years from date of Substantial Completion.

	B. Manufacturer's Special Warranty for Insulating Glass: Manufacturer agrees to replace insulating-glass units that deteriorate within specified warranty period. Deterioration of insulating glass is defined as failure of hermetic seal under normal use...
	1. Warranty Period: 10 years from date of Substantial Completion.



	PART 2 -  PRODUCTS
	2.1 MANUFACTURERS
	1. Manufacturers: Subject to compliance with requirements, provide products by one of the following:
	a. Vitro Architectural Glass (formerly PPG Industries, Inc.)
	b. AGC Glass Company North America.
	c. Dlubak Corporation.
	d. Guardian Industries Corp.; SunGuard.
	e. Pilkington North America.

	B. Source Limitations for Glass: Obtain from single source from single manufacturer for each glass type.
	1. Obtain tinted glass from single source from single manufacturer.
	2. Obtain reflective-coated glass from single source from single manufacturer.

	C. Source Limitations for Glazing Accessories: Obtain from single source from single manufacturer for each product and installation method.

	2.2 PERFORMANCE REQUIREMENTS
	A. General: Installed glazing systems shall withstand normal thermal movement and wind and impact loads (where applicable) without failure, including loss or glass breakage attributable to the following: defective manufacture, fabrication, or installa...
	B. Delegated Design: Engage a qualified professional engineer, as defined in Section 014000 "Quality Requirements," to design glazing.
	C. Structural Performance: Glazing shall withstand the following design loads within limits and under conditions indicated determined according to the IBC and ASTM E 1300.
	1. Design Wind Pressures: As indicated on Drawings.
	2. Design Wind Pressures: Determine design wind pressures applicable to Project according to ASCE/SEI 7, based on heights above grade indicated on Drawings.
	a. Wind Design Data: As indicated on Drawings.
	b. Basic Wind Speed:  90 mph (40 m/s).
	c. Importance Factor:  1.15.
	d. Exposure Category: B.

	3. Design Snow Loads:  As indicated on Drawings.
	4. Maximum Lateral Deflection: For glass supported on all four edges, limit center-of-glass deflection at design wind pressure to not more than 1/50 times the short-side length or 1 inch (25 mm), whichever is less.
	5. Differential Shading: Design glass to resist thermal stresses induced by differential shading within individual glass lites.

	D. Safety Glazing: Where safety glazing is indicated, provide glazing that complies with 16 CFR 1201, Category II.
	A. Glazing Publications: Comply with published recommendations of glass product manufacturers and organizations below unless more stringent requirements are indicated. See these publications for glazing terms not otherwise defined in this Section or i...
	1. IGMA Publication for Insulating Glass: SIGMA TM-3000, "North American Glazing Guidelines for Sealed Insulating Glass Units for Commercial and Residential Use."

	B. Safety Glazing Labeling: Where safety glazing is indicated, permanently mark glazing with certification label of the SGCC. Label shall indicate manufacturer's name, type of glass, thickness, and safety glazing standard with which glass complies.
	C. Insulating-Glass Certification Program: Permanently marked either on spacers or on at least one component lite of units with appropriate certification label of IGCC.
	D. Thickness: Where glass thickness is indicated, it is a minimum. Provide glass that complies with performance requirements and is not less than the thickness indicated.
	1. Minimum Glass Thickness for Exterior Lites: 6 mm.
	2. Thickness of Tinted Glass: Provide same thickness for each tint color indicated throughout Project.

	E. Strength: Provide fully tempered float glass where indicated and where required.

	2.4 GLASS PRODUCTS
	A. Clear Annealed Float Glass: ASTM C 1036, Type I, Class 1 (clear), Quality-Q3.
	B. Fully Tempered Float Glass: ASTM C 1048, Kind FT (fully tempered), Condition A (uncoated) unless otherwise indicated, Type I, Class 1 (clear) or Class 2 (tinted) as indicated, Quality-Q3.
	1. Fabrication Process: By horizontal (roller-hearth) process with roll-wave distortion parallel to bottom edge of glass as installed unless otherwise indicated.

	C. Heat-Strengthened Float Glass: ASTM C 1048, Kind HS (heat strengthened), Type I, Condition A (uncoated) unless otherwise indicated, Type I, Class 1 (clear) or Class 2 (tinted) as indicated, Quality-Q3.
	1. Fabrication Process: By horizontal (roller-hearth) process with roll-wave distortion parallel to bottom edge of glass as installed unless otherwise indicated.

	D. Low-E Coated Vision Glass: ASTM C 1376, coated by vacuum deposition (sputter-coating) process, and complying with other requirements specified.
	1. Basis Of Design: Guardian Industries ‘SunGuard’ Super Neutral 68.
	2. Comparable products of other manufacturers listed above.


	2.5 LAMINATED GLASS
	A. Laminated Glass: ASTM C 1172. Use materials that have a proven record of no tendency to bubble, discolor, or lose physical and mechanical properties after fabrication and installation.
	1. Construction: Laminate glass with polyvinyl butyral interlayer to comply with interlayer manufacturer's written instructions.
	2. Interlayer Thickness: Provide thickness not less than that indicated and as needed to comply with requirements.
	3. Interlayer Color: Clear unless otherwise indicated.

	B. Windborne-Debris-Impact-Resistant Laminated Glass: Comply with requirements specified above for laminated glass except laminate glass with the following to comply with interlayer manufacturer's written instructions:
	1. Polyvinyl butyral interlayer.


	2.6 INSULATING GLASS
	A. Insulating-Glass Units: Factory-assembled units consisting of sealed lites of glass separated by a dehydrated interspace, qualified according to ASTM E 2190.
	1. Sealing System: Dual seal, with manufacturer's standard primary and secondary sealants.
	2. Spacer: Manufacturer's standard spacer material and construction
	3. Desiccant: Molecular sieve or silica gel, or a blend of both.

	A. General:
	1. Compatibility: Compatible with one another and with other materials they contact, including glass products, seals of insulating-glass units, and glazing channel substrates, under conditions of service and application, as demonstrated by sealant man...
	2. Suitability: Comply with sealant and glass manufacturers' written instructions for selecting glazing sealants suitable for applications indicated and for conditions existing at time of installation.
	3. Field-applied sealants shall have a VOC content of not more than 250 g/L.
	4. Sealants shall comply with the testing and product requirements of the California Department of Public Health's (formerly, the California Department of Health Services') "Standard Method for the Testing and Evaluation of Volatile Organic Chemical E...
	5. Colors of Exposed Glazing Sealants: As selected by Architect from manufacturer's full range.

	B. Glazing Sealant: Neutral-curing silicone glazing sealant complying with ASTM C 920, Type S, Grade NS, Class 100/50, Use NT.
	1. Manufacturers: Subject to compliance with requirements, provide products by one of the following:
	a. Dow Corning Corporation.
	b. GE Construction Sealants; Momentive Performance Materials Inc.
	c. Pecora Corporation.
	d. Sika Corporation.
	e. Tremco Incorporated.



	2.8 MISCELLANEOUS GLAZING MATERIALS
	A. General: Provide products of material, size, and shape complying with referenced glazing standard, with requirements of manufacturers of glass and other glazing materials for application indicated, and with a proven record of compatibility with sur...
	B. Cleaners, Primers, and Sealers: Types recommended by sealant or gasket manufacturer.
	C. Setting Blocks: Elastomeric material with a Shore, Type A durometer hardness of 85, plus or minus 5.
	D. Spacers: Elastomeric blocks or continuous extrusions of hardness required by glass manufacturer to maintain glass lites in place for installation indicated.
	E. Edge Blocks: Elastomeric material of hardness needed to limit glass lateral movement (side walking).
	F. Cylindrical Glazing Sealant Backing: ASTM C 1330, Type O (open-cell material), of size and density to control glazing sealant depth and otherwise produce optimum glazing sealant performance.

	2.9 FABRICATION OF GLAZING UNITS
	A. Fabricate glazing units in sizes required to fit openings indicated for Project, with edge and face clearances, edge and surface conditions, and bite complying with written instructions of product manufacturer and referenced glazing publications, t...
	1. Allow for thermal movements from ambient and surface temperature changes acting on glass framing members and glazing components.
	a. Temperature Change: 120 deg F (67 deg C), ambient; 180 deg F (100 deg C), material surfaces.


	B. Clean-cut or flat-grind vertical edges of butt-glazed monolithic lites to produce square edges with slight chamfers at junctions of edges and faces.
	C. Grind smooth and polish exposed glass edges and corners.


	PART 3 -  EXECUTION
	3.1 EXAMINATION
	A. Examine framing, glazing channels, and stops, with Installer present, for compliance with the following:
	1. Manufacturing and installation tolerances, including those for size, squareness, and offsets at corners.
	2. Presence and functioning of weep systems.
	3. Minimum required face and edge clearances.
	4. Effective sealing between joints of glass-framing members.

	B. Proceed with installation only after unsatisfactory conditions have been corrected.

	3.2 PREPARATION
	A. Clean glazing channels and other framing members receiving glass immediately before glazing. Remove coatings not firmly bonded to substrates.
	B. Examine glazing units to locate exterior and interior surfaces. Label or mark units as needed so that exterior and interior surfaces are readily identifiable. Do not use materials that leave visible marks in the completed Work.

	3.3 GLAZING, GENERAL
	A. Comply with combined written instructions of manufacturers of glass, sealants, gaskets, and other glazing materials, unless more stringent requirements are indicated, including those in referenced glazing publications.
	B. Protect glass edges from damage during handling and installation. Remove damaged glass from Project site and legally dispose of off Project site. Damaged glass includes glass with edge damage or other imperfections that, when installed, could weake...
	C. Apply primers to joint surfaces where required for adhesion of sealants, as determined by preconstruction testing.
	D. Install setting blocks in sill rabbets, sized and located to comply with referenced glazing publications, unless otherwise required by glass manufacturer. Set blocks in thin course of compatible sealant suitable for heel bead.
	E. Do not exceed edge pressures stipulated by glass manufacturers for installing glass lites.
	F. Provide spacers for glass lites where length plus width is larger than 50 inches (1270 mm).
	1. Locate spacers directly opposite each other on both inside and outside faces of glass. Install correct size and spacing to preserve required face clearances, unless gaskets and glazing tapes are used that have demonstrated ability to maintain requi...
	2. Provide 1/8-inch (3-mm) minimum bite of spacers on glass and use thickness equal to sealant width. With glazing tape, use thickness slightly less than final compressed thickness of tape.

	G. Provide edge blocking where indicated or needed to prevent glass lites from moving sideways in glazing channel, as recommended in writing by glass manufacturer and according to requirements in referenced glazing publications.
	H. Set glass lites in each series with uniform pattern, draw, bow, and similar characteristics.
	I. Set glass lites with proper orientation so that coatings face exterior or interior as specified.
	J. Where wedge-shaped gaskets are driven into one side of channel to pressurize sealant or gasket on opposite side, provide adequate anchorage so gasket cannot walk out when installation is subjected to movement.
	K. Square cut wedge-shaped gaskets at corners and install gaskets in a manner recommended by gasket manufacturer to prevent corners from pulling away; seal corner joints and butt joints with sealant recommended by gasket manufacturer.
	A. Cut compression gaskets to lengths recommended by gasket manufacturer to fit openings exactly, with allowance for stretch during installation.
	B. Insert soft compression gasket between glass and frame or fixed stop so it is securely in place with joints miter cut and bonded together at corners.
	C. Installation with Drive-in Wedge Gaskets: Center glass lites in openings on setting blocks, and press firmly against soft compression gasket by inserting dense compression gaskets formed and installed to lock in place against faces of removable sto...
	D. Installation with Pressure-Glazing Stops: Center glass lites in openings on setting blocks, and press firmly against soft compression gasket. Install dense compression gaskets and pressure-glazing stops, applying pressure uniformly to compression g...
	1. Compress gaskets to produce a weathertight seal without developing bending stresses in glass. Seal gasket joints with sealant recommended by gasket manufacturer.

	E. Install gaskets so they protrude past face of glazing stops.

	3.5 SEALANT GLAZING (WET)
	A. Install continuous spacers, or spacers combined with cylindrical sealant backing, between glass lites and glazing stops to maintain glass face clearances and to prevent sealant from extruding into glass channel and blocking weep systems until seala...
	B. Force sealants into glazing channels to eliminate voids and to ensure complete wetting or bond of sealant to glass and channel surfaces.
	C. Tool exposed surfaces of sealants to provide a substantial wash away from glass.

	3.6 CLEANING AND PROTECTION
	A. Immediately after installation remove nonpermanent labels and clean surfaces.
	B. Protect glass from contact with contaminating substances resulting from construction operations. Examine glass surfaces adjacent to or below exterior concrete and other masonry surfaces at frequent intervals during construction, but not less than o...
	1. If, despite such protection, contaminating substances do come into contact with glass, remove substances immediately as recommended in writing by glass manufacturer. Remove and replace glass that cannot be cleaned without damage to coatings.

	C. Remove and replace glass that is damaged during construction period.
	D. Wash glass on both exposed surfaces not more than four days before date scheduled for inspections that establish date of Substantial Completion. Wash glass as recommended in writing by glass manufacturer.



	092900 FL - GYPSUM BOARD
	PART 1 -  general
	1.1 related documents
	A. Drawings and general provisions of the Contract, including General and Supplementary Conditions and Division 01 Specification Sections, apply to this Section.

	1.2 SUMMARY
	A. This Section includes the following:
	1. Interior gypsum board.

	B. Related Sections include the following:
	1. Section 099123 “Interior Painting” for prime and finish coatings applied to gypsum board surfaces.

	C. Marking and Identification of protective construction: Apply painted warnings or signage decals on all fire-resistive and barrier construction in concealed spaces as per paragraph 703.7 of the current edition of the International Building Code.

	1.3 ACTION SUBMITTALS
	A. Product Data including Material Safety Data Sheets (MSDS): For the following:
	1. Gypsum wallboard.
	2. Interior trim.
	3. Joint treatment materials.

	B. Samples: For the following products:
	1. Trim Accessories: Full-size Sample in 12-inch- (300-mm-) long length for each trim accessory indicated.


	1.4 QUALITY ASSURANCE
	A. Only gypsum board products manufactured within the borders of the United States of America will be accepted. Imported products will be rejected.

	1.5 delivery, STORAGE AND HANDLING
	A. Store materials inside under cover and keep them dry and protected against damage from weather, condensation, direct sunlight, construction traffic, and other causes.  Stack panels flat to prevent sagging.
	A. Environmental Limitations:  Comply with ASTM C 840 requirements or gypsum board manufacturer's written recommendations, whichever are more stringent.
	B. Do not install interior products until installation areas are enclosed and conditioned.
	C. Do not install panels that are wet, those that are moisture damaged, and those that are mold damaged.
	1. Indications that panels are wet or moisture damaged include, but are not limited to, discoloration, sagging, or irregular shape.
	2. Indications that panels are mold damaged include, but are not limited to, fuzzy or splotchy surface contamination and discoloration.



	PART 2 -  products
	2.1 gypsum board, GENERAL
	A. Size:  Provide in maximum lengths and widths available that will minimize joints in each area and that correspond with support system indicated.

	2.2 INTERIOR GYPSUM BOARD
	A. General:  Complying with ASTM C 1396/C 1396M, as applicable to type of gypsum board indicated.
	1. Manufacturers:  Subject to compliance with requirements, provide products by one of the following:
	a. National Gypsum Company.
	b. USG Corporation.
	c. Certainteed.
	d. Georgia Pacific Corporation,


	B. Type X: Thickness:  5/8 inch, Long Edges:  Tapered.
	C. Flexible Gypsum Board: ASTM C1396/C1396M Manufactured to bend to fit radii and to be more flexible than standard regular-type gypsum board of same thickness.
	1. Thickness:  1/4 inch.
	2. Long Edges:  Tapered.


	2.3 TRIM ACCESSORIES
	A. Interior Trim:  ASTM C 1047.
	1. Material:  Galvanized or aluminum-coated steel sheet or rolled zinc.
	2. Shapes:
	a. Corner bead.
	b. LC-Bead:  J-shaped; exposed long flange receives joint compound.
	c. L-Bead:  L-shaped; exposed long flange receives joint compound.



	2.4 JOINT TREATMENT MATERIALS
	A. General:  Comply with ASTM C 475/C 475M.
	B. Joint Tape for Interior Gypsum Wallboard:  As manufactured by gypsum board manufacturer.
	C. Joint Compound for Interior Gypsum Wallboard:  For each coat use formulation that is compatible with other compounds applied on previous or for successive coats.
	1. Prefilling:  At open joints and damaged surface areas, use setting-type taping compound.
	2. Embedding and First Coat:  For embedding tape and first coat on joints, fasteners, and trim flanges, use setting-type taping compound.
	3. Fill Coat:  For second coat, use drying-type, all-purpose compound.
	4. Finish Coat:  For third coat, use drying-type, all-purpose compound.
	5. Skim Coat: For final coat of Level 5 finish, use setting-type, sandable topping compound.


	2.5 AUXILIARY MATERIALS
	A. General:  Provide auxiliary materials that comply with referenced installation standards and manufacturer's written recommendations.
	B. Steel Drill Screws:  ASTM C 1002, unless otherwise indicated.
	1. Use screws complying with ASTM C 954 for fastening panels to steel members from 0.033 to 0.112 inch thick.


	2.6 COATINGS
	A. Primer and finish coats:  Refer Section 099123 “Interior Painting”.


	PART 3 -  execution
	3.1 EXAMINATION
	A. Examine areas and substrates, with Installer present for compliance with requirements and other conditions affecting performance.
	B. Examine panels before installation.  Reject panels that are wet, moisture damaged, and mold damaged.
	C. Proceed with installation only after unsatisfactory conditions have been corrected.

	3.2 APPLYING AND FINISHING PANELS, GENERAL
	A. Comply with ASTM C 840.
	B. Install panels with face side out.  Butt panels together for a light contact at edges and ends with not more than 1/16 inch of open space between panels.  Do not force into place.
	C. Locate edge and end joints over supports, except in ceiling applications where intermediate supports or gypsum board back-blocking is provided behind end joints.  Do not place tapered edges against cut edges or ends.  Stagger vertical joints on opp...
	D. In all locations where gypsum board is extended to floor deck or roof deck above, fill and seal around all penetrations. Leaving one or both sides of wall exposed to openings is prohibited.
	E. Attachment to Steel Framing:  Attach panels so leading edge or end of each panel is attached to open (unsupported) edges of stud flanges first.
	F. Isolate perimeter of gypsum board at floors with 1/2 inch bead of sealant over backer rod applied immediately following gypsum board installation.
	G. Cover all cut edges of gypsum board panels with waterproof coating before installation.

	3.3 APPLYING INTERIOR GYPSUM BOARD
	A. Install interior gypsum board in the following locations:
	1. Type X:  As indicated on Drawings Vertical surfaces, unless otherwise indicated.

	B. Single-Layer Application:
	1. Fastening Methods:  Apply gypsum panels to supports with steel drill screws.

	C. Laminating to Substrate: Where gypsum panels are indicated as directly adhered to a substrate (other than studs, joists, furring members, or base layer of gypsum board), comply with gypsum board manufacturer's written instructions and temporarily b...

	3.4 INSTALLING TRIM ACCESSORIES
	A. Interior Trim:  Install in the following locations:
	1. Corner bead:  Use at outside corners, unless otherwise indicated.
	2. LC-Bead:  Use at exposed panel edges.
	3. L-Bead:  Use where indicated.


	3.5 FINISHING GYPSUM BOARD
	A. General:  Treat gypsum board joints, interior angles, edge trim, control joints, penetrations, fastener heads, surface defects, and elsewhere as required to prepare gypsum board surfaces for decoration.  Promptly remove residual joint compound from...
	B. Prefill open joints, rounded or beveled edges, and damaged surface areas.
	C. Apply joint tape over gypsum board joints, except those with trim not intended for tape.
	D. Finish Levels:  Finish gypsum panels to levels indicated below and according to ASTM C 840 and GA-214-96:
	1. Level 1:  Ceiling plenum areas, concealed areas, and where indicated.
	2. Level 2:  Panels that are substrate for tile and where indicated on Drawings.
	3. Level 3: In areas to receive heavy, robust textured finish or commercial wall coverings.
	4. Level 4: In areas exposed to view and to receive light textured finishes, light wall coverings, or where flat (gloss-free) paint is to be applied.
	a. Primer and its application to surfaces are specified in Section 099123 "Interior Painting."

	5. Level 5:  On surfaces exposed to view and that will receive gloss-level paint. Skim coat of gypsum board manufacturer’s ‘First Coat’ to be applied prior to prime and finish paint coatings.
	a. Primer and its application to surfaces are specified in Division 9 Painting Sections.


	A. The moisture content of the taped and sanded gypsum board walls be measured and documented at two locations on each wall: the bottom edge and halfway between floor and ceiling. The interior finish may not be applied until the moisture content of th...
	A. Protect adjacent surfaces from drywall compound and promptly remove from floors and other non-drywall surfaces. Repair surfaces stained, marred, or otherwise damaged during drywall application.
	B. Protect installed products from damage from weather, condensation, direct sunlight, construction, and other causes during remainder of the construction period.
	C. Remove and replace panels that are wet, moisture damaged, and mold damaged.
	1. Indications that panels are wet or moisture damaged include, but are not limited to, discoloration, sagging, or irregular shape.
	2. Indications that panels are mold damaged include, but are not limited to, fuzzy or splotchy surface contamination and discoloration.




	097523 FL - Stone Window Stools
	PART 1 -  GENERAL
	1.1 SUMMARY
	A. Section includes stone window stools.

	1.2 ACTION SUBMITTALS
	A. Product Data:  For each stone accessory, and manufactured product.
	B. Shop Drawings:  Show fabrication and installation details for stone window stools, including dimensions and profiles of stone units.
	C. Samples:
	1. For each stone type indicated.  Include two or more Samples in each set and show the full range of variations in appearance characteristics in completed Work.



	PART 2 -  PRODUCTS
	2.1 STONE, GENERAL
	A. Source Limitations for Stone:  Obtain stone from a single quarry with resources to provide materials of consistent quality in appearance and physical properties.
	B. Regional Materials:  Stone shall be extracted and fabricated within 500 miles of Project site.

	2.2 MARBLE
	A. Material Standard:  Comply with ASTM C 503, Classification I Calcite, Group A.
	B. Description:  Uniform, fine- to medium-grained, grey stone with only slight veining.
	1. Basis Of Design: Polished Georgia Pearl Grey Marble.
	2. One piece per sill.

	C. Match Architect's samples.

	2.3 SETTING MATERIALS
	A. Water-Cleanable Epoxy Adhesive:  ANSI A118.3., with a VOC content of 65 g/L or less. that complies with the testing and product requirements of the California Department of Health Services' "Standard Practice for the Testing of Volatile Organic Emi...
	1. Manufacturers:  Subject to compliance with requirements, provide products by one of the following:
	a. Bostik, Inc.
	b. Laticrete International, Inc.
	c. MAPEI Corporation.
	d. Summitville Tiles, Inc.
	e. TEC, Specialty Construction Brands, Inc.; an H. B. Fuller company.



	2.4 STONE ACCESSORIES
	A. Temporary Setting Shims:  Rigid plastic shims, nonstaining to stone, sized to suit joint thickness.
	B. Cleaner:  Stone cleaner specifically formulated for stone types, finishes, and applications indicated, as recommended by stone producer.  Do not use cleaning compounds containing acids, caustics, harsh fillers, or abrasives.

	2.5 STONE FABRICATION
	A. Select stone for intended use to prevent fabricated units from containing cracks, seams, and starts that could impair structural integrity or function.
	B. Cut stone to produce pieces of thickness, size, and shape indicated and to comply with fabrication and construction tolerances recommended by applicable stone association.
	1. Make stone units uniform in thickness and of identical thickness for each type of item; gage back of stone if necessary.
	2. Dress joints straight and at right angle to face unless otherwise indicated.

	C. Window Stools:
	1. Nominal Thickness:  3/4 inch unless otherwise indicated.
	2. Edge Detail:  Straight, slightly eased at corners.
	3. Ends:  Extend stools beyond opening as indicated and finish ends to match exposed edge.
	4. Fabricate window stools in one piece unless otherwise indicated.



	PART 3 -  EXECUTION
	3.1 SETTING STONE, GENERAL
	A. Do necessary field cutting as stone is set.  Use power saws with diamond blades to cut stone.  Cut lines straight and true, with edges eased slightly to prevent snipping.

	3.2 CONSTRUCTION TOLERANCES
	A. Variation from Level:  Do not exceed 1/32 inch in 4 feet.

	3.3 INSTALLATION
	A. Stone Window Stools:  Set stone window stools on metal blocking shims in a full bed of water-cleanable epoxy adhesive.  Hold adhesive back from exposed edges of joints to allow for sealant.

	3.4 ADJUSTING AND CLEANING
	A. In-Progress Cleaning:  Clean stone window stools as work progresses.  Remove adhesive, grout, mortar, and sealant smears immediately.
	B. Clean stone window stools no fewer than six days after completion of grouting and pointing, using clean water and soft rags or stiff-bristle fiber brushes.  Do not use wire brushes, acid-type cleaning agents, cleaning compounds with caustic or hars...



	099113 FL - EXTERIOR PAINTING
	PART 1 -  GENERAL
	1.1 RELATED DOCUMENTS
	A. Drawings and general provisions of the Contract, including General and Supplementary Conditions and Division 01 Specification Sections, apply to this Section.

	1.2 SUMMARY
	A. Section includes surface preparation and the application of paint systems on  the following exterior substrates:
	1. Steel.
	2. Galvanized metal.

	B. Paint exposed surfaces, except where these Specifications indicate that the surface or material is not to be painted or is to remain natural.  If an item or a surface is not specifically mentioned, paint the item or surface the same as similar adja...
	1. Painting includes field painting of steel lintels at all openings receiving new doors, aluminum storefronts, and windows.

	C. Do not paint prefinished items, concealed surfaces, finished metal surfaces, operating parts, and labels.

	1.3 ACTION SUBMITTALS
	A. Product Data: For each type of product. Include preparation requirements and application instructions.
	1. Indicate VOC content.

	B. Samples for Initial Selection: For each type of topcoat product.
	C. Samples for Verification: For each type of paint system and each color and gloss of topcoat.
	1. Submit Samples on rigid backing, 8 inches (200 mm) square.
	2. Label each coat of each Sample.
	3. Label each Sample for location and application area.

	D. Product List: For each product indicated, include the following:
	1. Cross-reference to paint system and locations of application areas. Use same designations indicated on Drawings and in schedules.
	2. Indicate VOC content.


	1.4 CLOSEOUT SUBMITTALS
	A. Coating Maintenance Manual: Provide coating maintenance manual including area summary with finish schedule, area detail designating location where each product/color/finish was used, product data pages, material safety data sheets, care and cleanin...

	1.5 MAINTENANCE MATERIAL SUBMITTALS
	A. Furnish extra materials, from the same product run, that match products installed and that are packaged with protective covering for storage and identified with labels describing contents.
	1. Paint: Furnish an additional two percent (2%) of each material and color used but not less than 1 gal. (3.8 L) of each material and color applied.


	1.6 QUALITY ASSURANCE
	A. Mockups: Apply mockups of each paint system indicated and each color and finish selected to verify preliminary selections made under Sample submittals and to demonstrate aesthetic effects and set quality standards for materials and execution.
	1. Architect will select one surface to represent surfaces and conditions for application of each paint system specified in Part 3.
	a. Vertical and Horizontal Surfaces: Architect will designate items or areas required.

	2. Final approval of color selections will be based on mockups.
	a. If preliminary color selections are not approved, apply additional mockups of additional colors selected by Architect at no added cost to Owner.

	3. Approval of mockups does not constitute approval of deviations from the Contract Documents contained in mockups unless Architect specifically approves such deviations in writing.
	4. Subject to compliance with requirements, approved mockups may become part of the completed Work if undisturbed at time of Substantial Completion.


	1.7 DELIVERY, STORAGE, AND HANDLING
	A. Delivery and Handling: Deliver products to Project site in an undamaged condition in manufacturer's original sealed containers, complete with labels and instructions for handling, storing, unpacking, protecting, and installing. Packaging shall bear...
	1. Product name and type (description).
	2. Batch date.
	3. Color number.
	4. VOC content.
	5. Environmental handling requirements.
	6. Surface preparation requirements.
	7. Application instructions.

	B. Store materials not in use in tightly covered containers in well-ventilated areas with ambient temperatures continuously maintained at not less than 45 deg F (7 deg C).
	1. Maintain containers in clean condition, free of foreign materials and residue.
	2. Remove rags and waste from storage areas daily.


	1.8 FIELD CONDITIONS
	A. Apply paints only when temperature of surfaces to be painted and ambient air temperatures are between 50 and 95 deg F (10 and 35 deg C).
	B. Do not apply paints in snow, rain, fog, or mist; when relative humidity exceeds 85 percent; at temperatures less than 5 deg F (3 deg C) above the dew point; or to damp or wet surfaces.
	C. Hazardous Materials: It is not expected that hazardous materials will be encountered in the Work.
	1. If suspected hazardous materials are encountered, do not disturb; immediately notify Architect and Owner.



	PART 2 -  PRODUCTS
	2.1 MANUFACTURERS
	A. Basis-of-Design Product: Subject to compliance with requirements, provide Sherwin-Williams Company (The); products indicated or comparable product from one of the following:
	1. Benjamin Moore & Co.
	2. PPG Architectural Coatings.
	3. Valspar Corporation - Architectural (Pro).

	B. Comparable Products: Comparable products of approved manufacturers will be considered in accordance with Section 016000 "Product Requirements," and the following:
	1. Products are approved by manufacturer in writing for application specified.
	2. Products meet performance and physical characteristics of basis of design product including published ratio of solids by volume, plus or minus two percent.

	C. Source Limitations: Obtain paint materials from single source from single listed manufacturer.
	1. Manufacturer's designations listed on a separate color schedule are for color reference only and do not indicate prior approval.


	2.2 PAINT, GENERAL
	A. Material Compatibility:
	1. Provide materials for use within each paint system that are compatible with one another and substrates indicated, under conditions of service and application as demonstrated by manufacturer, based on testing and field experience.
	2. For each coat in a paint system, provide products recommended in writing by manufacturers of topcoat for use in paint system and on substrate indicated.

	B. VOC Content: For field applications, provide paints and coatings that complies with VOC content limits of authorities having jurisdiction.
	C. Colors: As selected by Architect from manufacturer's standard and premium color range.

	2.3 SOURCE QUALITY CONTROL
	A. Testing of Paint Materials: Owner reserves the right to invoke the following procedure:
	1. Owner may engage the services of a qualified testing agency to sample paint materials. Contractor will be notified in advance and may be present when samples are taken. If paint materials have already been delivered to Project site, samples may be ...
	2. Testing agency will perform tests for compliance with product requirements.
	3. Owner may direct Contractor to stop applying paints if test results show materials being used do not comply with product requirements. Contractor shall remove noncomplying paint materials from Project site, pay for testing, and repaint surfaces pai...



	PART 3 -  EXECUTION
	3.1 EXAMINATION
	A. Examine substrates and conditions, with Applicator present, for compliance with requirements for maximum moisture content and other conditions affecting performance of the Work. Verify suitability of substrates, including surface conditions and com...
	1. Report, in writing, conditions that may affect application, appearance, or performance of paint.

	B. Proceed with coating application only after unsatisfactory conditions have been corrected; application of coating indicates acceptance of surfaces and conditions.

	3.2 PREPARATION
	A. Comply with manufacturer's written instructions and recommendations in "MPI Manual" applicable to substrates and paint systems indicated.
	B. Remove hardware, covers, plates, and similar items already in place that are removable and are not to be painted. If removal is impractical or impossible because of size or weight of item, provide surface-applied protection before surface preparati...
	1. After completing painting operations, use workers skilled in the trades involved to reinstall items that were removed. Remove surface-applied protection.

	C. Clean substrates of substances that could impair bond of paints, including dust, dirt, oil, grease, and incompatible paints and encapsulants.
	1. Remove incompatible primers and reprime substrate with compatible primers or apply tie coat as required to produce paint systems indicated.

	D. Steel Substrates: Remove rust, loose mill scale, and shop primer if any. Clean using methods recommended in writing by paint manufacturer but not less than the following:
	1. SSPC-SP 2, "Hand Tool Cleaning.”
	2. SSPC-SP 3, "Power Tool Cleaning.”
	3. SSPC-SP 7/NACE No. 4, "Brush-off Blast Cleaning.”
	4. SSPC-SP 11, "Power Tool Cleaning to Bare Metal.”

	E. Shop-Primed Steel Substrates: Clean field welds, bolted connections, and abraded areas of shop paint, and paint exposed areas with the same material as used for shop priming to comply with SSPC-PA 1 for touching up shop-primed surfaces.
	F. Galvanized-Metal Substrates: Remove grease and oil residue from galvanized sheet metal by mechanical methods to produce clean, lightly etched surfaces that promote adhesion of subsequently applied paints.
	1. Test galvanized steel for pre-treatment films as per ASTM D2092 Method B201.
	2. Solvent-clean galvanized steel as per SSPC-SP1 and apply a test patch of prime coating.
	3. Test a minimum area of two square feet. Check the initial adhesion after twenty-four hours, and if it exhibits less than perfect adhesion, allow the paint to cure a minimum of seven days before checking adhesion again.
	4. Evaluate adhesion as per paint manufacturer’s instructions. Follow-up with additional surface treatment if required.


	3.3 APPLICATION
	A. Apply paints according to manufacturer's written instructions and recommendations in "MPI Manual."
	1. Use applicators and techniques suited for paint and substrate indicated.
	2. Paint surfaces behind movable items same as similar exposed surfaces. Before final installation, paint surfaces behind permanently fixed items with prime coat only.
	3. Paint both sides and edges of exterior doors and entire exposed surface of exterior door frames.
	4. Paint entire exposed surface of window frames and sashes.
	5. Do not paint over labels of independent testing agencies or equipment name, identification, performance rating, or nomenclature plates.
	6. Primers specified in painting schedules may be omitted on items that are factory primed or factory finished if acceptable to topcoat manufacturers.

	B. Tint undercoats same color as topcoat, but tint each undercoat a lighter shade to facilitate identification of each coat if multiple coats of same material are to be applied. Provide sufficient difference in shade of undercoats to distinguish each ...
	C. If undercoats or other conditions show through topcoat, apply additional coats until cured film has a uniform paint finish, color, and appearance.
	D. Apply paints to produce surface films without cloudiness, spotting, holidays, laps, brush marks, roller tracking, runs, sags, ropiness, or other surface imperfections. Cut in sharp lines and color breaks.

	3.4 FIELD QUALITY CONTROL
	A. Dry Film Thickness Testing: Owner may engage the services of a qualified testing and inspecting agency to inspect and test paint for dry film thickness.
	1. Contractor shall touch up and restore painted surfaces damaged by testing.
	2. If test results show that dry film thickness of applied paint does not comply with paint manufacturer's written recommendations, Contractor shall pay for testing and apply additional coats as needed to provide dry film thickness that complies with ...


	3.5 CLEANING AND PROTECTION
	A. At end of each workday, remove rubbish, empty cans, rags, and other discarded materials from Project site.
	B. After completing paint application, clean spattered surfaces. Remove spattered paints by washing, scraping, or other methods. Do not scratch or damage adjacent finished surfaces.
	C. Protect work of other trades against damage from paint application. Correct damage to work of other trades by cleaning, repairing, replacing, and refinishing, as approved by Architect, and leave in an undamaged condition.
	D. At completion of construction activities of other trades, touch up and restore damaged or defaced painted surfaces.

	3.6 EXTERIOR PAINTING SCHEDULE
	A. Ferrous Metal, Galvanized-Metal, and Aluminum Substrates:
	1. Water-Based Light Industrial Coating System:
	a. Prime Coat: Primer, water based.
	1) S-W Pro Industrial Pro-Cryl Universal Primer, B66-310 Series, 5.0 to 10.0 mils (0.127 to 0.254 mm) wet, 2.0 to 4.0 mils (0.051 to 0.102 mm) dry.

	b. Intermediate Coat: Light industrial coating, exterior, water based, matching topcoat.
	c. Topcoat: Light industrial coating, exterior, water based, gloss.
	1) S-W Pro Industrial Acrylic Gloss Coating, B66-600 Series, at 2.5 to 4.0 mils (0.064 to 0.102 mm) dry, per coat.






	099123 FL - INTERIOR PAINTING
	PART 1 -  GENERAL
	1.1 RELATED DOCUMENTS
	A. Drawings and general provisions of the Contract, including General and Supplementary Conditions and Division 01 Specification Sections, apply to this Section.

	1.2 SUMMARY
	A. Section includes surface preparation and the application of paint systems on the following interior substrates:
	1. Steel.
	2. Galvanized metal.
	3. Wood.
	4. Gypsum board.

	B. Paint all exposed surfaces, except where these Specifications indicate that the surface or material is not to be painted or is to remain natural.  If an item or a surface is not specifically mentioned, paint the item or surface the same as similar ...
	C. Related Requirements:
	1. Section 099113 "Exterior Painting" for surface preparation and the application of paint systems on exterior substrates.


	1.3 ACTION SUBMITTALS
	A. Product Data: For each type of product. Include preparation requirements and application instructions.
	1. Indicate VOC content.

	B. Samples for Initial Selection: For each type of topcoat product.
	C. Samples for Verification: For each type of paint system and in each color and gloss of topcoat.
	1. Submit Samples on rigid backing, 8 inches (200 mm) square.
	2. Label each coat of each Sample.
	3. Label each Sample for location and application area.

	D. Product List: For each product indicated, include the following:
	1. Cross-reference to paint system and locations of application areas. Use same designations indicated on Drawings and in schedules.


	1.4 CLOSEOUT SUBMITTALS
	1. Coating Maintenance Manual: Provide coating maintenance manual including area summary with finish schedule, area detail designating location where each product/color/finish was used, product data pages, material safety data sheets, care and cleanin...

	1.5 MAINTENANCE MATERIAL SUBMITTALS
	A. Furnish extra materials, from the same product run, that match products installed and that are packaged with protective covering for storage and identified with labels describing contents.
	1. Paint: 5 percent, but not less than 1 gal. (3.8 L) of each material and color applied.


	1.6 QUALITY ASSURANCE
	A. Mockups: Apply mockups of each paint system indicated and each color and finish selected to verify preliminary selections made under Sample submittals and to demonstrate aesthetic effects and set quality standards for materials and execution.
	1. Architect will select one surface to represent surfaces and conditions for application of each paint system specified in Part 3.
	a. Vertical and Horizontal Surfaces: Architect will designate items or areas required.

	2. Final approval of color selections will be based on mockups.
	a. If preliminary color selections are not approved, apply additional mockups of additional colors selected by Architect at no added cost to Owner.

	3. Approval of mockups does not constitute approval of deviations from the Contract Documents contained in mockups unless Architect specifically approves such deviations in writing.
	4. Subject to compliance with requirements, approved mockups may become part of the completed Work if undisturbed at time of Substantial Completion.


	1.7 DELIVERY, STORAGE, AND HANDLING
	A. Delivery and Handling: Deliver products to Project site in an undamaged condition in manufacturer's original sealed containers, complete with labels and instructions for handling, storing, unpacking, protecting, and installing. Packaging shall bear...
	1. Product name and type (description).
	2. Batch date.
	3. Color number.
	4. VOC content.
	5. Environmental handling requirements.
	6. Surface preparation requirements.
	7. Application instructions.

	B. Store materials not in use in tightly covered containers in well-ventilated areas with ambient temperatures continuously maintained at not less than 45 deg F (7 deg C).
	1. Maintain containers in clean condition, free of foreign materials and residue.
	2. Remove rags and waste from storage areas daily.


	1.8 FIELD CONDITIONS
	A. Apply paints only when temperature of surfaces to be painted and ambient air temperatures are between 50 and 95 deg F (10 and 35 deg C).
	B. Do not apply paints when relative humidity exceeds 85 percent; at temperatures less than 5 deg F (3 deg C) above the dew point; or to damp or wet surfaces.
	C. Lead Paint: It is not expected that lead paint will be encountered in the Work.
	1. If suspected lead paint is encountered, do not disturb; immediately notify Architect and Owner.



	PART 2 -  PRODUCTS
	2.1 MANUFACTURERS
	A. Basis-of-Design Product: Subject to compliance with requirements, provide Sherwin-Williams Company (The); products indicated or comparable products from one of the following:
	1. Benjamin Moore & Co.
	2. PPG Architectural Coatings.
	3. Pratt & Lambert.
	4. Valspar Corporation - Architectural (Pro).

	B. Comparable Products: Comparable products of approved manufacturers will be considered in accordance with Section 016000 "Product Requirements," and the following:
	1. Products are approved by manufacturer in writing for application specified.
	2. Products meet performance and physical characteristics of basis of design product including published ratio of solids by volume, plus or minus two percent.

	C. Source Limitations: Obtain paint materials from single source from single listed manufacturer.
	1. Manufacturer's designations listed on a separate color schedule are for color reference only and do not indicate prior approval.


	2.2 PAINT, GENERAL
	A. Material Compatibility:
	1. Provide materials for use within each paint system that are compatible with one another and substrates indicated, under conditions of service and application as demonstrated by manufacturer, based on testing and field experience.
	2. For each coat in a paint system, provide products recommended in writing by manufacturers of topcoat for use in paint system and on substrate indicated.

	B. VOC Content: For field applications that are inside the weatherproofing system, paints and coatings shall provide materials that comply with VOC limits of authorities having jurisdiction and for interior paints and coatings applied at Project site,...
	1. Flat Paints and Coatings: 50 g/L.
	2. Nonflat Paints and Coatings: 150 g/L.
	3. Primers, Sealers, and Undercoaters: 200 g/L.
	4. Anticorrosive and Antirust Paints Applied to Ferrous Metals: 250 g/L.
	5. Floor Coatings: 100 g/L.
	6. Shellacs, Clear: 730 g/L.
	7. Shellacs, Pigmented: 550 g/L.

	C. Low-Emitting Materials: Interior paints and coatings shall comply with the testing and product requirements of the California Department of Health Services "Standard Practice for the Testing of Volatile Organic Emissions from Various Sources Using ...
	D. Colors: As selected by Architect from manufacturer's standard and premium color range.

	2.3 SOURCE QUALITY CONTROL
	A. Testing of Paint Materials: Owner reserves the right to invoke the following procedure:
	1. Owner will engage the services of a qualified testing agency to sample paint materials. Contractor will be notified in advance and may be present when samples are taken. If paint materials have already been delivered to Project site, samples may be...
	2. Testing agency will perform tests for compliance with product requirements.
	3. Owner may direct Contractor to stop applying coatings if test results show materials being used do not comply with product requirements. Contractor shall remove noncomplying paint materials from Project site, pay for testing, and repaint surfaces p...



	PART 3 -  EXECUTION
	3.1 EXAMINATION
	A. Examine substrates and conditions, with Applicator present, for compliance with requirements for maximum moisture content and other conditions affecting performance of the Work. Verify suitability of substrates, including surface conditions and com...
	1. Report, in writing, conditions that may affect application, appearance, or performance of paint.

	B. Substrate Conditions:
	1. Maximum Moisture Content of Substrates: When measured with an electronic moisture meter as follows:
	a. Wood: 15 percent.
	b. Gypsum Board: 12 percent.

	2. Gypsum Board Substrates: Verify that finishing compound is sanded smooth.

	C. Proceed with coating application only after unsatisfactory conditions have been corrected; application of coating indicates acceptance of surfaces and conditions.

	3.2 PREPARATION
	A. Comply with manufacturer's written instructions and recommendations in "MPI Manual" applicable to substrates indicated.
	B. Remove hardware, covers, plates, and similar items already in place that are removable and are not to be painted. If removal is impractical or impossible because of size or weight of item, provide surface-applied protection before surface preparati...
	1. After completing painting operations, use workers skilled in the trades involved to reinstall items that were removed. Remove surface-applied protection if any.

	C. Clean substrates of substances that could impair bond of paints, including dust, dirt, oil, grease, and incompatible paints and encapsulants.
	1. Remove incompatible primers and reprime substrate with compatible primers or apply tie coat as required to produce paint systems indicated.

	D. Steel Substrates: Remove rust, loose mill scale, and shop primer, if any. Clean using methods recommended in writing by paint manufacturer but not less than the following:
	1. SSPC-SP 2, "Hand Tool Cleaning.”
	2. SSPC-SP 3, "Power Tool Cleaning.”
	3. SSPC-SP 7/NACE No. 4, "Brush-off Blast Cleaning.”
	4. SSPC-SP 11, "Power Tool Cleaning to Bare Metal.”

	E. Galvanized-Metal Substrates: Remove grease and oil residue from galvanized sheet metal fabricated from coil stock by mechanical methods to produce clean, lightly etched surfaces that promote adhesion of subsequently applied paints, and treating wit...
	F. Aluminum Substrates: Remove loose surface oxidation.
	G. Wood Substrates:
	1. Scrape and clean knots, and apply coat of knot sealer before applying primer.
	2. Sand surfaces that will be exposed to view, and dust off.
	3. Prime edges, ends, faces, undersides, and backsides of wood.
	4. After priming, fill holes and imperfections in the finish surfaces with putty or plastic wood filler. Sand smooth when dried.


	3.3 APPLICATION
	A. Paint surfaces of the following:
	1. Surfaces of new construction.
	2. Existing masonry lintels in all openings receiving new doors, windows, and aluminum  storefronts.
	3. Paint surfaces of all affected materials following cutting and patching.

	B. Apply paints according to manufacturer's written instructions and to recommendations in "MPI Manual."
	1. Use applicators and techniques suited for paint and substrate indicated.
	2. Paint surfaces behind movable equipment and furniture same as similar exposed surfaces. Before final installation, paint surfaces behind permanently fixed equipment or furniture with prime coat only.
	3. Paint front and backsides of access panels, removable or hinged covers, and similar hinged items to match exposed surfaces.
	4. Do not paint over labels of independent testing agencies or equipment name, identification, performance rating, or nomenclature plates.
	5. Primers specified in painting schedules may be omitted on items that are factory primed or factory finished if acceptable to topcoat manufacturers.

	C. Tint each undercoat a lighter shade to facilitate identification of each coat if multiple coats of same material are to be applied. Tint undercoats to match color of topcoat, but provide sufficient difference in shade of undercoats to distinguish e...
	D. If undercoats or other conditions show through topcoat, apply additional coats until cured film has a uniform paint finish, color, and appearance.
	E. Apply paints to produce surface films without cloudiness, spotting, holidays, laps, brush marks, roller tracking, runs, sags, ropiness, or other surface imperfections. Cut in sharp lines and color breaks.

	3.4 FIELD QUALITY CONTROL
	A. Dry Film Thickness Testing: Owner may engage the services of a qualified testing and inspecting agency to inspect and test paint for dry film thickness.
	1. Contractor shall touch up and restore painted surfaces damaged by testing.
	2. If test results show that dry film thickness of applied paint does not comply with paint manufacturer's written recommendations, Contractor shall pay for testing and apply additional coats as needed to provide dry film thickness that complies with ...


	3.5 CLEANING AND PROTECTION
	A. At end of each workday, remove rubbish, empty cans, rags, and other discarded materials from Project site.
	B. After completing paint application, clean spattered surfaces. Remove spattered paints by washing, scraping, or other methods. Do not scratch or damage adjacent finished surfaces.
	C. Protect work of other trades against damage from paint application. Correct damage to work of other trades by cleaning, repairing, replacing, and refinishing, as approved by Architect, and leave in an undamaged condition.
	D. At completion of construction activities of other trades, touch up and restore damaged or defaced painted surfaces.

	3.6 INTERIOR PAINTING SCHEDULE
	A. Metal Substrates (Aluminum, Steel, Galvanized Steel):
	1. Latex System:
	a. Prime Coat: Primer, rust-inhibitive, water based:
	1) S-W Pro Industrial Pro-Cryl Universal Primer, B66-310 Series, at 5.0 to 10 mils (0.127 to 0.254 mm) wet, 2.0 to 4.0 mils (0.051 to 0.102 mm) dry.

	b. Intermediate Coat: Water-based acrylic, interior, matching topcoat.
	c. Topcoat: Water-based acrylic, gloss:
	1) S-W Pro Industrial Acrylic Gloss Coating, B66-660 Series, at 2.5 to 4.0 mils (0.064 to 0.102 mm) dry, per coat.


	2. Water-Based Dry-Fall System:
	1) S-W Pro Industrial Waterborne Acrylic DryFall Semi-Gloss, B42-83, at 5.8 mils (0.147 mm) wet, 2.3 mils (0.058 mm) dry.


	B. Wood Substrates: Including exposed wood items not indicated to receive shop-applied finish.
	1. Latex System:
	a. Prime Coat: Primer sealer, latex, interior:
	1) S-W PrepRite ProBlock Primer Sealer, B51-620 Series, at 4.0 mils (0.102 mm) wet, 1.4 mils (0.036 mm) dry.

	b. Intermediate Coat: Latex, interior, matching topcoat.
	c. Topcoat: Latex, interior, eggshell:
	1) S-W ProMar 200 Zero VOC Latex Eg-Shel, B20-2600 Series, at 4.0 mils (0.102 mm) wet, 1.7 mils (0.043 mm) dry, per coat.



	C. Gypsum Board Substrates:
	1. Latex System:
	a. Prime Coat: Primer, latex, interior:
	1) S-W ProMar 200 Zero VOC Latex Primer, B28W2600, at 4.0 mils (0.102 mm) wet, 1.0 mils (0.025 mm) dry.

	b. Intermediate Coat: Latex, interior, matching topcoat.
	c. Topcoat: Latex, interior, semi-gloss:
	1) S-W ProMar 200 Zero VOC Latex Semi-Gloss, B31-2600 Series, at 4.0 mils (0.102 mm) wet, 1.6 mils (0.041 mm) dry, per coat.






	097523 FL - Stone Window Stools.pdf
	PART 1 -  GENERAL
	1.1 SUMMARY
	A. Section includes stone window stools.

	1.2 ACTION SUBMITTALS
	A. Product Data:  For each stone accessory, and manufactured product.
	B. Shop Drawings:  Show fabrication and installation details for stone window stools, including dimensions and profiles of stone units.
	C. Samples:
	1. For each stone type indicated.  Include two or more Samples in each set and show the full range of variations in appearance characteristics in completed Work.



	PART 2 -  PRODUCTS
	2.1 STONE, GENERAL
	A. Source Limitations for Stone:  Obtain stone from a single quarry with resources to provide materials of consistent quality in appearance and physical properties.

	2.2 MARBLE
	A. Material Standard:  Comply with ASTM C 503, Classification I Calcite, Group A.
	B. Description:  Uniform, fine- to medium-grained, grey stone with only slight veining.
	1. Basis Of Design: Polished Georgia Pearl Grey Marble.
	2. One piece per sill.

	C. Match Architect's samples.

	2.3 SETTING MATERIALS
	A. Water-Cleanable Epoxy Adhesive:  ANSI A118.3., with a VOC content of 65 g/L or less. that complies with the testing and product requirements of the California Department of Health Services' "Standard Practice for the Testing of Volatile Organic Emi...
	1. Manufacturers:  Subject to compliance with requirements, provide products by one of the following:
	a. Bostik, Inc.
	b. Laticrete International, Inc.
	c. MAPEI Corporation.
	d. Summitville Tiles, Inc.
	e. TEC, Specialty Construction Brands, Inc.; an H. B. Fuller company.



	2.4 STONE ACCESSORIES
	A. Temporary Setting Shims:  Rigid plastic shims, nonstaining to stone, sized to suit joint thickness.
	B. Cleaner:  Stone cleaner specifically formulated for stone types, finishes, and applications indicated, as recommended by stone producer.  Do not use cleaning compounds containing acids, caustics, harsh fillers, or abrasives.

	2.5 STONE FABRICATION
	A. Select stone for intended use to prevent fabricated units from containing cracks, seams, and starts that could impair structural integrity or function.
	B. Cut stone to produce pieces of thickness, size, and shape indicated and to comply with fabrication and construction tolerances recommended by applicable stone association.
	1. Make stone units uniform in thickness and of identical thickness; gage back of stone.
	2. Dress joints straight and at right angle to face unless otherwise indicated.

	C. Window Stools: Nominal Thickness:  3/4 inch unless otherwise indicated.
	1. Edge Detail:  Straight, slightly eased at corners.
	2. Ends:  Extend stools beyond opening and finish ends to match exposed edge.
	3. Fabricate window stools in one piece unless otherwise indicated.



	PART 3 -  EXECUTION
	3.1 SETTING STONE, GENERAL
	A. Do necessary field cutting as stone is set.  Use power saws with diamond blades to cut stone.  Cut lines straight and true, with edges eased slightly to prevent snipping.
	B. Variation from Level:  Do not exceed 1/32 inch in 4 feet.

	3.2 INSTALLATION
	A. Stone Window Stools:  Set stone window stools on metal blocking shims in a full bed of water-cleanable epoxy adhesive.  Hold adhesive back from exposed edges of joints to allow for sealant.

	3.3 ADJUSTING AND CLEANING
	A. In-Progress Cleaning:  Clean stone window stools as work progresses.  Remove adhesive, grout, mortar, and sealant smears immediately.
	B. Clean stone window stools no fewer than six days after completion of grouting and pointing, using clean water and soft rags or stiff-bristle fiber brushes.  Do not use wire brushes, acid-type cleaning agents, cleaning compounds with caustic or hars...
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	087100 FL - DOOR HARDWARE.pdf
	PART 1 - GENERAL
	1.1 RELATED DOCUMENTS
	A. Drawings and general provisions of the Contract, including General and Supplementary Conditions and Division 01 Specification Sections, apply to this Section.

	1.2 SUMMARY
	A. Section includes:
	1. Mechanical door hardware for:
	a. Swinging doors.

	2. Field verification, preparation and modification of existing doors and frames to receive new door hardware.

	B. Exclusions:  Unless specifically listed in hardware sets, hardware is not specified in this section for:
	1. Windows
	2. Cabinets (casework), including locks in cabinets
	3. Signage
	4. Toilet accessories
	5. Overhead doors

	C. Related Sections:
	1. Division 01 Section “Alternates” for alternates affecting this section.
	2. Division 07 Section “Joint Sealants” for sealant requirements applicable to threshold installation specified in this section.
	3. Division 09 sections for touchup finishing or refinishing of existing openings modified by this section.


	1.3 REFERENCES
	A. UL - Underwriters Laboratories
	1. UL 1784 - Air Leakage Tests of Door Assemblies
	2. UL 305 - Panic Hardware

	B. DHI - Door and Hardware Institute
	1. Sequence and Format for the Hardware Schedule
	2. Recommended Locations for Builders Hardware
	3. Key Systems and Nomenclature

	C. ANSI - American National Standards Institute
	1. ANSI/BHMA A156.1 - A156.29, and ANSI/BHMA A156.31 - Standards for Hardware and Specialties


	1.4 SUBMITTALS
	A. General:
	1. Submit in accordance with Conditions of Contract and Division 01 requirements.
	2. Highlight, encircle, or otherwise specifically identify on submittals deviations from Contract Documents, issues of incompatibility or other issues which may detrimentally affect the Work.
	3. Prior to forwarding submittal, comply with procedures for verifying existing door and frame compatibility for new hardware, as specified in PART 3, “EXAMINATION” article, herein.

	B. Action Submittals:
	1. Product Data:  Product data including manufacturers’ technical product data for each item of door hardware, installation instructions, maintenance of operating parts and finish, and other information necessary to show compliance with requirements.
	2. Samples for Verification:  If requested by Architect, submit production sample or sample installations of each type of exposed hardware unit in finish indicated, and tagged with full description for coordination with schedule.
	a. Samples will be returned to supplier in like-new condition.  Units that are acceptable to Architect may, after final check of operations, be incorporated into Work, within limitations of key coordination requirements.

	3. Door Hardware Schedule:  Submit schedule with hardware sets in vertical format as illustrated by Sequence of Format for the Hardware Schedule as published by the Door and Hardware Institute.  Indicate complete designations of each item required for...
	a. Door Index; include door number, heading number, and Architects hardware set number.
	b. Opening Lock Function Spreadsheet: List locking device and function for each opening.
	c. Type, style, function, size, and finish of each hardware item.
	d. Name and manufacturer of each item.
	e. Fastenings and other pertinent information.
	f. Location of each hardware set cross-referenced to indications on Drawings.
	g. Explanation of all abbreviations, symbols, and codes contained in schedule.
	h. Mounting locations for hardware.
	i. Door and frame sizes and materials.
	j. Name and phone number for local manufacturer's representative for each product.
	1) Submittal Sequence:  Submit door hardware schedule concurrent with submissions of Product Data, Samples, and Shop Drawings.  Coordinate submission of door hardware schedule with scheduling requirements of other work to facilitate fabrication of oth...


	4. Key Schedule:
	a. After Keying Conference, provide keying schedule listing levels of keying as well as explanation of key system's function, key symbols used and door numbers controlled.
	b. Use ANSI/BHMA A156.28 “Recommended Practices for Keying Systems” as guideline for nomenclature, definitions, and approach for selecting optimal keying system.
	c. Provide 3 copies of keying schedule for review prepared and detailed in accordance with referenced DHI publication.  Include schematic keying diagram and index each key to unique door designations.
	d. Index keying schedule by door number, keyset, hardware heading number, cross keying instructions, and special key stamping instructions.
	e. Provide one complete bitting list of key cuts and one key system schematic illustrating system usage and expansion.
	1) Forward bitting list, key cuts and key system schematic directly to Owner, by means as directed by Owner.

	f. Prepare key schedule by or under supervision of supplier, detailing Owner’s final keying instructions for locks.

	5. Templates: After final approval of hardware schedule, provide templates for doors, frames and other work specified to be factory prepared for door hardware installation.

	C. Informational Submittals:
	1. Qualification Data:  For Supplier, Installer and Architectural Hardware Consultant.
	2. Product Certificates for electrified door hardware, signed by manufacturer:
	3. Certificates of Compliance:
	a. Installer Training Meeting Certification:  Letter of compliance, signed by Contractor, attesting to completion of installer training meeting specified in “QUALITY ASSURANCE” article, herein.

	4. Product Test Reports:  For compliance with accessibility requirements, based on evaluation of comprehensive tests performed by manufacturer and witnessed by qualified testing agency, for door hardware on doors located in accessible routes.
	5. Warranty:  Special warranty specified in this Section.

	D. Closeout Submittals:
	1. Operations and Maintenance Data:  Provide in accordance with Division 01 and include:
	a. Complete information on care, maintenance, and adjustment; data on repair and replacement parts, and information on preservation of finishes.
	b. Catalog pages for each product.
	c. Name, address, and phone number of local representative for each manufacturer.
	d. Parts list for each product.
	e. Final approved hardware schedule, edited to reflect conditions as-installed.
	f. Final keying schedule
	g. Copies of floor plans with keying nomenclature
	h. Copy of warranties including appropriate reference numbers for manufacturers to identify project.



	1.5 QUALITY ASSURANCE
	A. Product Substitutions: Comply with product requirements stated in Division 01 and as specified herein.
	1. Where specific manufacturer’s product is named and accompanied by “No Substitute,” including make or model number or other designation, provide product specified. (Note: Certain products have been selected for their unique characteristics and parti...
	a. Where no additional products or manufacturers are listed in product category, requirements for “No Substitute” govern product selection.

	2. Where products indicate “acceptable manufacturers” or “acceptable manufacturers and products”, provide product from specified manufacturers, subject to compliance with specified requirements and “Single Source Responsibility” requirements stated he...

	B. Supplier Qualifications and Responsibilities: Recognized architectural hardware supplier with record of successful in-service performance for supplying door hardware similar in quantity, type, and quality to that indicated for this Project and that...
	1. Warehousing Facilities:  In Project's vicinity.
	2. Scheduling Responsibility:  Preparation of door hardware and keying schedules.

	C. Installer Qualifications: Qualified tradesmen, skilled in application of commercial grade hardware with record of successful in-service performance for installing door hardware similar in quantity, type, and quality to that indicated for this Project.
	D. Architectural Hardware Consultant Qualifications:  Person who is experienced in providing consulting services for door hardware installations that are comparable in material, design, and extent to that indicated for this Project and meets these req...
	1. For door hardware, DHI-certified, Architectural Hardware Consultant (AHC).
	2. Can provide installation and technical data to Architect and other related subcontractors.
	3. Can inspect and verify components are in working order upon completion of installation.
	4. Capable of producing wiring diagrams.

	E. Single Source Responsibility:  Obtain each type of door hardware from single manufacturer.
	F. Means of Egress Doors:  Latches do not require more than 15 lbf (67 N) to release latch.  Locks do not require use of key, tool, or special knowledge for operation.
	G. Accessibility Requirements:  For door hardware on doors in an accessible route, comply with governing accessibility regulations cited in “REFERENCES” article, herein.
	1. Provide operating devices that do not require tight grasping, pinching, or twisting of wrist and that operate with force of not more than 5 lbf (22.2 N).
	2. Maximum opening-force requirements:
	a. Interior, Non-Fire-Rated Hinged Doors:  5 lbf (22.2 N) applied perpendicular to door.
	b. Sliding or Folding Doors:  5 lbf (22.2 N) applied parallel to door at latch.

	3. Bevel raised thresholds with slope of not more than 1:2.  Provide thresholds not more than 1/2 inch (13 mm) high.
	4. Adjust door closer sweep periods so that, from open position of 70 degrees, door will take at least 3 seconds to move to 3 inches (75 mm) from latch, measured to leading edge of door.

	H. Keying Conference:  Conduct conference at Project site to comply with requirements in Division 01.
	1. Attendees: Owner, Contractor, Architect, Installer and Supplier’s Architectural Hardware Consultant.
	2. Incorporate keying conference decisions into final keying schedule after reviewing door hardware keying system including:
	a. Function of building, flow of traffic, purpose of each area, degree of security required, and plans for future expansion.
	b. Preliminary key system schematic diagram.
	c. Requirements for key control system.
	d. Requirements for access control.
	e. Address for delivery of keys.


	I. Coordination Conferences:
	1. Installation Coordination Conference: Prior to hardware installation, schedule and hold meeting to review questions or concerns related to proper installation and adjustment of door hardware.
	a. Attendees: Door hardware supplier, door hardware installer, Contractor.
	b. After meeting, provide letter of compliance to Architect, indicating when meeting was held and who was in attendance.



	1.6 .DELIVERY, STORAGE, AND HANDLING
	A. Inventory door hardware on receipt and provide secure lock-up for hardware delivered to Project site.
	B. Tag each item or package separately with identification coordinated with final door hardware schedule, and include installation instructions, templates, and necessary fasteners with each item or package.
	1. Deliver each article of hardware in manufacturer’s original packaging.

	C. Project Conditions:
	1. Maintain manufacturer-recommended environmental conditions throughout storage and installation periods.
	2. Provide secure lock-up for door hardware delivered to Project, but not yet installed.  Control handling and installation of hardware items so that completion of Work will not be delayed by hardware losses both before and after installation.

	D. Protection and Damage:
	1. Promptly replace products damaged during shipping.
	2. Handle hardware in manner to avoid damage, marring, or scratching.  Correct, replace or repair products damaged during Work.
	3. Protect products against malfunction due to paint, solvent, cleanser, or any chemical agent.

	E. Deliver keys to manufacturer of key control system for subsequent delivery to Owner.
	F. Deliver keys and permanent cores to Owner by registered mail or overnight package service.

	1.7 COORDINATION
	A. Coordinate layout and installation of floor-recessed door hardware with floor construction.  Cast anchoring inserts into concrete.  Concrete, reinforcement, and formwork requirements are specified in Division 03.
	B. Installation Templates:  Distribute for doors, frames, and other work specified to be factory prepared.  Check Shop Drawings of other work to confirm that adequate provisions are made for locating and installing door hardware to comply with indicat...
	C. Security:  Coordinate installation of door hardware, keying, and access control with Owner's security consultant.
	D. Existing Openings:  Where hardware components are scheduled for application to existing construction or where modifications to existing door hardware are required, field verify existing conditions and coordinate installation of door hardware to sui...
	E. Direct shipments not permitted, unless approved by Contractor.

	1.8 WARRANTY
	A. Special Warranty:  Manufacturer's standard form in which manufacturer agrees to repair or replace components of door hardware that fail in materials or workmanship within specified warranty period.
	1. Warranty Period: Years from date of Substantial Completion, for durations indicated.
	a. Closers:
	1) Mechanical: 10 years. Electrified: 2 years.

	b. Automatic Operators: 1 year.
	c. Exit Devices:
	1) Mechanical: 3 years.

	d. Locksets:
	1) Mechanical: 3 years.

	e. Continuous Hinges:  Lifetime warranty

	2. Warranty does not cover damage or faulty operation due to improper installation, improper use or abuse.


	1.9 MAINTENANCE
	A. Maintenance Tools:
	1. Furnish complete set of special tools required for maintenance and adjustment of hardware, including changing of cylinders.



	PART 2 - PRODUCTS
	2.1 MANUFACTURERS
	A. The Owner requires use of certain products for their unique characteristics and particular project suitability to insure continuity of existing and future performance and maintenance standards.  After investigating available product offerings Award...
	1. Where “No Substitute” is noted, submittals and substitution requests for other products will not be considered.

	B. Approval of manufacturers and/or products other than those listed as ”Scheduled Manufacturer ”  or “Acceptable Manufacturers”  in the individual article for the product category shall be in accordance with QUALITY ASSURANCE article, herein.
	C. Approval of products from manufacturers indicated in “Acceptable Manufacturers” is contingent upon those products providing all functions and features and meeting all requirements of scheduled manufacturer’s product.
	D. Hand of Door:  Drawings show direction of slide, swing, or hand of each door leaf.  Furnish each item of hardware for proper installation and operation of door movement as shown.
	E. Where specified hardware is not adaptable to finished shape or size of members requiring hardware, furnish suitable types having same operation and quality as type specified, subject to Architect's approval.

	2.2 MATERIALS
	A. Fasteners
	1. Provide hardware manufactured to conform to published templates, generally prepared for machine screw installation.
	2. Furnish screws for installation with each hardware item.  Finish exposed (exposed under any condition) screws to match hardware finish, or, if exposed in surfaces of other work, to match finish of this other work including prepared for paint surfac...
	3. Provide concealed fasteners for hardware units exposed when door is closed except when no standard units of type specified are available with concealed fasteners.  Do not use thru-bolts for installation where bolt head or nut on opposite face is ex...
	4. Install hardware with fasteners provided by hardware manufacturer.

	B. Provide screws, bolts, expansion shields, drop plates and other devices necessary for hardware installation.
	1. Where fasteners are exposed to view: Finish to match adjacent door hardware material.


	2.3 CONTINUOUS HINGES
	A. Aluminum Geared
	1. Manufacturers:
	a. Scheduled Manufacturer: Ives.
	b. Acceptable Manufacturers: Markar, Stanley.

	2. Requirements:
	a. Provide aluminum geared continuous hinges conforming to ANSI/BHMA A156.25, Grade 2.
	b. Provide aluminum geared continuous hinges, where specified in the hardware sets, fabricated from 6063-T6 aluminum, with 0.25-inch (6 mm) diameter Teflon coated stainless steel hinge pin.
	c. Provide split nylon bearings at each hinge knuckle for quiet, smooth, self-lubricating operation.
	d. Provide hinges capable of supporting door weights up to 450 pounds, and successfully tested for 1,500,000 cycles.
	e. Install hinges with fasteners supplied by manufacturer.
	f. Provide hinges with symmetrical hole pattern.



	2.4 MORTISE LOCKS
	A. Manufacturers and Products:
	1. Scheduled Manufacturer and Product: Schlage L9000 series
	2. Acceptable Manufacturers and Products: No Substitutions

	B. Requirements:
	1. Provide mortise locks conforming to ANSI/BHMA A156.13 Series 1000, Grade 1 Operational, Grade 1 Security, and manufactured from heavy gauge steel, containing components of steel with a zinc dichromate plating for corrosion resistance.  Provide lock...
	2. Indicators: Where specified, provide indicator window measuring a minimum 2 inch x 1/2 inch with 180 degree visibility. Provide messages color-coded with full text and/or symbols, as scheduled, for easy visibility.
	3. Provide locks with standard 2-3/4 inches (70 mm) backset with full 3/4 inch (19 mm) throw stainless steel mechanical anti-friction latchbolt.  Provide deadbolt with full 1 inch (25 mm) throw, constructed of stainless steel.
	4. Provide standard ASA strikes unless extended lip strikes are necessary to protect trim.
	5. Lever Trim: Solid brass, bronze, or stainless steel, cast or forged in design specified, with wrought roses and external lever spring cages.  Provide thru-bolted levers with 2-piece spindles.
	a. Lever Design: Schlage 17N.
	b. Tactile Warning (Knurling): Where required by authority having jurisdiction.  Provide on levers on exterior (secure side) of doors serving rooms considered to be hazardous.



	2.5 EXIT DEVICES
	A. Manufacturers and Products:
	1. Scheduled Manufacturer and Product: Von Duprin 99/33 series
	2. Acceptable Manufacturers and Products: Precision Apex series

	B. Requirements:
	1. Provide exit devices tested to ANSI/BHMA A156.3 Grade 1, and UL listed for Panic Exit Hardware.  Cylinders: Refer to “KEYING” article, herein.
	2. Provide touchpad type exit devices, fabricated of brass, bronze, stainless steel, or aluminum, plated to standard architectural finishes to match balance of door hardware.
	3. Touchpad: Extend minimum of one half of door width.  Match exit device finish, stainless steel for US26, US26D, US28, US32, and US32D finishes; and for all other finishes, provide compatible finish to exit device.  Provide compression springs in de...
	4. Provide exit devices with deadlatching feature for security and for future addition of alarm kits and/or other electrified requirements.
	5. Provide exit devices with manufacturer’s approved strikes.
	6. Provide exit devices cut to door width and height. Locate exit devices at height recommended by exit device manufacturer, allowable by governing building codes, and approved by Architect.
	7. Mount mechanism case flush on face of doors, or provide spacers to fill gaps behind devices.  Where glass trim or molding projects off face of door, provide glass bead kits.
	8. Provide cylinder dogging at non-fire-rated exit devices, unless specified less dogging.
	9. Removable Mullions: 2 inches (51 mm) x 3 inches (76 mm) steel tube.  Where scheduled as keyed removable mullion that is removed by use of a keyed cylinder, which is self-locking when re-installed.
	10. Where lever handles are specified as outside trim for exit devices, provide heavy-duty lever trims with forged or cast escutcheon plates.  Provide vandal-resistant levers that will travel to 90-degree down position when more than 35 pounds of torq...
	a. Lever Style: Match lever style of locksets.
	b. Tactile Warning (Knurling): Where required by authority having jurisdiction. Provide on levers on exterior (secure side) of doors serving rooms considered to be hazardous.

	11. Provide factory drilled weep holes for exit devices used in full exterior application, highly corrosive areas, and where noted in hardware sets.


	2.6 CYLINDERS
	A. Manufacturers:
	1. Scheduled Manufacturer: Schlage Primus
	2. Acceptable Manufacturers: No Substitutions

	B. Requirements:
	1. Provide cylinders/cores, from the same manufacturer of locksets, compliant with ANSI/BHMA A156.5; latest revision, Section 12, Grade 1; permanent cylinders; cylinder face finished to match lockset, manufacturer’s series as indicated. Refer to “KEYI...
	2. Provide cylinders in the below-listed configuration(s), distributed throughout the Project as indicated.
	a. High Security: dual-locking cylinder with permanent core requiring, patented keyway.
	b. Security: dual-locking cylinder with interchangeable core requiring restricted, patented keyway.

	3. Patent Protection: Cylinders/cores requiring use of restricted, patented keys, patent-protected.
	4. Security Cylinders: Where indicated, provide cylinders/cores with “dual-locking mechanism” with interlocking finger pin(s) to check for patented features on keys.
	5. Nickel silver bottom pins.
	6. Temporary Construction Cylinder Keying.
	a. Owner or Owner’s Representative will void operation of temporary construction keys.

	7. Replaceable Construction Cores.
	a. Provide temporary construction cores replaceable by permanent cores, furnished in accordance with the following requirements.
	1) 12 construction change (day) keys.




	2.7 KEYING
	A. Provide a factory registered keying system, complying with guidelines in ANSI/BHMA A156.28, incorporating decisions made at keying conference.
	B. Requirements:
	a. All Locks to be keyed into the owner’s existing Schlage Primus Master Key System as directed by the owner.
	2. Provide keys with the following features.
	a. Material:  Solid nickel plated

	3. Identification:
	a. Mark permanent cylinders/cores and keys with applicable blind code per DHI publication “Keying Systems and Nomenclature” for identification. Blind code marks shall not include actual key cuts.
	b. Identification stamping provisions must be approved by the Architect and Owner.
	c. Failure to comply with stamping requirements shall be cause for replacement of keys involved at no additional cost to Owner.
	d. Forward permanent cylinders/cores to Owner, separately from keys, by means as directed by Owner.

	4. Quantity: Furnish in the following quantities.
	a. Change (Day) Keys:  3 per cylinder/core.
	b. Permanent Control Keys: 3.
	c. Master Keys: 6.
	d. Unused balance of key blanks shall be furnished to Owner with the cut keys.
	e. Extra Keys:
	1) 6 Construction Keys




	2.8 KEY CONTROL SYSTEM
	A. Manufacturers:
	1. Scheduled Manufacturer: Telkee
	2. Acceptable Manufacturers: HPC, Lund

	B. Requirements:
	1. Provide key control system, including envelopes, labels, tags with self-locking key clips, receipt forms, 3-way visible card index, temporary markers, permanent markers, and standard metal cabinet, all as recommended by system manufacturer, with ca...
	a. Provide complete cross index system set up by hardware supplier, and place keys on markers and hooks in cabinet as determined by final key schedule.
	b. Provide hinged-panel type cabinet for wall mounting.



	2.9 DOOR CLOSERS
	A. Manufacturers and Products:
	1. Scheduled Manufacturer and Product: LCN 4040XP series.
	2. Acceptable Manufacturers and Products: Sargent 281 series

	B. Requirements:
	1. Provide door closers conforming to ANSI/BHMA A156.4 Grade 1 requirements by BHMA certified independent testing laboratory.  ISO 9000 certify closers. Stamp units with date of manufacture code.
	2. Provide door closers with fully hydraulic, full rack and pinion action with high strength cast iron cylinder, and full complement bearings at shaft.
	3. Cylinder Body: 1-1/2 inch (38 mm) diameter with 3/4 inch (19 mm) diameter double heat-treated pinion journal.
	4. Hydraulic Fluid: Fireproof, passing requirements of UL10C, and requiring no seasonal closer adjustment for temperatures ranging from 120 degrees F to -30 degrees F.
	5. Spring Power: Continuously adjustable over full range of closer sizes, and providing reduced opening force as required by accessibility codes and standards.
	6. Hydraulic Regulation:  By tamper-proof, non-critical valves, with separate adjustment for latch speed, general speed, and backcheck.
	7. Provide closers with solid forged steel main arms and factory assembled heavy-duty forged forearms for parallel arm closers.
	8. Pressure Relief Valve (PRV) Technology:  Not permitted.
	9. Finish for Closer Cylinders, Arms, Adapter Plates, and Metal Covers: Powder coating finish which has been certified to exceed 100 hours salt spray testing as described in ANSI Standard A156.4 and ASTM B117, or has special rust inhibitor (SRI).
	10. Provide special templates, drop plates, mounting brackets, or adapters for arms as required for details, overhead stops, and other door hardware items interfering with closer mounting.


	2.10 DOOR TRIM
	A. Manufacturers:
	1. Scheduled Manufacturer: Ives
	2. Acceptable Manufacturers: Burns, Rockwood

	B. Requirements:
	1. Provide push plates 4 inches (102 mm) wide by 16 inches (406 mm) high by 0.050 inch (1 mm) thick and beveled 4 edges. Where width of door stile prevents use of 4 inches (102 mm) wide plate, adjust width to fit.
	2. Provide push bars of solid bar stock, diameter and length as scheduled.  Provide push bars of sufficient length to span from center to center of each stile.  Where required, mount back to back with pull.
	3. Provide offset pulls of solid bar stock, diameter and length as scheduled.  Where required, mount back to back with push bar.
	4. Provide flush pulls as scheduled.  Where required, provide back-to-back mounted model.
	5. Provide pulls of solid bar stock, diameter and length as scheduled.  Where required, mount back to back with push bar.
	6. Provide pull plates 4 inches (102 mm) wide by 16 inches (406 mm) high by 0.050 inch (1 mm) thick, beveled 4 edges, and prepped for pull.  Where width of door stile prevents use of 4 inches (102 mm) wide plate, adjust width to fit.
	7. Provide wire pulls of solid bar stock, diameter and length as scheduled.
	8. Provide decorative pulls as scheduled. Where required, mount back to back with pull.


	2.11 OVERHEAD STOPS AND OVERHEAD STOP/HOLDERS
	A. Manufacturers:
	1. Scheduled Manufacturers: Glynn-Johnson
	2. Acceptable Manufacturers: Rixson, Sargent

	B. Requirements:
	1. Provide heavy duty concealed mounted overhead stop or holder as specified for exterior and interior vestibule single acting doors.
	2. Provide heavy duty concealed mounted overhead stop or holder as specified for double acting doors.
	3. Provide heavy or medium duty and concealed or surface mounted overhead stop or holder for interior doors as specified. Provide medium duty surface mounted overhead stop for interior doors and at any door that swings more than 140 degrees before str...
	4. Where overhead holders are specified provide friction type at doors without closer and positive type at doors with closer.


	2.12 DOOR STOPS AND HOLDERS
	A. Manufacturers:
	1. Scheduled Manufacturer: Ives
	2. Acceptable Manufacturers: Burns, Rockwood

	B. Provide door stops at each door leaf:
	1. Provide wall stops wherever possible. Provide convex type where mortise type locks are used and concave type where cylindrical type locks are used.
	2. Where a wall stop cannot be used, provide universal floor stops for low or high rise options.
	3. Where wall or floor stop cannot be used, provide medium duty surface mounted overhead stop.


	2.13 THRESHOLDS, SEALS, DOOR SWEEPS, AUTOMATIC DOOR BOTTOMS, AND GASKETING
	A. Manufacturers:
	1. Scheduled Manufacturer: Zero International
	2. Acceptable Manufacturers: Pemko, Reese

	B. Requirements:
	1. Provide thresholds, weatherstripping (including door sweeps, seals, astragals) and gasketing systems (including smoke, sound, and light) as specified and per architectural details.  Match finish of other items.
	2. Size of thresholds::
	a. Saddle Thresholds: 1/2 inch (13 mm) high by jamb width by door width
	b. Bumper Seal Thresholds: 1/2 inch (13 mm) high by 5 inches (127 mm) wide by door width

	3. Provide door sweeps, seals, astragals, and auto door bottoms only of type where resilient or flexible seal strip is easily replaceable and readily available.


	2.14 SILENCERS
	A. Manufacturers:
	1. Scheduled Manufacturer: Ives
	2. Acceptable Manufacturers: Burns, Rockwood

	B. Requirements:
	1. Provide "push-in" type silencers for hollow metal or wood frames.
	2. Provide one silencer per 30 inches (762 mm) of height on each single frame, and two for each pair frame.
	3. Omit where gasketing is specified.


	2.15 FINISHES
	A. Finish:  BHMA 626/652 (US26D); except:
	1. Hinges at Exterior Doors:  BHMA 630 (US32D)
	2. Continuous Hinges:  BHMA 628 (US28)
	3. Push Plates, Pulls, and Push Bars:  BHMA 630 (US32D)
	4. Protection Plates:  BHMA 630 (US32D)
	5. Overhead Stops and Holders:  BHMA 630 (US32D)
	6. Door Closers:  Powder Coat to Match
	7. Wall Stops:  BHMA 630 (US32D)
	8. Latch Protectors:  BHMA 630 (US32D)
	9. Weatherstripping:  Clear Anodized Aluminum
	10. Thresholds:  Mill Finish Aluminum



	PART 3 - EXECUTION
	3.1 EXAMINATION
	A. Prior to installation of hardware, examine doors and frames, with Installer present, for compliance with requirements for installation tolerances, wall and floor construction, and other conditions affecting performance.
	B. Existing Door and Frame Compatibility: Field verify existing doors and frames receiving new hardware and existing conditions receiving new openings. Verify that new hardware is compatible with existing door and frame preparation and existing condit...
	C. Proceed with installation only after unsatisfactory conditions have been corrected.

	3.2 INSTALLATION
	A. Mounting Heights:  Mount door hardware units at heights to comply with the following, unless otherwise indicated or required to comply with governing regulations.
	1. Standard Steel Doors and Frames:  ANSI/SDI A250.8.
	2. Custom Steel Doors and Frames:  HMMA 831.
	3. Wood Doors:  DHI WDHS.3, "Recommended Locations for Architectural Hardware for Wood Flush Doors."

	B. Install each hardware item in compliance with manufacturer’s instructions and recommendations, using only fasteners provided by manufacturer.
	C. Do not install surface mounted items until finishes have been completed on substrate.  Protect all installed hardware during painting.
	D. Set units level, plumb and true to line and location.  Adjust and reinforce attachment substrate as necessary for proper installation and operation.
	E. Drill and countersink units that are not factory prepared for anchorage fasteners.  Space fasteners and anchors according to industry standards.
	F. Install operating parts so they move freely and smoothly without binding, sticking, or excessive clearance.
	G. Hinges:  Install types and in quantities indicated in door hardware schedule but not fewer than quantity recommended by manufacturer for application indicated or one hinge for every 30 inches (750 mm) of door height, whichever is more stringent, un...
	H. Lock Cylinders:  Install construction cores to secure building and areas during construction period.
	1. Replace construction cores with permanent cores as indicated in keying section.

	I. Key Control System:  Tag keys and place them on markers and hooks in key control system cabinet, as determined by final keying schedule.
	J. Door Closers: Mount closers on room side of corridor doors, inside of exterior doors, and stair side of stairway doors from corridors. Closers shall not be visible in corridors, lobbies and other public spaces unless approved by Architect.
	K. Closer/Holders: Mount closer/holders on room side of corridor doors, inside of exterior doors, and stair side of stairway doors.
	L. Thresholds:  Set thresholds in full bed of sealant complying with requirements specified in Division 07 Section "Joint Sealants."
	M. Stops:  Provide floor stops for doors unless wall or other type stops are indicated in door hardware schedule.  Do not mount floor stops where they may impede traffic or present tripping hazard.
	N. Perimeter Gasketing:  Apply to head and jamb, forming seal between door and frame.
	O. Meeting Stile Gasketing:  Fasten to meeting stiles, forming seal when doors are closed.
	P. Door Bottoms:  Apply to bottom of door, forming seal with threshold when door is closed.

	3.3 FIELD QUALITY CONTROL
	A. Architectural Hardware Consultant:  Engage qualified independent Architectural Hardware Consultant to perform inspections and to prepare inspection reports.
	1. Architectural Hardware Consultant will inspect door hardware and state in each report whether installed work complies with or deviates from requirements, including whether door hardware is properly installed and adjusted.


	3.4 ADJUSTING
	A. Initial Adjustment:  Adjust and check each operating item of door hardware and each door to ensure proper operation or function of every unit.  Replace units that cannot be adjusted to operate as intended.  Adjust door control devices to compensate...
	1. Door Closers:  Adjust sweep period to comply with accessibility requirements and requirements of authorities having jurisdiction.

	B. Occupancy Adjustment:  Approximately three months after date of Substantial Completion, Installer's Architectural Hardware Consultant shall examine and readjust each item of door hardware, including adjusting operating forces, as necessary to ensur...

	3.5 CLEANING AND PROTECTION
	A. Clean adjacent surfaces soiled by door hardware installation.
	B. Clean operating items as necessary to restore proper function and finish.
	C. Provide final protection and maintain conditions that ensure door hardware is without damage or deterioration at time of Substantial Completion.

	3.6 DEMONSTRATION
	A. Provide training for Owner's maintenance personnel to adjust, operate, and maintain door hardware and door hardware finishes.  Refer to Division 01 Section "Demonstration and Training."

	3.7 DOOR HARDWARE SCHEDULE
	A. Locksets, exit devices, and other hardware items are referenced in the following hardware sets for series, type and function. Refer to the above-specifications for special features, options, cylinders/keying, and other requirements.
	B. Hardware Sets as follows:
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	PART 1 -  GENERAL
	1.1 RELATED DOCUMENTS
	A. Drawings and general provisions of the Contract, including General and Supplementary Conditions and Division 1 Specification Sections, apply to this Section.

	1.2 SUMMARY
	A. Scope: This Section includes replacement of manually-operated roller shades. Mounting hardware to be provided and installed for all openings as indicated on drawings.
	1. Contractor to remove and properly dispose of current window blinds located in each of the RTI Classrooms designated for work as indicated on Drawings.


	1.3 SUBMITTALS
	A. Product Data:  For each type of product indicated.  Include styles, material descriptions, construction details, dimensions of individual components and profiles, features, finishes, and operating instructions.
	B. Shop Drawings:  Show location and extent of roller shades.  Include elevations, sections, details, and dimensions not shown in Product Data.  Show installation details, mountings, attachments to other work, operational clearances, and relationship ...
	C. Coordination Drawings:  Reflected ceiling plans, drawn to scale, on which the following items are shown and coordinated with each other, based on input from installers of the items involved:
	1. Ceiling suspension system members and attachment to building structure.
	2. Ceiling-mounted or penetrating items including light fixtures, air outlets and inlets, speakers, sprinklers, recessed shades, and special moldings at walls, column penetrations, and other junctures of acoustical ceilings with adjoining construction.
	3. Shade mounting assembly and attachment.
	4. Size and location of access to shade operator and adjustable components.
	5. Minimum Drawing Scale:  1/4 inch = 1 foot.

	D. Samples for Verification:
	1. Complete, full-size operating unit not less than 16 inches wide for each type of roller shade indicated.
	2. For the following products:
	a. Shade Material:  Not less than 12-inch- square section of fabric, from dye lot used for the Work, with specified treatments applied.  Show complete pattern repeat.  Mark top and face of material.


	E. Window Treatment Schedule:  For roller shades.  Use same designations indicated on Drawings.
	F. Product Certificates:  For each type of roller shade, signed by product manufacturer.
	G. Qualification Data:  For Installer.
	H. Product Test Reports:  For each type of roller shade.
	I. Maintenance Data:  For roller shades to include in maintenance manuals.  Include the following:
	1. Methods for maintaining roller shades and finishes.
	2. Precautions about cleaning materials and methods that could be detrimental to fabrics, finishes, and performance.
	3. Operating hardware.


	1.4 QUALITY ASSURANCE
	A. Installer Qualifications:  Fabricator of products.
	B. Source Limitations:  Obtain roller shades through one source from a single manufacturer.
	C. Fire-Test-Response Characteristics:  Provide roller shade band materials with the fire-test-response characteristics indicated, as determined by testing identical products per test method indicated below by UL or another testing and inspecting agen...
	1. Flame-Resistance Ratings:  Passes NFPA 701.

	D. Product Standard:  Provide roller shades complying with WCMA A 100.1.

	1.5 DELIVERY, STORAGE, AND HANDLING
	A. Deliver shades in factory packages, marked with manufacturer and product name, and location of installation using same designations indicated on Drawings and in a window treatment schedule.

	1.6 PROJECT CONDITIONS
	A. Environmental Limitations:  Do not install roller shades until construction and wet and dirty finish work in spaces, including painting, is complete and ambient temperature and humidity conditions are maintained at the levels indicated for Project ...
	B. Field Measurements:  Where roller shades are indicated to fit to other construction, verify dimensions of other construction by field measurements before fabrication and indicate measurements on Shop Drawings.  Allow clearances for operable glazed ...

	1.7 WARRANTY
	A. Roller Shade Hardware, Chain and Shade-cloth: Manufacturer's standard non-depreciating limited lifetime warranty.
	B. Roller Shade Installation: One year from date of Substantial Completion, not including scaffolding, lifts or other means to reach inaccessible areas.


	PART 2 -  PRODUCTS
	2.1 ROLLER SHADES
	A. Products:  Subject to compliance with requirements, provide one of the following:
	1. Spring Window Fashions (SFW) LLC - (Basis Of Design).
	a. Type:  Manually operated, dual vertical roll-up, fabric, window shade with controls, mounting brackets, end caps, housing, and other components necessary for complete installation.

	2. Equal Products by the following manufacturers:
	a. Draper
	b. Lutron Shading Solutions by VIMCO
	c. Hunter Douglas
	d. MechoShade


	B. Source Limitations:  Obtain all roller shades from single source from single manufacturer.

	2.2 manually operated shades with dual rollers
	A. Chain-and-Clutch Operating Mechanisms: With continuous-loop bead chain and clutch that stops shade movement when bead chain is released; permanently adjusted and lubricated.
	1. Chain Clutch system to be glass-reinforced polyester thermopolymer bi-directional.
	2. Bead Chains: No. 10 Stainless Steel.
	a. Loop Length:  As required to operate full height of window shade.
	b. Limit Stops: Provide upper and lower round nickel-plated steel ball stops.
	c. Chain-Retainer Type: Locking-style chain retainer restricts the operation of the chain unless the chain retainer is properly mounted to a fixed surface such as a window frame, sill, or wall. Compliant with American National Standard for Safety of C...
	1) Color: As selected by Architect from manufacturer’s full color range.
	2) Plastic Bead Chain Color: As selected by Architect from manufacturer’s full color range.


	3. Spring Lift-Assist Mechanisms (SA): Manufacturer's standard for balancing roller-shade weight and lifting heavy roller shades.
	a. Provide 6 lb. (2.7 kg) lift assist for shades as recommended by manufacturer.


	B. Rollers: Extruded aluminum tubes engineered with a channel to accept fabric spline. The diameter and wall thickness to be determined by manufacturer based on fabric selection and shade size to provide minimal deflection and optimal performance.
	1. Dual-Roller Mounting Configuration: Offset, outside roller over and inside roller under.
	a. Drive-End Location:  Right side of front shade, right side of back shade.
	b. Direction of Fabric Band Roll: Regular, from back of roller.

	2. Fabric Band-to-Roller Attachment: Removable spline system shall consist of a co-extruded PVC spline heat­ welded to the shade fabric and inserted into an engineered channel on the roller tube. The spline system allows for adjustability on-site and ...

	C. Mounting Hardware: Brackets, corrosion resistant and compatible with roller mounting configuration, roller assemblies, operating mechanisms, installation accessories, and installation locations and conditions indicated.
	1. Description:  Non-fascia bracket, white powder coated.

	D. Front Fabric Bands:
	1. Fabric Band Material: Light-filtering fabric with 3% openness.
	2. Fabric Band Bottom (Hem) Bar: Extruded aluminum.
	a. Type: Hem bars to be extruded aluminum in weight sufficient for proper shade operation. Enclosed in heat-sealed pocket of fabric band material.
	b. Color and Finish:  As selected by Architect from manufacturer's full range.


	E. Back Fabric Bands:
	1. Fabric Band Material: (Light-blocking fabric] <Insert requirements>.
	2. Fabric Band Bottom (Hem) Bar: Extruded aluminum.
	a. Type: Hem bars to be extruded aluminum in weight sufficient for proper shade operation. Enclosed in heat-sealed pocket of fabric band material.
	b. Color and Finish:  As selected by Architect from manufacturer's full range.


	F. Installation Accessories:
	1. Front Fascia: Aluminum extrusion that conceals front and underside of roller and operating mechanism and attaches to roller end brackets without exposed fasteners.
	a. Shape: L-shaped.
	b. Size: Manufacturer's standard required to conceal roller and fabric band when shade is fully open, but not less than height 7.5 inches (191mm) by 2.25 inches (57 mm).
	c. Color and Finish: As selected by Architect from manufacturer's full range.
	d. End cap: to cover exposed ends of fascia

	2. Exposed Pocket: Rectangular, extruded aluminum 3-sided enclosure covering front, top and back, with optional end caps, and optional removable bottom closure plate.
	a. Width 7.5 inches (191 mm) by Height 8 inches (203 mm).
	b. End cap: to cover exposed ends of pockets.
	c. Color and Finish: (White powder coated]

	3. Recessed Pocket: Rectangular, extruded aluminum enclosure designed for recessed ceiling installation; with front, top, andback formed as one piece, optional end caps, and optional removable bottom closure plate.
	a. Width 7.5 inches (191 mm) by Height 8 inches (203 mm) with 1.25 inch (32 mm) tile support.
	b. Color and Finish:  White powder coated.

	4. Closure Plate and Closure Mount: Removable 2 inch (51 mm) or 3 inch (76 mm) closure plate designed for installation at bottom of site-constructed ceiling recess or pocket and for snap-in attachment to closure mount without fasteners.
	a. Closure-Plate Width:  As indicated on Drawings
	b. Closure Mount:  Without acoustical tile support.
	c. Color and Finish: As selected by Architect from manufacturer’s full range.

	5. Blackout Channels: Extruded aluminum channels with two piece snap design to conceal fasteners. Provide synthetic pile inserts designed to eliminate light gaps at sides of shades.
	a. Side Size: 2 inch by 1 inch to eliminate light gaps at sides of shades.
	b. Center Size: 4 inch (102 mm) by 1 inch (25 mm) to eliminate light gaps between adjoining shades.
	c. Sill Size: 2 inch (51 mm) by 1 inch (25 mm) to eliminate light gaps at bottom edge of shades.
	d. Color and Finish: As selected by Architect from manufacturer’s full range.



	2.3 fabric band materials
	A. Fabric Band Material Flame-Resistance Rating: Comply with NFPA 701. Testing by a qualified testing agency. Identify products with appropriate markings of applicable testing agency.
	B. SWF Contract Crosshatch S Series Light-Filtering Fabric: Woven fabric, stain and fade resistant.
	1. Source: Springs Window Fashions.
	2. Type: PVC-coated polyester, polyester.
	3. Weave: 2x2 Thin Basketweave.
	4. Roll Width: SlO0, S33, S500: As field measured.
	5. Orientation of Fabric Band:  As indicated on Drawings.
	6. Openness Factor: S300 - 3 percent.
	7. Color:  As selected by Architect from manufacturer's full range.

	C. SWF Contract Nightfall Blackout Fabric, Light-Blocking Fabric: Opaque fabric, stain and fade resistant.
	1. Source: Springs Window Fashions.
	2. Type: Blackout, PVC-coated fiberglass with bonded PVC film.
	3. Roll Width: 72 inches (1829 mm).
	4. Orientation on Fiber Band: [Vertical] [Railroaded] [As indicated on Drawings] <Insert requirements>.
	5. Features: [Washable] [Antistatic treatment] <Insert requirements>.
	6. Color: [As indicated on Drawings] [As selected by Architect from manufacturer's full range] <Insert color>.


	2.4 SHADE FABRICATION
	A. Product Safety Standard: Fabricate roller shades to comply with ANSI-WCMA A 100.1, including requirements for flexible, chain-loop devices; lead content of components, and warning labels.
	B. Fabricate units to completely fill existing openings from head to sill and jamb-to-jamb, unless specifically indicated otherwise.
	1. Roller shades are to be mounted to masonry opening surfaces including jambs and masonry lintels for all installations. Do not mount window shade components to window framing.

	C. Fabricate shadecloth to hang flat without buckling or distortion. Fabricate with heat-sealed trimmed edges to hang straight without curling or raveling. Fabricate unguided shadecloth to roll true and straight without shifting sideways more than 1/8...
	1. Bottom hem weights.
	2. Concealed hem tube.

	D. Provide battens in standard shades as required to assure proper tracking and uniform rolling of the shadeband. Contractor shall be responsible for assuring the width-to-height (W:H) ratios shall not exceed manufacturer's standards or, in absence of...
	E. For railroaded shadeband, provide seams in railroaded multi-width shadeband as required to meet size requirements and in accordance with seam alignment as acceptable to Architect.  Seams shall be properly located.
	1. Furnish battens in place of plain seams when the width, height, or weight of the shade exceeds manufacturer's standards. In absence of such standards, assure proper use of seams or battens as required to, and assure the proper tracking of the railr...

	F. Provide battens for railroaded shades when width-to-height (W:H) ratios meet or exceed manufacturer's standards. In absence of manufacturer's standards, be responsible for proper use and placement of battens to assure proper tracking and roll of sh...

	2.5 COMPONENTS
	A. Access and Material Requirements:
	1. Provide shade hardware allowing for the removal of shade roller tube from brackets without removing hardware from opening and without requiring end or center supports to be removed.
	2. Provide shade hardware that allows for removal and re-mounting of the shade bands without having to remove the shade tube, drive or operating support brackets.
	3. Use only Delrin engineered plastics by DuPont for all plastic components of shade hardware.  Styrene based plastics, and /or polyester, or reinforced polyester will not be acceptable.



	PART 3 -  EXECUTION
	3.1 EXAMINATION
	A. Examine substrates, areas, and conditions, with Installer present, for compliance with requirements for installation tolerances, operational clearances, and other conditions affecting performance.
	1. Proceed with installation only after unsatisfactory conditions have been corrected.


	3.2 PREPARATION
	A. Locate all roller shades to be replaced as indicated on Drawings.
	1. Remove all roller shades to be replaced and dispose of in a legal manner. Materials removed become the property of the Contractor.
	2. Fill, patch, and paint adjacent surfaces marred by removal of roller shades.

	B. Clean surfaces thoroughly prior to installation.
	C. Prepare surfaces using the methods recommended by the manufacturer for achieving the best result for the substrate under the project conditions.

	3.3 INSTALLATION
	A. Install roller shades level, plumb, square, and true according to manufacturer's written instructions, and located so shade band is not closer than 2 inches (50 mm) to interior face of glass.  Allow proper clearances for window operation hardware.
	B. Adjust and balance roller shades to operate smoothly, easily, safely, and free from binding or malfunction throughout entire operational range.
	C. Clean roller shade surfaces after installation, according to manufacturer's written instructions.
	D. Engage Installer to train Owner's maintenance personnel to adjust, operate and maintain roller shade systems.

	3.4 ADJUSTING
	A. Adjust and balance roller shades to operate smoothly, easily, safely, and free from binding or malfunction throughout entire operational range.

	3.5 CLEANING AND PROTECTION
	A. Clean roller shade surfaces after installation, according to manufacturer's written instructions.
	B. Provide final protection and maintain conditions, in a manner acceptable to manufacturer and Installer, that ensure that roller shades are without damage or deterioration at time of Substantial Completion.
	C. Touch-up, repair or replace damaged products before Substantial Completion.
	D. Replace damaged roller shades that cannot be repaired, in a manner approved by Architect, before time of Substantial Completion.

	3.6 DEMONSTRATION
	A. Engage a factory-authorized service representative to train Owner's maintenance personnel to adjust, operate, and maintain roller shades.



	087100 FL - DOOR HARDWARE.pdf
	PART 1 - GENERAL
	1.1 RELATED DOCUMENTS
	A. Drawings and general provisions of the Contract, including General and Supplementary Conditions and Division 01 Specification Sections, apply to this Section.

	1.2 SUMMARY
	A. Section includes:
	1. Mechanical door hardware for:
	a. Swinging doors.

	2. Field verification, preparation and modification of existing doors and frames to receive new door hardware.

	B. Exclusions:  Unless specifically listed in hardware sets, hardware is not specified in this section for:
	1. Windows
	2. Cabinets (casework), including locks in cabinets
	3. Signage
	4. Toilet accessories
	5. Overhead doors

	C. Related Sections:
	1. Division 01 Section “Alternates” for alternates affecting this section.
	2. Division 07 Section “Joint Sealants” for sealant requirements applicable to threshold installation specified in this section.
	3. Division 09 sections for touchup finishing or refinishing of existing openings modified by this section.


	1.3 REFERENCES
	A. UL - Underwriters Laboratories
	1. UL 1784 - Air Leakage Tests of Door Assemblies
	2. UL 305 - Panic Hardware

	B. DHI - Door and Hardware Institute
	1. Sequence and Format for the Hardware Schedule
	2. Recommended Locations for Builders Hardware
	3. Key Systems and Nomenclature

	C. ANSI - American National Standards Institute
	1. ANSI/BHMA A156.1 - A156.29, and ANSI/BHMA A156.31 - Standards for Hardware and Specialties


	1.4 SUBMITTALS
	A. General:
	1. Submit in accordance with Conditions of Contract and Division 01 requirements.
	2. Highlight, encircle, or otherwise specifically identify on submittals deviations from Contract Documents, issues of incompatibility or other issues which may detrimentally affect the Work.
	3. Prior to forwarding submittal, comply with procedures for verifying existing door and frame compatibility for new hardware, as specified in PART 3, “EXAMINATION” article, herein.

	B. Action Submittals:
	1. Product Data:  Product data including manufacturers’ technical product data for each item of door hardware, installation instructions, maintenance of operating parts and finish, and other information necessary to show compliance with requirements.
	2. Samples for Verification:  If requested by Architect, submit production sample or sample installations of each type of exposed hardware unit in finish indicated, and tagged with full description for coordination with schedule.
	a. Samples will be returned to supplier in like-new condition.  Units that are acceptable to Architect may, after final check of operations, be incorporated into Work, within limitations of key coordination requirements.

	3. Door Hardware Schedule:  Submit schedule with hardware sets in vertical format as illustrated by Sequence of Format for the Hardware Schedule as published by the Door and Hardware Institute.  Indicate complete designations of each item required for...
	a. Door Index; include door number, heading number, and Architects hardware set number.
	b. Opening Lock Function Spreadsheet: List locking device and function for each opening.
	c. Type, style, function, size, and finish of each hardware item.
	d. Name and manufacturer of each item.
	e. Fastenings and other pertinent information.
	f. Location of each hardware set cross-referenced to indications on Drawings.
	g. Explanation of all abbreviations, symbols, and codes contained in schedule.
	h. Mounting locations for hardware.
	i. Door and frame sizes and materials.
	j. Name and phone number for local manufacturer's representative for each product.
	1) Submittal Sequence:  Submit door hardware schedule concurrent with submissions of Product Data, Samples, and Shop Drawings.  Coordinate submission of door hardware schedule with scheduling requirements of other work to facilitate fabrication of oth...


	4. Key Schedule:
	a. After Keying Conference, provide keying schedule listing levels of keying as well as explanation of key system's function, key symbols used and door numbers controlled.
	b. Use ANSI/BHMA A156.28 “Recommended Practices for Keying Systems” as guideline for nomenclature, definitions, and approach for selecting optimal keying system.
	c. Provide 3 copies of keying schedule for review prepared and detailed in accordance with referenced DHI publication.  Include schematic keying diagram and index each key to unique door designations.
	d. Index keying schedule by door number, keyset, hardware heading number, cross keying instructions, and special key stamping instructions.
	e. Provide one complete bitting list of key cuts and one key system schematic illustrating system usage and expansion.
	1) Forward bitting list, key cuts and key system schematic directly to Owner, by means as directed by Owner.

	f. Prepare key schedule by or under supervision of supplier, detailing Owner’s final keying instructions for locks.

	5. Templates: After final approval of hardware schedule, provide templates for doors, frames and other work specified to be factory prepared for door hardware installation.

	C. Informational Submittals:
	1. Qualification Data:  For Supplier, Installer and Architectural Hardware Consultant.
	2. Product Certificates for electrified door hardware, signed by manufacturer:
	3. Certificates of Compliance:
	a. Installer Training Meeting Certification:  Letter of compliance, signed by Contractor, attesting to completion of installer training meeting specified in “QUALITY ASSURANCE” article, herein.

	4. Product Test Reports:  For compliance with accessibility requirements, based on evaluation of comprehensive tests performed by manufacturer and witnessed by qualified testing agency, for door hardware on doors located in accessible routes.
	5. Warranty:  Special warranty specified in this Section.

	D. Closeout Submittals:
	1. Operations and Maintenance Data:  Provide in accordance with Division 01 and include:
	a. Complete information on care, maintenance, and adjustment; data on repair and replacement parts, and information on preservation of finishes.
	b. Catalog pages for each product.
	c. Name, address, and phone number of local representative for each manufacturer.
	d. Parts list for each product.
	e. Final approved hardware schedule, edited to reflect conditions as-installed.
	f. Final keying schedule
	g. Copies of floor plans with keying nomenclature
	h. Copy of warranties including appropriate reference numbers for manufacturers to identify project.



	1.5 QUALITY ASSURANCE
	A. Product Substitutions: Comply with product requirements stated in Division 01 and as specified herein.
	1. Where specific manufacturer’s product is named and accompanied by “No Substitute,” including make or model number or other designation, provide product specified. (Note: Certain products have been selected for their unique characteristics and parti...
	a. Where no additional products or manufacturers are listed in product category, requirements for “No Substitute” govern product selection.

	2. Where products indicate “acceptable manufacturers” or “acceptable manufacturers and products”, provide product from specified manufacturers, subject to compliance with specified requirements and “Single Source Responsibility” requirements stated he...

	B. Supplier Qualifications and Responsibilities: Recognized architectural hardware supplier with record of successful in-service performance for supplying door hardware similar in quantity, type, and quality to that indicated for this Project and that...
	1. Warehousing Facilities:  In Project's vicinity.
	2. Scheduling Responsibility:  Preparation of door hardware and keying schedules.

	C. Installer Qualifications: Qualified tradesmen, skilled in application of commercial grade hardware with record of successful in-service performance for installing door hardware similar in quantity, type, and quality to that indicated for this Project.
	D. Architectural Hardware Consultant Qualifications:  Person who is experienced in providing consulting services for door hardware installations that are comparable in material, design, and extent to that indicated for this Project and meets these req...
	1. For door hardware, DHI-certified, Architectural Hardware Consultant (AHC).
	2. Can provide installation and technical data to Architect and other related subcontractors.
	3. Can inspect and verify components are in working order upon completion of installation.
	4. Capable of producing wiring diagrams.

	E. Single Source Responsibility:  Obtain each type of door hardware from single manufacturer.
	F. Means of Egress Doors:  Latches do not require more than 15 lbf (67 N) to release latch.  Locks do not require use of key, tool, or special knowledge for operation.
	G. Accessibility Requirements:  For door hardware on doors in an accessible route, comply with governing accessibility regulations cited in “REFERENCES” article, herein.
	1. Provide operating devices that do not require tight grasping, pinching, or twisting of wrist and that operate with force of not more than 5 lbf (22.2 N).
	2. Maximum opening-force requirements:
	a. Interior, Non-Fire-Rated Hinged Doors:  5 lbf (22.2 N) applied perpendicular to door.
	b. Sliding or Folding Doors:  5 lbf (22.2 N) applied parallel to door at latch.

	3. Bevel raised thresholds with slope of not more than 1:2.  Provide thresholds not more than 1/2 inch (13 mm) high.
	4. Adjust door closer sweep periods so that, from open position of 70 degrees, door will take at least 3 seconds to move to 3 inches (75 mm) from latch, measured to leading edge of door.

	H. Keying Conference:  Conduct conference at Project site to comply with requirements in Division 01.
	1. Attendees: Owner, Contractor, Architect, Installer and Supplier’s Architectural Hardware Consultant.
	2. Incorporate keying conference decisions into final keying schedule after reviewing door hardware keying system including:
	a. Function of building, flow of traffic, purpose of each area, degree of security required, and plans for future expansion.
	b. Preliminary key system schematic diagram.
	c. Requirements for key control system.
	d. Requirements for access control.
	e. Address for delivery of keys.


	I. Coordination Conferences:
	1. Installation Coordination Conference: Prior to hardware installation, schedule and hold meeting to review questions or concerns related to proper installation and adjustment of door hardware.
	a. Attendees: Door hardware supplier, door hardware installer, Contractor.
	b. After meeting, provide letter of compliance to Architect, indicating when meeting was held and who was in attendance.



	1.6 .DELIVERY, STORAGE, AND HANDLING
	A. Inventory door hardware on receipt and provide secure lock-up for hardware delivered to Project site.
	B. Tag each item or package separately with identification coordinated with final door hardware schedule, and include installation instructions, templates, and necessary fasteners with each item or package.
	1. Deliver each article of hardware in manufacturer’s original packaging.

	C. Project Conditions:
	1. Maintain manufacturer-recommended environmental conditions throughout storage and installation periods.
	2. Provide secure lock-up for door hardware delivered to Project, but not yet installed.  Control handling and installation of hardware items so that completion of Work will not be delayed by hardware losses both before and after installation.

	D. Protection and Damage:
	1. Promptly replace products damaged during shipping.
	2. Handle hardware in manner to avoid damage, marring, or scratching.  Correct, replace or repair products damaged during Work.
	3. Protect products against malfunction due to paint, solvent, cleanser, or any chemical agent.

	E. Deliver keys to manufacturer of key control system for subsequent delivery to Owner.
	F. Deliver keys and permanent cores to Owner by registered mail or overnight package service.

	1.7 COORDINATION
	A. Coordinate layout and installation of floor-recessed door hardware with floor construction.  Cast anchoring inserts into concrete.  Concrete, reinforcement, and formwork requirements are specified in Division 03.
	B. Installation Templates:  Distribute for doors, frames, and other work specified to be factory prepared.  Check Shop Drawings of other work to confirm that adequate provisions are made for locating and installing door hardware to comply with indicat...
	C. Security:  Coordinate installation of door hardware, keying, and access control with Owner's security consultant.
	D. Existing Openings:  Where hardware components are scheduled for application to existing construction or where modifications to existing door hardware are required, field verify existing conditions and coordinate installation of door hardware to sui...
	E. Direct shipments not permitted, unless approved by Contractor.

	1.8 WARRANTY
	A. Special Warranty:  Manufacturer's standard form in which manufacturer agrees to repair or replace components of door hardware that fail in materials or workmanship within specified warranty period.
	1. Warranty Period: Years from date of Substantial Completion, for durations indicated.
	a. Closers:
	1) Mechanical: 10 years. Electrified: 2 years.

	b. Automatic Operators: 1 year.
	c. Exit Devices:
	1) Mechanical: 3 years.

	d. Locksets:
	1) Mechanical: 3 years.

	e. Continuous Hinges:  Lifetime warranty

	2. Warranty does not cover damage or faulty operation due to improper installation, improper use or abuse.


	1.9 MAINTENANCE
	A. Maintenance Tools:
	1. Furnish complete set of special tools required for maintenance and adjustment of hardware, including changing of cylinders.



	PART 2 - PRODUCTS
	2.1 MANUFACTURERS
	A. The Owner requires use of certain products for their unique characteristics and particular project suitability to insure continuity of existing and future performance and maintenance standards.  After investigating available product offerings Award...
	1. Where “No Substitute” is noted, submittals and substitution requests for other products will not be considered.

	B. Approval of manufacturers and/or products other than those listed as ”Scheduled Manufacturer ”  or “Acceptable Manufacturers”  in the individual article for the product category shall be in accordance with QUALITY ASSURANCE article, herein.
	C. Approval of products from manufacturers indicated in “Acceptable Manufacturers” is contingent upon those products providing all functions and features and meeting all requirements of scheduled manufacturer’s product.
	D. Hand of Door:  Drawings show direction of slide, swing, or hand of each door leaf.  Furnish each item of hardware for proper installation and operation of door movement as shown.
	E. Where specified hardware is not adaptable to finished shape or size of members requiring hardware, furnish suitable types having same operation and quality as type specified, subject to Architect's approval.

	2.2 MATERIALS
	A. Fasteners
	1. Provide hardware manufactured to conform to published templates, generally prepared for machine screw installation.
	2. Furnish screws for installation with each hardware item.  Finish exposed (exposed under any condition) screws to match hardware finish, or, if exposed in surfaces of other work, to match finish of this other work including prepared for paint surfac...
	3. Provide concealed fasteners for hardware units exposed when door is closed except when no standard units of type specified are available with concealed fasteners.  Do not use thru-bolts for installation where bolt head or nut on opposite face is ex...
	4. Install hardware with fasteners provided by hardware manufacturer.

	B. Provide screws, bolts, expansion shields, drop plates and other devices necessary for hardware installation.
	1. Where fasteners are exposed to view: Finish to match adjacent door hardware material.


	2.3 CONTINUOUS HINGES
	A. Aluminum Geared
	1. Manufacturers:
	a. Scheduled Manufacturer: Ives.
	b. Acceptable Manufacturers: Markar, Stanley.

	2. Requirements:
	a. Provide aluminum geared continuous hinges conforming to ANSI/BHMA A156.25, Grade 2.
	b. Provide aluminum geared continuous hinges, where specified in the hardware sets, fabricated from 6063-T6 aluminum, with 0.25-inch (6 mm) diameter Teflon coated stainless steel hinge pin.
	c. Provide split nylon bearings at each hinge knuckle for quiet, smooth, self-lubricating operation.
	d. Provide hinges capable of supporting door weights up to 450 pounds, and successfully tested for 1,500,000 cycles.
	e. Install hinges with fasteners supplied by manufacturer.
	f. Provide hinges with symmetrical hole pattern.



	2.4 MORTISE LOCKS
	A. Manufacturers and Products:
	1. Scheduled Manufacturer and Product: Schlage L9000 series
	2. Acceptable Manufacturers and Products: No Substitutions

	B. Requirements:
	1. Provide mortise locks conforming to ANSI/BHMA A156.13 Series 1000, Grade 1 Operational, Grade 1 Security, and manufactured from heavy gauge steel, containing components of steel with a zinc dichromate plating for corrosion resistance.  Provide lock...
	2. Indicators: Where specified, provide indicator window measuring a minimum 2 inch x 1/2 inch with 180 degree visibility. Provide messages color-coded with full text and/or symbols, as scheduled, for easy visibility.
	3. Provide locks with standard 2-3/4 inches (70 mm) backset with full 3/4 inch (19 mm) throw stainless steel mechanical anti-friction latchbolt.  Provide deadbolt with full 1 inch (25 mm) throw, constructed of stainless steel.
	4. Provide standard ASA strikes unless extended lip strikes are necessary to protect trim.
	5. Lever Trim: Solid brass, bronze, or stainless steel, cast or forged in design specified, with wrought roses and external lever spring cages.  Provide thru-bolted levers with 2-piece spindles.
	a. Lever Design: Schlage 17N.
	b. Tactile Warning (Knurling): Where required by authority having jurisdiction.  Provide on levers on exterior (secure side) of doors serving rooms considered to be hazardous.



	2.5 EXIT DEVICES
	A. Manufacturers and Products:
	1. Scheduled Manufacturer and Product: Von Duprin 99/33 series
	2. Acceptable Manufacturers and Products: Precision Apex series

	B. Requirements:
	1. Provide exit devices tested to ANSI/BHMA A156.3 Grade 1, and UL listed for Panic Exit Hardware.  Cylinders: Refer to “KEYING” article, herein.
	2. Provide touchpad type exit devices, fabricated of brass, bronze, stainless steel, or aluminum, plated to standard architectural finishes to match balance of door hardware.
	3. Touchpad: Extend minimum of one half of door width.  Match exit device finish, stainless steel for US26, US26D, US28, US32, and US32D finishes; and for all other finishes, provide compatible finish to exit device.  Provide compression springs in de...
	4. Provide exit devices with deadlatching feature for security and for future addition of alarm kits and/or other electrified requirements.
	5. Provide exit devices with manufacturer’s approved strikes.
	6. Provide exit devices cut to door width and height. Locate exit devices at height recommended by exit device manufacturer, allowable by governing building codes, and approved by Architect.
	7. Mount mechanism case flush on face of doors, or provide spacers to fill gaps behind devices.  Where glass trim or molding projects off face of door, provide glass bead kits.
	8. Provide cylinder dogging at non-fire-rated exit devices, unless specified less dogging.
	9. Removable Mullions: 2 inches (51 mm) x 3 inches (76 mm) steel tube.  Where scheduled as keyed removable mullion that is removed by use of a keyed cylinder, which is self-locking when re-installed.
	10. Where lever handles are specified as outside trim for exit devices, provide heavy-duty lever trims with forged or cast escutcheon plates.  Provide vandal-resistant levers that will travel to 90-degree down position when more than 35 pounds of torq...
	a. Lever Style: Match lever style of locksets.
	b. Tactile Warning (Knurling): Where required by authority having jurisdiction. Provide on levers on exterior (secure side) of doors serving rooms considered to be hazardous.

	11. Provide factory drilled weep holes for exit devices used in full exterior application, highly corrosive areas, and where noted in hardware sets.


	2.6 CYLINDERS
	A. Manufacturers:
	1. Scheduled Manufacturer: Schlage Primus
	2. Acceptable Manufacturers: No Substitutions

	B. Requirements:
	1. Provide cylinders/cores, from the same manufacturer of locksets, compliant with ANSI/BHMA A156.5; latest revision, Section 12, Grade 1; permanent cylinders; cylinder face finished to match lockset, manufacturer’s series as indicated. Refer to “KEYI...
	2. Provide cylinders in the below-listed configuration(s), distributed throughout the Project as indicated.
	a. High Security: dual-locking cylinder with permanent core requiring, patented keyway.
	b. Security: dual-locking cylinder with interchangeable core requiring restricted, patented keyway.

	3. Patent Protection: Cylinders/cores requiring use of restricted, patented keys, patent-protected.
	4. Security Cylinders: Where indicated, provide cylinders/cores with “dual-locking mechanism” with interlocking finger pin(s) to check for patented features on keys.
	5. Nickel silver bottom pins.
	6. Temporary Construction Cylinder Keying.
	a. Owner or Owner’s Representative will void operation of temporary construction keys.

	7. Replaceable Construction Cores.
	a. Provide temporary construction cores replaceable by permanent cores, furnished in accordance with the following requirements.
	1) 12 construction change (day) keys.




	2.7 KEYING
	A. Provide a factory registered keying system, complying with guidelines in ANSI/BHMA A156.28, incorporating decisions made at keying conference.
	B. Requirements:
	a. All Locks to be keyed into the owner’s existing Schlage Primus Master Key System as directed by the owner.
	2. Provide keys with the following features.
	a. Material:  Solid nickel plated

	3. Identification:
	a. Mark permanent cylinders/cores and keys with applicable blind code per DHI publication “Keying Systems and Nomenclature” for identification. Blind code marks shall not include actual key cuts.
	b. Identification stamping provisions must be approved by the Architect and Owner.
	c. Failure to comply with stamping requirements shall be cause for replacement of keys involved at no additional cost to Owner.
	d. Forward permanent cylinders/cores to Owner, separately from keys, by means as directed by Owner.

	4. Quantity: Furnish in the following quantities.
	a. Change (Day) Keys:  3 per cylinder/core.
	b. Permanent Control Keys: 3.
	c. Master Keys: 6.
	d. Unused balance of key blanks shall be furnished to Owner with the cut keys.
	e. Extra Keys:
	1) 6 Construction Keys




	2.8 KEY CONTROL SYSTEM
	A. Manufacturers:
	1. Scheduled Manufacturer: Telkee
	2. Acceptable Manufacturers: HPC, Lund

	B. Requirements:
	1. Provide key control system, including envelopes, labels, tags with self-locking key clips, receipt forms, 3-way visible card index, temporary markers, permanent markers, and standard metal cabinet, all as recommended by system manufacturer, with ca...
	a. Provide complete cross index system set up by hardware supplier, and place keys on markers and hooks in cabinet as determined by final key schedule.
	b. Provide hinged-panel type cabinet for wall mounting.



	2.9 DOOR CLOSERS
	A. Manufacturers and Products:
	1. Scheduled Manufacturer and Product: LCN 4040XP series.
	2. Acceptable Manufacturers and Products: Sargent 281 series

	B. Requirements:
	1. Provide door closers conforming to ANSI/BHMA A156.4 Grade 1 requirements by BHMA certified independent testing laboratory.  ISO 9000 certify closers. Stamp units with date of manufacture code.
	2. Provide door closers with fully hydraulic, full rack and pinion action with high strength cast iron cylinder, and full complement bearings at shaft.
	3. Cylinder Body: 1-1/2 inch (38 mm) diameter with 3/4 inch (19 mm) diameter double heat-treated pinion journal.
	4. Hydraulic Fluid: Fireproof, passing requirements of UL10C, and requiring no seasonal closer adjustment for temperatures ranging from 120 degrees F to -30 degrees F.
	5. Spring Power: Continuously adjustable over full range of closer sizes, and providing reduced opening force as required by accessibility codes and standards.
	6. Hydraulic Regulation:  By tamper-proof, non-critical valves, with separate adjustment for latch speed, general speed, and backcheck.
	7. Provide closers with solid forged steel main arms and factory assembled heavy-duty forged forearms for parallel arm closers.
	8. Pressure Relief Valve (PRV) Technology:  Not permitted.
	9. Finish for Closer Cylinders, Arms, Adapter Plates, and Metal Covers: Powder coating finish which has been certified to exceed 100 hours salt spray testing as described in ANSI Standard A156.4 and ASTM B117, or has special rust inhibitor (SRI).
	10. Provide special templates, drop plates, mounting brackets, or adapters for arms as required for details, overhead stops, and other door hardware items interfering with closer mounting.


	2.10 DOOR TRIM
	A. Manufacturers:
	1. Scheduled Manufacturer: Ives
	2. Acceptable Manufacturers: Burns, Rockwood

	B. Requirements:
	1. Provide push plates 4 inches (102 mm) wide by 16 inches (406 mm) high by 0.050 inch (1 mm) thick and beveled 4 edges. Where width of door stile prevents use of 4 inches (102 mm) wide plate, adjust width to fit.
	2. Provide push bars of solid bar stock, diameter and length as scheduled.  Provide push bars of sufficient length to span from center to center of each stile.  Where required, mount back to back with pull.
	3. Provide offset pulls of solid bar stock, diameter and length as scheduled.  Where required, mount back to back with push bar.
	4. Provide flush pulls as scheduled.  Where required, provide back-to-back mounted model.
	5. Provide pulls of solid bar stock, diameter and length as scheduled.  Where required, mount back to back with push bar.
	6. Provide pull plates 4 inches (102 mm) wide by 16 inches (406 mm) high by 0.050 inch (1 mm) thick, beveled 4 edges, and prepped for pull.  Where width of door stile prevents use of 4 inches (102 mm) wide plate, adjust width to fit.
	7. Provide wire pulls of solid bar stock, diameter and length as scheduled.
	8. Provide decorative pulls as scheduled. Where required, mount back to back with pull.


	2.11 OVERHEAD STOPS AND OVERHEAD STOP/HOLDERS
	A. Manufacturers:
	1. Scheduled Manufacturers: Glynn-Johnson
	2. Acceptable Manufacturers: Rixson, Sargent

	B. Requirements:
	1. Provide heavy duty concealed mounted overhead stop or holder as specified for exterior and interior vestibule single acting doors.
	2. Provide heavy duty concealed mounted overhead stop or holder as specified for double acting doors.
	3. Provide heavy or medium duty and concealed or surface mounted overhead stop or holder for interior doors as specified. Provide medium duty surface mounted overhead stop for interior doors and at any door that swings more than 140 degrees before str...
	4. Where overhead holders are specified provide friction type at doors without closer and positive type at doors with closer.


	2.12 DOOR STOPS AND HOLDERS
	A. Manufacturers:
	1. Scheduled Manufacturer: Ives
	2. Acceptable Manufacturers: Burns, Rockwood

	B. Provide door stops at each door leaf:
	1. Provide wall stops wherever possible. Provide convex type where mortise type locks are used and concave type where cylindrical type locks are used.
	2. Where a wall stop cannot be used, provide universal floor stops for low or high rise options.
	3. Where wall or floor stop cannot be used, provide medium duty surface mounted overhead stop.


	2.13 THRESHOLDS, SEALS, DOOR SWEEPS, AUTOMATIC DOOR BOTTOMS, AND GASKETING
	A. Manufacturers:
	1. Scheduled Manufacturer: Zero International
	2. Acceptable Manufacturers: Pemko, Reese

	B. Requirements:
	1. Provide thresholds, weatherstripping (including door sweeps, seals, astragals) and gasketing systems (including smoke, sound, and light) as specified and per architectural details.  Match finish of other items.
	2. Size of thresholds::
	a. Saddle Thresholds: 1/2 inch (13 mm) high by jamb width by door width
	b. Bumper Seal Thresholds: 1/2 inch (13 mm) high by 5 inches (127 mm) wide by door width

	3. Provide door sweeps, seals, astragals, and auto door bottoms only of type where resilient or flexible seal strip is easily replaceable and readily available.


	2.14 SILENCERS
	A. Manufacturers:
	1. Scheduled Manufacturer: Ives
	2. Acceptable Manufacturers: Burns, Rockwood

	B. Requirements:
	1. Provide "push-in" type silencers for hollow metal or wood frames.
	2. Provide one silencer per 30 inches (762 mm) of height on each single frame, and two for each pair frame.
	3. Omit where gasketing is specified.


	2.15 FINISHES
	A. Finish:  BHMA 626/652 (US26D); except:
	1. Hinges at Exterior Doors:  BHMA 630 (US32D)
	2. Continuous Hinges:  BHMA 628 (US28)
	3. Push Plates, Pulls, and Push Bars:  BHMA 630 (US32D)
	4. Protection Plates:  BHMA 630 (US32D)
	5. Overhead Stops and Holders:  BHMA 630 (US32D)
	6. Door Closers:  Powder Coat to Match
	7. Wall Stops:  BHMA 630 (US32D)
	8. Latch Protectors:  BHMA 630 (US32D)
	9. Weatherstripping:  Clear Anodized Aluminum
	10. Thresholds:  Mill Finish Aluminum



	PART 3 - EXECUTION
	3.1 EXAMINATION
	A. Prior to installation of hardware, examine doors and frames, with Installer present, for compliance with requirements for installation tolerances, wall and floor construction, and other conditions affecting performance.
	B. Existing Door and Frame Compatibility: Field verify existing doors and frames receiving new hardware and existing conditions receiving new openings. Verify that new hardware is compatible with existing door and frame preparation and existing condit...
	C. Proceed with installation only after unsatisfactory conditions have been corrected.

	3.2 INSTALLATION
	A. Mounting Heights:  Mount door hardware units at heights to comply with the following, unless otherwise indicated or required to comply with governing regulations.
	1. Standard Steel Doors and Frames:  ANSI/SDI A250.8.
	2. Custom Steel Doors and Frames:  HMMA 831.
	3. Wood Doors:  DHI WDHS.3, "Recommended Locations for Architectural Hardware for Wood Flush Doors."

	B. Install each hardware item in compliance with manufacturer’s instructions and recommendations, using only fasteners provided by manufacturer.
	C. Do not install surface mounted items until finishes have been completed on substrate.  Protect all installed hardware during painting.
	D. Set units level, plumb and true to line and location.  Adjust and reinforce attachment substrate as necessary for proper installation and operation.
	E. Drill and countersink units that are not factory prepared for anchorage fasteners.  Space fasteners and anchors according to industry standards.
	F. Install operating parts so they move freely and smoothly without binding, sticking, or excessive clearance.
	G. Hinges:  Install types and in quantities indicated in door hardware schedule but not fewer than quantity recommended by manufacturer for application indicated or one hinge for every 30 inches (750 mm) of door height, whichever is more stringent, un...
	H. Lock Cylinders:  Install construction cores to secure building and areas during construction period.
	1. Replace construction cores with permanent cores as indicated in keying section.

	I. Key Control System:  Tag keys and place them on markers and hooks in key control system cabinet, as determined by final keying schedule.
	J. Door Closers: Mount closers on room side of corridor doors, inside of exterior doors, and stair side of stairway doors from corridors. Closers shall not be visible in corridors, lobbies and other public spaces unless approved by Architect.
	K. Closer/Holders: Mount closer/holders on room side of corridor doors, inside of exterior doors, and stair side of stairway doors.
	L. Thresholds:  Set thresholds in full bed of sealant complying with requirements specified in Division 07 Section "Joint Sealants."
	M. Stops:  Provide floor stops for doors unless wall or other type stops are indicated in door hardware schedule.  Do not mount floor stops where they may impede traffic or present tripping hazard.
	N. Perimeter Gasketing:  Apply to head and jamb, forming seal between door and frame.
	O. Meeting Stile Gasketing:  Fasten to meeting stiles, forming seal when doors are closed.
	P. Door Bottoms:  Apply to bottom of door, forming seal with threshold when door is closed.

	3.3 FIELD QUALITY CONTROL
	A. Architectural Hardware Consultant:  Engage qualified independent Architectural Hardware Consultant to perform inspections and to prepare inspection reports.
	1. Architectural Hardware Consultant will inspect door hardware and state in each report whether installed work complies with or deviates from requirements, including whether door hardware is properly installed and adjusted.


	3.4 ADJUSTING
	A. Initial Adjustment:  Adjust and check each operating item of door hardware and each door to ensure proper operation or function of every unit.  Replace units that cannot be adjusted to operate as intended.  Adjust door control devices to compensate...
	1. Door Closers:  Adjust sweep period to comply with accessibility requirements and requirements of authorities having jurisdiction.

	B. Occupancy Adjustment:  Approximately three months after date of Substantial Completion, Installer's Architectural Hardware Consultant shall examine and readjust each item of door hardware, including adjusting operating forces, as necessary to ensur...

	3.5 CLEANING AND PROTECTION
	A. Clean adjacent surfaces soiled by door hardware installation.
	B. Clean operating items as necessary to restore proper function and finish.
	C. Provide final protection and maintain conditions that ensure door hardware is without damage or deterioration at time of Substantial Completion.

	3.6 DEMONSTRATION
	A. Provide training for Owner's maintenance personnel to adjust, operate, and maintain door hardware and door hardware finishes.  Refer to Division 01 Section "Demonstration and Training."

	3.7 DOOR HARDWARE SCHEDULE
	A. Locksets, exit devices, and other hardware items are referenced in the following hardware sets for series, type and function. Refer to the above-specifications for special features, options, cylinders/keying, and other requirements.
	B. Hardware Sets as follows:
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	011000 FL - SUMMARY
	PART 1 -  GENERAL
	1.1 RELATED DOCUMENTS
	A. Drawings and general provisions of the Contract, including General and Supplementary Conditions and other Division 01 Specification Sections, apply to this Section.
	A. Section Includes:
	1. Project information.
	2. Work covered by Contract Documents.
	3. Work by Owner.
	4. Access to site.
	5. Work restrictions.
	6. Coordination with Occupants.
	7. Specification and Drawing conventions.
	8. Code Compliance

	B. Related Requirements:
	1. Section 015000 "Temporary Facilities and Controls" for limitations and procedures governing temporary use of Owner's facilities.


	1.3 PROJECT INFORMATION
	A. Project Identification:  Renovations To Regional Training Institute for the West Virginia Army National Guard.
	1. Project Location:  Camp Dawson, Kingwood, WV.
	2. Owner: West Virginia Army National Guard
	Construction and Facilities Maintenance Office
	1703 Coonskin Drive
	Charleston, West Virginia 25311


	1.4 WORK COVERED BY CONTRACT DOCUMENTS
	A. The Work of this Project will be conducted under a single-prime contract.
	B. The Work of this Project is defined by the Contract Documents, and consists of the following:
	1. Selective demolition.
	2. Replacement of exterior storefront system, entrances and frames as scheduled.
	3. This project involves a Base Bid and two Add-Alternate Bids for additional construction as shown on the Drawings and as specified in Section 012300 “Alternates” and the Bid Form.

	A. General:  Contractor shall have limited use of Project site for construction operations as indicated on Drawings by the Contract limits and as indicated by requirements of this Section.
	B. Use of Site:  Limit use of Project site to areas within the Contract limits indicated.  Do not disturb portions of Project site beyond areas in which the Work is indicated.
	1. Driveways, Walkways and Entrances:  Keep driveways and entrances serving premises clear and available to Owner, Owner's employees, and emergency vehicles at all times.  Do not use these areas for parking or storage of materials.
	a. Schedule deliveries to minimize use of driveways and entrances by construction operations, and to minimize space and time requirements for storage of materials and equipment on-site.
	b. Protect all driveways, walks, and entrances during construction and repair all damage to same caused by construction operations to satisfaction of Architect and Owner.



	1.6 WORK RESTRICTIONS
	A. Work Restrictions, General:  Comply with restrictions on construction operations.
	1. Comply with limitations on use of public streets and with other requirements of authorities having jurisdiction.

	B. On-Site Work Hours:  Limit work on site to normal business working hours of 7:00 a.m. to 5:00 p.m., Monday through Friday, unless otherwise indicated.
	1. Weekend Hours:  Owner’s discretionary permission required with 72 hours notice/request given by Contractor.

	C. Noise, Vibration, and Odors:  Coordinate operations that may result in high levels of noise and vibration, odors, or other disruption to Owner occupancy with Owner.
	1. Notify Owner not less than three days in advance of proposed disruptive operations.
	2. Obtain Owner's written permission before proceeding with disruptive operations.

	D. Controlled Substances:  Use of tobacco products and other controlled substances on Project site is not permitted.
	E. All construction personnel are to observe and practice professional personal conduct including civil language and appropriate working attire at all times while on project site.
	F. Employee Screening: Comply with Owner's requirements for drug and background screening of Contractor personnel working on Project site.
	1. Maintain list of approved screened personnel with Owner's representative.

	G. Condition of Existing Grounds: Maintain portions of existing grounds, landscaping, and hardscaping affected by construction operations throughout construction period. Repair damage caused by construction operations.

	1.7 COORDINATION WITH OCCUPANTS
	A. Building site is on the grounds of a military base camp. Owner will occupy site and adjacent building(s) during entire construction period. Cooperate with Owner during construction operations to minimize conflicts and facilitate Owner usage. Perfor...
	1. Maintain access to existing walkways, corridors, and other adjacent occupied or used facilities. Do not close or obstruct walkways, corridors, or other occupied or used facilities without written permission from Owner and approval of authorities ha...
	2. Notify Owner not less than 72 hours in advance of activities that will affect Owner's operations.


	1.8 SPECIFICATION AND DRAWING CONVENTIONS
	A. Specification Format:  The Specifications are organized into Divisions and Sections using the 40-division format and CSI "MasterFormat" numbering system.
	1. Section Identification:  The Specifications use Section numbers and titles to help cross-referencing in the Contract Documents.  Sections in the Project Manual are in numeric sequence; however, the sequence is incomplete because all available Secti...

	B. Specification Content: The Specifications use certain conventions for the style of language and the intended meaning of certain terms, words, and phrases when used in particular situations. These conventions are as follows:
	1. Imperative mood and streamlined language are generally used in the Specifications. The words "shall," "shall be," or "shall comply with," depending on the context, are implied where a colon (:) is used within a sentence or phrase.
	2. Specification requirements are to be performed by Contractor unless specifically stated otherwise.

	C. Division 01 General Requirements: Requirements of Sections in Division 01 apply to the Work of all Sections in the Specifications.
	D. Drawing Coordination: Requirements for materials and products identified on Drawings are described in detail in the Specifications. One or more of the following are used on Drawings to identify materials and products:
	1. Terminology: Materials and products are identified by the typical generic terms used in the individual Specifications Sections.
	2. Abbreviations: Materials and products are identified by abbreviations published as part of the U.S. National CAD Standard.
	3. Keynoting: Materials and products are identified by reference keynotes referencing Specification Section numbers found in this Project Manual.



	PART 2 -  PRODUCTS (Not Used)
	PART 3 -  EXECUTION (Not Used)

	012300 FL - ALTERNATES
	PART 1 -  GENERAL
	1.1 RELATED DOCUMENTS
	A. Drawings and general provisions of the Contract, including General and Supplementary Conditions and other Division 01 Specification Sections, apply to this Section.

	1.2 SUMMARY
	A. Section includes administrative and procedural requirements for alternates.

	1.3 DEFINITIONS
	A. Alternate: An amount proposed by bidders and stated on the Bid Form for certain work defined in the bidding requirements that may be added to or deducted from the base bid amount if Owner decides to accept a corresponding change either in the amoun...
	1. Alternates described in this Section are part of the Work only if enumerated in the Agreement.
	2. The cost or credit for each alternate is the net addition to or deduction from the Contract Sum to incorporate alternate into the Work. No other adjustments are made to the Contract Sum.

	B. Provide: Furnish and install including all materials, equipment, coordination, overhead and profit necessary for such provision.

	1.4 PROCEDURES
	A. Coordination: Revise or adjust affected adjacent work as necessary to completely integrate work of the alternate into Project.
	1. Include as part of each alternate, miscellaneous devices, accessory objects, and similar items incidental to or required for a complete installation whether or not indicated as part of alternate.

	B. Notification: Immediately following award of the Contract, notify each party involved, in writing, of the status of each alternate. Indicate if alternates have been accepted, rejected, or deferred for later consideration. Include a complete descrip...
	C. Execute accepted alternates under the same conditions as other work of the Contract.
	D. Schedule: A schedule of alternates is included at the end of this Section. Specification Sections referenced in schedule contain requirements for materials necessary to achieve the work described under each alternate.


	PART 2 -  PRODUCTS (Not Used)
	PART 3 -  EXECUTION
	3.1 SCHEDULE OF ALTERNATES
	A. Add-Alternate Bid No. 1 - To provide those aluminum entrances and windows indicated to be included in Alternate No. 1 as indicated on Drawings and as specified.
	B. Add-Alternate Bid No. 2 - To provide those aluminum entrances and windows indicated to be included in Alternate No. 2 as indicated on Drawings and as specified.



	012500 FL - SUBSTITUTION PROCEDURES
	PART 1 -  GENERAL
	1.1 RELATED DOCUMENTS
	A. Drawings and general provisions of the Contract, including General and Supplementary Conditions and other Division 01 Specification Sections, apply to this Section.

	1.2 SUMMARY
	A. Section includes administrative and procedural requirements for substitutions after contract execution.
	B. Related Requirements:
	1. Section 012300 "Alternates" for products selected under an alternate.
	2. Section 016000 "Product Requirements" for requirements for submitting comparable product submittals for products by listed manufacturers.


	1.3 DEFINITIONS
	A. Substitutions: Changes in products, materials, equipment, and methods of construction from those required by the Contract Documents and proposed by Contractor.
	1. Substitutions for Cause: Changes proposed by Contractor that are required due to changed Project conditions, such as unavailability of product, regulatory changes, or unavailability of required warranty terms.
	2. Substitutions for Convenience: Changes proposed by Contractor or Owner that are not required in order to meet other Project requirements but may offer advantage to Contractor or Owner.


	1.4 ACTION SUBMITTALS
	3. Documentation: Show compliance with requirements for substitutions and the following, as applicable:
	a. Statement indicating why specified product or fabrication or installation cannot be provided, if applicable.
	b. Coordination information, including a list of changes or revisions needed to other parts of the Work and to construction performed by Owner and separate contractors, that will be necessary to accommodate proposed substitution.
	c. Detailed comparison of significant qualities of proposed substitution with those of the Work specified. Include annotated copy of applicable Specification Section. Significant qualities may include attributes such as performance, weight, size, dura...
	d. Product Data, including drawings and descriptions of products and fabrication and installation procedures.
	e. Samples, where applicable or requested.
	f. Certificates and qualification data, where applicable or requested.
	g. List of similar installations for completed projects with project names and addresses and names and addresses of architects and owners.
	h. Material test reports from a qualified testing agency indicating and interpreting test results for compliance with requirements indicated.
	i. Research reports evidencing compliance with building code in effect for Project, from International Code Council Evaluation Service (ICC-ES).
	j. Detailed comparison of Contractor's construction schedule using proposed substitution with products specified for the Work, including effect on the overall Contract Time. If specified product or method of construction cannot be provided within the ...
	k. Cost information, including a proposal of change, if any, in the Contract Sum.
	l. Contractor's certification that proposed substitution complies with requirements in the Contract Documents except as indicated in substitution request, is compatible with related materials, and is appropriate for applications indicated.
	m. Contractor's waiver of rights to additional payment or time that may subsequently become necessary because of failure of proposed substitution to produce indicated results.

	4. Architect's Action: If necessary, Architect will request additional information or documentation for evaluation within seven days of receipt of a request for substitution. Architect will notify Contractor of acceptance or rejection of proposed subs...
	a. Forms of Acceptance: Change Order, Construction Change Directive, or Architect's Supplemental Instructions for minor changes in the Work.
	b. Use product specified if Architect does not issue a decision on use of a proposed substitution within time allocated.


	1.5 QUALITY ASSURANCE
	A. Compatibility of Substitutions: Investigate and document compatibility of proposed substitution with related products and materials. Engage a qualified testing agency to perform compatibility tests recommended by manufacturers.

	1.6 PROCEDURES
	A. Coordination: Revise or adjust affected work as necessary to integrate work of the approved substitutions.


	PART 2 -  PRODUCTS
	2.1 SUBSTITUTIONS
	A. Substitutions for Cause: Submit requests for substitution immediately on discovery of need for change, but not later than 15  days prior to time required for preparation and review of related submittals.
	1. Conditions: Architect will consider Contractor's request for substitution when the following conditions are satisfied. If the following conditions are not satisfied, Architect will return requests without action, except to record noncompliance with...
	a. Requested substitution is consistent with the Contract Documents and will produce indicated results.
	b. Requested substitution provides sustainable design characteristics that specified product provided.
	c. Substitution request is fully documented and properly submitted.
	d. Requested substitution will not adversely affect Contractor's construction schedule.
	e. Requested substitution has received necessary approvals of authorities having jurisdiction.
	f. Requested substitution is compatible with other portions of the Work.
	g. Requested substitution has been coordinated with other portions of the Work.
	h. Requested substitution provides specified warranty.
	i. If requested substitution involves more than one contractor, requested substitution has been coordinated with other portions of the Work, is uniform and consistent, is compatible with other products, and is acceptable to all contractors involved.


	B. Substitutions for Convenience: Architect will consider requests for substitution if received within 30 days after the Notice to Proceed. Requests received after that time may be considered or rejected at discretion of Architect.
	1. Conditions: Architect will consider Contractor's request for substitution when the following conditions are satisfied. If the following conditions are not satisfied, Architect will return requests without action, except to record noncompliance with...
	a. Requested substitution offers Owner a substantial advantage in cost, time, energy conservation, or other considerations, after deducting additional responsibilities Owner must assume. Owner's additional responsibilities may include compensation to ...
	b. Requested substitution does not require extensive revisions to the Contract Documents.
	c. Requested substitution is consistent with the Contract Documents and will produce indicated results.
	d. Substitution request is fully documented and properly submitted.
	e. Requested substitution will not adversely affect Contractor's construction schedule.
	f. Requested substitution has received necessary approvals of authorities having jurisdiction.
	g. Requested substitution is compatible with other portions of the Work.
	h. Requested substitution has been coordinated with other portions of the Work.
	i. Requested substitution provides specified warranty.
	j. If requested substitution involves more than one contractor, requested substitution has been coordinated with other portions of the Work, is uniform and consistent, is compatible with other products, and is acceptable to all contractors involved.




	PART 3 -  EXECUTION (Not Used)
	222 Lee Street West
	Attachments


	012600 fl - contract modification procedures
	PART 1 -  GENERAL
	1.1 RELATED DOCUMENTS
	A. Drawings and general provisions of the Contract, including General and Supplementary Conditions and other Division 01 Specification Sections, apply to this Section.

	1.2 SUMMARY
	A. Section includes administrative and procedural requirements for handling and processing Contract modifications.
	B. Related Requirements:
	1. Section 012500 "Substitution Procedures" for administrative procedures for handling requests for substitutions made after the Contract award.


	1.3 MINOR CHANGES IN THE WORK
	A. Architect will issue supplemental instructions authorizing minor changes in the Work, not involving adjustment to the Contract Sum or the Contract Time, on AIA Document G710, "Architect's Supplemental Instructions."

	1.4 PROPOSAL REQUESTS
	A. Owner-Initiated Proposal Requests: Architect will issue a detailed description of proposed changes in the Work that may require adjustment to the Contract Sum or the Contract Time. If necessary, the description will include supplemental or revised ...
	1. Proposal Requests issued by Architect are for information only.  Do not consider them instructions either to stop work in progress or to execute the proposed change.
	2. Within time specified in Proposal Request    after receipt of Proposal Request, submit a quotation estimating cost adjustments to the Contract Sum and the Contract Time necessary to execute the change.
	a. Include a list of quantities of products required or eliminated and unit costs, with total amount of purchases and credits to be made. If requested, furnish survey data to substantiate quantities.
	b. Indicate applicable taxes, delivery charges, equipment rental, and amounts of trade discounts.
	c. Include costs of labor and supervision directly attributable to the change.
	d. Include an updated Contractor's construction schedule that indicates the effect of the change, including, but not limited to, changes in activity duration, start and finish times, and activity relationship. Use available total float before requesti...


	B. Contractor-Initiated Proposals: If latent or changed conditions require modifications to the Contract, Contractor may initiate a claim by submitting a request for a change to Architect .
	1. Include a statement outlining reasons for the change and the effect of the change on the Work. Provide a complete description of the proposed change. Indicate the effect of the proposed change on the Contract Sum and the Contract Time.
	2. Include a list of quantities of products required or eliminated and unit costs, with total amount of purchases and credits to be made. If requested, furnish survey data to substantiate quantities.
	3. Indicate applicable taxes, delivery charges, equipment rental, and amounts of trade discounts.
	4. Include costs of labor and supervision directly attributable to the change.
	5. Include an updated Contractor's construction schedule that indicates the effect of the change, including, but not limited to, changes in activity duration, start and finish times, and activity relationship. Use available total float before requesti...
	6. Comply with requirements in Section 012500 "Substitution Procedures" if the proposed change requires substitution of one product or system for product or system specified.
	7. Proposal Request Form: Use    AIA Document G709 for Proposal Requests.


	1.5 ADMINISTRATIVE CHANGE ORDERS
	A. Allowance Adjustment: See Section 012100 "Allowances" for administrative procedures for preparation of Change Order Proposal for adjusting the Contract Sum to reflect actual costs of allowances.
	B. Unit-Price Adjustment: See Section 012200 "Unit Prices" for administrative procedures for preparation of Change Order Proposal for adjusting the Contract Sum to reflect measured scope of unit-price work.

	1.6 CHANGE ORDER PROCEDURES
	1.7 CONSTRUCTION CHANGE DIRECTIVE
	A. Construction Change Directive: Architect may issue a Construction Change Directive on AIA Document G714. Construction Change Directive instructs Contractor to proceed with a change in the Work, for subsequent inclusion in a Change Order.
	1. Construction Change Directive contains a complete description of change in the Work. It also designates method to be followed to determine change in the Contract Sum or the Contract Time.

	B. Documentation: Maintain detailed records on a time and material basis of work required by the Construction Change Directive.
	1. After completion of change, submit an itemized account and supporting data necessary to substantiate cost and time adjustments to the Contract.



	PART 2 -  PRODUCTS (Not Used)
	PART 3 -  EXECUTION (Not Used)

	012900 FL - PAYMENT PROCEDURES
	PART 1 -  GENERAL
	1.1 RELATED DOCUMENTS
	A. Drawings and general provisions of the Contract, including General and Supplementary Conditions and other Division 01 Specification Sections, apply to this Section.

	1.2 SUMMARY
	A. Section includes administrative and procedural requirements necessary to prepare and process Applications for Payment.
	B. Related Requirements:
	1. Section 012600 "Contract Modification Procedures" for administrative procedures for handling changes to the Contract.
	2. Section 013200 "Construction Progress Documentation" for administrative requirements governing the preparation and submittal of the Contractor's construction schedule.
	3. Section 013300 “Submittal Procedures”.


	1.3 DEFINITIONS
	A. Schedule of Values: A statement furnished by Contractor allocating portions of the Contract Sum to various portions of the Work and used as the basis for reviewing Contractor's Applications for Payment.

	1.4 SCHEDULE OF VALUES
	A. Coordination: Coordinate preparation of the schedule of values with preparation of Contractor's construction schedule.
	1. Coordinate line items in the schedule of values with other required administrative forms and schedules, including the following:
	a. Application for Payment forms with continuation sheets.
	b. Submittal schedule.
	c. Items required to be indicated as separate activities in Contractor's construction schedule.

	2. Submit the schedule of values to Architect at earliest possible date, but no later than seven days before the date scheduled for submittal of initial Applications for Payment.

	B. Format and Content: Use Project Manual table of contents as a guide to establish line items for the schedule of values. Provide at least one line item for each Specification Section.
	1. Identification: Include the following Project identification on the schedule of values:
	a. Project name and location.
	b. Name of Architect.
	c. Architect's project number.
	d. Contractor's name and address.
	e. Date of submittal.

	2. Arrange the schedule of values in tabular form with separate columns to indicate the following for each item listed:
	a. Related Specification Section or Division.
	b. Description of the Work.
	c. Name of subcontractor.
	d. Name of manufacturer or fabricator.
	e. Name of supplier.
	f. Change Orders (numbers) that affect value.
	g. Dollar value of the following, as a percentage of the Contract Sum to nearest one-hundredth percent, adjusted to total 100 percent.
	1) Labor.
	2) Materials.
	3) Equipment.


	3. Provide a breakdown of the Contract Sum in enough detail to facilitate continued evaluation of Applications for Payment and progress reports. Coordinate with Project Manual table of contents. Provide multiple line items for principal subcontract am...
	4. Round amounts to nearest whole dollar; total shall equal the Contract Sum.
	5. Provide a separate line item in the schedule of values for each part of the Work where Applications for Payment may include materials or equipment purchased or fabricated and stored, but not yet installed.
	a. Differentiate between items stored on-site and items stored off-site. If required, include evidence of insurance.

	6. Provide separate line items in the schedule of values for initial cost of materials, for each subsequent stage of completion, and for total installed value of that part of the Work.
	7. Each item in the schedule of values and Applications for Payment shall be complete. Include total cost and proportionate share of general overhead and profit for each item.
	a. Temporary facilities and other major cost items that are not direct cost of actual work-in-place may be shown either as separate line items in the schedule of values or distributed as general overhead expense, at Contractor's option.

	8. Schedule Updating: Update and resubmit the schedule of values before the next Applications for Payment when Change Orders or Construction Change Directives result in a change in the Contract Sum.


	1.5 APPLICATIONS FOR PAYMENT
	A. Each Application for Payment following the initial Application for Payment shall be consistent with previous applications and payments as certified by Architect and paid for by Owner.
	1. Each application for payment shall be submitted with the following documents to be updated with each application:
	a. Construction schedule.
	b. Submittal and shop drawing log identifying all required submittals and the status of those submittals already submitted.
	c. Log of all Proposal Requests and responses.
	d. Log of all Contract Modifications each indicating description, amount, execution date, and schedule implications.
	e. Log of all Requests for Information (RFI’s) with a description of each RFI, including the date on which it was submitted, and the date on which it was returned.
	f. Waivers of Mechanic’s Liens described below.

	2. A payment application will be considered as being incomplete unless all required information is provided. Incomplete payment applications will be returned to the Contractor.
	3. Initial Application for Payment, Application for Payment at time of Substantial Completion, and final Application for Payment involve additional requirements.
	4. An application for payment checklist appears at the end of this Section.

	B. Payment Application Times:  The date for each progress payment is indicated in the Agreement between Owner and Contractor.  The period of construction Work covered by each Application for Payment is the period indicated in the Agreement.
	1. Submit draft copy of Application for Payment seven  days prior to due date for review by Architect.

	C. Application for Payment Forms: Use AIA Document G702 and AIA Document G703 as form for Applications for Payment.
	D. Application Preparation: Complete every entry on form. Notarize and execute by a person authorized to sign legal documents on behalf of Contractor. Architect will return incomplete applications without action.
	1. Entries shall match data on the schedule of values and Contractor's construction schedule. Use updated schedules if revisions were made.
	2. Include amounts for work completed following previous Application for Payment, whether or not payment has been received. Include only amounts for work completed at time of Application for Payment.
	3. Include amounts of Change Orders and Construction Change Directives issued before last day of construction period covered by application.

	E. Stored Materials: Include in Application for Payment amounts applied for materials or equipment purchased or fabricated and stored, but not yet installed. Differentiate between items stored on-site and items stored off-site.
	1. Provide certificate of insurance, evidence of transfer of title to Owner, and consent of surety to payment, for stored materials.
	2. Provide supporting documentation that verifies amount requested, such as paid invoices. Match amount requested with amounts indicated on documentation; do not include overhead and profit on stored materials.
	3. Provide summary documentation for stored materials indicating the following:
	a. Value of materials previously stored and remaining stored as of date of previous Applications for Payment.
	b. Value of previously stored materials put in place after date of previous Application for Payment and on or before date of current Application for Payment.
	c. Value of materials stored since date of previous Application for Payment and remaining stored as of date of current Application for Payment.


	F. Transmittal: Submit three signed and notarized original copies of each Application for Payment to Architect  by a method ensuring receipt within 24 hours. One copy shall include waivers of lien and similar attachments if required.
	1. Transmit each copy with a transmittal form listing attachments and recording appropriate information about application.

	G. Waivers of Mechanic's Lien: With each Application for Payment, submit waivers of mechanic's liens from subcontractors, sub-subcontractors, and suppliers for construction period covered by the previous application.
	1. Submit partial waivers on each item for amount requested in previous application, after deduction for retainage, on each item.
	2. When an application shows completion of an item, submit conditional final or full waivers.
	3. Owner reserves the right to designate which entities involved in the Work must submit waivers.
	4. Submit final Application for Payment with or preceded by conditional final waivers from every entity involved with performance of the Work covered by the application who is lawfully entitled to a lien.
	5. Waiver Forms: Submit executed waivers of lien on forms, acceptable to Owner.

	H. Initial Application for Payment: Administrative actions and submittals that must precede or coincide with submittal of first Application for Payment include the following:
	1. Schedule of values.
	2. Deposits required by material suppliers are to be itemized under Contractor’s Mobilization and cannot appear on subsequent Applications For Payment.
	3. Contractor's construction schedule.
	4. Submittal schedule
	5. Copies of authorizations and licenses from authorities having jurisdiction for performance of the Work.
	6. Initial progress report.
	7. Report of preconstruction conference.
	8. Certificates of insurance and insurance policies.
	9. Performance and payment bonds.
	10. Data needed to acquire Owner's insurance.

	I. Application for Payment at Substantial Completion: After Architect issues the Certificate of Substantial Completion, submit an Application for Payment showing 100 percent completion for portion of the Work claimed as substantially complete.
	1. Include documentation supporting claim that the Work is substantially complete and a statement showing an accounting of changes to the Contract Sum.
	2. This application shall reflect Certificate(s) of Substantial Completion issued previously for Owner occupancy of designated portions of the Work.

	J. Final Payment Application: After completing Project closeout requirements, submit final Application for Payment with releases and supporting documentation not previously submitted and accepted, including, but not limited, to the following:
	1. Evidence of completion of Project closeout requirements.
	2. Insurance certificates for products and completed operations where required and proof that taxes, fees, and similar obligations were paid.
	3. Updated final statement, accounting for final changes to the Contract Sum.
	4. AIA Document G706, "Contractor's Affidavit of Payment of Debts and Claims."
	5. AIA Document G706A, "Contractor's Affidavit of Release of Liens."
	6. AIA Document G707, "Consent of Surety to Final Payment."
	7. Evidence that claims have been settled.
	8. Final meter readings for utilities, a measured record of stored fuel, and similar data as of date of Substantial Completion or when Owner took possession of and assumed responsibility for corresponding elements of the Work.
	9. Final liquidated damages settlement statement.



	PART 2 -  PRODUCTS (Not Used)
	PART 3 -  EXECUTION (Not Used)
	3.1 PAYMENT PROCEDURES CHECKLIST
	A. Waivers of Mechanic's Lien: With each Application for Payment after the Initial Application For Payment, submit waivers of mechanic's liens from subcontractors, sub-subcontractors, and suppliers for construction period covered by the previous appli...
	1. Submit partial waivers on each item for amount requested in previous application, after deduction for retainage, on each item.
	2. When an application shows completion of an item, submit conditional final or full waivers.
	3. Owner reserves the right to designate which entities involved in the Work must submit waivers.
	4. Submit final Application for Payment with or preceded by conditional final waivers from every entity involved with performance of the Work covered by the application who is lawfully entitled to a lien.
	5. Waiver Forms: Submit executed waivers of lien on forms, acceptable to Owner.

	B. Submit the following with Initial Application for Payment:
	1. Schedule of values.
	2. Submittal schedule.
	3. List of Contractor's staff assignments.
	4. List of Contractor's principal consultants.
	5. Copies of building permits.
	6. Copies of authorizations and licenses from authorities having jurisdiction for performance of the Work.
	7. Initial progress report.
	8. Report of preconstruction conference.
	9. Certificates of insurance and insurance policies.
	10. Performance and payment bonds.
	11. Data needed to acquire Owner's insurance.

	C. Submit the following with Application for Payment at Substantial Completion:
	1. Include documentation supporting claim that the Work is substantially complete and a statement showing an accounting of changes to the Contract Sum.
	2. This application shall reflect Certificate(s) of Substantial Completion issued previously for Owner occupancy of designated portions of the Work.

	D. Submit the following with Final Payment Application:
	1. Evidence of completion of Project closeout requirements.
	2. Insurance certificates for products and completed operations where required and proof that taxes, fees, and similar obligations were paid.
	3. Updated final statement, accounting for final changes to the Contract Sum.
	4. AIA Document G706, "Contractor's Affidavit of Payment of Debts and Claims."
	5. AIA Document G706A, "Contractor's Affidavit of Release of Liens."
	6. AIA Document G707, "Consent of Surety to Final Payment."
	7. Evidence that claims have been settled.
	8. Final meter readings for utilities, a measured record of stored fuel, and similar data as of date of Substantial Completion or when Owner took possession of and assumed responsibility for corresponding elements of the Work.
	9. Final liquidated damages settlement statement.

	E. Submit the following with all other Applications For Payment:
	1. Construction schedule.
	2. Submittal and shop drawing log identifying all required submittals and the status of those submittals already submitted.
	3. Log of all Proposal Requests and responses.
	4. Log of all Contract Modifications each indicating description, amount, execution date, and schedule implications.
	5. Log of all Requests for Information (RFI’s) with a description of each RFI, including the date on which it was submitted, and the date on which it was returned.
	6. Waivers of Mechanic’s Liens described above.




	013100 fl - project management and coordination
	PART 1 -  GENERAL
	1.1 RELATED DOCUMENTS
	A. Drawings and general provisions of the Contract, including General and Supplementary Conditions and other Division 01 Specification Sections, apply to this Section.

	1.2 SUMMARY
	A. Section includes administrative provisions for coordinating construction operations on Project including, but not limited to, the following:
	1. General coordination procedures.
	2. Requests for Information (RFIs).
	3. Project meetings.

	B. Related Requirements:
	1. Section 013200 "Construction Progress Documentation" for preparing and submitting Contractor's construction schedule.
	2. Section 017300 "Execution" for procedures for coordinating general installation and field-engineering services, including establishment of benchmarks and control points.
	3. Section 017700 "Closeout Procedures" for coordinating closeout of the Contract.


	1.3 DEFINITIONS
	A. RFI: Request from Owner, Architect, or Contractor seeking information required by or clarifications of the Contract Documents.

	1.4 INFORMATIONAL SUBMITTALS TO BE SUBMITTED TO ARCHITECT
	A. Subcontract List: Prepare a written summary identifying individuals or firms proposed for each portion of the Work, including those who are to furnish products or equipment fabricated to a special design. Include the following information in tabula...
	1. Name, address, and telephone number of entity performing subcontract or supplying products.
	2. Number and title of related Specification Section(s) covered by subcontract.
	3. Drawing number and detail references, as appropriate, covered by subcontract.

	B. Key Personnel Names: Within 15 days of starting construction operations, submit a list of key personnel assignments, including superintendent and other personnel in attendance at Project site. Identify individuals and their duties and responsibilit...
	C.  Provide names, addresses, and telephone numbers of individuals assigned as alternates in the absence of individuals assigned to Project.
	1. Post copies of list in project meeting room, in temporary field office, on Project Website, and by each temporary telephone. Keep list current at all times.

	D. Submit sample agendas for the following types of meetings:
	1. Preconstruction Conference
	2. Preinstallation Conferences
	3. Progress Meetings
	4. Coordination Meetings


	1.5 GENERAL COORDINATION PROCEDURES
	A. Coordination: Coordinate construction operations included in different Sections of the Specifications to ensure efficient and orderly installation of each part of the Work. Coordinate construction operations, included in different Sections, that de...
	1. Schedule construction operations in sequence required to obtain the best results where installation of one part of the Work depends on installation of other components, before or after its own installation.
	2. Coordinate installation of different components to ensure maximum performance and accessibility for required maintenance, service, and repair.
	3. Make adequate provisions to accommodate items scheduled for later installation.
	5. Coordinate installation of different components with other contractors to ensure maximum performance and accessibility for required maintenance, service, and repair.
	6. Make adequate provisions to accommodate items scheduled for later installation.

	B. Prepare memoranda for distribution to each party involved, outlining special procedures required for coordination. Include such items as required notices, reports, and list of attendees at meetings.
	1. Prepare similar memoranda for Owner and Owner’s contractors if coordination of their Work is required.

	C. Administrative Procedures: Coordinate scheduling and timing of required administrative procedures with other construction activities to avoid conflicts and to ensure orderly progress of the Work. Such administrative activities include, but are not ...
	1. Preparation of Contractor's construction schedule.
	2. Preparation of the schedule of values.
	3. Installation and removal of temporary facilities and controls.
	4. Delivery and processing of submittals.
	5. Progress meetings.
	6. Preinstallation conferences.
	7. Project closeout activities.
	8. Startup and adjustment of systems.

	D. Conservation: Coordinate construction activities to ensure that operations are carried out with consideration given to conservation of energy, water, and materials. Coordinate use of temporary utilities to minimize waste.
	1. Salvage materials and equipment involved in performance of, but not actually incorporated into, the Work. See other Sections for disposition of salvaged materials that are designated as Owner's property.


	1.6 REQUESTS FOR INFORMATION (RFIs)
	A. General: Immediately on discovery of the need for additional information or interpretation of the Contract Documents, Contractor shall prepare and submit an RFI in the form specified.
	1. Architect will return RFIs submitted to Architect by other entities controlled by Contractor with no response.
	2. Coordinate and submit RFIs in a prompt manner so as to avoid delays in Contractor's work or work of subcontractors.

	B. Content of the RFI: Include a detailed, legible description of item needing information or interpretation and the following:
	1. Project name.
	2. Project number.
	3. Date.
	4. Name of Contractor.
	5. Name of Architect.
	6. RFI number, numbered sequentially.
	7. RFI subject.
	8. Specification Section number and title and related paragraphs, as appropriate.
	9. Drawing number and detail references, as appropriate.
	10. Field dimensions and conditions, as appropriate.
	11. Contractor's suggested resolution. If Contractor's suggested resolution impacts the Contract Time or the Contract Sum, Contractor shall state impact in the RFI.
	12. Contractor's signature.
	13. Attachments: Include sketches, descriptions, measurements, photos, Product Data, Shop Drawings, coordination drawings, and other information necessary to fully describe items needing interpretation.
	a. Include dimensions, thicknesses, structural grid references, and details of affected materials, assemblies, and attachments on attached sketches.


	C. RFI Forms: AIA Document G716 Form bound in Project Manual.
	1. Attachments shall be hard copy or electronic files in Adobe Acrobat PDF format.

	D. Architect's Action: Architect will review each RFI, determine action required, and respond. Allow seven working days for Architect's response for each RFI. RFIs received by Architect after 1:00 p.m. will be considered as received the following work...
	1. The following Contractor-generated RFIs will be returned without action:
	a. Requests for approval of submittals.
	b. Requests for approval of substitutions.
	c. Requests for approval of Contractor's means and methods.
	d. Requests for coordination information already indicated in the Contract Documents.
	e. Requests for adjustments in the Contract Time or the Contract Sum.
	f. Requests for interpretation of Architect's actions on submittals.
	g. Incomplete RFIs or inaccurately prepared RFIs.

	2. Architect's action may include a request for additional information, in which case Architect's time for response will date from time of receipt of additional information.
	3. Architect's action on RFIs that may result in a change to the Contract Time or the Contract Sum may be eligible for Contractor to submit Change Proposal according to Section 012600 "Contract Modification Procedures."
	a. If Contractor believes the RFI response warrants change in the Contract Time or the Contract Sum, notify Architect in writing within 2 days of receipt of the RFI response.


	E. RFI Log: Prepare, maintain, and submit a tabular log of RFIs organized by the RFI number. Submit log weekly. Include the following:
	1. Project name.
	2. Name and address of Contractor.
	3. Name and address of Architect.
	4. RFI number including RFIs that were returned without action or withdrawn.
	5. RFI description.
	6. Date the RFI was submitted.
	7. Date Architect's response was received.

	F. On receipt of Architect's action, update the RFI log and immediately distribute the RFI response to affected parties. Review response and notify Architect within 2 days if Contractor disagrees with response.
	1. Identification of related Minor Change in the Work, Construction Change Directive, and Proposal Request, as appropriate.
	2. Identification of related Field Order, Work Change Directive, and Proposal Request, as appropriate.


	1.7 PROJECT WEB SITE
	A. Use Architect's ShareFile Project Web site for purposes of hosting and managing project communication and documentation until Final Completion. Project Web site shall include the following functions:
	1. Project directory.
	2. Project correspondence.
	3. Meeting minutes.
	4. Proposal Request Logs.
	5. Contract modifications forms and logs.
	6. RFI forms and logs.
	7. Task and issue management.
	8. Photo documentation.
	9. Schedule and calendar management.
	10. Submittals forms and logs.
	11. Payment application forms.
	12. Drawing and specification document hosting, viewing, and updating.
	13. Online document collaboration.
	14. Reminder and tracking functions.
	15. Archiving functions.

	B. On completion of Project, provide one complete archive copy(ies) of Project Web site files to Owner and to Architect in a digital storage format acceptable to Architect.

	1.8 PROJECT MEETINGS
	A. General: Schedule and conduct meetings and conferences at Project site unless otherwise indicated.
	1. Attendees: Inform participants and others involved, and individuals whose presence is required, of date and time of each meeting. Notify Owner and Architect of scheduled meeting dates and times.
	2. Agenda: Prepare the meeting agenda. Distribute the agenda to all invited attendees.
	3. Minutes: Entity responsible for conducting meeting will record significant discussions and agreements achieved. Distribute the meeting minutes to everyone concerned, including Owner and Architect, within three days of the meeting.

	B. Preconstruction Conference: Architect will schedule and conduct   a preconstruction conference before starting construction, at a time convenient to Owner and Architect, but no later than 10 days after execution of the Agreement.
	1. Conduct the conference to review responsibilities and personnel assignments.
	2. Attendees: Authorized representatives of Owner, Owner's Commissioning Authority,  Architect, and their consultants; Contractor and its superintendent; major subcontractors; suppliers; and other concerned parties shall attend the conference.
	3. Participants at the conference shall be familiar with Project and authorized to conclude matters relating to the Work.
	4. Agenda: Discuss items of significance that could affect progress, including the following:
	a. Tentative construction schedule.
	b. Critical work sequencing and long-lead items.
	c. Designation of key personnel and their duties.
	d. Lines of communications.
	e. Procedures for processing field decisions and Change Orders.
	f. Procedures for RFIs.
	g. Procedures for testing and inspecting.
	h. Procedures for processing Applications for Payment.
	i. Distribution of the Contract Documents.
	j. Submittal procedures.
	k. Preparation of record documents.
	l. Use of the premises and existing building.
	m. Work restrictions.
	n. Working hours.
	o. Owner's occupancy requirements.
	p. Responsibility for temporary facilities and controls.
	q. Procedures for moisture and mold control.
	r. Procedures for disruptions and shutdowns.
	s. Parking availability.
	t. Office, work, and storage areas.
	u. Equipment deliveries and priorities.
	v. First aid.
	w. Security.
	x. Progress cleaning.

	5. Minutes: The party responsible for conducting meeting will record and distribute meeting minutes.

	C. Preinstallation Conferences: Conduct a preinstallation conference at Project site before each construction activity that requires coordination with other construction.
	1. Attendees: Installer and representatives of manufacturers and fabricators involved in or affected by the installation and its coordination or integration with other materials and installations that have preceded or will follow, shall attend the mee...
	2. Agenda: Review progress of other construction activities and preparations for the particular activity under consideration, including requirements for the following:
	a. Contract Documents.
	b. Options.
	c. Related RFIs.
	d. Related Change Orders.
	e. Purchases.
	f. Deliveries.
	g. Submittals.
	h. Possible conflicts.
	i. Compatibility requirements.
	j. Time schedules.
	k. Weather limitations.
	l. Manufacturer's written instructions.
	m. Warranty requirements.
	n. Acceptability of substrates.
	o. Temporary facilities and controls.
	p. Space and access limitations.
	q. Regulations of authorities having jurisdiction.
	r. Testing and inspecting requirements.
	s. Installation procedures.
	t. Coordination with other work.
	u. Protection of adjacent work.
	v. Protection of construction and personnel.

	3. Record significant conference discussions, agreements, and disagreements, including required corrective measures and actions.
	4. Reporting: Distribute minutes of the meeting to each party present and to other parties requiring information.
	5. Do not proceed with installation if the conference cannot be successfully concluded. Initiate whatever actions are necessary to resolve impediments to performance of the Work and reconvene the conference at earliest feasible date.

	D. Project Closeout Conference: Schedule and conduct a project closeout conference, at a time convenient to Owner and Architect, but no later than 30 days prior to the scheduled date of Substantial Completion.
	1. Conduct the conference to review requirements and responsibilities related to Project closeout.
	2. Attendees: Authorized representatives of Owner, Architect, and their consultants; Contractor and its superintendent; major subcontractors; suppliers; and other concerned parties shall attend the meeting. Participants at the meeting shall be familia...
	3. Agenda: Discuss items of significance that could affect or delay Project closeout, including the following:
	a. Preparation of record documents.
	b. Procedures required prior to inspection for Substantial Completion and for final inspection for acceptance.
	c. Submittal of written warranties.
	d. Requirements for preparing operations and maintenance data.
	e. Requirements for delivery of material samples, attic stock, and spare parts.
	f. Requirements for demonstration and training.
	g. Preparation of Contractor's punch list.
	h. Procedures for processing Applications for Payment at Substantial Completion and for final payment.
	i. Submittal procedures.
	j. Responsibility for removing temporary facilities and controls.

	4. Minutes: Party conducting meeting will record and distribute meeting minutes.

	E. Progress Meetings: Conduct progress meetings at weekly intervals.
	1. Coordinate dates of meetings with preparation of payment requests.
	2. Attendees: In addition to representatives of Owner and Architect, each contractor, subcontractor, supplier, and other entity concerned with current progress or involved in planning, coordination, or performance of future activities shall be represe...
	3. Agenda: Review and correct or approve minutes of previous progress meeting. Review other items of significance that could affect progress. Include topics for discussion as appropriate to status of Project.
	a. Contractor's Construction Schedule: Review progress since the last meeting. Determine whether each activity is on time, ahead of schedule, or behind schedule, in relation to Contractor's construction schedule.
	1) Determine how construction behind schedule will be expedited; secure commitments from parties involved to do so.
	2) Discuss whether schedule revisions are required to ensure that current and subsequent activities will be completed within the Contract Time.
	3) Review updated construction schedule.
	4) Review schedule for next period.

	b. Review submittal schedule.
	c. Review proposal log.
	d. Review contract modification log.
	e. Review RFI log.
	f. Review present and future needs of each entity present.
	g. Identify a list of action items to be completed prior to the next progress meeting.
	1) Action items will remain on the log until items are concluded.

	h. Review present and future needs of each entity present, including the following:
	1) Interface requirements.
	2) Sequence of operations.
	3) Status of submittals.
	4) Deliveries.
	5) Off-site fabrication.
	6) Access.
	7) Site utilization.
	8) Temporary facilities and controls.
	9) Progress cleaning.
	10) Quality and work standards.
	11) Status of correction of deficient items.
	12) Field observations.
	13) Status of RFIs.
	14) Status of proposal requests.
	15) Pending changes.
	16) Status of Change Orders.
	17) Pending claims and disputes.
	18) Documentation of information for payment requests.


	4. Minutes: Party responsible for conducting the meeting will record and distribute the meeting minutes to each party present and to parties requiring information.
	a. Schedule Updating: Revise Contractor's construction schedule after each progress meeting where revisions to the schedule have been made or recognized. Issue revised schedule concurrently with the report of each meeting.

	5. Reporting: Record meeting results and distribute copies to everyone in attendance and to others affected by decisions or actions resulting from each meeting.



	PART 2 -  PRODUCTS (Not Used)
	PART 3 -  EXECUTION (Not Used)

	013200 fl - construction progress documentation
	PART 1 -  GENERAL
	1.1 RELATED DOCUMENTS
	A. Drawings and general provisions of the Contract, including General and Supplementary Conditions and other Division 01 Specification Sections, apply to this Section.

	1.2 SUMMARY
	A. Section includes administrative and procedural requirements for documenting the progress of construction during performance of the Work, including the following:
	1. Startup construction schedule.
	2. Contractor's construction schedule.
	3. Construction schedule updating reports.
	4. Daily construction reports.
	5. Material location reports.
	6. Site condition reports.
	7. Special reports.

	B. Related Requirements:
	1. Section 013300 "Submittal Procedures" for submitting schedules and reports.
	2. Section 014000 "Quality Requirements" for submitting a schedule of tests and inspections.


	1.3 DEFINITIONS
	A. Approval of Schedule:  The purpose of the Architect’s review and approval of the schedule is to review for compliance with the Contract Documents.  The Architect’s review process may result in rejection of the proposed schedule due to plan for perf...
	B. Early Completion:  Early completion of the project is permitted, however, neither the Contractor nor the Owner are bound to an early completion, even if projected by and approved in the final version of the Contractor CPM Schedule.  The Contractor’...
	C. Contract Completion:  The Contract Completion Date is the projected completion date based on the contract construction duration as specified in this section and as referenced to the Owner’s published Notice to Proceed (NTP) date.  The Contractor’s ...
	D. Activity: A discrete part of a project that can be identified for planning, scheduling, monitoring, and controlling the construction project. Activities included in a construction schedule consume time and resources.
	1. Critical Activity: An activity on the critical path that must start and finish on the planned early start and finish times.
	2. Predecessor Activity: An activity that precedes another activity in the network.
	3. Successor Activity: An activity that follows another activity in the network.

	E. Cost Loading: The allocation of the schedule of values for the completion of an activity as scheduled. The sum of costs for all activities must equal the total Contract Sum unless otherwise approved by Architect.
	F. Event: The starting or ending point of an activity.
	G. Float: The measure of leeway in starting and completing an activity.
	1. Float time is not for the exclusive use or benefit of either Owner or Contractor, but is a jointly owned, expiring Project resource available to both parties as needed to meet schedule milestones and Contract completion date.
	2. Free float is the amount of time an activity can be delayed without adversely affecting the early start of the successor activity.
	3. Total float is the measure of leeway in starting or completing an activity without adversely affecting the planned Project completion date.

	H. Resource Loading: The allocation of manpower and equipment necessary for the completion of an activity as scheduled.
	I. Delay Claims:  A period of time for which the project has been extended or work has not been performed which are excusable in accordance with the Contraction Documents.  A delay must be excusable in order to be the basis for an extension of time or...
	J. Excusable Delay:  An excusable delay shall be defined by the Contract Documents and typically involve matters beyond the Contractors control.  Examples of excusable delay include design errors and omissions, owners initiated changes, weather impact...
	K. Non-Excusable Delay:  A non-excusable delay is a delay for which the Contractor has assumed the risk in accordance with the Contract Documents.  It is the responsibility of the Contractor to prevent acts, or negligence, by the Contractor which may ...
	L. Concurrent Delay:  A concurrent delay is a second independent delay occurring during the same time period as the delay for which recover is sought.  A Contractor seeking increased compensation is ultimately responsible for the concurrent delay and ...

	1.4 INFORMATIONAL SUBMITTALS
	A. Format for Submittals: Submit required submittals in the following format:
	1. PDF electronic file.
	2. Five (5) total paper copies submitted to Architect.

	B. Contractor's Construction Schedule: Initial schedule, of size required to display entire schedule for entire construction period.
	1. Submit a working electronic copy of schedule, using software indicated, and labeled to comply with requirements for submittals. Include type of schedule (initial or updated) and date on label.

	C. Construction Schedule Updating Reports: Submit with Applications for Payment.
	D. Daily Construction Reports:  Submit at daily intervals in accordance with Section 013100 - Project Management and Coordination.
	E. Material Location Reports: Submit at monthly intervals.
	F. Site Condition Reports: Submit at time of discovery of differing conditions.
	G. Special Reports: Submit at time of unusual event.
	H. Qualification Data: For scheduling consultant.
	I. As-Built Construction Schedule: At the conclusion of the Contract Work or within thirty (30) days of substantial completion issued by the Architect provide an “As-Built” schedule showing actual start and finish dates for all work activities and mil...

	1.5 QUALITY ASSURANCE
	A. Prescheduling Conference: Conduct conference at Project site to comply with requirements in Section 013100 "Project Management and Coordination." Review methods and procedures related to the preliminary construction schedule and Contractor's constr...
	1. Review software limitations and content and format for reports.
	2. Verify availability of qualified personnel needed to develop and update schedule.
	3. Discuss constraints, including interim milestones.
	4. Review submittal requirements and procedures.
	5. Review time required for review of submittals and resubmittals.
	6. Review requirements for tests and inspections by independent testing and inspecting agencies.
	7. Review time required for Project closeout and Owner startup procedures.
	8. Review and finalize list of construction activities to be included in schedule.
	9. Review procedures for updating schedule.


	1.6 COORDINATION
	A. Coordinate preparation and processing of schedules and reports with performance of construction activities.
	B. Coordinate Contractor's construction schedule with the schedule of values, list of subcontracts, submittal schedule, progress reports, payment requests, and other required schedules and reports.
	1. Secure time commitments for performing critical elements of the Work from entities involved.
	2. Coordinate each construction activity in the network with other activities and schedule them in proper sequence.



	PART 2 -  PRODUCTS
	2.1 CONTRACTOR'S CONSTRUCTION SCHEDULE, GENERAL
	A. Time Frame: Extend schedule from date established for   the Notice to Proceed to date of final completion.
	1. Contract completion date shall not be changed by submission of a schedule that shows an early completion date, unless specifically authorized by Change Order.

	B. Activities: Treat each story or separate area as a separate numbered activity for each main element of the Work. Comply with the following:
	1. Activity Duration: Define activities so no activity is longer than 10 days, unless specifically allowed by Architect.
	2. Procurement Activities: Include procurement process activities for the following long lead items and major items, requiring a cycle of more than 60 days, as separate activities in schedule. Procurement cycle activities include, but are not limited ...
	4. Startup and Testing Time: Include no fewer than 15 days for startup and testing.
	5. Substantial Completion: Indicate completion in advance of date established for Substantial Completion, and allow time for Architect's administrative procedures necessary for certification of Substantial Completion.
	6. Punch List and Final Completion: Include not more than 30 days for completion of punch list items and final completion.

	C. Constraints: Include constraints and work restrictions indicated in the Contract Documents and as follows in schedule, and show how the sequence of the Work is affected.
	1. Work by Owner: Include a separate activity for each portion of the Work performed by Owner.
	2. Work Restrictions: Show the effect of the following items on the schedule:
	a. Coordination with existing construction.
	b. Limitations of continued occupancies.
	c. Uninterruptible services.
	d. Partial occupancy before Substantial Completion.
	e. Use of premises restrictions.
	f. Provisions for future construction.
	g. Seasonal variations.
	h. Environmental control.

	3. Work Stages: Indicate important stages of construction for each major portion of the Work, including, but not limited to, the following:
	a. Subcontract awards.
	b. Submittals.
	c. Purchases.
	d. Mockups.
	e. Fabrication.
	f. Sample testing.
	g. Deliveries.
	h. Installation.
	i. Tests and inspections.
	j. Adjusting.
	k. Curing.
	l. Building flush-out.
	m. Startup and placement into final use and operation.

	4. Construction Areas:  Identify each major area of construction for each major portion of the Work.  Indicate where each construction activity within a major area must be sequenced or integrated with other construction activities to comply with the a...

	D. Construction Period (Time for Completion):  The Construction Period shall be as indicated on the Agreement Between Owner and Contractor, and as it appears on the Owner issued Notice to Proceed.
	E. Liquidated Damages:  If the Contractor fails to complete the Work within the Time for Completion or the Contract Completion Date the Contractor shall be liable to the Owner in the amounts set forth as liquidated damages for delay until the Work is ...
	F. Upcoming Work Summary:  Prepare summary report indicating activities scheduled to occur or commence prior to submittal of next schedule update.  Summarize the following issues:
	1. Unresolved issues.
	2. Unanswered RFIs.
	3. Rejected or unreturned submittals.
	4. Notations on returned submittals.

	G. Recovery Schedule: When periodic update indicates the Work is 10 or more calendar days behind the current approved schedule, submit a separate recovery schedule indicating means by which Contractor intends to regain compliance with the schedule. In...
	H. Delays and Requests for Extension of Time
	1. The determination for an extension of Time for Completion or Contract Completion Date will be made by the Owner Representative in accordance with the General Conditions of the Contract for Construction (AIA A201- 2007), and attached Supplemental Co...
	2. The delay in activities which in according to mathematical analysis (fragnet) does not affect the Contract Completion Date will not provide a basis for an extension of time.  If an analysis concludes that an activity was delay and such delay impact...
	a. An event occurred.
	b. The Contractor was not responsible for the event and that event was beyond the control of the Contractor; and was without fault or negligence of the Contractor, subcontractor, or supplier; and the event was unforeseeable.
	c. The event was the type for which an excuse is graded in accordance with the Contract Documents.
	d. Major activities indicated on the Project Construction Schedule were delayed which impacted the critical path or made such activities critical.
	e. The event in fact caused a delay in the Work.
	f. The requested additional time request is an appropriate and reasonable extension of Contract time.

	3. If the Contractor is found eligible for an extension of the contract time, the Owner’s Representative will recommend contract modification extending the time establishing the new Contract Completion Date.  The extension of time will be made on a ca...
	4. Weather Impacts
	a. The Contract Time may be extended by Change Order for the number of days lost due to inclement weather occurring in excess of the “Maximum Expected Days Lost”, as shown on the following table and if it has impacted the Critical Path Schedule. Actua...
	b. Note: Calendar Day in this situation is Monday – Friday, Saturday, only if the contractor can provide evidence of a track record of having worked Saturdays; Sundays shall not be counted. If a day is lost due to weather, that does not allow the cont...
	c. All claims for extensions of time shall be made in writing to the Owner no more than seven (7) days after the beginning of the delay; otherwise, all such claims are waived by the Contractor.  In the case of the continuous delay, only one (1) writte...
	1) All weather impact time extensions shall be resolved monthly.  If time extensions are not resolved by the 15th of following month the Contractor waives all rights to extension of contract time for the past month.

	d. The Contractor agrees that an extension of time will not be granted for causes that do not in fact prevent progress and completion of the Work.
	e. All weather related claims under this contract are non-compensable.  On claims submitted, the Contractor shall be entitled to an extension of time to the contract completion date only.


	I. FAILURE TO PROSECUTE WORK
	1. In the event that the progress of the Work is delayed by any fault or neglect or act or failure to act on the part of the Contractor or any of its officers, agents, employees, subcontractors or suppliers then the Contractor shall in addition to all...
	2. Should the Contractor fail to make up for the time lost be reason of such delay, the Owner shall have the right to cause other Contractors and subcontractors including the Owner personnel to work overtime and to take whatever action it deems necess...
	3. In the event that the Contractor should at any time refuse or neglect to supply a sufficiency of skilled workers or materials of the proper quality and quantity or fail in any respect to prosecute the Work with promptness and diligence, or cause by...
	4. This provision is not intended to supersede or replace any of the Owner’s rights and remedies afforded to them under the Contract Agreement or law.


	2.2 CONTRACTOR'S CONSTRUCTION SCHEDULE (GANTT CHART)
	A. Gantt-Chart Schedule: Submit a comprehensive, fully developed, horizontal, Gantt-chart-type, Contractor's construction schedule within 15 days of date established for the Notice to Proceed. Base schedule on the startup construction schedule and add...
	B. Preparation: Indicate each significant construction activity separately. Identify first workday of each week with a continuous vertical line.
	1. For construction activities that require three months or longer to complete, indicate an estimated completion percentage in 10 percent increments within time bar.


	2.3 REPORTS
	A. Daily Construction Reports:  Prepare and submit to the Architect within 48 hours of the day being recorded, a daily construction report recording the following information concerning events at Project site: Coordinate with Section 013100 “Project M...
	1. List of subcontractors at Project site.
	2. List of separate contractors at Project site.
	3. Approximate count of personnel at Project site.
	4. Equipment at Project site.
	5. Material deliveries.
	6. High and low temperatures and general weather conditions, including presence of rain or snow.
	7. Accidents.
	8. Meetings and significant decisions.
	9. Unusual events (see special reports).
	10. Stoppages, delays, shortages, and losses.
	11. Emergency procedures.
	12. Orders and requests of authorities having jurisdiction.
	13. Change Orders received and implemented.
	14. Construction Change Directives received and implemented.
	15. Services connected and disconnected.
	16. Equipment or system tests and startups.
	17. Partial completions and occupancies.
	18. Substantial Completions authorized.

	B. Material Location Reports: At monthly intervals, prepare and submit a comprehensive list of materials delivered to and stored at Project site. List shall be cumulative, showing materials previously reported plus items recently delivered. Include wi...
	1. Material stored prior to previous report and remaining in storage.
	2. Material stored prior to previous report and since removed from storage and installed.
	3. Material stored following previous report and remaining in storage.

	C. Site Condition Reports: Immediately on discovery of a difference between site conditions and the Contract Documents, prepare and submit a detailed report. Submit with a Request for Information. Include a detailed description of the differing condit...

	2.4 SPECIAL REPORTS
	A. General: Submit special reports directly to Owner within 2 days of an occurrence. Distribute copies of report to parties affected by the occurrence.


	PART 3 -  EXECUTION
	3.1 CONTRACTOR'S CONSTRUCTION SCHEDULE
	A. Contractor's Construction Schedule Updating:  At monthly intervals update the schedule to reflect actual construction progress and activities.  Issue schedule updates with each month’s pencil copy pay application.  No pencil copy pay application wi...
	1. Revise schedule immediately after each meeting or other activity where revisions have been recognized or made. Issue updated schedule concurrently with the report of each such meeting.
	2. Include a report with updated schedule that indicates every change, including, but not limited to, changes in logic, durations, actual starts and finishes, and activity durations.
	3. As the Work progresses, indicate final completion percentage for each activity.

	B. Distribution: Distribute copies of approved schedule to Architect, Construction Manager, Owner, separate contractors, testing and inspecting agencies, and other parties identified by Contractor with a need-to-know schedule responsibility.
	1. Post copies in Project meeting rooms and temporary field offices.
	2. When revisions are made, distribute updated schedules to the same parties and post in the same locations. Delete parties from distribution when they have completed their assigned portion of the Work and are no longer involved in performance of cons...




	013300 FL - SUBMITTAL PROCEDURES
	PART 1 -  GENERAL
	1.1 RELATED DOCUMENTS
	A. Drawings and general provisions of the Contract, including General and Supplementary Conditions and other Division 01 Specification Sections, apply to this Section.

	1.2 SUMMARY
	A. This Section includes administrative and procedural requirements for submittals required for performance of the Work, including the following:
	1. Contractor's construction schedule.
	2. Submittal schedule.
	3. Log of all Proposal Requests and responses.
	4. Log of all Contract Modifications each indicating description, amount, execution date, and schedule implications.
	5. Log of all Requests for Information (RFI’s) with a description of each RFI, including the date on which it was submitted, and the date on which it was returned.
	10. Quality assurance submittals.

	B. Related Requirements:
	1. Section 012900 "Payment Procedures" for submitting Applications for Payment and the schedule of values.
	2. Section 013200 "Construction Progress Documentation" for submitting schedules and reports, including Contractor's construction schedule.
	3. Section 017823 "Operation and Maintenance Data" for submitting operation and maintenance manuals.
	4. Section 017839 "Project Record Documents" for submitting record Drawings, record Specifications, and record Product Data.
	5. Section 017900 "Demonstration and Training" for submitting video recordings of demonstration of equipment and training of Owner's personnel.


	1.3 DEFINITIONS
	A. Action Submittals: Written and graphic information and physical samples that require Architect's responsive action. Action submittals are those submittals indicated in individual Specification Sections as "action submittals."
	B. Informational Submittals: Written and graphic information and physical samples that do not require Architect's responsive action. Submittals may be rejected for not complying with requirements. Informational submittals are those submittals indicate...
	C. Architect’s Project Website: Project Website will be Architect’s web-based ShareFile site.
	D. Portable Document Format (PDF): An open standard file format licensed by Adobe Systems used for representing documents in a device-independent and display resolution-independent fixed-layout document format.

	1.4 ACTION SUBMITTALS
	A. Submittal Schedule: Submit a schedule of submittals, arranged in chronological order by dates required by construction schedule. Include time required for review, ordering, manufacturing, fabrication, and delivery when establishing dates. Include a...
	1. Coordinate submittal schedule with list of subcontracts, the schedule of values, and Contractor's construction schedule.
	2. Initial Submittal: Submit concurrently with startup construction schedule. Include submittals required during the first 60 days of construction. List those submittals required to maintain orderly progress of the Work and those required early becaus...
	3. Final Submittal: Submit concurrently with the first complete submittal of Contractor's construction schedule.
	a. Submit revised submittal schedule to reflect changes in current status and timing for submittals.

	4. Format: Arrange the following information in a tabular format:
	a. Scheduled date for first submittal.
	b. Specification Section number and title.
	c. Submittal category: Action; informational.
	d. Name of subcontractor.
	e. Description of the Work covered.
	f. Scheduled date for Architect's final release or approval.
	g. Scheduled date of fabrication.
	h. Scheduled dates for purchasing.
	i. Scheduled dates for installation.
	j. Activity or event number.



	1.5 SUBMITTAL ADMINISTRATIVE REQUIREMENTS
	A. All submittals, except for material and color samples, are to be submitted to Architect’s web-based ShareFile folder.
	B. Contractor will be given access to project online ShareFile construction administration folder upon contract award.
	C. Coordination: Coordinate preparation and processing of submittals with performance of construction activities.
	1. Coordinate each submittal with fabrication, purchasing, testing, delivery, other submittals, and related activities that require sequential activity.
	2. Submit all submittal items required for each Specification Section concurrently unless partial submittals for portions of the Work are indicated on approved submittal schedule.
	3. Submit action submittals and informational submittals required by the same Specification Section as separate packages under separate transmittals.
	4. Coordinate transmittal of different types of submittals for related parts of the Work so processing will not be delayed because of need to review submittals concurrently for coordination.
	a. Architect reserves the right to withhold action on a submittal requiring coordination with other submittals until related submittals are received.


	D. Processing Time: Allow time for submittal review, including time for resubmittals, as follows. Time for review shall commence on Architect's receipt of submittal. No extension of the Contract Time will be authorized because of failure to transmit s...
	1. Initial Review: Allow 15 days for initial review of each submittal. Allow additional time if coordination with subsequent submittals is required. Architect will advise Contractor when a submittal being processed must be delayed for coordination.
	2. Intermediate Review: If intermediate submittal is necessary, process it in same manner as initial submittal.
	3. Concurrent Consultant Review: Where the Contract Documents indicate that submittals may be transmitted simultaneously to Architect and to Architect's consultants, allow 15 days for review of each submittal. Submittal will be returned to Architect b...

	E. Submittal Preparation:  Place a permanent label or title block on each submittal for identification.  Indicate the name of the entity that prepared each submittal on the label or title block.
	1. Use ‘Submittal Cover Sheet’ included at the end of this Section.
	2. Complete all information called for on cover sheet.

	F. Submittal Transmittal:  Package each submittal appropriately for transmittal and handling.  Transmit each submittal from the Contractor to the Architect using a transmittal form.  The Architect will not accept submittals received from sources other...
	1. On the transmittal, record relevant information and requests for data.  On the form, or separate sheet, record deviations from Contract Document requirements, including variations and limitations.  Include Contractor's certification that informatio...
	2. Include the following information for processing and recording action taken:
	a. Project name.
	b. Date.
	c. Name of Architect.
	d. Name of Contractor.
	e. Name of subcontractor.
	f. Name of supplier.
	g. Name of manufacturer.
	h. Submittal number or other unique identifier, including revision identifier.
	i. Number and title of appropriate Specification Section.
	j. Drawing number and detail references, as appropriate.
	k. Location(s) where product is to be installed, as appropriate.
	l. Other necessary identification.


	G. Submittals Utilizing Web-Based Project Software: Prepare submittals as PDF files. Upload to web-based Project software ShareFile website. Enter required data in web-based software site to fully identify submittal.
	H. Identify and incorporate information in each electronic submittal file as follows:
	1. Submittal must include cover sheet in PDF form (indicating the Contractor’s review and approval). Do not submit cover sheet as separate PDF file.
	2. The submittal shall be sent as one indexed (bookmarked) PDF file. Submittals that arrive with multiple files will be rejected.
	3. Submitted PDF files are to have a print layout of 8 ½” x 11”, 11” x 17”, or size of drawing print layout. PDF files with print layouts of other dimensions will be rejected.
	4. Items that are submitted electronically will be returned to the Contractor electronically.
	5. Assemble complete submittal package into a single indexed file incorporating submittal requirements of a single Specification Section and transmittal form with links enabling navigation to each item.
	6. Name file with submittal number or other unique identifier, including revision identifier.
	7. Provide means for insertion to permanently record Contractor's review and approval markings and action taken by Architect.

	I. Options: Identify options requiring selection by Architect.
	J. Deviations and Additional Information: On a separate sheet, prepared on Contractor's letterhead, record relevant information, requests for data, revisions other than those requested by Architect on previous submittals, and deviations from requireme...
	K. Resubmittals: Make resubmittals in same form and number of copies as initial submittal.
	1. Note date and content of previous submittal.
	2. Note date and content of revision in label or title block and clearly indicate extent of revision.
	3. Resubmit submittals until they are marked with approval notation from Architect's action stamp.

	L. Distribution: Furnish copies of final submittals to manufacturers, subcontractors, suppliers, fabricators, installers, authorities having jurisdiction, and others as necessary for performance of construction activities. Show distribution on transmi...
	M. Use for Construction: Retain complete copies of submittals on Project site. Make submittals available to Architect at all times. Use only final action submittals that are marked with approval notation from Architect's action stamp.


	PART 2 -  products
	2.1 SUBMITTAL PROCEDURES
	A. General Submittal Procedure Requirements: Prepare and submit submittals required by individual Specification Sections. Types of submittals are indicated in individual Specification Sections.
	1. Submit electronic submittals to Architect’s web-based ShareFile folder as PDF electronic files. Architect will return annotated file. Annotate and retain one copy of file as an electronic Project record document file.
	2. Certificates and Certifications Submittals: Provide a statement that includes signature of entity responsible for preparing certification. Certificates and certifications shall be signed by an officer or other individual authorized to sign document...
	a. Provide a digital signature with digital certificate on electronically submitted certificates and certifications where indicated.


	B. Product Data: Collect information into a single submittal for each element of construction and type of product or equipment.
	1. If information must be specially prepared for submittal because standard published data are not suitable for use, submit as Shop Drawings, not as Product Data.
	2. Mark each copy of each submittal to show which products and options are applicable.
	3. Include the following information, as applicable:
	a. Manufacturer's catalog cuts.
	b. Manufacturer's product specifications.
	c. Standard color charts.
	d. Statement of compliance with specified referenced standards.
	e. Testing by recognized testing agency.
	f. Application of testing agency labels and seals.
	g. Notation of coordination requirements.
	h. Availability and delivery time information.

	4. For equipment, include the following in addition to the above, as applicable:
	a. Wiring diagrams showing factory-installed wiring.
	b. Printed performance curves.
	c. Operational range diagrams.
	d. Clearances required to other construction, if not indicated on accompanying Shop Drawings.

	5. Submit Product Data before or concurrent with Samples.
	6. Submit Product Data as PDF electronic file.

	C. Shop Drawings: Prepare Project-specific information, drawn accurately to scale. Do not base Shop Drawings on reproductions of the Contract Documents or standard printed data.
	1. Preparation: Fully illustrate requirements in the Contract Documents. Include the following information, as applicable:
	a. Identification of products.
	b. Schedules.
	c. Compliance with specified standards.
	d. Notation of coordination requirements.
	e. Notation of dimensions established by field measurement.
	f. Relationship and attachment to adjoining construction clearly indicated.
	g. Seal and signature of professional engineer if specified.

	2. Submit Shop Drawings as PDF electronic file.

	D. Samples: Submit Samples for review of kind, color, pattern, and texture for a check of these characteristics with other elements and for a comparison of these characteristics between submittal and actual component as delivered and installed.
	1. Transmit Samples that contain multiple, related components such as accessories together in one submittal package.
	2. Identification: Attach label on unexposed side of Samples that includes the following:
	a. Generic description of Sample.
	b. Product name and name of manufacturer.
	c. Sample source.
	d. Number and title of applicable Specification Section.
	e. Specification paragraph number and generic name of each item.

	3. Provide electronic submittal of Sample transmittal, digital image file illustrating Sample characteristics, and identification information for record.
	4. Disposition: Maintain sets of approved Samples at Project site, available for quality-control comparisons throughout the course of construction activity. Sample sets may be used to determine final acceptance of construction associated with each set.
	a. Samples that may be incorporated into the Work are indicated in individual Specification Sections. Such Samples must be in an undamaged condition at time of use.
	b. Samples not incorporated into the Work, or otherwise designated as Owner's property, are the property of Contractor.

	5. Samples for Initial Selection: Submit manufacturer's color charts consisting of units or sections of units showing the full range of colors, textures, and patterns available.
	a. Number of Samples: Submit one full set(s) of available choices where color, pattern, texture, or similar characteristics are required to be selected from manufacturer's product line. Architect will return submittal with options selected.

	6. Samples for Verification: Submit full-size units or Samples of size indicated, prepared from same material to be used for the Work, cured and finished in manner specified, and physically identical with material or product proposed for use, and that...
	a. Number of Samples: Submit three sets of Samples. Architect will retain two  Sample sets; remainder will be returned. Mark up and retain one returned Sample set as a project record sample.
	1) If variation in color, pattern, texture, or other characteristic is inherent in material or product represented by a Sample, submit at least three sets of paired units that show approximate limits of variations.



	E. Product Schedule: As required in individual Specification Sections, prepare a written summary indicating types of products required for the Work and their intended location. Include the following information in tabular form:
	1. Type of product. Include unique identifier for each product indicated in the Contract Documents or assigned by Contractor if none is indicated.
	2. Manufacturer and product name, and model number if applicable.
	3. Number and name of room or space.
	4. Location within room or space.
	5. Submit product schedule as PDF electronic file.

	F. Contractor's Construction Schedule: Comply with requirements specified in Section 013200 "Construction Progress Documentation."
	G. Application for Payment and Schedule of Values: Comply with requirements specified in Section 012900 "Payment Procedures."
	H. Closeout Submittals: Comply with requirements specified in Section 017700 "Closeout Procedures."
	I. Qualification Data: Prepare written information that demonstrates capabilities and experience of firm or person. Include lists of completed projects with project names and addresses, contact information of architects and owners, and other informati...
	J. Welding Certificates: Prepare written certification that welding procedures and personnel comply with requirements in the Contract Documents. Submit record of Welding Procedure Specification and Procedure Qualification Record on AWS forms. Include ...
	K. Installer Certificates: Submit written statements on manufacturer's letterhead certifying that Installer complies with requirements in the Contract Documents and, where required, is authorized by manufacturer for this specific Project.
	L. Manufacturer Certificates: Submit written statements on manufacturer's letterhead certifying that manufacturer complies with requirements in the Contract Documents. Include evidence of manufacturing experience where required.
	M. Product Certificates: Submit written statements on manufacturer's letterhead certifying that product complies with requirements in the Contract Documents.
	N. Material Certificates: Submit written statements on manufacturer's letterhead certifying that material complies with requirements in the Contract Documents.
	O. Material Test Reports: Submit reports written by a qualified testing agency, on testing agency's standard form, indicating and interpreting test results of material for compliance with requirements in the Contract Documents.
	P. Product Test Reports: Submit written reports indicating that current product produced by manufacturer complies with requirements in the Contract Documents. Base reports on evaluation of tests performed by manufacturer and witnessed by a qualified t...
	Q. Research Reports: Submit written evidence, from a model code organization acceptable to authorities having jurisdiction, that product complies with building code in effect for Project. Include the following information:
	1. Name of evaluation organization.
	2. Date of evaluation.
	3. Time period when report is in effect.
	4. Product and manufacturers' names.
	5. Test procedures and results.
	6. Limitations of use.

	R. Preconstruction Test Reports: Submit reports written by a qualified testing agency, on testing agency's standard form, indicating and interpreting results of tests performed before installation of product, for compliance with performance requiremen...
	S. Compatibility Test Reports: Submit reports written by a qualified testing agency, on testing agency's standard form, indicating and interpreting results of compatibility tests performed before installation of product. Include written recommendation...
	T. Field Test Reports: Submit written reports indicating and interpreting results of field tests performed either during installation of product or after product is installed in its final location, for compliance with requirements in the Contract Docu...
	U. Design Data: Prepare and submit written and graphic information, including, but not limited to, performance and design criteria, list of applicable codes and regulations, and calculations. Include list of assumptions and other performance and desig...

	2.2 DELEGATED-DESIGN SERVICES
	A. Performance and Design Criteria: Where professional design services or certifications by a design professional are specifically required of Contractor by the Contract Documents, provide products and systems complying with specific performance and d...
	1. If criteria indicated are not sufficient to perform services or certification required, submit a written request for additional information to Architect.

	B. Delegated-Design Services Certification: In addition to Shop Drawings, Product Data, and other required submittals, submit either a digitally signed PDF electronic file or three  paper copies of certificate, signed and sealed by the responsible des...
	1. Indicate that products and systems comply with performance and design criteria in the Contract Documents. Include list of codes, loads, and other factors used in performing these services.



	PART 3 -  execution
	3.1 CONTRACTOR'S REVIEW
	A. Action and Informational Submittals: Review each submittal and check for coordination with other Work of the Contract and for compliance with the Contract Documents.
	B. Note corrections and field dimensions. Mark with approval stamp identifying Contractor before submitting to Architect.
	C. Project Closeout and Maintenance Material Submittals: See requirements in Section 017700 "Closeout Procedures."
	D. Approval Stamp: Stamp each submittal with a uniform, approval stamp. Include Project name and location, submittal number, Specification Section title and number, name of reviewer, date of Contractor's approval, and statement certifying that submitt...

	3.2 ARCHITECT'S ACTION
	A. Except for submittals for the record or information, where action and return is required, the Architect will review each submittal, mark to indicate action taken, and return promptly.
	1. Compliance with specified characteristics is the Contractor's responsibility.

	B. Action Submittals: Architect will review each submittal, indicate corrections or revisions required, and return.
	1. PDF Submittals: Architect will indicate, via markup on each submittal, the appropriate action.

	C. Action Stamp:  The Architect will use the review stamp section of ‘Submittal Cover Sheet’ to indicate the action taken, as follows:
	1. ‘No Exception Taken’:  The Work covered by the submittal may proceed provided it complies with requirements of the Contract Documents.  Final payment depends on that compliance.
	2. ‘Exception Noted’:  The Work covered by the submittal may proceed provided it complies with notations or corrections on the submittal and requirements of the Contract Documents.  Final payment depends on that compliance.
	3. ‘Submit Specified’:  Do not proceed with Work covered by the submittal, including purchasing, fabrication, delivery, or other activity.  Prepare a new submittal indicating specified material; resubmit without delay.
	4. ‘Revise and Resubmit’:  Do not proceed with Work covered by the submittal, including purchasing, fabrication, delivery, or other activity.  Revise or prepare a new submittal according to the notations; resubmit without delay.  Repeat if necessary t...
	5. ‘See Cover Letter’:  Architect’s review of submittal has resulted in action requiring extensive conclusion, as outlined in cover letter.  Review cover letter carefully and revise or resubmit as necessary.
	6. ‘Rejected’:  Do not proceed with Work covered by the submittal, including purchasing, fabrication, delivery, or other activity.  Do not resubmit a revised copy; prepare a new submittal according to the notations; resubmit without delay.  Repeat if ...

	D. Unsolicited Submittals:  The Architect will return unsolicited submittals to the sender without action.
	E. Incomplete submittals are unacceptable, will be considered nonresponsive, and will be returned for resubmittal without review.



	013300 FL - SUBMITTAL COVER SHEET
	014000 fl - quality requirements
	PART 1 -  GENERAL
	1.1 RELATED DOCUMENTS
	A. Drawings and general provisions of the Contract, including General and Supplementary Conditions and other Division 01 Specification Sections, apply to this Section.

	1.2 SUMMARY
	A. Section includes administrative and procedural requirements for quality assurance and quality control.
	B. Testing and inspecting services are required to verify compliance with requirements specified or indicated. These services do not relieve Contractor of responsibility for compliance with the Contract Document requirements.
	1. Specific quality-assurance and -control requirements for individual construction activities are specified in the Sections that specify those activities. Requirements in those Sections may also cover production of standard products.
	2. Specified tests, inspections, and related actions do not limit Contractor's other quality-assurance and -control procedures that facilitate compliance with the Contract Document requirements.
	3. Requirements for Contractor to provide quality-assurance and -control services required by Architect, Owner, or authorities having jurisdiction are not limited by provisions of this Section.
	4. Specific test and inspection requirements are not specified in this Section.


	1.3 DEFINITIONS
	A. Quality-Assurance Services: Activities, actions, and procedures performed before and during execution of the Work to guard against defects and deficiencies and substantiate that proposed construction will comply with requirements.
	B. Quality-Control Services: Tests, inspections, procedures, and related actions during and after execution of the Work to evaluate that actual products incorporated into the Work and completed construction comply with requirements. Services do not in...
	C. Preconstruction Testing: Tests and inspections performed specifically for Project before products and materials are incorporated into the Work, to verify performance or compliance with specified criteria.
	D. Product Testing: Tests and inspections that are performed by an NRTL, an NVLAP, or a testing agency qualified to conduct product testing and acceptable to authorities having jurisdiction, to establish product performance and compliance with specifi...
	E. Source Quality-Control Testing: Tests and inspections that are performed at the source, e.g., plant, mill, factory, or shop.
	F. Field Quality-Control Testing: Tests and inspections that are performed on-site for installation of the Work and for completed Work.
	G. Testing Agency: An entity engaged to perform specific tests, inspections, or both. Testing laboratory shall mean the same as testing agency.
	H. Installer/Applicator/Erector: Contractor or another entity engaged by Contractor as an employee, Subcontractor, or Sub-subcontractor, to perform a particular construction operation, including installation, erection, application, and similar operati...
	1. Use of trade-specific terminology in referring to a trade or entity does not require that certain construction activities be performed by accredited or unionized individuals, or that requirements specified apply exclusively to specific trade(s).

	I. Experienced: When used with an entity or individual, "experienced" means having successfully completed a minimum of five previous projects similar in nature, size, and extent to this Project; being familiar with special requirements indicated; and ...

	1.4 CONFLICTING REQUIREMENTS
	A. Referenced Standards: If compliance with two or more standards is specified and the standards establish different or conflicting requirements for minimum quantities or quality levels, comply with the most stringent requirement. Refer conflicting re...
	B. Minimum Quantity or Quality Levels: The quantity or quality level shown or specified shall be the minimum provided or performed. The actual installation may comply exactly with the minimum quantity or quality specified, or it may exceed the minimum...

	1.5 ACTION SUBMITTALS
	A. Shop Drawings: For   mockups, provide plans, sections, and elevations, indicating materials and size of mockup construction.
	1. Indicate manufacturer and model number of individual components.
	2. Provide axonometric drawings for conditions difficult to illustrate in two dimensions.


	1.6 INFORMATIONAL SUBMITTALS
	A. Contractor's Quality-Control Plan: For quality-assurance and quality-control activities and responsibilities.
	B. Qualification Data: For Contractor's quality-control personnel.
	C. Contractor's Statement of Responsibility: When required by authorities having jurisdiction, submit copy of written statement of responsibility sent to authorities having jurisdiction before starting work on the following systems:
	1. Seismic-force-resisting system, designated seismic system, or component listed in the designated seismic system quality-assurance plan prepared by Architect.
	2. Main wind-force-resisting system or a wind-resisting component listed in the wind-force-resisting system quality-assurance plan prepared by Architect.

	D. Testing Agency Qualifications: For testing agencies specified in "Quality Assurance" Article to demonstrate their capabilities and experience. Include proof of qualifications in the form of a recent report on the inspection of the testing agency by...
	E. Schedule of Tests and Inspections: Prepare in tabular form and include the following:
	1. Specification Section number and title.
	2. Entity responsible for performing tests and inspections.
	3. Description of test and inspection.
	4. Identification of applicable standards.
	5. Identification of test and inspection methods.
	6. Number of tests and inspections required.
	7. Time schedule or time span for tests and inspections.
	8. Requirements for obtaining samples.
	9. Unique characteristics of each quality-control service.


	1.7 CONTRACTOR'S QUALITY-CONTROL PLAN
	A. Quality-Control Plan, General: Submit quality-control plan within 10 days of Notice to Proceed, and not less than five  days prior to preconstruction conference. Submit in format acceptable to Architect. Identify personnel, procedures, controls, in...
	B. Submittal Procedure: Describe procedures for ensuring compliance with requirements through review and management of submittal process. Indicate qualifications of personnel responsible for submittal review.
	C. Testing and Inspection: In quality-control plan, include a comprehensive schedule of Work requiring testing or inspection, including the following:
	1. Contractor-performed tests and inspections including subcontractor-performed tests and inspections. Include required tests and inspections and Contractor-elected tests and inspections.
	2. Special inspections required by authorities having jurisdiction and indicated on the "Statement of Special Inspections."
	3. Owner-performed tests and inspections indicated in the Contract Documents.

	D. Continuous Inspection of Workmanship: Describe process for continuous inspection during construction to identify and correct deficiencies in workmanship in addition to testing and inspection specified. Indicate types of corrective actions to be req...
	E. Monitoring and Documentation: Maintain testing and inspection reports including log of approved and rejected results. Include work Architect has indicated as nonconforming or defective. Indicate corrective actions taken to bring nonconforming work ...

	1.8 REPORTS AND DOCUMENTS
	A. Test and Inspection Reports: Prepare and submit certified written reports specified in other Sections. Include the following:
	1. Date of issue.
	2. Project title and number.
	3. Name, address, and telephone number of testing agency.
	4. Dates and locations of samples and tests or inspections.
	5. Names of individuals making tests and inspections.
	6. Description of the Work and test and inspection method.
	7. Identification of product and Specification Section.
	8. Complete test or inspection data.
	9. Test and inspection results and an interpretation of test results.
	10. Record of temperature and weather conditions at time of sample taking and testing and inspecting.
	11. Comments or professional opinion on whether tested or inspected Work complies with the Contract Document requirements.
	12. Name and signature of laboratory inspector.
	13. Recommendations on retesting and reinspecting.

	B. Manufacturer's Technical Representative's Field Reports: Prepare written information documenting manufacturer's technical representative's tests and inspections specified in other Sections. Include the following:
	1. Name, address, and telephone number of technical representative making report.
	2. Statement on condition of substrates and their acceptability for installation of product.
	3. Statement that products at Project site comply with requirements.
	4. Summary of installation procedures being followed, whether they comply with requirements and, if not, what corrective action was taken.
	5. Results of operational and other tests and a statement of whether observed performance complies with requirements.
	6. Statement whether conditions, products, and installation will affect warranty.
	7. Other required items indicated in individual Specification Sections.

	C. Factory-Authorized Service Representative's Reports: Prepare written information documenting manufacturer's factory-authorized service representative's tests and inspections specified in other Sections. Include the following:
	1. Name, address, and telephone number of factory-authorized service representative making report.
	2. Statement that equipment complies with requirements.
	3. Results of operational and other tests and a statement of whether observed performance complies with requirements.
	4. Statement whether conditions, products, and installation will affect warranty.
	5. Other required items indicated in individual Specification Sections.

	D. Permits, Licenses, and Certificates: For Owner's records, submit copies of permits, licenses, certifications, inspection reports, releases, jurisdictional settlements, notices, receipts for fee payments, judgments, correspondence, records, and simi...

	1.9 QUALITY ASSURANCE
	A. General: Qualifications paragraphs in this article establish the minimum qualification levels required; individual Specification Sections specify additional requirements.
	B. Manufacturer Qualifications: A firm experienced in manufacturing products or systems similar to those indicated for this Project and with a record of successful in-service performance, as well as sufficient production capacity to produce required u...
	C. Fabricator Qualifications: A firm experienced in producing products similar to those indicated for this Project and with a record of successful in-service performance, as well as sufficient production capacity to produce required units.
	D. Installer Qualifications: A firm or individual experienced in installing, erecting, or assembling work similar in material, design, and extent to that indicated for this Project, whose work has resulted in construction with a record of successful i...
	E. Professional Engineer Qualifications: A professional engineer who is legally qualified to practice in jurisdiction where Project is located and who is experienced in providing engineering services of the kind indicated. Engineering services are def...
	F. Testing Agency Qualifications: An NRTL, an NVLAP, or an independent agency with the experience and capability to conduct testing and inspecting indicated, as documented according to ASTM E 329 ; and with additional qualifications specified in indiv...
	1. NRTL: A nationally recognized testing laboratory according to 29 CFR 1910.7.
	2. NVLAP: A testing agency accredited according to NIST's National Voluntary Laboratory Accreditation Program.

	G. Manufacturer's Technical Representative Qualifications: An authorized representative of manufacturer who is trained and approved by manufacturer to observe and inspect installation of manufacturer's products that are similar in material, design, an...
	H. Factory-Authorized Service Representative Qualifications: An authorized representative of manufacturer who is trained and approved by manufacturer to inspect installation of manufacturer's products that are similar in material, design, and extent t...
	I. Preconstruction Testing: Where testing agency is indicated to perform preconstruction testing for compliance with specified requirements for performance and test methods, comply with the following:
	1. Contractor responsibilities include the following:
	a. Provide test specimens representative of proposed products and construction.
	b. Submit specimens in a timely manner with sufficient time for testing and analyzing results to prevent delaying the Work.
	c. Provide sizes and configurations of test assemblies, mockups, and laboratory mockups to adequately demonstrate capability of products to comply with performance requirements.
	d. Build site-assembled test assemblies and mockups using installers who will perform same tasks for Project.
	e. Build laboratory mockups at testing facility using personnel, products, and methods of construction indicated for the completed Work.
	f. When testing is complete, remove test specimens, assemblies, and mockups; do not reuse products on Project.

	2. Testing Agency Responsibilities: Submit a certified written report of each test, inspection, and similar quality-assurance service to Architect, with copy to Contractor. Interpret tests and inspections and state in each report whether tested and in...


	1.10 QUALITY CONTROL
	A. Owner Responsibilities: Where quality-control services are indicated as Owner's responsibility, Owner will engage a qualified testing agency to perform these services.
	1. Owner will furnish Contractor with names, addresses, and telephone numbers of testing agencies engaged and a description of types of testing and inspecting they are engaged to perform.
	2. Costs for retesting and reinspecting construction that replaces or is necessitated by work that failed to comply with the Contract Documents will be charged to Contractor, and the Contract Sum will be adjusted by Change Order.

	B. Contractor Responsibilities: Tests and inspections not explicitly assigned to Owner are Contractor's responsibility. Perform additional quality-control activities required to verify that the Work complies with requirements, whether specified or not.
	1. Unless otherwise indicated, provide quality-control services specified and those required by authorities having jurisdiction. Perform quality-control services required of Contractor by authorities having jurisdiction, whether specified or not.
	2. Where services are indicated as Contractor's responsibility, engage a qualified testing agency to perform these quality-control services.
	a. Contractor shall not employ same entity engaged by Owner, unless agreed to in writing by Owner.

	3. Notify testing agencies at least 24 hours in advance of time when Work that requires testing or inspecting will be performed.
	4. Where quality-control services are indicated as Contractor's responsibility, submit a certified written report, in duplicate, of each quality-control service.
	5. Testing and inspecting requested by Contractor and not required by the Contract Documents are Contractor's responsibility.
	6. Submit additional copies of each written report directly to authorities having jurisdiction, when they so direct.

	C. Manufacturer's Field Services: Where indicated, engage a factory-authorized service representative to inspect field-assembled components and equipment installation, including service connections. Report results in writing as specified in Section 01...
	D. Manufacturer's Technical Services: Where indicated, engage a manufacturer's technical representative to observe and inspect the Work. Manufacturer's technical representative's services include participation in preinstallation conferences, examinati...
	E. Retesting/Reinspecting: Regardless of whether original tests or inspections were Contractor's responsibility, provide quality-control services, including retesting and reinspecting, for construction that replaced Work that failed to comply with the...
	F. Testing Agency Responsibilities: Cooperate with Architect and Contractor in performance of duties. Provide qualified personnel to perform required tests and inspections.
	1. Notify Architect and Contractor promptly of irregularities or deficiencies observed in the Work during performance of its services.
	2. Determine the location from which test samples will be taken and in which in-situ tests are conducted.
	3. Conduct and interpret tests and inspections and state in each report whether tested and inspected work complies with or deviates from requirements.
	4. Submit a certified written report, in duplicate, of each test, inspection, and similar quality-control service through Contractor.
	5. Do not release, revoke, alter, or increase the Contract Document requirements or approve or accept any portion of the Work.
	6. Do not perform any duties of Contractor.

	G. Associated Services: Cooperate with agencies performing required tests, inspections, and similar quality-control services, and provide reasonable auxiliary services as requested. Notify agency sufficiently in advance of operations to permit assignm...
	1. Access to the Work.
	2. Incidental labor and facilities necessary to facilitate tests and inspections.
	3. Adequate quantities of representative samples of materials that require testing and inspecting. Assist agency in obtaining samples.
	4. Facilities for storage and field curing of test samples.
	5. Delivery of samples to testing agencies.
	6. Preliminary design mix proposed for use for material mixes that require control by testing agency.
	7. Security and protection for samples and for testing and inspecting equipment at Project site.

	H. Coordination: Coordinate sequence of activities to accommodate required quality-assurance and -control services with a minimum of delay and to avoid necessity of removing and replacing construction to accommodate testing and inspecting.
	1. Schedule times for tests, inspections, obtaining samples, and similar activities.

	I. Schedule of Tests and Inspections: Prepare a schedule of tests, inspections, and similar quality-control services required by the Contract Documents. Coordinate and submit concurrently with Contractor's construction schedule. Update as the Work pro...
	1. Distribution: Distribute schedule to Owner, Architect, testing agencies, and each party involved in performance of portions of the Work where tests and inspections are required.


	1.11 SPECIAL TESTS AND INSPECTIONS
	A. Special Tests and Inspections: Owner will engage a qualified testing agency to conduct special tests and inspections required by authorities having jurisdiction as the responsibility of Owner, and as follows:
	1. Verifying that manufacturer maintains detailed fabrication and quality-control procedures and reviews the completeness and adequacy of those procedures to perform the Work.
	2. Notifying Architect and Contractor promptly of irregularities and deficiencies observed in the Work during performance of its services.
	3. Submitting a certified written report of each test, inspection, and similar quality-control service to Architect with copy to Contractor and to authorities having jurisdiction.
	4. Submitting a final report of special tests and inspections at Substantial Completion, which includes a list of unresolved deficiencies.
	5. Interpreting tests and inspections and stating in each report whether tested and inspected work complies with or deviates from the Contract Documents.
	6. Retesting and reinspecting corrected work.



	PART 2 -  PRODUCTS (Not Used)
	PART 3 -  EXECUTION
	3.1 TEST AND INSPECTION LOG
	A. Test and Inspection Log: Prepare a record of tests and inspections. Include the following:
	1. Date test or inspection was conducted.
	2. Description of the Work tested or inspected.
	3. Date test or inspection results were transmitted to Architect.
	4. Identification of testing agency or special inspector conducting test or inspection.

	B. Maintain log at Project site. Post changes and revisions as they occur. Provide access to test and inspection log for Architect's reference during normal working hours.

	3.2 REPAIR AND PROTECTION
	A. General: On completion of testing, inspecting, sample taking, and similar services, repair damaged construction and restore substrates and finishes.
	1. Provide materials and comply with installation requirements specified in other Specification Sections or matching existing substrates and finishes. Restore patched areas and extend restoration into adjoining areas with durable seams that are as inv...

	B. Protect construction exposed by or for quality-control service activities.
	C. Repair and protection are Contractor's responsibility, regardless of the assignment of responsibility for quality-control services.



	014200 fl - references
	PART 1 -  GENERAL
	1.1 RELATED DOCUMENTS
	A. Drawings and general provisions of the Contract, including General and Supplementary Conditions and other Division 01 Specification Sections, apply to this Section.

	1.2 DEFINITIONS
	A. General: Basic Contract definitions are included in the Conditions of the Contract.
	B. "Approved": When used to convey Architect's action on Contractor's submittals, applications, and requests, "approved" is limited to Architect's duties and responsibilities as stated in the Conditions of the Contract.
	C. "Directed": A command or instruction by Architect. Other terms including "requested," "authorized," "selected," "required," and "permitted" have the same meaning as "directed."
	D. "Indicated": Requirements expressed by graphic representations or in written form on Drawings, in Specifications, and in other Contract Documents. Other terms including "shown," "noted," "scheduled," and "specified" have the same meaning as "indica...
	E. "Regulations": Laws, ordinances, statutes, and lawful orders issued by authorities having jurisdiction, and rules, conventions, and agreements within the construction industry that control performance of the Work.
	F. "Furnish": Supply and deliver to Project site, ready for unloading, unpacking, assembly, installation, and similar operations.
	G. "Install": Unload, temporarily store, unpack, assemble, erect, place, anchor, apply, work to dimension, finish, cure, protect, clean, and similar operations at Project site.
	H. "Provide": Furnish and install, complete and ready for the intended use.
	I. "Project Site": Space available for performing construction activities. The extent of Project site is shown on Drawings and may or may not be identical with the description of the land on which Project is to be built.

	1.3 INDUSTRY STANDARDS
	A. Applicability of Standards: Unless the Contract Documents include more stringent requirements, applicable construction industry standards have the same force and effect as if bound or copied directly into the Contract Documents to the extent refere...
	B. Publication Dates: Comply with standards in effect as of date of the Contract Documents unless otherwise indicated.
	C. Copies of Standards: Each entity engaged in construction on Project should be familiar with industry standards applicable to its construction activity. Copies of applicable standards are not bound with the Contract Documents.
	1. Where copies of standards are needed to perform a required construction activity, obtain copies directly from publication source.


	1.4 ABBREVIATIONS AND ACRONYMS
	A. Industry Organizations: Where abbreviations and acronyms are used in Specifications or other Contract Documents, they shall mean the recognized name of the entities indicated in Gale's "Encyclopedia of Associations: National Organizations of the U....
	B. Code Agencies: Where abbreviations and acronyms are used in Specifications or other Contract Documents, they shall mean the recognized name of the entities in the following list. This information is believed to be accurate as of the date of the Con...
	1. IAPMO - International Association of Plumbing and Mechanical Officials; www.iapmo.org.
	2. ICC - International Code Council; www.iccsafe.org.
	3. ICC-ES - ICC Evaluation Service, LLC; www.icc-es.org.

	C. Federal Government Agencies: Where abbreviations and acronyms are used in Specifications or other Contract Documents, they shall mean the recognized name of the entities in the following list. Information is subject to change and is up-to-date as o...
	1. COE - Army Corps of Engineers; www.usace.army.mil.
	2. CPSC - Consumer Product Safety Commission; www.cpsc.gov.
	3. DOC - Department of Commerce; National Institute of Standards and Technology; www.nist.gov.
	4. DOD - Department of Defense; http://dodssp.daps.dla.mil.
	5. DOE - Department of Energy; www.energy.gov.
	6. EPA - Environmental Protection Agency; www.epa.gov.
	7. FAA - Federal Aviation Administration; www.faa.gov.
	8. FG - Federal Government Publications; www.gpo.gov.
	9. GSA - General Services Administration; www.gsa.gov.
	10. HUD - Department of Housing and Urban Development; www.hud.gov.
	11. LBL - Lawrence Berkeley National Laboratory; Environmental Energy Technologies Division; http://eetd.lbl.gov.
	12. OSHA - Occupational Safety & Health Administration; www.osha.gov.
	13. SD - Department of State; www.state.gov.
	14. TRB - Transportation Research Board; National Cooperative Highway Research Program; www.trb.org.
	15. USDA - Department of Agriculture; Agriculture Research Service; U.S. Salinity Laboratory; www.ars.usda.gov.
	16. USDA - Department of Agriculture; Rural Utilities Service; www.usda.gov.
	17. USDJ - Department of Justice; Office of Justice Programs; National Institute of Justice; www.ojp.usdoj.gov.
	18. USP - U.S. Pharmacopeia; www.usp.org.
	19. USPS - United States Postal Service; www.usps.com.

	D. Standards and Regulations: Where abbreviations and acronyms are used in Specifications or other Contract Documents, they shall mean the recognized name of the standards and regulations in the following list. This information is subject to change an...
	1. CFR - Code of Federal Regulations; Available from Government Printing Office; www.gpo.gov/fdsys.
	2. DOD - Department of Defense; Military Specifications and Standards; Available from Department of Defense Single Stock Point; http://dodssp.daps.dla.mil.
	3. DSCC - Defense Supply Center Columbus; (See FS).
	4. FED-STD - Federal Standard; (See FS).
	5. FS - Federal Specification; Available from Department of Defense Single Stock Point; http://dodssp.daps.dla.mil.
	a. Available from Defense Standardization Program; www.dsp.dla.mil.
	b. Available from General Services Administration; www.gsa.gov.
	c. Available from National Institute of Building Sciences/Whole Building Design Guide; www.wbdg.org/ccb.

	6. MILSPEC - Military Specification and Standards; (See DOD).
	7. USAB - United States Access Board; www.access-board.gov.
	8. USATBCB - U.S. Architectural & Transportation Barriers Compliance Board; (See USAB).

	E. State Government Agencies: Where abbreviations and acronyms are used in Specifications or other Contract Documents, they shall mean the recognized name of the entities in the following list. This information is subject to change and is believed to ...
	1. CBHF; State of California; Department of Consumer Affairs; Bureau of Electronic Appliance and Repair, Home Furnishings and Thermal Insulation; www.bearhfti.ca.gov.
	2. CCR; California Code of Regulations; Office of Administrative Law; California Title 24 Energy Code; www.calregs.com.
	3. CDHS; California Department of Health Services; (See CDPH).
	4. CDPH; California Department of Public Health; Indoor Air Quality Program; www.cal-iaq.org.
	5. CPUC; California Public Utilities Commission; www.cpuc.ca.gov.
	6. SCAQMD; South Coast Air Quality Management District; www.aqmd.gov.
	7. TFS; Texas Forest Service; Forest Resource Development and Sustainable Forestry; http://txforestservice.tamu.edu.



	PART 2 -  PRODUCTS (Not Used)
	PART 3 -  EXECUTION (Not Used)

	015000 fl - temporary facilities and controls
	PART 1 -  GENERAL
	1.1 RELATED DOCUMENTS
	A. Drawings and general provisions of the Contract, including General and Supplementary Conditions and other Division 01 Specification Sections, apply to this Section.

	1.2 SUMMARY
	A. Section includes requirements for temporary utilities, support facilities, and security and protection facilities.
	B. Related Requirements:
	1. Section 011000 "Summary" for work restrictions and limitations on utility interruptions.


	1.3 USE CHARGES
	A. General: Installation and removal of and use charges for temporary facilities shall be included in the Contract Sum unless otherwise indicated. Allow other entities to use temporary services and facilities without cost, including, but not limited t...
	B. Water and Sewer Service from Existing System: Water from Owner's existing water system is available for use without metering and without payment of use charges. Provide connections and extensions of services as required for construction operations.
	C. Electric Power Service from Existing System: Electric power from Owner's existing system is available for use without metering and without payment of use charges. Provide connections and extensions of services as required for construction operations.

	1.4 INFORMATIONAL SUBMITTALS
	A. Site Plan: Show temporary facilities, utility hookups, staging areas, and parking areas for construction personnel.
	B. Fire-Safety Program: Show compliance with requirements of NFPA 241 and authorities having jurisdiction. Indicate Contractor personnel responsible for management of fire-prevention program.
	C. Moisture-Protection Plan: Describe procedures and controls for protecting materials and construction from water absorption and damage.
	1. Describe delivery, handling, and storage provisions for materials subject to water absorption or water damage.
	2. Indicate procedures for discarding water-damaged materials, protocols for mitigating water intrusion into completed Work, and replacing water-damaged Work.
	3. Indicate sequencing of work that requires water, such as sprayed fire-resistive materials, plastering, and terrazzo grinding, and describe plans for dealing with water from these operations. Show procedures for verifying that wet construction has d...

	D. Dust- and HVAC-Control Plan: Submit coordination drawing and narrative that indicates the dust- and HVAC-control measures proposed for use, proposed locations, and proposed time frame for their operation. Identify further options if proposed measur...
	1. Locations of dust-control partitions at each phase of work.
	2. HVAC system isolation schematic drawing.
	3. Location of proposed air-filtration system discharge.
	4. Waste handling procedures.
	5. Other dust-control measures.

	A. Electric Service: Comply with NECA, NEMA, and UL standards and regulations for temporary electric service. Install service to comply with NFPA 70.
	B. Tests and Inspections: Arrange for authorities having jurisdiction to test and inspect each temporary utility before use. Obtain required certifications and permits.
	C. Accessible Temporary Egress: Comply with applicable provisions in the U.S. Architectural & Transportation Barriers Compliance Board's ADA-ABA Accessibility Guidelines.
	A. Temporary Use of Permanent Facilities: Engage Installer of each permanent service to assume responsibility for operation, maintenance, and protection of each permanent service during its use as a construction facility before Owner's acceptance, reg...


	PART 2 -  PRODUCTS
	A. Portable Chain-Link Fencing: Minimum 2-inch (50-mm), 0.148-inch- (3.8-mm-) thick, galvanized-steel, chain-link fabric fencing; minimum 6 feet (1.8 m) high with galvanized-steel pipe posts; minimum 2-3/8-inch- (60-mm-) OD line posts and 2-7/8-inch- ...
	B. Polyethylene Sheet: Reinforced, fire-resistive sheet, 10-mil (0.25-mm) minimum thickness, with flame-spread rating of 15 or less per ASTM E 84 and passing NFPA 701 Test Method 2.
	C. Plywood for temporary walls and doors: 8 feet (2.4 m) high, framed with four 2-by-4-inch (50-by-100-mm) rails, with preservative-treated wood posts spaced not more than 6 feet (2.4 m) apart.
	D. Dust-Control Adhesive-Surface Walk-off Mats: Provide mats minimum 36 by 60 inches (914 by 1624 mm).
	E. Insulation: Unfaced mineral-fiber blanket, manufactured from glass, slag wool, or rock wool; with maximum flame-spread and smoke-developed indexes of 25 and 50, respectively.
	2.2 TEMPORARY FACILITIES
	A. Field Offices, General: Prefabricated or mobile units with serviceable finishes, temperature controls, and foundations adequate for normal loading.
	B. Common-Use Field Office: Of sufficient size to accommodate needs of Owner, Architect, and construction personnel office activities and to accommodate Project meetings specified in other Division 01 Sections. Keep office clean and orderly. Furnish a...
	1. Furniture required for Project-site documents including file cabinets, plan tables, plan racks, and bookcases.
	2. Conference room of sufficient size to accommodate meetings of 10 individuals. Provide electrical power service and 120-V ac duplex receptacles, with no fewer than one receptacle on each wall. Furnish room with conference table, chairs, and 4-foot- ...
	3. Drinking water and private toilet.
	4. Coffee machine and supplies.
	5. Heating and cooling equipment necessary to maintain a uniform indoor temperature of 68 to 72 deg F (20 to 22 deg C).
	6. Lighting fixtures capable of maintaining average illumination of 20 fc (215 lx) at desk height.

	C. Storage and Fabrication Sheds: Provide sheds sized, furnished, and equipped to accommodate materials and equipment for construction operations.
	1. Store combustible materials apart from building.


	2.3 EQUIPMENT
	A. Fire Extinguishers: Portable, UL rated; with class and extinguishing agent as required by locations and classes of fire exposures.
	B. HVAC Equipment: Provide temporary vented, self-contained, liquid-propane-gas or fuel-oil heaters, air handling units, and portable air-conditioning units with individual space thermostatic control.
	1. Use of gasoline-burning space heaters, open-flame heaters, or salamander-type heating units is prohibited.
	2. Heating Units: Listed and labeled for type of fuel being consumed, by a qualified testing agency acceptable to authorities having jurisdiction, and marked for intended location and application.
	3. Permanent HVAC System: Upon Architect’s authorization to use permanent HVAC system for temporary use during construction, provide filter with MERV of 8 at each return-air grille in system and remove at end of construction[ and clean HVAC system as ...

	C. Air-Filtration Units: Primary and secondary High-Efficiency Particulate Absorption (HEPA) -filter-equipped portable units with four-stage filtration. Provide single switch for emergency shutoff. Configure to run continuously.


	PART 3 -  EXECUTION
	3.1 INSTALLATION, GENERAL
	A. Locate facilities where they will serve Project adequately and result in minimum interference with performance of the Work. Relocate and modify facilities as required by progress of the Work.
	1. Locate facilities to limit site disturbance as specified in Section 011000 "Summary."

	B. Provide each facility ready for use when needed to avoid delay. Do not remove until facilities are no longer needed or are replaced by authorized use of completed permanent facilities.

	3.2 TEMPORARY UTILITY INSTALLATION
	A. General: Install temporary service or connect to existing service.
	1. Arrange with utility company, Owner, and existing users for time when service can be interrupted, if necessary, to make connections for temporary services.

	B. Sewers and Drainage: Provide temporary utilities to remove effluent lawfully.
	1. Connect temporary sewers to public utility system as directed by authorities having jurisdiction.
	2. Prevent sewer gas from leaking into occupied areas of building. Presence of sewer gas in occupied areas of building will be cause for Owner’s stopping of the work and assigning liquidated damages to Contractor as per contract conditions.

	C. Water Service: Connect to Owner's existing water service facilities. Clean and maintain water service facilities in a condition acceptable to Owner. At Substantial Completion, restore these facilities to condition existing before initial use.
	1. Protect building’s existing water system during construction and repair or replace system components to Owner’s satisfaction if damaged by construction operations.
	2. Clean and maintain water service facilities in a condition acceptable to Owner.

	D. Sanitary Facilities: Provide temporary toilets, wash facilities, and drinking water for use of construction personnel. Comply with requirements of authorities having jurisdiction for type, number, location, operation, and maintenance of fixtures an...
	E. Heating: Provide temporary heating required by construction activities for curing or drying of completed installations or for protecting installed construction from adverse effects of low temperatures or high humidity. Select equipment that will no...
	F. Isolation of Work Areas in Occupied Facilities: Prevent dust, fumes, and odors from entering occupied areas.
	1. Prior to commencing work, isolate the HVAC system in area where work is to be performed according to coordination drawings.
	a. Disconnect supply and return ductwork in work area from HVAC systems servicing occupied areas.
	b. Maintain negative air pressure within work area using HEPA-equipped air-filtration units, starting with commencement of temporary partition construction, and continuing until removal of temporary partitions is complete.

	2. Maintain dust partitions during the Work. Use vacuum collection attachments on dust-producing equipment. Isolate limited work within occupied areas using portable dust-containment devices.
	3. Perform daily construction cleanup and final cleanup using approved, HEPA-filter-equipped vacuum equipment.

	G. Ventilation and Humidity Control: Provide temporary ventilation required by construction activities for curing or drying of completed installations or for protecting installed construction from adverse effects of high humidity. Select equipment tha...
	1. Provide dehumidification systems when required to reduce substrate moisture levels to level required to allow installation or application of finishes.

	H. Electric Power Service: Connect to Owner's existing electric power service. Maintain equipment in a condition acceptable to Owner.
	1. Provide electric power distribution system as connected to Owner’s electric power service of sufficient size, capacity, and power characteristics required for construction operations. Observe all requirements of legal authorities having jurisdiction.

	I. Lighting: Provide temporary lighting with local switching that provides adequate illumination for construction operations, observations, inspections, and traffic conditions.
	1. Install and operate temporary lighting that fulfills security and protection requirements without operating entire system.
	2. Install lighting for Project identification sign.

	J. Telephone Service: Cell phones will qualify as field office telephones.
	K. Provide a dedicated telephone line for each facsimile machine in each field office.
	1. At a location conspicuous to essential personnel, post a list of important telephone numbers including the following:
	a. Police and fire departments.
	b. Ambulance service.
	c. Contractor's home office.
	d. Contractor's emergency after-hours telephone number.
	e. Architect's office.
	f. Engineers' offices.
	g. Owner's office.
	h. Principal subcontractors' field and home offices.

	2. Provide superintendent with cellular telephone or portable two-way radio for use when away from field office.

	L. Electronic Communication Service: Provide secure WiFi wireless connection to internet with provisions for access by Architect and Owner.

	3.3 SUPPORT FACILITIES INSTALLATION
	A. General: Comply with the following:
	1. Provide construction for temporary offices, shops, and sheds located within construction area or within 30 feet (9 m) of building lines that is noncombustible according to ASTM E 136. Comply with NFPA 241.
	2. Maintain support facilities until Architect schedules Substantial Completion inspection. Remove before Substantial Completion. Personnel remaining after Substantial Completion will be permitted to use permanent facilities, under conditions acceptab...

	B. Protect all existing property, construction, and paving areas not scheduled for demolition including driveways, parking areas, and walks. Repair or replace same to Owner’s satisfaction if damaged by construction operations. Coordinate delivery rout...
	C. Temporary Roads and Paved Areas: Construct and maintain temporary roads and paved areas adequate for construction operations. Locate temporary roads and paved areas as indicated on Drawings.
	1. Provide dust-control treatment that is nonpolluting and nontracking. Reapply treatment as required to minimize dust.

	D. Temporary Use of Permanent Roads and Paved Areas: Locate temporary roads and paved areas in same location as permanent roads and paved areas. Construct and maintain temporary roads and paved areas adequate for construction operations. Extend tempor...
	1. Coordinate elevations of temporary roads and paved areas with permanent roads and paved areas.
	2. Prepare subgrade and install subbase and base for temporary roads and paved areas according to Section 312000 "Earth Moving."
	3. Recondition base after temporary use, including removing contaminated material, regrading, proof-rolling, compacting, and testing.

	E. Traffic Controls: Comply with requirements of authorities having jurisdiction.
	1. Protect existing site improvements to remain including curbs, pavement, and utilities.
	2. Maintain access for fire-fighting equipment and access to fire hydrants.

	F. Parking:  Use designated areas of Owner's existing parking areas for construction personnel.
	G. Dewatering Facilities and Drains: Comply with requirements of authorities having jurisdiction. Maintain Project site, excavations, and construction free of water.
	1. Dispose of rainwater in a lawful manner that will not result in flooding Project or adjoining properties or endanger permanent Work or temporary facilities.
	2. Remove snow and ice as required to minimize accumulations.

	H. Project Signs: Provide Project signs as indicated. Unauthorized signs are not permitted.
	1. Identification Signs: Provide Project identification signs as indicated on Drawings.
	2. Temporary Signs: Provide other signs as indicated and as required to inform public and individuals seeking entrance to Project.
	a. Provide temporary, directional signs for construction personnel and visitors.

	3. Maintain and touchup signs so they are legible at all times.

	I. Waste Disposal Facilities: Provide waste-collection containers in sizes adequate to handle waste from construction operations. Comply with requirements of authorities having jurisdiction. Comply with progress cleaning requirements in Section 017300...
	J. Lifts and Hoists: Provide facilities necessary for hoisting materials and personnel.
	1. Truck cranes and similar devices used for hoisting materials and personnel are considered "tools and equipment" and not temporary facilities.

	K. Existing Stair Usage: Use of Owner's existing stairs will be permitted, provided stairs are cleaned and maintained in a condition acceptable to Owner. At Substantial Completion, restore stairs to condition existing before initial use.
	1. Provide protective coverings, barriers, devices, signs, or other procedures to protect stairs and to maintain means of egress. If stairs become damaged, restore damaged areas so no evidence remains of correction work.


	3.4 SECURITY AND PROTECTION FACILITIES INSTALLATION
	A. Protection of Existing Facilities: Protect existing vegetation, equipment, structures, utilities, and other improvements at Project site and on adjacent properties, except those indicated to be removed or altered. Repair damage to existing facilities.
	B. Environmental Protection: Provide protection, operate temporary facilities, and conduct construction as required to comply with environmental regulations and that minimize possible air, waterway, and subsoil contamination or pollution or other unde...
	1. Comply with work restrictions specified in Section 011000 "Summary."

	C. Temporary Erosion and Sedimentation Control: Comply with requirements of 2003 EPA Construction General Permit or authorities having jurisdiction, whichever is more stringent and requirements specified in Section 311000 "Site Clearing."
	1. Provide measures to prevent soil erosion and discharge of soil-bearing water runoff and airborne dust to undisturbed areas and to adjacent properties and walkways, according to  requirements of 2003 EPA Construction General Permit or authorities ha...
	2. Verify that flows of water redirected from construction areas or generated by construction activity do not enter or cross tree- or plant- protection zones.
	3. Inspect, repair, and maintain erosion- and sedimentation-control measures during construction until permanent vegetation has been established.
	4. Clean, repair, and restore adjoining properties and roads affected by erosion and sedimentation from Project site during the course of Project.
	5. Remove erosion and sedimentation controls and restore and stabilize areas disturbed during removal.

	D. Stormwater Control: Comply with requirements of authorities having jurisdiction. Provide barriers in and around excavations and subgrade construction to prevent flooding by runoff of stormwater from heavy rains.
	E. Pest Control: Engage pest-control service to recommend practices to minimize attraction and harboring of rodents, roaches, and other pests and to perform extermination and control procedures at regular intervals so Project will be free of pests and...
	F. Security Enclosure and Lockup: Install temporary enclosure around partially completed areas of construction. Provide lockable entrances to prevent unauthorized entrance, vandalism, theft, and similar violations of security. Lock entrances at end of...
	G. Barricades, Warning Signs, and Lights: Comply with requirements of authorities having jurisdiction for erecting structurally adequate barricades, including warning signs and lighting.
	H. Temporary Egress: Maintain temporary egress from existing occupied facilities as indicated and as required by authorities having jurisdiction.
	I. Temporary Enclosures: Provide temporary enclosures for protection of construction, in progress and completed, from exposure, foul weather, other construction operations, and similar activities. Provide temporary weathertight enclosure for building ...
	1. Where heating or cooling is needed and permanent enclosure is incomplete, insulate temporary enclosures.

	J. Temporary Partitions: Provide floor-to-ceiling dustproof partitions to limit dust and dirt migration and to separate areas occupied by Owner and tenants from fumes and noise.
	1. Construct dustproof partitions with gypsum wallboard with joints taped on occupied side, and fire-retardant-treated plywood on construction operations side.
	2. Construct dustproof partitions with two layers of 6-mil (0.14-mm) polyethylene sheet on each side. Cover floor with two layers of 6-mil (0.14-mm) polyethylene sheet, extending sheets 18 inches (460 mm) up the sidewalls. Overlap and tape full length...
	a. Construct vestibule and airlock at each entrance through temporary partition with not less than 48 inches (1219 mm) between doors. Maintain water-dampened foot mats in vestibule.

	3. Where fire-resistance-rated temporary partitions are indicated or are required by authorities having jurisdiction, construct partitions according to the rated assemblies.
	4. Insulate partitions to control noise transmission to occupied areas.
	5. Seal joints and perimeter. Equip partitions with gasketed dustproof doors and security locks where openings are required.
	6. Protect air-handling equipment.
	7. Provide walk-off mats at each entrance through temporary partition.

	K. Temporary Fire Protection: Install and maintain temporary fire-protection facilities of types needed to protect against reasonably predictable and controllable fire losses. Comply with NFPA 241; manage fire-prevention program.
	1. Prohibit smoking in construction areas.
	2. Supervise welding operations, combustion-type temporary heating units, and similar sources of fire ignition according to requirements of authorities having jurisdiction.
	3. Develop and supervise an overall fire-prevention and -protection program for personnel at Project site. Review needs with local fire department and establish procedures to be followed. Instruct personnel in methods and procedures. Post warnings and...
	4. Provide temporary standpipes and hoses for fire protection. Hang hoses with a warning sign stating that hoses are for fire-protection purposes only and are not to be removed. Match hose size with outlet size and equip with suitable nozzles.


	3.5 MOISTURE AND MOLD CONTROL
	A. Contractor's Moisture-Protection Plan: Avoid trapping water in finished work. Document visible signs of mold that may appear during construction.

	3.6 OPERATION, TERMINATION, AND REMOVAL
	A. Supervision: Enforce strict discipline in use of temporary facilities. To minimize waste and abuse, limit availability of temporary facilities to essential and intended uses.
	B. Maintenance: Maintain facilities in good operating condition until removal.
	1. Maintain operation of temporary enclosures, heating, cooling, humidity control, ventilation, and similar facilities on a 24-hour basis where required to achieve indicated results and to avoid possibility of damage.

	C. Operate Project-identification-sign lighting daily from dusk until 12:00 midnight.
	D. Temporary Facility Changeover: Do not change over from using temporary security and protection facilities to permanent facilities until Substantial Completion.
	E. Termination and Removal: Remove each temporary facility when need for its service has ended, when it has been replaced by authorized use of a permanent facility, or no later than Substantial Completion. Complete or, if necessary, restore permanent ...
	1. Materials and facilities that constitute temporary facilities are property of Contractor. Owner reserves right to take possession of Project identification signs.
	2. Remove temporary roads and paved areas not intended for or acceptable for integration into permanent construction. Where area is intended for landscape development, remove soil and aggregate fill that do not comply with requirements for fill or sub...
	3. At Substantial Completion, repair, renovate, and clean permanent facilities used during construction period. Comply with final cleaning requirements specified in Section 017700 "Closeout Procedures."




	016000 fl - product requirements
	PART 1 -  GENERAL
	1.1 RELATED DOCUMENTS
	A. Drawings and general provisions of the Contract, including General and Supplementary Conditions and other Division 01 Specification Sections, apply to this Section.

	1.2 SUMMARY
	A. Section includes administrative and procedural requirements for selection of products for use in Project; product delivery, storage, and handling; manufacturers' standard warranties on products; special warranties; and comparable products.
	B. Related Requirements:
	1. Section 011000 "Summary" for Contractor requirements related to Owner-furnished products.
	2. Section 012500 "Substitution Procedures" for requests for substitutions.
	3. Section 014200 "References" for applicable industry standards for products specified.
	4. Section 01770 "Closeout Procedures" for submitting warranties.


	1.3 DEFINITIONS
	A. Products: Items obtained for incorporating into the Work, whether purchased for Project or taken from previously purchased stock. The term "product" includes the terms "material," "equipment," "system," and terms of similar intent.
	1. Named Products: Items identified by manufacturer's product name, including make or model number or other designation shown or listed in manufacturer's published product literature that is current as of date of the Contract Documents.
	2. New Products: Items that have not previously been incorporated into another project or facility. Salvaged items or items reused from other projects are not considered new products. Items that are manufactured or fabricated to include recycled conte...
	3. Comparable Product: Product by named manufacturer that is demonstrated and approved through the comparable product submittal process described in Part 2 "Comparable Products" Article, to have the indicated qualities related to type, function, dimen...

	B. Basis-of-Design Product Specification: A specification in which a single manufacturer's product is named and accompanied by the words "basis-of-design product," including make or model number or other designation. Published attributes and character...
	1. Evaluation of Comparable Products: In addition to the basis-of-design product description, product attributes and characteristics may be listed to establish the significant qualities related to type, function, in-service performance and physical pr...

	C. Subject to Compliance with Requirements: Where the phrase "Subject to compliance with requirements" introduces a product selection procedure in an individual Specification Section, provide products qualified under the specified product procedure. I...
	D. Comparable Product Request Submittal: An action submittal requesting consideration of a comparable product, including the following information:
	1. Identification of basis-of-design product or fabrication or installation method to be replaced, including Specification Section number and title and Drawing numbers and titles.
	2. Data indicating compliance with the requirements specified in Part 2 "Comparable Products" Article.

	E. Basis-of-Design Product Specification Submittal: An action submittal complying with requirements in Section 013300 "Submittal Procedures."
	F. Substitutions:  Changes in products, materials, equipment, and methods of construction from those required by the Contract Documents and proposed by Contractor. Refer to Section 012500 "Substitution Procedures" for definition and limitations on sub...

	1.4 ACTION SUBMITTALS
	A. Comparable Product Requests: Submit request for consideration of each comparable product. Identify product or fabrication or installation method to be replaced. Include Specification Section number and title and Drawing numbers and titles.
	1. Include data to indicate compliance with the requirements specified in "Comparable Products" Article.
	2. Architect's Action: If necessary, Architect will request additional information or documentation for evaluation within one week of receipt of a comparable product request. Architect will notify Contractor of approval or rejection of proposed compar...
	a. Form of Approval: As specified in Section 013300 "Submittal Procedures."
	b. Use product specified if Architect does not issue a decision on use of a comparable product request within time allocated.


	B. Basis-of-Design Product Specification Submittal: Comply with requirements in Section 013300 "Submittal Procedures." Show compliance with requirements.

	1.5 QUALITY ASSURANCE
	A. Compatibility of Options: If Contractor is given option of selecting between two or more products for use on Project, select product compatible with products previously selected, even if previously selected products were also options.
	1. Resolution of Compatibility Disputes between Multiple Contractors:
	a. Contractors are responsible for providing products and construction methods compatible with products and construction methods of other contractors.
	b. If a dispute arises between the multiple contractors over concurrently selectable but incompatible products, Architect will determine which products shall be used.


	B. Identification of Products: Except for required labels and operating data, do not attach or imprint manufacturer or product names or trademarks on exposed surfaces of products or equipment that will be exposed to view in occupied spaces or on the e...
	1. Labels: Locate required product labels and stamps on a concealed surface, or, where required for observation following installation, on a visually accessible surface that is not conspicuous.
	2. Equipment Nameplates: Provide a permanent nameplate on each item of service- or power-operated equipment. Locate on a visually accessible but inconspicuous surface. Include information essential for operation, including the following:
	a. Name of product and manufacturer.
	b. Model and serial number.
	c. Capacity.
	d. Speed.
	e. Ratings.

	3. See individual identification Sections in Divisions 21, 22, 23, and 26 for additional equipment identification requirements.


	1.6 COORDINATION
	A. Modify or adjust affected work as necessary to integrate work of approved comparable products and approved substitutions.

	1.7 PRODUCT DELIVERY, STORAGE, AND HANDLING
	A. Deliver, store, and handle products, using means and methods that will prevent damage, deterioration, and loss, including theft and vandalism. Comply with manufacturer's written instructions. Keep all construction materials clean and free of delete...
	B. Delivery and Handling:
	1. Schedule delivery to minimize long-term storage at Project site and to prevent overcrowding of construction spaces.
	2. Coordinate delivery with installation time to ensure minimum holding time for items that are flammable, hazardous, easily damaged, or sensitive to deterioration, theft, and other losses.
	3. Deliver products to Project site in an undamaged condition in manufacturer's original sealed container or other packaging system, complete with labels and instructions for handling, storing, unpacking, protecting, and installing.
	4. Inspect products on delivery to determine compliance with the Contract Documents and that products are undamaged and properly protected.

	C. Storage:
	1. Provide a secure location and enclosure at Project site for storage of materials and equipment.
	2. Store products to allow for inspection and measurement of quantity or counting of units.
	3. Store materials in a manner that will not endanger Project structure.
	4. Store products that are subject to damage by the elements under cover in a weathertight enclosure above ground, with ventilation adequate to prevent condensation and with adequate protection from wind.
	5. Protect foam plastic from exposure to sunlight, except to extent necessary for period of installation and concealment.
	6. Comply with product manufacturer's written instructions for temperature, humidity, ventilation, and weather-protection requirements for storage.
	7. Protect stored products from damage and liquids from freezing.
	8. Provide a secure location and enclosure at Project site for storage of materials and equipment by Owner's construction forces. Coordinate location with Owner.

	A. Warranties specified in other Sections shall be in addition to, and run concurrent with, other warranties required by the Contract Documents. Manufacturer's disclaimers and limitations on product warranties do not relieve Contractor of obligations ...
	1. Manufacturer's Warranty: Written standard warranty form furnished by individual manufacturer for a particular product and issued in the name of the Owner or endorsed by manufacturer to Owner.
	2. Special Warranty: Written warranty required by the Contract Documents to provide specific rights for Owner and issued in the name of the Owner or endorsed by manufacturer to Owner.

	B. Special Warranties: Prepare a written document that contains appropriate terms and identification, ready for execution.
	1. Manufacturer's Standard Form: Modified to include Project-specific information and properly executed.
	2. Specified Form: When specified forms are included in the Project Manual, prepare a written document, using indicated form properly executed.
	3. See other Sections for specific content requirements and particular requirements for submitting special warranties.

	C. Submittal Time: Comply with requirements in Section 017700 "Closeout Procedures."


	PART 2 -  PRODUCTS
	A. General Product Requirements: Provide products that comply with the Contract Documents, are undamaged and, unless otherwise indicated, are new at time of installation.
	1. Provide products complete with accessories, trim, finish, fasteners, and other items needed for a complete installation and indicated use and effect.
	2. Standard Products: If available, and unless custom products or nonstandard options are specified, provide standard products of types that have been produced and used successfully in similar situations on other projects.
	3. Owner reserves the right to limit selection to products with warranties meeting requirements of the Contract Documents.
	4. Where products are accompanied by the term "as selected," Architect will make selection.
	5. Descriptive, performance, and reference standard requirements in the Specifications establish salient characteristics of products.
	6. Or Equal: For products specified by name and accompanied by the term "or equal," "or approved equal," or "or approved," comply with requirements in "Comparable Products" Article to obtain approval for use of an unnamed product.
	a. Submit additional documentation required by Architect in order to establish equivalency of proposed products. Unless otherwise indicated, evaluation of "or equal" product status is by the Architect, whose determination is final.


	B. Product Selection Procedures:
	1. Any product whose manufacturer’s warranty requires operation of the building’s permanent HVAC system during and immediately following installation of their product will be rejected unless such manufacturer waives this requirement in writing, and al...
	2. Sole Product: Where Specifications name a single manufacturer and product, provide the named product that complies with requirements. Comparable products or substitutions for Contractor's convenience will not be considered.
	a. Sole product may be indicated by the phrase "Subject to compliance with requirements, provide the following."

	3. Sole Manufacturer/Source: Where Specifications name a single manufacturer or source, provide a product by the named manufacturer or source that complies with requirements. Comparable products or substitutions for Contractor's convenience will not b...
	a. Sole manufacturer/source may be indicated by the phrase "Subject to compliance with requirements, provide products by the following."

	4. Limited List of Products: Where Specifications include a list of names of both manufacturers and products, provide one of the products listed that complies with requirements. Comparable products or substitutions for Contractor's convenience will  b...
	a. Limited list of products may be indicated by the phrase "Subject to compliance with requirements, provide one of the following."

	5. Non-Limited List of Products: Where Specifications include a list of names of both available manufacturers and products, provide one of the products listed or an unnamed product that complies with requirements.
	a. Non-limited list of products is indicated by the phrase "Subject to compliance with requirements, available products that may be incorporated in the Work include, but are not limited to, the following."
	b. Provision of an unnamed product is not considered a substitution, if the product complies with requirements.

	6. Limited List of Manufacturers: Where Specifications include a list of manufacturers' names, provide a product by one of the manufacturers listed that complies with requirements. Comparable products or substitutions for Contractor's convenience will...
	a. Limited list of manufacturers is indicated by the phrase "Subject to compliance with requirements, provide products by one of the following."

	7. Non-Limited List of Manufacturers: Where Specifications include a list of available manufacturers, provide a product by one of the manufacturers listed or a product by an unnamed manufacturer that complies with requirements.
	a. Non-limited list of manufacturers is indicated by the phrase "Subject to compliance with requirements, available manufacturers whose products may be incorporated in the Work include, but are not limited to, the following."
	b. Provision of products of an unnamed manufacturer is not considered a substitution, if the product complies with requirements.

	8. Basis-of-Design Product: Where Specifications name a product, or refer to a product indicated on Drawings, and include a list of manufacturers, provide the specified or indicated product or a comparable product by one of the other named manufacture...
	a. For approval of products by unnamed manufacturers, comply with requirements in Section 012500 "Substitution Procedures" for substitutions for convenience.


	C. Visual Matching Specification: Where Specifications require the phrase "match Architect's sample," provide a product that complies with requirements and matches Architect's sample. Architect's decision will be final on whether a proposed product ma...
	1. If no product available within specified category matches and complies with other specified requirements, comply with requirements in Section 012500 "Substitution Procedures" for proposal of product.

	D. Visual Selection Specification: Where Specifications include the phrase "as selected by Architect from manufacturer's full range" or a similar phrase, select a product that complies with requirements. Architect will select color, gloss, pattern, de...
	E. Sustainable Product Selection: Where Specifications require product to meet sustainable product characteristics, select products complying with indicated requirements. Comply with requirements in Division 01 sustainability requirements Section and ...
	1. Select products for which sustainable design documentation submittals are available from manufacturer.

	A. Conditions for Consideration of Comparable Products: Architect will consider Contractor's request for comparable product when the following conditions are satisfied. If the following conditions are not satisfied, Architect may return requests witho...
	1. Evidence that proposed product does not require revisions to the Contract Documents, including revisions to structural, mechanical, plumbing, or electrical systems, is consistent with the Contract Documents, will produce the indicated results, and ...
	2. Detailed comparison of significant qualities of proposed product with those of the named basis-of-design product. Significant product qualities include attributes, such as type, function, in-service performance and physical properties, weight, dime...
	3. Evidence that proposed product provides specified warranty.
	4. List of similar installations for completed projects, with project names and addresses and names and addresses of architects and owners, if requested.
	5. Samples, if requested.

	B. Architect's Action on Comparable Products Submittal: If necessary, Architect will request additional information or documentation for evaluation, as specified in Section 013300 "Submittal Procedures."
	1. Form of Approval of Submittal: As specified in Section 013300 "Submittal Procedures."
	2. Use product specified if Architect does not issue a decision on use of a comparable product request within time allocated.

	C. Submittal Requirements, Two-Step Process: Approval by the Architect of Contractor's request for use of comparable product is not intended to satisfy other submittal requirements. Comply with specified submittal requirements.
	D. Submittal Requirements, Single-Step Process: When acceptable to Architect, incorporate specified submittal requirements of individual Specification Section in combined submittal for comparable products. Approval by the Architect of Contractor's req...

	PART 3 -  EXECUTION (Not Used)

	017300 fl - execution
	PART 1 -  GENERAL
	1.1 RELATED DOCUMENTS
	A. Drawings and general provisions of the Contract, including General and Supplementary Conditions and other Division 01 Specification Sections, apply to this Section.

	1.2 SUMMARY
	A. Section includes general administrative and procedural requirements governing execution of the Work including, but not limited to, the following:
	1. Construction layout.
	2. Installation of the Work.
	3. Cutting and patching.
	4. Coordination of Owner-installed products.
	5. Progress cleaning.
	6. Starting and adjusting.
	7. Protection of installed construction.

	B. Related Requirements:
	1. Section 011000 "Summary" for limits on use of Project site.


	1.3 DEFINITIONS
	A. Cutting: Removal of in-place construction necessary to permit installation or performance of other work.
	B. Patching: Fitting and repair work required to restore construction to original conditions after installation of other work.

	1.4 INFORMATIONAL SUBMITTALS
	A. Certificates: Submit certificate signed by land surveyor certifying that location and elevation of improvements comply with requirements.
	B. Cutting and Patching Plan: Submit plan describing procedures at least 10 days prior to the time cutting and patching will be performed. Include the following information:
	1. Extent: Describe reason for and extent of each occurrence of cutting and patching.
	2. Changes to In-Place Construction: Describe anticipated results. Include changes to structural elements and operating components as well as changes in building appearance and other significant visual elements.
	3. Products: List products to be used for patching and firms or entities that will perform patching work.
	4. Dates: Indicate when cutting and patching will be performed.
	5. Utilities and Mechanical and Electrical Systems: List services and systems that cutting and patching procedures will disturb or affect. List services and systems that will be relocated and those that will be temporarily out of service. Indicate len...
	a. Include description of provisions for temporary services and systems during interruption of permanent services and systems.



	1.5 QUALITY ASSURANCE
	A. Cutting and Patching: Comply with requirements for and limitations on cutting and patching of construction elements.
	1. Structural Elements: When cutting and patching structural elements, notify Architect of locations and details of cutting and await directions from Architect before proceeding. Shore, brace, and support structural elements during cutting and patchin...
	2. Visual Elements: Do not cut and patch construction in a manner that results in visual evidence of cutting and patching. Do not cut and patch exposed construction in a manner that would, in Architect's opinion, reduce the building's aesthetic qualit...

	B. Cutting and Patching Conference: Before proceeding, meet at Project site with parties involved in cutting and patching, including mechanical and electrical trades. Review areas of potential interference and conflict. Coordinate procedures and resol...
	C. Manufacturer's Installation Instructions: Obtain and maintain on-site manufacturer's written recommendations and instructions for installation of products and equipment.


	PART 2 -  PRODUCTS
	2.1 MATERIALS
	A. General: Comply with requirements specified in other Sections.
	B. In-Place Materials: Use materials for patching identical to in-place materials. For exposed surfaces, use materials that visually match in-place adjacent surfaces to the fullest extent possible.
	1. If identical materials are unavailable or cannot be used, use materials that, when installed, will provide a match acceptable to Architect for the visual and functional performance of in-place materials.



	PART 3 -  EXECUTION
	3.1 EXAMINATION
	A. Existing Conditions: The existence and location of underground and other utilities and construction indicated as existing are not guaranteed. Before beginning sitework, investigate and verify the existence and location of underground utilities, and...
	1. Before construction, verify the location and invert elevation at points of connection of sanitary sewer, storm sewer, and water-service piping; underground electrical services, and other utilities.
	2. Furnish location data for work related to Project that must be performed by public utilities serving Project site.

	B. Written Report: Where a written report listing conditions detrimental to performance of the Work is required by other Sections, include the following:
	1. Description of the Work.
	2. List of detrimental conditions, including substrates.
	3. List of unacceptable installation tolerances.
	4. Recommended corrections.

	C. Proceed with installation only after unsatisfactory conditions have been corrected. Proceeding with the Work indicates acceptance of surfaces and conditions.

	3.2 PREPARATION
	A. Existing Utility Information: Furnish information to local utility and Owner that is necessary to adjust, move, or relocate existing utility structures, utility poles, lines, services, or other utility appurtenances located in or affected by constr...
	B. Field Measurements: Take field measurements as required to fit the Work properly. Recheck measurements before installing each product.
	C. Where portions of the Work are indicated to fit to other construction, verify dimensions of other construction by field measurements before fabrication. Coordinate fabrication schedule with construction progress to avoid delaying the Work.
	D. Space Requirements: Verify space requirements and dimensions of items shown diagrammatically on Drawings.
	E. Review of Contract Documents and Field Conditions: Immediately on discovery of the need for clarification of the Contract Documents caused by differing field conditions outside the control of Contractor, submit a request for information to Architec...

	3.3 CONSTRUCTION LAYOUT
	A. Verification: Before proceeding to lay out the Work, verify layout information shown on Drawings, in relation to the property survey and existing benchmarks. If discrepancies are discovered, notify Architect promptly.
	1. Establish benchmarks and control points to set lines and levels as needed to locate each element of Project.
	2. Establish limits on use of Project site.
	3. Establish dimensions within tolerances indicated. Do not scale Drawings to obtain required dimensions.
	4. Inform installers of lines and levels to which they must comply.
	5. Check the location, level and plumb, of every major element as the Work progresses.
	6. Notify Architect when deviations from required lines and levels exceed allowable tolerances.
	7. Close site surveys with an error of closure equal to or less than the standard established by authorities having jurisdiction.

	B. Site Improvements: Locate and lay out site improvements, including pavements, grading, fill and topsoil placement, utility slopes, and rim and invert elevations.
	C. Building Lines and Levels: Locate and lay out control lines and levels for structures, building foundations, column grids, and floor levels, including those required for mechanical and electrical work. Transfer survey markings and elevations for us...
	D. Record Log: Maintain a log of layout control work. Record deviations from required lines and levels. Include beginning and ending dates and times of surveys, weather conditions, name and duty of each survey party member, and types of instruments an...

	3.4 FIELD ENGINEERING
	A. Reference Points: Establish permanent benchmarks, control points, and similar reference points before beginning the Work. Preserve and protect permanent benchmarks and control points during construction operations.
	1. Do not change or relocate any existing benchmarks or control points without prior written approval of Architect. Report lost or destroyed permanent benchmarks or control points promptly. Report the need to relocate permanent benchmarks or control p...
	2. Replace lost or destroyed permanent benchmarks and control points promptly. Base replacements on the original survey control points.
	4. Where the actual location or elevation of layout points cannot be marked, provide temporary reference points sufficient to locate the Work.
	5. Remove temporary reference points when no longer needed. Restore marked construction to its original condition.


	3.5 INSTALLATION
	A. General: Locate the Work and components of the Work accurately, in correct alignment and elevation, as indicated.
	1. Make vertical work plumb and make horizontal work level.
	2. Where space is limited, install components to maximize space available for maintenance and ease of removal for replacement.
	3. Conceal pipes, ducts, and wiring in finished areas unless otherwise indicated.
	4. Maintain minimum headroom clearance of 96 inches (2440 mm)  in occupied spaces and 90 inches (2300 mm)  in unoccupied spaces.

	B. Comply with manufacturer's written instructions and recommendations for installing products in applications indicated.
	C. Install products at the time and under conditions that will ensure the best possible results. Maintain conditions required for product performance until Substantial Completion.
	D. Conduct construction operations so no part of the Work is subjected to damaging operations or loading in excess of that expected during normal conditions of occupancy.
	E. Sequence the Work and allow adequate clearances to accommodate movement of construction items on site and placement in permanent locations.
	F. Tools and Equipment: Do not use tools or equipment that produce harmful noise levels.
	G. Templates: Obtain and distribute to the parties involved templates for work specified to be factory prepared and field installed. Check Shop Drawings of other work to confirm that adequate provisions are made for locating and installing products to...
	H. Attachment: Provide blocking and attachment plates and anchors and fasteners of adequate size and number to securely anchor each component in place, accurately located and aligned with other portions of the Work. Where size and type of attachments ...
	1. Mounting Heights: Where mounting heights are not indicated, mount components at heights directed by Architect.
	2. Allow for building movement, including thermal expansion and contraction.
	3. Coordinate installation of anchorages. Furnish setting drawings, templates, and directions for installing anchorages, including sleeves, concrete inserts, anchor bolts, and items with integral anchors, that are to be embedded in concrete or masonry...

	I. Joints: Make joints of uniform width. Where joint locations in exposed work are not indicated, arrange joints for the best visual effect. Fit exposed connections together to form hairline joints.
	J. Hazardous Materials: Use products, cleaners, and installation materials that are not considered hazardous.
	A. Cutting and Patching, General: Employ skilled workers to perform cutting and patching. Proceed with cutting and patching at the earliest feasible time, and complete without delay.
	1. Cut in-place construction to provide for installation of other components or performance of other construction, and subsequently patch as required to restore surfaces to their original condition.

	B. Existing Warranties: Remove, replace, patch, and repair materials and surfaces cut or damaged during installation or cutting and patching operations, by methods and with materials so as not to void existing warranties.
	C. Temporary Support: Provide temporary support of work to be cut.
	D. Protection: Protect in-place construction during cutting and patching to prevent damage. Provide protection from adverse weather conditions for portions of Project that might be exposed during cutting and patching operations.
	E. Adjacent Occupied Areas: Where interference with use of adjoining areas or interruption of free passage to adjoining areas is unavoidable, coordinate cutting and patching according to requirements in Section 011000 "Summary."
	F. Existing Utility Services and Mechanical/Electrical Systems: Where existing services/systems are required to be removed, relocated, or abandoned, bypass such services/systems before cutting to  prevent interruption to affected areas.
	G. Cutting: Cut in-place construction by sawing, drilling, breaking, chipping, grinding, and similar operations, including excavation, using methods least likely to damage elements retained or adjoining construction. If possible, review proposed proce...
	1. In general, use hand or small power tools designed for sawing and grinding, not hammering and chopping. Cut holes and slots neatly to minimum size required, and with minimum disturbance of adjacent surfaces. Temporarily cover openings when not in use.
	2. Finished Surfaces: Cut or drill from the exposed or finished side into concealed surfaces.
	3. Concrete: Cut using a cutting machine, such as an abrasive saw or a diamond-core drill.
	4. Excavating and Backfilling: Comply with requirements in applicable Sections where required by cutting and patching operations.
	5. Proceed with patching after construction operations requiring cutting are complete.

	H. Patching: Patch construction by filling, repairing, refinishing, closing up, and similar operations following performance of other work. Patch with durable seams that are as invisible as practicable. Provide materials and comply with installation r...
	I. Cleaning: Clean areas and spaces where cutting and patching are performed. Remove paint, mortar, oils, putty, and similar materials from adjacent finished surfaces.

	3.7 PROGRESS CLEANING
	A. General: Clean Project site and work areas daily, including common areas. Enforce requirements strictly. Dispose of materials lawfully.
	1. Comply with requirements in NFPA 241 for removal of combustible waste materials and debris.
	2. Do not hold waste materials more than seven days during normal weather or three days if the temperature is expected to rise above 75 deg F. Expedite disposal of waste materials in a legal manner within time limits stated above.
	3. Containerize hazardous and unsanitary waste materials separately from other waste. Mark containers appropriately and dispose of legally, according to regulations.
	a. Use containers intended for holding waste materials of type to be stored.

	4. Coordinate progress cleaning for joint-use areas where Contractor and other contractors are working concurrently.

	B. Site: Maintain Project site free of waste materials and debris.
	C. Work Areas: Clean areas where work is in progress to the level of cleanliness necessary for proper execution of the Work.
	1. Remove liquid spills promptly.
	2. Where dust would impair proper execution of the Work, broom-clean or vacuum the entire work area, as appropriate.

	D. Installed Work: Keep installed work clean. Clean installed surfaces according to written instructions of manufacturer or fabricator of product installed, using only cleaning materials specifically recommended. If specific cleaning materials are not...
	E. Concealed Spaces: Remove debris from concealed spaces before enclosing the space.
	F. Exposed Surfaces in Finished Areas: Clean exposed surfaces and protect as necessary to ensure freedom from damage and deterioration at time of Substantial Completion.
	G. Waste Disposal: Do not bury or burn waste materials on-site. Do not wash waste materials down sewers or into waterways. Comply with waste disposal requirements in Section 015000 "Temporary Facilities and Controls."
	H. During handling and installation, clean and protect construction in progress and adjoining materials already in place. Apply protective covering where required to ensure protection from damage or deterioration at Substantial Completion.
	I. Clean and provide maintenance on completed construction as frequently as necessary through the remainder of the construction period. Adjust and lubricate operable components to ensure operability without damaging effects.
	J. Limiting Exposures: Supervise construction operations to assure that no part of the construction, completed or in progress, is subject to harmful, dangerous, damaging, or otherwise deleterious exposure during the construction period.

	3.8 STARTING AND ADJUSTING
	A. Start equipment and operating components to confirm proper operation. Remove malfunctioning units, replace with new units, and retest.
	B. Adjust equipment for proper operation. Adjust operating components for proper operation without binding.
	C. Test each piece of equipment to verify proper operation. Test and adjust controls and safeties. Replace damaged and malfunctioning controls and equipment.
	D. Manufacturer's Field Service: Comply with qualification requirements in Section 014000 "Quality Requirements."

	3.9 PROTECTION OF INSTALLED CONSTRUCTION
	A. Provide final protection and maintain conditions that ensure installed Work is without damage or deterioration at time of Substantial Completion.
	B. Comply with manufacturer's written instructions for temperature and relative humidity.



	017700 fl - closeout procedures
	PART 1 -  GENERAL
	A. Drawings and general provisions of the Contract, including General and Supplementary Conditions and other Division 01 Specification Sections, apply to this Section.
	A. Section includes administrative and procedural requirements for contract closeout, including, but not limited to, the following:
	1. Substantial Completion procedures.
	2. Final completion procedures.
	3. Warranties.
	4. Final cleaning.
	5. Repair of the Work.

	B. All submittals are to be submitted to Architect.
	C. Related Requirements:
	1. Section 013300 “Submittal Procedures”.
	2. Section 017300 "Execution" for progress cleaning of Project site.
	3. Section 017823 "Operation and Maintenance Data" for operation and maintenance manual requirements.
	4. Section 017839 "Project Record Documents" for submitting record Drawings, record Specifications, and record Product Data.

	A. Product Data: For cleaning agents.
	B. Contractor's List of Incomplete Items: Initial submittal at Substantial Completion.
	C. Certified List of Incomplete Items: Final submittal at Final Completion.
	A. Certificates of Release: From authorities having jurisdiction.
	B. Certificate of Insurance: For continuing coverage.
	A. Schedule of Maintenance Material Items: For maintenance material submittal items specified in other Sections.
	A. Contractor's List of Incomplete Items: Prepare and submit a list of items to be completed and corrected (Contractor's punch list), indicating the value of each item on the list and reasons why the Work is incomplete.
	B. Submittals Prior to Substantial Completion: Complete the following a minimum of 10  days prior to requesting inspection for determining date of Substantial Completion. List items below that are incomplete at time of request.
	1. Certificates of Release: Obtain and submit releases from authorities having jurisdiction permitting Owner unrestricted use of the Work and access to services and utilities. Include occupancy permits, operating certificates, and similar releases.
	2. Submit closeout submittals specified in other Division 01 Sections, including project record documents, operation and maintenance manuals, final completion construction photographic documentation, damage or settlement surveys, property surveys, and...
	3. Submit closeout submittals specified in individual Sections, including specific warranties, workmanship bonds, maintenance service agreements, final certifications, and similar documents.
	4. Submit maintenance material submittals specified in individual Sections, including tools, spare parts, extra materials, and similar items, and deliver to location designated by Architect. Label with manufacturer's name and model number where applic...
	a. Schedule of Maintenance Material Items: Prepare and submit schedule of maintenance material submittal items, including name and quantity of each item and name and number of related Specification Section. Obtain Architect's  signature for receipt of...

	5. Submit changeover information related to Owner's occupancy, use, operation, and maintenance.

	C. Procedures Prior to Substantial Completion: Complete the following a minimum of 10 days prior to requesting inspection for determining date of Substantial Completion. List items below that are incomplete at time of request.
	1. Advise Owner of pending insurance changeover requirements.
	2. Make final changeover of permanent locks and deliver keys to Owner. Advise Owner's personnel of changeover in security provisions.
	3. Complete startup and testing of systems and equipment.
	4. Perform preventive maintenance on equipment used prior to Substantial Completion.
	5. Instruct Owner's personnel in operation, adjustment, and maintenance of products, equipment, and systems.
	6. Advise Owner of changeover in heat and other utilities.
	7. Participate with Owner in conducting inspection and walkthrough with local emergency responders.
	8. Terminate and remove temporary facilities from Project site, along with mockups, construction tools, and similar elements.
	9. Complete final cleaning requirements, including touchup painting.
	10. Touch up and otherwise repair and restore marred exposed finishes to eliminate visual defects.

	D. Inspection: Submit a written request for inspection to determine Substantial Completion a minimum of 10 days prior to date the work will be completed and ready for final inspection and tests. On receipt of request, Architect will either proceed wit...
	1. Reinspection: Request reinspection when the Work identified in previous inspections as incomplete is completed or corrected.
	2. Results of completed inspection will form the basis of requirements for final completion.

	A. Submittals Prior to Final Completion: Before requesting final inspection for determining final completion, complete the following:
	1. Submit a final Application for Payment according to Section 012900 "Payment Procedures."
	2. Certified List of Incomplete Items: Submit certified copy of Architect's Substantial Completion inspection list of items to be completed or corrected (punch list), endorsed and dated by Architect. Certified copy of the list shall state that each it...
	5. Certificate of Insurance: Submit evidence of final, continuing insurance coverage complying with insurance requirements.

	B. Inspection: Submit a written request for final inspection to determine acceptance a minimum of 10 days prior to date the work will be completed and ready for final inspection and tests. On receipt of request, Architect will either proceed with insp...
	A. Organization of List: Include name and identification of each space and area affected by construction operations for incomplete items and items needing correction including, if necessary, areas disturbed by Contractor that are outside the limits of...
	1. Organize list of spaces in sequential order, starting with exterior areas first and proceeding from lowest floor to highest floor.
	2. Organize items applying to each space by major element, including categories for ceiling, individual walls, floors, equipment, and building systems.
	3. Include the following information at the top of each page:
	a. Project name.
	b. Date.
	c. Name of Architect.
	d. Name of Contractor.
	e. Page number.

	4. Submit list of incomplete items in one of the following formats:
	a. MS Excel electronic file. Architect will return annotated file.
	b. PDF electronic file. Architect will return annotated file.
	c. Three paper copies. Architect will return two copies.


	D. Time of Submittal: Submit written warranties on request of Architect for designated portions of the Work where commencement of warranties other than date of Substantial Completion is indicated, or when delay in submittal of warranties might limit O...
	E. Partial Occupancy: Submit properly executed warranties within 15 days of completion of designated portions of the Work that are completed and occupied or used by Owner during construction period by separate agreement with Contractor.
	F. Organize warranty documents into an orderly sequence based on the table of contents of Project Manual.
	1. Warranty Electronic File: Scan warranties and bonds and assemble complete warranty and bond submittal package into a single indexed electronic PDF file with links enabling navigation to each item. Provide bookmarked table of contents at beginning o...

	G. Provide additional copies of each warranty to include in operation and maintenance manuals.
	C. Submittals Prior to Final Completion: Before requesting final inspection for determining final completion, complete the following:
	1. Certified List of Incomplete Items: Submit certified copy of Architect's Substantial Completion inspection list of items to be completed or corrected (punch list), endorsed and dated by Architect. Certified copy of the list shall state that each it...
	2. Certificate of Insurance: Submit evidence of final, continuing insurance coverage complying with insurance requirements.

	F. Certificates of Release: From legal authorities having jurisdiction.
	G. Schedule of Maintenance Material Items: For maintenance material submittal items specified in other Sections.

	PART 2 -  PRODUCTS
	A. Cleaning Agents: Use cleaning materials and agents recommended by manufacturer or fabricator of the surface to be cleaned. Do not use cleaning agents that are potentially hazardous to health or property or that might damage finished surfaces.
	1. Use cleaning products that comply with Green Seal's GS-37, or if GS-37 is not applicable, use products that comply with the California Code of Regulations maximum allowable VOC levels.


	PART 3 -  EXECUTION
	A. General: Perform final cleaning. Conduct cleaning and waste-removal operations to comply with local laws and ordinances and Federal and local environmental and antipollution regulations.
	B. Cleaning: Employ experienced workers or professional cleaners for final cleaning. Clean each surface or unit to condition expected in an average commercial building cleaning and maintenance program. Comply with manufacturer's written instructions.
	1. Complete the following cleaning operations before requesting inspection for certification of Substantial Completion for entire Project or for a designated portion of Project:
	a. Clean Project site, yard, and grounds, in areas disturbed by construction activities, including landscape development areas, of rubbish, waste material, litter, and other foreign substances.
	b. Remove tools, construction equipment, machinery, and surplus material from Project site.
	c. Clean exposed exterior and interior hard-surfaced finishes to a dirt-free condition, free of stains, films, and similar foreign substances. Avoid disturbing natural weathering of exterior surfaces. Restore reflective surfaces to their original cond...
	d. Sweep concrete floors broom clean in unoccupied spaces.
	e. Vacuum carpet and similar soft surfaces, removing debris and excess nap; clean according to manufacturer's recommendations if visible soil or stains remain.
	f. Clean transparent materials, including mirrors and glass in doors and windows. Remove glazing compounds and other noticeable, vision-obscuring materials. Polish mirrors and glass, taking care not to scratch surfaces.
	g. Remove labels that are not permanent.
	h. Leave Project clean and ready for occupancy.


	C. Construction Waste Disposal: Comply with waste disposal requirements in Section 015000 "Temporary Facilities and Controls."
	A. Complete repair and restoration operations before requesting inspection for determination of Substantial Completion.
	B. Repair or remove and replace defective construction. Repairing includes replacing defective parts, refinishing damaged surfaces, touching up with matching materials, and properly adjusting operating equipment. Where damaged or worn items cannot be ...
	1. Remove and replace chipped, scratched, and broken glass, reflective surfaces, and other damaged transparent materials.
	2. Touch up and otherwise repair and restore marred or exposed finishes and surfaces. Replace finishes and surfaces that that already show evidence of repair or restoration.
	a. Do not paint over "UL" and other required labels and identification, including mechanical and electrical nameplates. Remove paint applied to required labels and identification.




	017823 fl - operation and maintenance data
	PART 1 -  GENERAL
	1.1 RELATED DOCUMENTS
	A. Drawings and general provisions of the Contract, including General and Supplementary Conditions and other Division 01 Specification Sections, apply to this Section.

	1.2 SUMMARY
	A. Section includes administrative and procedural requirements for preparing operation and maintenance manuals, including the following:
	1. Operation and maintenance documentation directory.
	2. Emergency manuals.
	3. Product maintenance manuals.

	B. Related Requirements:
	1. Section 013300 "Submittal Procedures" for submitting copies of submittals for operation and maintenance manuals.


	1.3 DEFINITIONS
	A. System: An organized collection of parts, equipment, or subsystems united by regular interaction.
	B. Subsystem: A portion of a system with characteristics similar to a system.

	1.4 CLOSEOUT SUBMITTALS
	A. Manual Content: Operations and maintenance manual content is specified in individual Specification Sections to be reviewed at the time of Section submittals. Submit reviewed manual content formatted and organized as required by this Section.
	1. Architect will comment on whether content of operations and maintenance submittals are acceptable.
	2. Where applicable, clarify and update reviewed manual content to correspond to revisions and field conditions.

	B. Format: Submit operations and maintenance manuals in the following format:
	1. PDF electronic file. Assemble each manual into a composite electronically indexed file. Submit on digital media acceptable to Architect.
	a. Name each indexed document file in composite electronic index with applicable item name. Include a complete electronically linked operation and maintenance directory.
	b. Enable inserted reviewer comments on draft submittals.


	C. Initial Manual Submittal: Submit draft copy of each manual at least 30 days before commencing demonstration and training. Architect will comment on whether general scope and content of manual are acceptable.
	D. Final Manual Submittal: Submit each manual in final form prior to requesting inspection for Substantial Completion and at least 15 days before commencing demonstration and training. Architect will return copy with comments.
	1. Correct or revise each manual to comply with Architect's comments. Submit copies of each corrected manual within 15 days of receipt of Architect's comments and prior to commencing demonstration and training.



	PART 2 -  PRODUCTS
	2.1 OPERATION AND MAINTENANCE DOCUMENTATION DIRECTORY
	A. Directory: Prepare a single, comprehensive directory of maintenance data and materials, listing items and their location to facilitate ready access to desired information. Include a section in the directory for each of the following:
	1. List of documents.
	2. List of equipment.
	3. Table of contents.

	B. Tables of Contents: Include a table of contents for each emergency, operation, and maintenance manual.

	2.2 REQUIREMENTS FOR MAINTENANCE MANUALS
	A. Organization: Unless otherwise indicated, organize each manual into a separate section for each system and subsystem, and a separate section for each piece of equipment not part of a system. Each manual shall contain the following materials, in the...
	1. Title page.
	2. Table of contents.
	3. Manual contents.

	B. Title Page: Include the following information:
	1. Subject matter included in manual.
	2. Name and address of Project.
	3. Name and address of Owner.
	4. Date of submittal.
	5. Name and contact information for Contractor.
	6. Name and contact information for Architect.
	7. Names and contact information for major consultants to the Architect that designed the systems contained in the manuals.
	8. Cross-reference to related systems in other operation and maintenance manuals.

	C. Table of Contents: List each product included in manual, identified by product name, indexed to the content of the volume, and cross-referenced to Specification Section number in Project Manual.
	1. If operation or maintenance documentation requires more than one volume to accommodate data, include comprehensive table of contents for all volumes in each volume of the set.

	D. Manual Contents: Organize into sets of manageable size. Arrange contents alphabetically by system, subsystem, and equipment. If possible, assemble instructions for subsystems, equipment, and components of one system into a single binder.
	E. Manuals, Electronic Files: Submit manuals in the form of a multiple file composite electronic PDF file for each manual type required.
	1. Electronic Files: Use electronic files prepared by manufacturer where available. Where scanning of paper documents is required, configure scanned file for minimum readable file size.
	2. File Names and Bookmarks: Enable bookmarking of individual documents based on file names. Name document files to correspond to system, subsystem, and equipment names used in manual directory and table of contents.
	3. Group documents for each system and subsystem into individual composite bookmarked files, then create composite manual, so that resulting bookmarks reflect the system, subsystem, and equipment names in a readily navigated file tree. Configure elect...


	2.3 OPERATION MANUALS
	A. Content: In addition to requirements in this Section, include operation data required in individual Specification Sections and the following information:
	1. System, subsystem, and equipment descriptions. Use designations for systems and equipment indicated on Contract Documents.
	2. Operating standards.
	3. Operating procedures.
	4. Operating logs.
	5. Precautions against improper use.
	6. License requirements including inspection and renewal dates.

	B. Descriptions: Include the following:
	1. Product name and model number. Use designations for products indicated on Contract Documents.
	2. Manufacturer's name.
	3. Equipment identification with serial number of each component.
	4. Equipment function.
	5. Operating characteristics.
	6. Limiting conditions.
	7. Performance curves.
	8. Complete nomenclature and number of replacement parts.

	C. Systems and Equipment Controls: Describe the sequence of operation, and diagram controls as installed.
	D. Piped Systems: Diagram piping as installed, and identify color-coding where required for identification.

	2.4 PRODUCT MAINTENANCE MANUALS
	A. Content: Organize manual into a separate section for each product, material, and finish. Include source information, product information, maintenance procedures, repair materials and sources, and warranties and bonds, as described below.
	B. Source Information: List each product included in manual, identified by product name and arranged to match manual's table of contents. For each product, list name, address, and telephone number of Installer or supplier and maintenance service agent...
	C. Product Information: Include the following, as applicable:
	1. Product name and model number.
	2. Manufacturer's name.
	3. Color, pattern, and texture.
	4. Material and chemical composition.
	5. Reordering information for specially manufactured products.

	D. Maintenance Procedures: Include manufacturer's written recommendations and the following:
	1. Inspection procedures.
	2. Types of cleaning agents to be used and methods of cleaning.
	3. List of cleaning agents and methods of cleaning detrimental to product.
	4. Schedule for routine cleaning and maintenance.
	5. Repair instructions.

	E. Repair Materials and Sources: Include lists of materials and local sources of materials and related services.
	F. Warranties and Bonds: Include copies of warranties and bonds and lists of circumstances and conditions that would affect validity of warranties or bonds.
	1. Include procedures to follow and required notifications for warranty claims.



	PART 3 -  EXECUTION
	3.1 MANUAL PREPARATION
	A. Operation and Maintenance Documentation Directory: Prepare a separate manual that provides an organized reference to emergency, operation, and maintenance manuals.
	B. Product Maintenance Manual: Assemble a complete set of maintenance data indicating care and maintenance of each product, material, and finish incorporated into the Work.
	C. Operation and Maintenance Manuals: Assemble a complete set of operation and maintenance data indicating operation and maintenance of each system, subsystem, and piece of equipment not part of a system.
	1. Engage a factory-authorized service representative to assemble and prepare information for each system, subsystem, and piece of equipment not part of a system.
	2. Prepare a separate manual for each system and subsystem, in the form of an instructional manual for use by Owner's operating personnel.

	D. Manufacturers' Data: Where manuals contain manufacturers' standard printed data, include only sheets pertinent to product or component installed.
	1. Mark each sheet to identify each product or component incorporated into the Work. If data include more than one item in a tabular format, identify each item using appropriate references from the Contract Documents. Identify data applicable to the W...
	2. Prepare supplementary text if manufacturers' standard printed data are not available and where the information is necessary for proper operation and maintenance of equipment or systems.

	E. Drawings: Prepare drawings supplementing manufacturers' printed data to illustrate the relationship of component parts of equipment and systems and to illustrate control sequence and flow diagrams. Coordinate these drawings with information contain...
	1. Do not use original project record documents as part of operation and maintenance manuals.
	2. Comply with requirements of newly prepared record Drawings in Section 017839 "Project Record Documents."

	F. Comply with Section 017700 "Closeout Procedures" for schedule for submitting operation and maintenance documentation.



	017839 fl - project record documents
	PART 1 -  GENERAL
	1.1 RELATED DOCUMENTS
	A. Drawings and general provisions of the Contract, including General and Supplementary Conditions and other Division 01 Specification Sections, apply to this Section.

	1.2 SUMMARY
	A. Section includes administrative and procedural requirements for project record documents, including the following:
	1. Record Drawings.
	2. Record Specifications.
	3. Record Product Data.
	4. Miscellaneous record submittals.

	B. Related Requirements:
	1. Section 013300 Submittal Procedures.
	2. Section 017700 "Closeout Procedures" for general closeout procedures.
	3. Section 017823 "Operation and Maintenance Data" for operation and maintenance manual requirements.


	1.3 CLOSEOUT SUBMITTALS
	A. Record Drawings: Comply with the following:
	1. Submit record digital data files and one set of record digital data file plots.
	2. Plot each drawing file, whether or not changes and additional information were recorded.

	B. Record Specifications: Submit annotated PDF electronic files of Project's Specifications, including addenda and contract modifications.
	C. Record Product Data: Submit annotated PDF electronic files and directories of each submittal.
	1. Where record Product Data are required as part of operation and maintenance manuals, submit duplicate marked-up Product Data as a component of manual.

	D. Miscellaneous Record Submittals: See other Specification Sections for miscellaneous record-keeping requirements and submittals in connection with various construction activities. Submit annotated PDF electronic files and directories of each submittal.
	E. Reports: Submit written report monthly indicating items incorporated into project record documents concurrent with progress of the Work, including revisions, concealed conditions, field changes, product selections, and other notations incorporated.
	1. Submit with monthly Application and Certificate for Payment.



	PART 2 -  PRODUCTS
	2.1 RECORD DRAWINGS
	A. Record Digital Data Files: Maintain one set of marked-up paper copies of the Contract Drawings and Shop Drawings, incorporating new and revised drawings as modifications are issued.
	1. Preparation: Mark record prints to show the actual installation where installation varies from that shown originally. Require individual or entity who obtained record data, whether individual or entity is Installer, subcontractor, or similar entity...
	a. Give particular attention to information on concealed elements that would be difficult to identify or measure and record later.
	b. Accurately record information in an acceptable drawing technique.
	c. Record data as soon as possible after obtaining it.
	d. Record and check the markup before enclosing concealed installations.
	e. Cross-reference record prints to corresponding archive photographic documentation.

	2. Content: Types of items requiring marking include, but are not limited to, the following:
	a. Dimensional changes to Drawings.
	b. Revisions to details shown on Drawings.
	c. Depths of foundations below first floor.
	d. Locations and depths of underground utilities.
	e. Revisions to routing of piping and conduits.
	f. Revisions to electrical circuitry.
	g. Actual equipment locations.
	h. Duct size and routing.
	i. Locations of concealed internal utilities.
	j. Changes made by Change Order or Construction  Change Directive.
	k. Changes made following Architect's written orders.
	l. Details not on the original Contract Drawings.
	m. Field records for variable and concealed conditions.
	n. Record information on the Work that is shown only schematically.

	3. Mark paper copy or digitally edit copy of the Contract Drawings and Shop Drawings completely and accurately. Use personnel proficient at recording graphic information in production of marked-up record prints.
	4. Mark record sets with erasable, red-colored pencil. Use other colors to distinguish between changes for different categories of the Work at same location.
	5. Mark important additional information that was either shown schematically or omitted from original Drawings.
	6. Note Construction Change Directive numbers, alternate numbers, Change Order numbers, and similar identification, where applicable.
	7. Scan all marked-up paper copy documents for record digital data filing.

	B. Record Digital Data Files: Immediately before inspection for Certificate of Substantial Completion, review marked-up record prints with Architect. When authorized, prepare a full set of corrected digital data files of the Contract Drawings, as foll...
	1. Format: Annotated PDF electronic file with comment function enabled.
	2. Incorporate changes and additional information previously marked on record prints. Delete, redraw, and add details and notations where applicable.
	3. Refer instances of uncertainty to Architect for resolution.
	4. Architect will furnish Contractor one set of digital data files of the Contract Drawings for use in recording information.
	a. See Section 013300 "Submittal Procedures" for requirements related to use of Architect's digital data files.


	C. Format: Identify and date each record Drawing; include the designation "PROJECT RECORD DRAWING" in a prominent location.
	1. Record Prints: Organize record prints and newly prepared record Drawings into manageable sets. Bind each set with cover sheets. Include identification on cover sheets.
	2. Format: Annotated PDF electronic file with comment function enabled.
	3. Record Digital Data Files: Organize digital data information into separate electronic files that correspond to each sheet of the Contract Drawings. Name each file with the sheet identification. Include identification in each digital data file.
	4. Identification: As follows:
	a. Project name.
	b. Date.
	c. Designation "PROJECT RECORD DRAWINGS."
	d. Name of Architect.
	e. Name of Contractor.



	2.2 RECORD SPECIFICATIONS
	A. Preparation: Mark Specifications to indicate the actual product installation where installation varies from that indicated in Specifications, addenda, and contract modifications.
	1. Give particular attention to information on concealed products and installations that cannot be readily identified and recorded later.
	2. Mark copy with the proprietary name and model number of products, materials, and equipment furnished, including substitutions and product options selected.
	3. Record the name of manufacturer, supplier, Installer, and other information necessary to provide a record of selections made.
	4. For each principal product, indicate whether record Product Data has been submitted in operation and maintenance manuals instead of submitted as record Product Data.
	5. Note related Change Orders, record Product Data, and record Drawings where applicable.

	B. Format: Submit record Specifications as annotated PDF electronic file.

	2.3 RECORD PRODUCT DATA
	A. Preparation: Mark Product Data to indicate the actual product installation where installation varies substantially from that indicated in Product Data submittal.
	1. Give particular attention to information on concealed products and installations that cannot be readily identified and recorded later.
	2. Include significant changes in the product delivered to Project site and changes in manufacturer's written instructions for installation.
	3. Note related Change Orders, record Specifications, and record Drawings where applicable.

	B. Format: Submit record Product Data as annotated PDF electronic file.
	1. Include record Product Data directory organized by Specification Section number and title, electronically linked to each item of record Product Data.


	2.4 MISCELLANEOUS RECORD SUBMITTALS
	A. Assemble miscellaneous records required by other Specification Sections for miscellaneous record keeping and submittal in connection with actual performance of the Work. Bind or file miscellaneous records and identify each, ready for continued use ...
	B. Format: Submit miscellaneous record submittals as PDF electronic file and paper copy.
	1. Include miscellaneous record submittals directory organized by Specification Section number and title, electronically linked to each item of miscellaneous record submittals.



	PART 3 -  EXECUTION
	3.1 RECORDING AND MAINTENANCE
	A. Recording: Maintain one copy of each submittal during the construction period for project record document purposes. Post changes and revisions to project record documents as they occur; do not wait until end of Project.
	B. Maintenance of Record Documents and Samples: Store record documents and Samples in the field office apart from the Contract Documents used for construction. Do not use project record documents for construction purposes. Maintain record documents in...
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