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                                                                     Elkview, WV  25701     
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WVDA Guthrie Site Improvements

Partial Waiver of Lien

(name of affiant) being so affirmed, deposes and
says that: He/She is the (title) of
(name of contractor) having a contract with West Virginia Department of Agriculture (name of

Owner) for WVDA Guthrie Site Improvements (project name) with agreement dated

involving work on the Owner’s property located at 217 Gus R. Douglass Lane
Charleston, WV 25305(address).

All of the work performed through (date of most recent pay application)

by the Contractor under the said contract has been completed and all bills and claims for
wages, fringe benefits to employees, subcontractors, material suppliers, applicable taxes and
equipment rental covering the work performed through the date above, under the said contract
have been paid in full by the Contractor and there are no amounts unpaid by the Contractor on
the basis of which any lien has been or can be filed for the work done under the said contract
upon the property of the Owner.

This Partial Waiver references, Application and Certification for Payment Number dated
in the amount of $ . Should these

funds not be received within 60 days of the date thereof, this Partial Waiver of Lien is void.

This waiver and release does not cover any retention or labor, services or material furnished

after the date specified.

(Signature of affiant)

State of
County of
Sworn to before me, a notary public, by on
day of 20
Notary Public

My Commission Expires:

Partial Waiver of Lien



\éA,IA Document G704 — 2017

Certificate of Substantial Completion

PROJECT: (name and address) CONTRACT INFORMATION: CERTIFICATE INFORMATION:
WVDA - Guthrie Agricultural Center Site  Contract For: General Construction Certificate Nurnber: 000
Improvements

217 Gus R. Douglass Lane Date: Date:

Charleston, WV 25305

OWNER: (name and address) ARCHITECT: (name and address) CONTRACTOR: (name and address)
West Virginia Department of Agriculture Pickering Associates

1900 Kanawha Blvd East 11283 Emerson Avenue

Charleston, WV 25305 Parkersburg, WV 26104

The Work identified below has been reviewed and found, to the Architect’s best knowledge, information, and belief, to be substantially
complete. Substantial Completion is the stage in the progress of the Work when the Work or designated portion is sufficiently complete in
accordance with the Contract Documents so that the Owner can occupy or utilize the Work for its intended use. The date of Substantial
Completion of the Project or portion designated below is the date established by this Certificate.

(Identify the Work, or portion thereof, that is substantially complete.)

Pickering Associaics Ryan K. Tavlor, President
ARCHITECT (Firm Name) SIGNATURE PRINTED NAME AND TITLE DATE OF SUBSTANTIAL COMPLETION
WARRANTIES

The date of Substantial Completion of the Project or portion designated above is also the date of commencement of applicable warranties

required by the Contract Documents, except as stated below:
(Identify warranties that do not commence on the date of Substantial Completion, if any, and indicate their date of commencement.)

WORK TO BE COMPLETED OR CORRECTED
A list of items to be completed or corrected is attached hereto, or transmitted as agreed upon by the parties, and identified as follows:

(Identify the list of Work to be completed or corrected.)

The failure to include any items on such list does not alter the responsibility of the Contractor to complete all Work in accordance with the
Contract Documents. Unless otherwise agreed to in writing, the date of commencement of warranties for items on the attached list will be
the date of issuance of the final Certificate of Payment or the date of final payment, whichever occurs first. The Contractor will complete or
correct the Work on the list of items attached hereto within ( ) days from the above date of Substantial Completion.

Cost estimate of Work to be completed or corrected: $
The responsibilities of the Owner and Contractor for security, maintenance, heat, utilities, damage to the Work, insurance, and other items

identified below shall be as follows:
(Note: Owner's and Contractor's legal and insurance counsel should review insurance requirements and coverage.)

The Owner and Contractor hereby accept the responsibilities assigned to them in this Certificate of Substantial Completion:

CONTRACTOR (Firm SIGNATURE PRINTED NAME AND TITLE DATE
Name)

West Virginia Department

of Agriculture

OWNER (Firm Name) SIGNATURE PRINTED NAME AND TITLE DATE

AIA Document G704® - 2017. Copyright © 1963, 1978, 1992, 2000 and 2017 by The American Institute of Architects. All rights reserved. The "American
Institute of Architects,” "AlA," the AIA Logo, "G704," and "AlA Contract Documents” are registered trademarks and may not be used without permission. This
document was produced by AlA software at 08:40:30 ET on 06/13/2022 under Order No.8536804781 which expires on 09/05/2022, is not for resale, is licensed
for ane-time use only, and may only be used in accordance with the AlA Contract Documents® Terms of Service. To report copyright violations, e-mail

copyright@aia.org.
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\Q‘AIA Document G706 — 1994

Contractor's Affidavit of Payment of Debts and Claims

PROJECT: (Name and address) ARCHITECT'S PROJECT NUMBER: OWNER: [ ]
WVDA - Guthrie Agricultural 2206043 ARCHITECT: []
Center Site Improvements CONTRACTOR: []
217 Gus R. Douglass Lane CONTRACT FOR: General Construction SURETY: []
Charleston, WV 25305 OTHER: []

TO OWNER: (Name and address) CONTRACT DATED:
West Virginia Department of

Agriculture

1900 Kanawha Blvd East

Charleston, WV 25305

STATE OF:
COUNTY OF:

The undersigned hereby certifies that, except as listed below, payment has been made in full and all obligations have otherwise
been satisfied for all materials and equipment furnished, for all work, labor, and services performed, and for all known
indebtedness and claims against the Contractor for damages arising in any manner in connection with the performance of the
Contract referenced above for which the Owner or Owner's property might in any way be held responsible orencumbered.

EXCEPTIONS:

SUPPORTING DOCUMENTS ATTACHED HERETO: CONTRACTOR: (Name and address)
1. Consent of Surety to Final Payment. Whenever

Surety is involved, Consent of Surety is

required. AIA Document G707, Consent of

Surety, may be used for this purpose

Indicate Attachment 1 vYes [X No
BY:
The following supporting documents should be attached (Signature of authorized representative)
hereto if required by the Owner:
1. Contractor's Release or Waiver of Liens, (Printed name and title)
conditional upon receipt of final payment.
2, Separate Releases or Waivers of Liens from Subscribed and sworn to before me on this date:
Subcontractors and material and equipment
suppliers, to the extent required by the Owner,
accompanied by a list thereof.
Notary Public:
3. Contractor's Affidavit of Release of Liens (AIA My Commission Expires:

Document G706A).

AIA Document G706~ — 1994, Copyright © 1870 and 1894 by The Amerisan Instituie of Architects. Al rights reserved. The “"American Institute of Architects,”
“AlA,” the AlA Logo, and "AlA Contract Documents” a1 registered trademarks and may not be used without permission This document was produced by AlA
software at 08:39:20 ET on 06/13/2022 under Order No.6536804791 which expires on 08/05/2022, is not for resale, is licensed for one-time use only, and may
only be used in accordance with the AlA Contract Documents® Terms of Service. To report copyright violations, e-mail copyright@aia.org
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__AIA Document G706A - 1994

Contractor's Affidavit of Release of Liens

PROJECT: (Name and address) ARCHITECT'S PROJECT NUMBER: OWNER: []

\SyVDA - Guthrie Agricuitural Center 2206043 ARCHITECT: []
ite Improvements

217 Gus R. Douglass Lane CONTRACT FOR: General CONTRACTOR: []

Charleston, WV 25305 Construction SURETY: []

TO OWNER: (Name and address) CONTRACT DATED: ‘

West Virginia Department of OTHER: []

Agriculture

1900 Kanawha Blvd East

Charleston, WV 25305

STATE OF:
COUNTY OF:

The undersigned hereby certifies that to the best of the undersigned's knowledge, information and belief, except as listed
below, the Releases or Waivers of Lien attached hereto include the Contractor, all Subcontractors, all suppliers of materials
and equipment, and all performers of Work, labor or services who have or may have liens or encumbrances or the right to
assert liens or encumbrances against any property of the Owner arising in any manner out of the performance of the Contract

referenced above.
EXCEPTIONS:
SUPPORTING DOCUMENTS ATTACHED HERETO: CONTRACTOR: (Name and address)

1. Contractor's Release or Waiver of Liens,
conditional upon receipt of final payment.

2. Separate Releases or Waivers of Liens from BY:
Subcontractors and material and equipment (Signature of authorized
suppliers, to the extent required by the Owner, representative)

accompanied by a list thereof.
(Printed name and title)

Subscribed and sworn to before me on this date:

Notary Public:
My Commission Expires:

AlA Document G706A™ - 1994, Copyright © 1982 and 1984 by The American Institute of Architects. All rights reserved. The "American Institute of Architects,”
"AlA." the AIA Logo, and "AlA Contract Documents” are registered trademarks and may not be used without permission. This document was produced by AlA
software at 08:38:28 ET on 06/13/2022 under Order No.6536804791 which expires on 09/05/2022, is not for resale, is licensed for one-time use only, and may
only be used in accordance with the AIA Contract Documents® Terms of Service. To report copyright violations, e-mail copyright@aia.org
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EAIA Document G707 — 1994

Consent Of Surety to Final Payment

PROJECT: (Name and address) ARCHITECT'S PROJECT NUMBER: 2206043 OWNER: []
WVDA - Guthrie Agricultural Center ARCHITECT: []
Site Improvements
217 Gus R. Douglass Lane CONTRACT FOR: General Construction CONTRACTOR: []
Charleston, WV 25305

SURETY: [
TO OWNER: (Name and address) CONTRACT DATED: OTHER: [
West Virginia Department of
Agriculture
1900 Kanawha Blvd East

Charleston, WV 25305

In accordance with the provisions of the Contract between the Owner and the Contractor as indicated above, the
(Insert name and address of Surety)

. SURETY,

on bond of
(Insert name and address of Contractor)

. CONTRACTOR,
hereby approves of the final payment to the Contractor, and agrees that final payment to the Contractor shall
not relieve the Surety of any of its obligations to
(Insert name and address of Owner)

West Virginia Department of Agriculture
1900 Kanawha Blvd East

Charleston, WV 25305
, OWNER,

as set forth in said Surety's bond.

IN WITNESS WHEREOF, the Surety has hereunto set its hand on this date:
(Insert in writing the month followed by the numeric date and year.)

(Surety)

(Signature of authorized representative)

Attest:
(Seal): (Printed name and title)

AlA Document G707" - 1994, Copyright © 1982 and 1994 by The American Instilute of Archilects. All rights reserved. The "American Institute of Architects,”
“AlA," the AlA Logo, and “AlA Contract Documents” are registered trademarks and may not be used without permission. This document was produced by AlA
software at 08:34-54 ET on 06/13/2022 under Order No.6536804791 which expires on 08/05/2022, is not for resale, is licensed for one-time use only, and may
only be used in accordance with the AIA Contract Documents® Terms of Service. To report copyright violations, e-mail copyright@aia org.
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’:*EAIA Document G707A — 1994

Consent of Surety to Reduction in or Partial Release of Retainage

PROJECT:(Name and address) ARCHITECT'S PROJECT NUMBER: 2206043 OWNER: [_]

WYVDA - Guthrie Agricultural :
Center Site Improvements ARCHITECT: []
217 Gus R. Douglass Lane CONTRACT FOR: General Construction CONTRACTOR: [}
Charleston, WV 25305

SURETY: []

TO OWNER: (Name and address) CONTRACT DATED: OTHER: []
West Virginia Department of

Agriculture

1900 Kanawha Blvd East

Charleston, WV 25305

In accordance with the provisions of the Contract between the Owner and the Contractor as indicated
above, the
(Insert name and address of Surety)

. SURETY.

on bond of
(Insert name and address of Contractor)

, CONTRACTOR,
hereby approves the reduction in or partial release of retainage to the Contractor as follows:

The Surety agrees that such reduction in or partial release of retainage to the Contractor shall not relieve
the Surety of any of its obligations to
(Insert name and address of Owner)

West Virginia Department of Agriculture
1900 Kanawha Blvd East

Charleston, WV 25305
, OWNER,

as set forth in said Surety's bond.

IN WITNESS WHEREQF, the Surety has hereunto set its hand on this date:
(Insert in writing the month followed by the numeric date and year.)

(Surety)

(Signature of authorized representative}

Attest:
(Seal): (Printed name and title)

AIA Document G707A" - 1994. Copyright @ 1971, 1982 and 1994 by The American Institute of Architects All rights reserved. The "American Institute of

Architects,” "AlA, " the AlA Logo, and “AlA Contract Documents” are registered trademarks and may not be used without permission. This document was 1
produced by AlA software at 08:34:06 ET on 06/13/2022 under Order No.6536804791 which expires on 09/05/2022, is not for resale, is licensed for one-time use

only, and may only be used in accordance with the AlA Contract Documents® Terms of Service. To report copyright violations, e-mail copyright@aia.org.
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SECTION 011000
SUMMARY

PART 1 GENERAL
1.01 PROJECT
A. Project Name: WVDA Guthrie Site Improvements
B. Owner's Name: WV Department of Agriculture.
C. Architect's Name: Pickering Associates.
D.

Project Description:;
1. The West Virginia Division of Agriculture wishes to expand and improve their parking lot at
the AG Agricultural Center.

1.02 CONTRACT DESCRIPTION
A. Contract Type: A single prime contract based on a Stipulated Sum.
1.03 OWNER OCCUPANCY
A. Owner intends to occupy the Project upon Substantial Completion.
B. Cooperate with Owner to minimize conflict and to facilitate Owner's operations.
C. Schedule the Work to accommodate Owner occupancy.
1.04 CONTRACTOR USE OF SITE AND PREMISES

A. Provide access to and from site as required by law and by Owner:

1. Emergency Building Exits During Construction: Keep all exits required by code open
during construction period; provide temporary exit signs if exit routes are temporarily
altered.

2. Do not obstruct roadways, sidewalks, or other public ways without permit.

3. The Contractor shall maintain at least one lane road access during normal working hours.

1.05 WORK SEQUENCE
A. Coordinate construction schedule and operations with Architect.
END OF SECTION

2216043/ WVDA Guthrie Site
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SECTION 011400
WORK RESTRICTIONS

PART 1 - GENERAL
1.01 SUMMARY
A. This section includes the following:

1. Concurrent Occupancy
Use of Site and Premises

3.  Security Procedures

4. Working Hours

5. Existing Utility Interruptions

6. Site Access

7. Operations QOutside of Construction Limits

8. Site Protection

9. Fire Protection

10. Trash Disposal

11. Noise & Vibration Restrictions

12. Special Site Requirements

13. Burning and Welding Operations

1.02 USE OF SITE AND PREMISES

A.

o

Use of Site: Limit use of premises to areas within the Contract limits indicated. Do not disturb
portions of Project site beyond areas in which the Work is indicated.

Guthrie Agricultural Center, including the construction limits, is a tobacco free environment.
Parking: parking and laydown is available at the Project site.

Storage:

1. Effectively store all materials and equipment during the entire period of construction.
Contractor is solely responsible for the protection and storage of materials to prevent
damage or theft.

2. Do not unreasonably encumber the site with materials or equipment.

3.  Construction equipment, shoring, tools, etc., shall be stored only in areas designated as
Contractor Work Areas.

1.03 SITE ACCESS

A.
B.

C.

All access to work areas shall be from the designated construction service areas.

Workers shall uphold construction safety regulations and guidelines at all times in accordance
with federal, state, and local jurisdictions.

At the completion of all work, Contractor to verify all laydown areas and access routes are free
of debris and damage and are returned to their preconstruction condition.
1. All paved locations are to be restored to original condition.

1.04 SITE PROTECTION

A

See Section 01 50 00 “Temporary Facilities and Controls” for additional information on site
protection.

1.05 FIRE PROTECTION

A
B.

C.
D.

Provide continuous unobstructed access to all exits.

Provide and maintain hand fire extinguishers suitable for fire hazards involved at convenient
accessible locations during construction. The Contractor shall keep fire extinguishers as
needed in work areas and around stored flammable materials. The type of extinguisher shall be
appropriate for the service and in sufficient numbers for the workers to control fires accidentally
caused by the Work.

Avoid accumulations of combustible forms, form lumber, and debris within construction site.
A fire extinguisher shall be located by all gasoline or diesel-powered equipment

2216043/ WVDA Guthrie Site
Improvements

011400 -1 WORK RESTRICTIONS



E. Handiing of Flammable Liquids:
1.  Store flammable or volatile liquids approved containers in open air or in small detached
structures or trailers.
2. Closely supervise storage of paint materials and other combustible finishing and cleaning
products.
3. Do not store oily rags in closets or other light spaces.
4.  Prohibit smoking in vicinity of hazardous operations.

F. Smoke detectors and carbon monoxide detectors are to remain operable and unobstructed.
1.06 TRASH DISPOSAL

A. Keep building and project site free from accumulations of trash.

B. Remove cartons, crates, wrappings, lunch trash and other trash daily.
C. Do not burn paper, trash or other material on site.
D.

Do not dispose of volatile wastes such as mineral spirits, oil or paint thinner in storm or sanitary
sewers,

PART 2 - PRODUCTS
2.01 NOT USED.
PART 3 - EXECUTION
3.01 NOT USED.
END OF SECTION 01 14 00
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SECTION 012000
PRICE AND PAYMENT PROCEDURES

PART 1 GENERAL
1.01 SECTION INCLUDES

A.
B.
C.
D.
E.

Procedures for preparation and submittal of applications for progress payments.
Documentation of changes in Contract Sum and Contract Time.

Change procedures.

Correlation of Contractor submittals based on changes.

Procedures for preparation and submittal of application for final payment.

1.02 SCHEDULE OF VALUES

A.
B.

C.
D.

Use Schedule of Values Form: AlA G703.

Electronic media printout including equivalent information will be considered in lieu of standard
form specified; submit draft to Architect for approval.

Forms filled out by hand will not be accepted.
Revise schedule to list approved Change Orders, with each Application For Payment.

1.03 APPLICATIONS FOR PROGRESS PAYMENTS

A.
B.

C.

Payment Period: Submit at intervals stipulated in the Agreement.

Electronic media printout including equivalent information will be considered in lieu of standard
form specified; submit sample to Architect for approval.

Forms filled out by hand will not be accepted.

For each item, provide a column for listing each of the following:
1. Item Number.

Description of work.

Scheduled Values.

Previous Applications.

Work in Place and Stored Materials under this Application.
Authorized Change Orders.

Total Completed and Stored to Date of Application.
Percentage of Completion.

. Balance to Finish.

10. Retainage.

LN AN

Execute certification by signature of authorized officer.

Use data from approved Schedule of Values. Provide dollar value in each column for each line
item for portion of work performed and for stored products.

List each authorized Change Order as a separate line item, listing Change Order number and
dollar amount as for an original item of work.

Submit one electronic and no hard-copies of each Application for Payment.

Include the following with the application:
1.  Partial Lien Waiver
2, Affidavits attesting to off-site stored products.

When Architect requires substantiating information, submit data justifying dollar amounts in
question.

1.04 MODIFICATION PROCEDURES

A.

Submit name of the individual authorized to receive change documents and who will be
responsible for informing others in Contractor's employ or subcontractors of changes to
Contract Documents.

2216043/ WVDA Guthrie Site
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B. For minor changes not involving an adjustment to the Contract Sum or Contract Time, Architect
will issue instructions directly to Contractor.

C. For other required changes, Architect will issue a document signed by Owner instructing
Contractor to proceed with the change, for subsequent inclusion in a Change Order.
1.  The document will describe the required changes and will designate method of
determining any change in Contract Sum or Contract Time.
2. Promptly execute the change.

D. For changes for which advance pricing is desired, Architect will issue a document that includes
a detailed description of a proposed change with supplementary or revised drawings and
specifications, a change in Contract Time for executing the change with a stipulation of any
overtime work required and the period of time during which the requested price will be
considered valid. Contractor shall prepare and submit a fixed price quotation within 7 days.

E. Contractor may propose a change by submitting a request for change to Architect, describing
the proposed change and its full effect on the work, with a statement describing the reason for
the change, and the effect on the Contract Sum and Contract Time with full documentation.

Document any requested substitutions in accordance with Section 01 6000.

F. Computation of Change in Contract Amount: As specified in the Agreement and Conditions of

the Contract.

1. For change requested by Architect for work falling under a fixed price contract, the amount
will be based on Contractor's price quotation.

2. For change requested by Contractor, the amount will be based on the Contractor's request
for a Change Order as approved by Architect.

3.  For pre-determined unit prices and quantities, the amount will based on the fixed unit
prices.

4. For change ordered by Architect without a quotation from Contractor, the amount will be
determined by Architect based on the Contractor's substantiation of costs as specified for
Time and Material work.

G. Substantiation of Costs: Provide full information required for evaluation.
1.  Onrequest, provide the following data:

Quantities of products, labor, and equipment.

b. Taxes, insurance, and bonds.

¢. Overhead and profit.

d. Justification for any change in Contract Time.

e. Credit for deletions from Contract, similarly documented.

Support each claim for additional costs with additional information:

a. Origin and date of claim.

b

c

d

p

. Dates and times work was performed, and by whom.
. Time records and wage rates paid.
Invoices and receipts for products, equipment, and subcontracts, similarly
documented.
3. For Time and Material work, submit itemized account and supporting data after completion
of change, within time limits indicated in the Conditions of the Contract.

H. Before change orders are finalized, the Architect, Agency, and West Virginia Purchasing must
review and approve.

I.  Execution of Change Orders: Architect will issue Change Orders for signatures of parties as
provided in the Conditions of the Contract.

J.  After execution of Change Order, promptly revise Schedule of Values and Application for
Payment forms to record each authorized Change Order as a separate line item and adjust the
Contract Sum.

K. Promptly revise progress schedules to reflect any change in Contract Time, revise sub-
schedules to adjust times for other items of work affected by the change, and resubmit.

L. Promptly enter changes in Project Record Documents.

2216043/ WVDA Guthrie Site
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1.05 APPLICATION FOR FINAL PAYMENT
A. Prepare Application for Final Payment as specified for progress payments, identifying total
adjusted Contract Sum, previous payments, and sum remaining due.
B. Application for Final Payment will not be considered until the following have been

accomplished:
1. All closeout procedures specified in Section 017000.

END OF SECTION

21B0ASEVBA SIS Site 012000 -3 Price and Payment Procedures
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SECTION 012500
SUBSTITUTION PROCEDURES (POST-AWARD)

PART 1 - GENERAL
1.01 RELATED DOCUMENTS

A. Drawings, General Provisions of the Contract, including General Conditions of the Contract for
Construction (AIA 201), State of West Virginia Supplementary Conditions to the Standard Form
of Agreement Between Owner and Contractor (AIA A201-2017), all other contract conditions,
and Division 01 Specification Sections apply to this Section.

1.02 SUMMARY

A. This Section includes the following:
1. Substitutions for Cause
2. Substitutions for Convenience

1.03 RELATED SECTIONS
A. Section 01 20 00 “Price and Payment Procedures” Section 1.04 Modification Procedures.
1.04 DEFINITIONS

A. Substitutions: Changes in products, materials, equipment, and methods of construction from
those required by the Contract Documents and proposed by the Contractor after the Contract
has been awarded.

1. Substitutions for Cause: Changes proposed by Contractor that are required due to
changed Project conditions, such as unavailability of product, regulatory changes, or
unavailability of required warranty terms.

2. Substitutions for Convenience: Changes proposed by Contractor or Owner that are not
required in order to meet other Project requirements but may offer advantage to
Contractor or Owner.

1.05 SUBMITTALS

A. Substitution Request: Submit detailed information for each request for consideration. The
following information should be provided within the substitution request:

1. Detail references from the Drawings, to include referenced technical information from the
Technical Specifications outlined on the Drawings.

2. Existing product or fabrication or installation method to be replaced.

3. Statement indicating why specified product or fabrication or installation cannot be
provided, if applicable.

4.  Coordination information, including a list of changes or revisions needed to other parts of
the Work that will be necessary to accommodate proposed substitution.

5. Detailed comparison of significant qualities of proposed substitution with those of the Work
specified. Include annotated copy of applicable Technical Specifications. Significant
qualities may include attributes such as performance, weight, size, durability, visual effect,
sustainable design characteristics, warranties, and specific features and requirements
indicated. Indicate deviations, if any, from the Work specified.

6. Product Data, including drawings and descriptions of products and fabrication and
installation procedures,

7. Samples, where applicable or requested.

8. Certificates and qualification data, where applicable or requested.

9. List of similar installations for completed projects with project names and addresses and
names and addresses of Architects or Engineers and Owners.

10. Material test reports from a qualified testing agency indicating and interpreting test results
for compliance with requirements indicated.

11. Research reports evidencing compliance with applicable building codes.

12. Detailed comparison of Contractor's construction schedule using proposed substitution
with products specified for the Work, including effect on the overall Contract Time. If
specified product or method of construction cannot be provided within the Contract Time,
include letter from manufacturer, on manufacturer's letterhead, stating date of receipt of

e SUBSTITUTION
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purchase order, lack of availability, or delays in delivery.

13. Cost information, including a proposal of change, if any, in the Contract Sum.

14. Contractor's certification that proposed substitution complies with requirements in the
Contract Documents except as indicated in substitution request, is compatible with related
materials, and is appropriate for applications indicated.

15. Contractor's waiver of rights to additional payment or time that may subsequently become
necessary because of failure of proposed substitution to produce indicated results.

Engineer’'s Action: If necessary, Engineer will request additional information or documentation
for evaluation within five (5) days of receipt of a request for substitution. Engineer will notify
Contractor of acceptance or rejection of proposed substitution within fifteen (15) days of receipt
of request, or ten (10) days of receipt of additional information or documentation, whichever is
later.

1. Forms of Acceptance: Change Order, Construction Change Directive, or Engineer’s

Supplemental Instructions for minor changes in the Work.

a. See Section 01 20 00 “Price and Payment Procedures” Section 1.04 Modification
Procedures for additional information on changes to the contract based on Engineer’'s
acceptance.

2. Use product specified if Engineer does not issue a decision on use of a proposed
substitution within time allocated.

1.06 QUALITY ASSURANCE

A

Compatibility of Substitutions: Investigate and document compatibility of proposed substitution
with related products and materials. Engage a qualified testing agency to perform compatibility
tests recommended by manufacturers.

1.07 PROCEDURES

A.

Coordination: Revise or adjust affected work as necessary to integrate work of the approved
substitutions.

PART 2 - PRODUCTS
2.01 SUBSTITUTIONS

A

2216043/ WVDA Guthrie Site
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Substitutions for Cause: Submit requests for substitution immediately on discovery of need for
change, but not later than fifteen (15) days prior to time required for preparation and review of
related submittals.

1. Conditions: Engineer will consider Contractor's request for substitution when the following
conditions are satisfied. If the following conditions are not satisfied, Engineer will return
requests without action, except to record noncompliance with these requirements:

a. Requested substitution is consistent with the Contract Documents and will produce
indicated resulits.

b. Substitution request is fully documented and properly submitted.

c. Requested substitution will not adversely affect Contractor's construction schedule.

d. Requested substitution has received necessary approvals of authorities having
jurisdiction.

e. Requested substitution is compatible with other portions of the Work.

f. Requested substitution has been coordinated with other portions of the Work.

g. Requested substitution provides specified warranty.

h. If requested substitution involves more than one contractor, requested substitution
has been coordinated with other portions of the Work, is uniform and consistent, is
compatible with other products, and is acceptable to all contractors involved.

Substitutions for Convenience: Engineer will consider Contractor's request for substitution when
the following conditions are satisfied. If the following conditions are not satisfied, Engineer will
return requests without action, except to record noncompliance with these requirements:
1. Requested substitution does not require extensive revisions to the Contract Documents.
2. Requested substitution is consistent with the Contract Documents and will produce
indicated results.

3. Substitution request is fully documented and properly submitted.

SUBSTITUTION
012500 -2 PROCEDURES (POST-
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Requested substitution will not adversely affect Contractor's construction schedule.
Requested substitution has received necessary approvals of authorities having
jurisdiction.

Requested substitution is compatible with other portions of the Work.

Requested substitution has been coordinated with other portions of the Work.

Requested substitution provides specified warranty.

If requested substitution involves more than one contractor, requested substitution has
been coordinated with other portions of the Work, is uniform and consistent, is compatible
with other products, and is acceptable to all contractors involved.

PART 3 - EXECUTION NOT USED.

END OF SECTION 01 25 00

SUBSTITUTION

2216043/ WVDA Guthrie Site

Improvements

012500 - 3 PROCEDURES (POST-
AWARD)



This page intentionally left blank



SECTION 013000
ADMINISTRATIVE REQUIREMENTS

PART 1 GENERAL
1.01 SECTION INCLUDES

A

O MmO oW

H.

General administrative requirements.

Preconstruction meeting.

Progress meetings.

Construction progress schedule.

Submittals for review, information, and project closeout.
Number of copies of submittals.

Requests for Interpretation (RFI) procedures.

Submittal procedures.

1.02 GENERAL ADMINISTRATIVE REQUIREMENTS

A

B.

Comply with requirements of Section 017000 - Execution and Closeout Requirements for
coordination of execution of administrative tasks with timing of construction activities.

Make the following types of submittals to Architect:
Requests for Interpretation (RFI).

Requests for substitution.

Shop drawings, product data, and samples.

Test and inspection reports.

Design data.

Manufacturer's instructions and field reports.
Applications for payment and change order requests.
Progress schedules.

. Coordination drawings.

10. Final Correction Punch List for Substantial Completion.
11. Closeout submittals.

CENONAWN S

PART 2 PRODUCTS - NOT USED
PART 3 EXECUTION
3.01 PRECONSTRUCTION MEETING

A

C.

Attendance Required:

1.  Owner.

2. Architect.
3. Contractor.
Agenda:

1.  Distribution of Contract Documents.

2. Submission of list of subcontractors, list of products, schedule of values, and progress
schedule.

3. Designation of personnel representing the parties to Contract, Contractor and Architect.

4. Procedures and processing of field decisions, submittals, substitutions, applications for
payments, proposal request, Change Orders, and Contract closeout procedures.

5.  Scheduling.

Record minutes and distribute copies within two days after meeting to participants, with two
copies to Architect, Owner, participants, and those affected by decisions made.

3.02 PROGRESS MEETINGS

A

Schedule and administer meetings throughout progress of the work at maximum monthly
intervals.
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B. Architect will make arrangements for meetings, prepare agenda with copies for participants,
preside at meetings.

C. Attendance Required:

Contractor.

Owner.

Architect.

Contractor's superintendent.
Major subcontractors.

genda:

Review minutes of previous meetings.

Review of work progress.

Field observations, problems, and decisions.

Identification of problems that impede, or will impede, planned progress.
Review of submittals schedule and status of submittals.

Review of RFls log and status of responses.

Maintenance of progress schedule.

Corrective measures to regain projected schedules.

Planned progress during succeeding work period.

10. Coordination of projected progress.

11. Maintenance of quality and work standards.

12. Effect of proposed changes on progress schedule and coordination.
13. Other business relating to work.

LoNOIORON=2P OORONS

E. Record minutes and distribute copies within three days after meeting to participants, with
electronic copies to Architect, Owner, participants, and those affected by decisions made.

3.03 CONSTRUCTION PROGRESS SCHEDULE - SEE SECTION 013216
A. Within 7 days after the Award Date, submit preliminary schedule.
B. If preliminary schedule requires revision after review, submit revised schedule within 3 days.

C. Within 20 days after review of preliminary schedule, submit draft of proposed complete
schedule for review.

1. Include written certification that major contractors have reviewed and accepted proposed
schedule.

D. Within 10 days after joint review, submit complete schedule.
E. Submit updated schedule with each Application for Payment.
3.04 REQUESTS FOR INTERPRETATION (RFI)

A. Definition: A request seeking one of the following:

1. Aninterpretation, amplification, or clarification of some requirement of Contract
Documents arising from inability to determine from them the exact material, process, or
system to be installed; or when the elements of construction are required to occupy the
same space (interference); or when an item of work is described differently at more than
one place in Contract Documents.

2.  Aresolution to an issue which has arisen due to field conditions and affects design intent.

B. Preparation: Prepare an RFl immediately upon discovery of a need for interpretation of
Contract Documents. Failure to submit a RF| in a timely manner is not a legitimate cause for
claiming additional costs or delays in execution of the work.

1. Prepare a separate RFI for each specific item.

a. Review, coordinate, and comment on requests originating with subcontractors and/or
materials suppliers.
b. Do not forward requests which solely require internal coordination between
subcontractors.
2. Combine RFI and its attachments into a single electronic file. PDF format is preferred.
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C. Reason for the RFI: Prior to initiation of an RFI, carefully study all Contract Documents to
confirm that information sufficient for their interpretation is definitely not included.

1. Include in each request Contractor's signature attesting to good faith effort to determine
from Contract Documents information requiring interpretation.

2. Improper RFls: Requests not prepared in compliance with requirements of this section,
and/or missing key information required to render an actionable response. They will be
returned without a response.

3.  Frivolous RFIs: Requests regarding information that is clearly indicated on, or reasonably
inferable from, Contract Documents, with no additional input required to clarify the
question. They will be returned without a response.

a. The Owner reserves the right to assess the Contractor for the costs (on time-and-
materials basis) incurred by the Architect, and any of its consultants, due to
processing of such RFls.

D. Content: Include identifiers necessary for tracking the status of each RFI, and information
necessary to provide an actionable response.

1. Official Project name and number, and any additional required identifiers established in

Contract Documents.

Owner's, Architect's, and Contractor's names.

Discrete and consecutive RFI number, and descriptive subjectftitle.

Issue date, and requested reply date.

Reference to particular Contract Document(s) requiring additional

information/interpretation. Identify pertinent drawing and detail number and/or

specification section number, title, and paragraph(s).

6. Annotations: Field dimensions and/or description of conditions which have engendered
the request.

7. Contractor's suggested resolution: A written and/or a graphic solution, to scale, is
required in cases where clarification of coordination issues is involved, for example;
routing, clearances, and/or specific locations of work shown diagrammatically in Contract
Documents. If applicable, state the likely impact of the suggested resolution on Contract
Time or the Contract Sum.

E. Attachments: Include sketches, coordination drawings, descriptions, photos, submittals, and
other information necessary to substantiate the reason for the request.

Sl

F. Review Time: Architect will respond and return RFls to Contractor within seven calendar days
of receipt. For the purpose of establishing the start of the mandated response period, RFls
received after 12:00 noon will be considered as having been received on the following regular
working day.

1. Response period may be shortened or lengthened for specific items, subject to mutual
agreement, and recorded in a timely manner in progress meeting minutes.

G. Responses: Content of answered RFIs will not constitute in any manner a directive or
authorization to perform extra work or delay the project. If in Contractor's belief it is likely to
lead to a change to Contract Sum or Contract Time, promptly issue a notice to this effect, and
follow up with an appropriate Change Order request to Owner.

1. Response may include a request for additional information, in which case the original RFI
will be deemed as having been answered, and an amended one is to be issued forthwith.
Identify the amended RFI with an R suffix to the original number.

2. Do not extend applicability of a response to specific item to encompass other similar
conditions, unless specifically so noted in the response.

3. Upon receipt of a response, promptly review and distribute it to all affected parties, and
update the RFI Log.

4.  Notify Architect within seven calendar days if an additional or corrected response is
required by submitting an amended version of the original RFI, identified as specified
above.

3.05 SUBMITTALS FOR REVIEW
A.  When the following are specified in individual sections, submit them for review:
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1 Product data.

2.  Shop drawings.

3. Samples for selection.
4.  Samples for verification.

B. Submit to Architect for review for the limited purpose of checking for compliance with
information given and the design concept expressed in Contract Documents.

C. Samples will be reviewed for aesthetic, color, or finish selection.

D. After review, provide copies and distribute in accordance with SUBMITTAL PROCEDURES
article below and for record documents purposes described in Section 017800 - Closeout
Submittals.

3.06 SUBMITTALS FOR INFORMATION

A.  When the following are specified in individual sections, submit them for information:
1. Design data.

Certificates.

Test reports.

Inspection reports.

Manufacturer's instructions.

Manufacturer's field reports.

Other types indicated.

B. Submit for Architect's knowledge as contract administrator or for Owner.
3.07 SUBMITTALS FOR PROJECT CLOSEOUT

A. Submit Correction Punch List for Substantial Completion.

B. Submit Final Correction Punch List for Substantial Completion.

Noobkwd

C. When the following are specified in individual sections, submit them at project closeout in
compliance with requirements of Section 017800 - Closeout Submittals:
1. Project record documents.
2. Operation and maintenance data.
3. Warranties.
4, Bonds.
5. Other types as indicated.

D. Submit for Owner's benefit during and after project completion.
3.08 NUMBER OF COPIES OF SUBMITTALS

A. Electronic Documents: Submit one electronic copy in PDF format; an electronically-marked up
file will be returned. Create PDFs at native size and right-side up; illegible files will be rejected.

B. Samples: Submit the number specified in individual specification sections; one of which will be
retained by Architect.

1.  After review, produce duplicates.
2. Retained samples will not be returned to Contractor unless specifically so stated.

3.09 SUBMITTAL PROCEDURES

A. General Requirements:

1.  Use a separate transmittal for each item.

2. Apply Contractor's stamp, signed or initialed certifying that review, approval, verification of
products required, field dimensions, adjacent construction work, and coordination of
information is in accordance with the requirements of the work and Contract Documents.
a. Submittals from sources other than the Contractor, or without Contractor's stamp will

not be acknowledged, reviewed, or returned.

3. ldentify variations from Contract Documents and product or system limitations that may be
detfrimental to successful performance of the completed work.

4. Provide space for Contractor and Architect review stamps.

5. When revised for resubmission, identify all changes made since previous submission.
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6. Distribute reviewed submittals. Instruct parties to promptly report inability to comply with
requirements.

7. Incomplete submittals will not be reviewed, unless they are partial submittals for distinct
portion(s) of the work, and have received prior approval for their use.

B. Product Data Procedures:
1. Submit only information required by individual specification sections.
2. Collect required information into a single submittal.
3. Submit concurrently with related shop drawing submittal.

C. Shop Drawing Procedures:
1. Prepare accurate, drawn-to-scale, original shop drawing documentation by interpreting
Contract Documents and coordinating related work.
2. Generic, non-project-specific information submitted as shop drawings do not meet the
requirements for shop drawings.

3.10 SUBMITTAL REVIEW

A. Submittals for Review: Architect will review each submittal, and approve, or take other
appropriate action.

B. Submittals for Information: Architect will acknowledge receipt and review. See below for
actions to be taken.

C. Architect's actions will be reflected by marking each returned submittal using virtual stamp on
electronic submittals.
1. Notations may be made directly on submitted items and/or listed on appended Submittal
Review cover sheet.

D. Architect's and consultants' actions on items submitted for review:
1. Authorizing purchasing, fabrication, delivery, and installation:
a. "Approved", or language with same legal meaning.
b. "Approved as Noted, Resubmission not required", or language with same legal
meaning.
1) At Contractor's option, submit corrected item, with review notations
acknowledged and incorporated.
c. "Approved as Noted, Resubmit for Record", or language with same legal meaning.
2. Not Authorizing fabrication, delivery, and installation:
a. "Revise and Resubmit".
1) Resubmit revised item, with review notations acknowledged and incorporated.

b. "Rejected".
1)  Submit item complying with requirements of Contract Documents.
END OF SECTION
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SECTION 014000
QUALITY REQUIREMENTS

PART 1 GENERAL
1.01 SECTION INCLUDES
Submittals.
Quality assurance.

A.

G.

A.
B.

nmoow

Control of installation.

Mock-ups.

Tolerances.

Manufacturers' field services.

Defect Assessment.

1.02 SUBMITTALS

See Section 013000 - Administrative Requirements, for submittal procedures.

Test Reports: After each test/inspection, promptly submit two copies of report to Architect and
to Contractor.
Include:

1.

AT T T@me 0o

Date issued.

Project title and number.

Name of inspector.

Date and time of sampling or inspection.
Identification of product and specifications section.
Location in the Project.

Type of test/inspection.

Date of test/inspection.

Results of test/inspection.

Compliance with Contract Documents.

When requested by Architect, provide interpretation of results.

Test report submittals are for Architect's knowledge as contract administrator for the
limited purpose of assessing compliance with information given and the design concept
expressed in the Contract Documents, or for Owner's information.

Manufacturer's Instructions: When specified in individual specification sections, submit printed
instructions for delivery, storage, assembly, installation, start-up, adjusting, and finishing, for the
Owner's information. Indicate special procedures, perimeter conditions requiring special
attention, and special environmental criteria required for application or installation.

Erection Drawings: Submit drawings for Architect's benefit as contract administrator or for

Owner.
1.

1.

2,

1.

Submit for information for the limited purpose of assessing compliance with information
given and the design concept expressed in the Contract Documents.

1.03 QUALITY ASSURANCE

A. Testing Agency Qualifications:

Prior to start of work, submit agency name, address, and telephone number, and names
of full time registered Engineer and responsible officer.

Submit copy of report of laboratory facilities inspection made by NIST Construction
Materials Reference Laboratory during most recent inspection, with memorandum of
remedies of any deficiencies reported by the inspection.

B. Contractor's Quality Control (CQC) Plan:
Prior to start of work, submit a comprehensive plan describing how contract deliverables

will be produced. Tailor CQC plan to specific requirements of the project. Include the
following information:
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a. Management Structure: Identify personnel responsible for quality. Include a chart
showing lines of authority.

b. Management Approach: Define, describe, and include in the plan specific
methodologies used in executing the work.

1)  Management and control of documents and records relating to quality.

2) Communications.

3) Coordination procedures.

4) Resource management.

5) Process control,

6) Inspection and testing procedures and scheduling.

7) Control of noncomplying work.

8) Tracking deficiencies from identification, through acceptable corrective action,
and verification.

9) Control of testing and measuring equipment.

c. Acceptance of the plan is required prior to start of construction activities not including
mobilization work. Owner's acceptance of the plan will be conditional and predicated
on continuing satisfactory adherence to the plan. Owner reserves the right to require
Contractor to make changes to the plan and operations, including removal of
personnel, as necessary, to obtain specified quality of work results.

PART 2 PRODUCTS - NOT USED
PART 3 EXECUTION
3.01 CONTROL OF INSTALLATION

A.

B.
C.

G.

Monitor quality control over suppliers, manufacturers, products, services, site conditions, and
workmanship, to produce work of specified quality.

Comply with manufacturers' instructions, including each step in sequence.

Should manufacturers' instructions conflict with Contract Documents, request clarification from
Architect before proceeding.

Comply with specified standards as minimum quality for the work except where more stringent
tolerances, codes, or specified requirements indicate higher standards or more precise
workmanship.

Have work performed by persons qualified to produce required and specified quality.

Verify that field measurements are as indicated on shop drawings or as instructed by the
manufacturer.

Secure products in place with positive anchorage devices designed and sized to withstand
stresses, vibration, physical distortion, and disfigurement.

3.02 MOCK-UPS

A
B.

C.

D.
E.

Accepted mock-ups establish the standard of quality the Architect will use to judge the Work.

Tests shall be performed under provisions identified in this section and identified in the
respective product specification sections.

Assemble and erect specified items with specified attachment and anchorage devices,
flashings, seals, and finishes.

Accepted mock-ups shall be a comparison standard for the remaining Work.

Where mock-up has been accepted by Architect and is specified in product specification
sections to be removed, protect mock-up throughout construction, remove mock-up and clear
area when directed to do so by Architect.

3.03 TOLERANCES

A.

Monitor fabrication and installation tolerance control of products to produce acceptable Work.
Do not permit tolerances to accumulate.
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B. Comply with manufacturers' tolerances. Should manufacturers' tolerances conflict with
Contract Documents, request clarification from Architect before proceeding.

C. Adjust products to appropriate dimensions; position before securing products in place.
3.04 MANUFACTURERS' FIELD SERVICES

A.  When specified in individual specification sections, require material or product suppliers or
manufacturers to provide qualified staff personnel to observe site conditions, conditions of
surfaces and installation, quality of workmanship, start-up of equipment, test, adjust, and
balance equipment as applicable, and to initiate instructions when necessary.

B. Report observations and site decisions or instructions given to applicators or installers that are
supplemental or contrary to manufacturers' written instructions.

3.05 DEFECT ASSESSMENT
A. Replace Work or portions of the Work not complying with specified requirements.
END OF SECTION
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SECTION 015000
TEMPORARY FACILITIES AND CONTROLS

PART 1 GENERAL
1.01 SECTION INCLUDES

A.
B.
C.
D.
E.

Temporary utilities.

Temporary sanitary facilities.

Temporary Controls: Barriers, enclosures, and fencing.
Vehicular access and parking.

Waste removal facilities and services.

1.02 TEMPORARY UTILITIES - SEE SECTION 015100
A. Existing facilities may be used.
1.03 TEMPORARY SANITARY FACILITIES
A. Provide and maintain required facilities and enclosures. Provide at time of project mobilization.
B. Use of existing facilities is permitted.
C. Maintain daily in clean and sanitary condition.

D. At end of construction, return facilities to same or better condition as originally found.
1.04 BARRIERS

A. Provide barriers to prevent unauthorized entry to construction areas, to prevent access to areas
that could be hazardous to workers or the public and to protect existing facilities and adjacent
properties from damage from construction operations and demolition.

B. Provide barricades and covered walkways required by governing authorities for public rights-of-
way and for public access to existing building.

C. Protect non-owned vehicular traffic, stored materials, site, and structures from damage.

1.05 FENCING

A. Construction: Provide orange barricade fencing.
1.06 VEHICULAR ACCESS AND PARKING

A

B.
C.
D

E

1.07 W

A.

B.
C.

D.

Coordinate access and haul routes with governing authorities and Owner.
Provide and maintain access to fire hydrants, free of obstructions.
Provide means of removing mud from vehicle wheels before entering streets.

Provide temporary parking areas to accommaodate construction personnel. When site space is
not adequate, provide additional off-site parking.

Existing parking areas may be used for construction parking.

STE REMOVAL

Provide waste removal facilities and services as required to maintain the site in clean and
orderly condition.

Provide containers with lids. Remove trash from site periodically.

If materials to be recycled or re-used on the project must be stored on-site, provide suitable
non-combustible containers; locate containers holding flammable material outside the structure
unless otherwise approved by the authorities having jurisdiction.

Open free-fall chutes are not permitted. Terminate closed chutes into appropriate containers
with lids.

1.08 FIELD OFFICES
A. Provide Field Office: Weathertight, with lighting, electrical outlets, heating and cooling

equipment.
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B. Locate offices a minimum distance of 30 feet (10 m) from existing and new structures.
PART 2 PRODUCTS - NOT USED
PART 3 EXECUTION - NOT USED
END OF SECTION
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SECTION 016000
PRODUCT REQUIREMENTS

PART 1 GENERAL
1.01 SECTION INCLUDES
A. General product requirements.
Re-use of existing products.
Transportation, handling, storage and protection.
Product option requirements.
Substitution limitations.
F. Maintenance materials, including extra materials, spare parts, tools, and software.
1.02 SUBMITTALS

A. Product Data Submittals: Submit manufacturer's standard published data. Mark each copy to
identify applicable products, models, options, and other data. Supplement manufacturers'
standard data to provide information specific to this Project.

B. Shop Drawing Submittals: Prepared specifically for this Project; indicate utility and electrical
characteristics, utility connection requirements, and location of utility outlets for service for
functional equipment and appliances.

C. Sample Submittals: lliustrate functional and aesthetic characteristics of the product, with
integral parts and attachment devices. Coordinate sample submittals for interfacing work.
1. For selection from standard finishes, submit samples of the full range of the
manufacturer's standard colors, textures, and patterns.
PART 2 PRODUCTS
2.01 EXISTING PRODUCTS

A. Do not use materials and equipment removed from existing premises unless specifically
required or permitted by Contract Documents.

moow

B. Unforeseen historic items encountered remain the property of the Owner; notify Owner
promptly upon discovery; protect, remove, handle, and store as directed by Owner.

C. Existing materials and equipment indicated to be removed, but not to be re-used, relocated,
reinstalled, delivered to the Owner, or otherwise indicated as to remain the property of the
Owner, become the property of the Contractor; remove from site.

2.02 NEW PRODUCTS
A. Provide new products unless specifically required or permitted by Contract Documents.

B. Where other criteria are met, Contractor shall give preference to products that:
1.  If used on interior, have lower emissions.
2. If wet-applied, have lower VOC content.

2.03 PRODUCT OPTIONS

A. Products Specified by Reference Standards or by Description Only: Use any product meeting
those standards or description.

B. Products Specified by Naming One or More Manufacturers: Use a product of one of the
manufacturers named and meeting specifications, no options or substitutions allowed.

C. Products Specified by Naming One or More Manufacturers with a Provision for Substitutions:
Submit a request for substitution for any manufacturer not named.

2.04 MAINTENANCE MATERIALS

A. Furnish extra materials, spare parts, tools, and software of types and in quantities specified in
individual specification sections.

B. Deliver to Project site; obtain receipt prior to final payment.
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PART 3 EXECUTION
3.01 SUBSTITUTION LIMITATIONS

A. See Section 012500 - Substitution Procedures.
3.02 TRANSPORTATION AND HANDLING

A. Package products for shipment in manner to prevent damage; for equipment, package to avoid
loss of factory calibration.

B. If special precautions are required, attach instructions prominently and legibly on outside of
packaging.

C. Coordinate schedule of product delivery to designated prepared areas in order to minimize site
storage time and potential damage to stored materials.

D. Transport and handle products in accordance with manufacturer's instructions.

E. Transport materials in covered trucks to prevent contamination of product and littering of
surrounding areas. .

F. Promptly inspect shipments to ensure that products comply with requirements, quantities are
correct, and products are undamaged.

G. Provide equipment and personnel to handle products by methods to prevent soiling,
disfigurement, or damage, and to minimize handling.

H. Arrange for the return of packing materials, such as wood pallets, where economically feasible.

3.03 STORAGE AND PROTECTION

A. Provide protection of stored materials and products against theft, casualty, or deterioration.

B. Designate receiving/storage areas for incoming products so that they are delivered according to
installation schedule and placed convenient to work area in order to minimize waste due to
excessive materials handling and misapplication.

1.  Structural Loading Limitations: Handle and store products and materials so as not to
exceed static and dynamic load-bearing capacities of project floor and roof areas.

C. Store and protect products in accordance with manufacturers' instructions.

D. Store with seals and labels intact and legible.

E. Arrange storage of materials and products to allow for visual inspection for the purpose of
determination of quantities, amounts, and unit counts,

F. Store sensitive products in weathertight, climate-controlled enclosures in an environment
favorable to product.

G. For exterior storage of fabricated products, place on sloped supports above ground.

H. Provide off-site storage and protection when site does not permit on-site storage or protection.

I.  Protect products from damage or deterioration due to construction operations, weather,
precipitation, humidity, temperature, sunlight and ultraviolet light, dirt, dust, and other
contaminants.

J. Comply with manufacturer's warranty conditions, if any.

K. Cover products subject to deterioration with impervious sheet covering. Provide ventilation to
prevent condensation and degradation of products.

L. Prevent contact with material that may cause corrosion, discoloration, or staining.

M. Provide equipment and personnel to store products by methods to prevent soiling,
disfigurement, or damage.

N. Arrange storage of products to permit access for inspection. Periodically inspect to verify
products are undamaged and are maintained in acceptable condition.

END OF SECTION
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SECTION 017000
EXECUTION AND CLOSEOUT REQUIREMENTS

PART 1 GENERAL
1.01 SECTION INCLUDES

A

moow

F.

Examination, preparation, and general installation procedures.
Requirements for alterations work, including selective demolition.
Cutting and patching.

Cleaning and protection.

Closeout procedures, including Contractor's Correction Punch List, except payment
procedures.

General requirements for maintenance service.

1.02 COORDINATION

A

B.
C.

Coordinate scheduling, submittals, and work of the various sections of the Project Manual to
ensure efficient and orderly sequence of installation of interdependent construction elements.

Notify affected utility companies and comply with their requirements.

Verify that utility requirements and characteristics of new operating equipment are compatible
with building utilities. Coordinate work of various sections having interdependent
responsibilities for installing, connecting to, and placing in service, such equipment.

Coordinate space requirements, supports, and installation of mechanical and electrical work
that are indicated diagrammatically on drawings. Follow routing indicated for pipes, ducts, and
conduit, as closely as practicable; place runs parallel with lines of building. Utilize spaces
efficiently to maximize accessibility for other installations, for maintenance, and for repairs.

In finished areas except as otherwise indicated, conceal pipes, ducts, and wiring within the
construction. Coordinate locations of fixtures and outlets with finish elements.

Coordinate completion and clean-up of work of separate sections.

After Owner occupancy of premises, coordinate access to site for correction of defective work
and work not in accordance with Contract Documents, to minimize disruption of Owner's
activities.,

PART 2 PRODUCTS
2.01 PATCHING MATERIALS

A

B.

New Materials: As specified in product sections; match existing products and work for patching
and extending work.

Type and Quality of Existing Products: Determine by inspecting and testing products where
necessary, referring to existing work as a standard.

PART 3 EXECUTION
3.01 EXAMINATION

A. Verify that existing site conditions and substrate surfaces are acceptable for subsequent work.
Start of work means acceptance of existing conditions.

B. Verify that existing substrate is capable of structural support or attachment of new work being
applied or attached.

C. Examine and verify specific conditions described in individual specification sections.

D. Take field measurements before confirming product orders or beginning fabrication, to minimize
waste due to over-ordering or misfabrication.

E. Priorto Cutting: Examine existing conditions prior to commencing work, including elements
subject to damage or movement during cutting and patching. After uncovering existing work,
assess conditions affecting performance of work. Beginning of cutting or patching means
acceptance of existing conditions.
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3.02 PREPARATION

A.
B.
C.

Clean substrate surfaces prior to applying next material or substance.
Seal cracks or openings of substrate prior to applying next material or substance.

Apply manufacturer required or recommended substrate primer, sealer, or conditioner prior to
applying any new material or substance in contact or bond.

3.03 GENERAL INSTALLATION REQUIREMENTS

A

B.
C.

D.
E.

Install products as specified in individual sections, in accordance with manufacturer's
instructions and recommendations, and so as to avoid waste due to necessity for replacement.

Make vertical elements plumb and horizontal elements level, unless otherwise indicated.

Install equipment and fittings plumb and level, neatly aligned with adjacent vertical and
horizontal lines, unless otherwise indicated.

Make consistent texture on surfaces, with seamless transitions, unless otherwise indicated.
Make neat transitions between different surfaces, maintaining texture and appearance.

3.04 ALTERATIONS

A. Drawings showing existing construction and utilities are based on casual field observation and
existing record documents only.

1. Verify that construction and utility arrangements are as indicated.

2. Report discrepancies to Architect before disturbing existing installation.

3. Beginning of alterations work constitutes acceptance of existing conditions.

B. Maintain weatherproof exterior building enclosure except for interruptions required for
replacement or modifications; take care to prevent water and humidity damage.

1. Where openings in exterior enclosure exist, provide construction to make exterior
enclosure weatherproof.

2. Insulate existing ducts or pipes that are exposed to outdoor ambient temperatures by
alterations work.

C. Remove existing work as indicated and as required to accomplish new work.

1.  Remove rotted wood, corroded metals, and deteriorated masonry and concrete; replace
with new construction specified.

2.  Remove items indicated on drawings.

3. Relocate items indicated on drawings.

4.  Where new surface finishes are to be applied to existing work, perform removals, patch,
and prepare existing surfaces as required to receive new finish; remove existing finish if
necessary for successful application of new finish.

5.  Where new surface finishes are not specified or indicated, patch holes and damaged
surfaces to match adjacent finished surfaces as closely as possible.

D. Services (Including but not limited to HVAC, Plumbing, Fire Protection, Electrical, and
Telecommunications): Remove, relocate, and extend existing systems to accommodate new
construction.

1. Maintain existing active systems that are to remain in operation; maintain access to
equipment and operational components; if necessary, modify installation to allow access
or provide access panel.

2. Where existing active systems serve occupied facilities but are to be replaced with new
services, maintain existing systems in service until new systems are complete and ready
for service.

a. Disable existing systems only to make switchovers and connections; minimize
duration of outages.
b. Provide temporary connections as required to maintain existing systems in service.

3. Verify that abandoned services serve only abandoned facilities.

4. Remove abandoned pipe, ducts, conduits, and equipment , including those above
accessible ceilings; remove back to source of supply where possible, otherwise cap stub
and tag with identification; patch holes left by removal using materials specified for new
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J.

construction.

Protect existing work to remain.

1.  Prevent movement of structure; provide shoring and bracing if necessary.

2. Perform cutting to accomplish removals neatly and as specified for cutting new work.
3. Repair adjacent construction and finishes damaged during removal work.

Adapt existing work to fit new work: Make as neat and smooth transition as possible.

Patching: Where the existing surface is not indicated to be refinished, patch to match the
surface finish that existed prior to cutting. Where the surface is indicated to be refinished,
patch so that the substrate is ready for the new finish.

Remove demolition debris and abandoned items from alterations areas and dispose of off-site;
do not burn or bury.

Do not begin new construction in alterations areas before demolition is complete.
Comply with all other applicable requirements of this section.

3.05 CUTTING AND PATCHING

A
B.
C.

Whenever possible, execute the work by methods that avoid cutting or patching.
See Alterations article above for additional requirements.

Perform whatever cutting and patching is necessary to:

Complete the work.

Fit products together to integrate with other work.

Provide openings for penetration of mechanical, electrical, and other services.
Match work that has been cut to adjacent work.

Repair areas adjacent to cuts to required condition.

Repair new work damaged by subsequent work.

Remove samples of installed work for testing when requested.

Remove and replace defective and non-complying work.

Execute work by methods that avoid damage to other work and that will provide appropriate

surfaces to receive patching and finishing. In existing work, minimize damage and restore to
original condition.

Employ original installer to perform cutting for weather exposed and moisture resistant
elements, and sight exposed surfaces.

ONOORWON =

Cut rigid materials using masonry saw or core drill. Pneumatic tools not allowed without prior
approval.

Restore work with new products in accordance with requirements of Contract Documents.
Fit work air tight to pipes, sleeves, ducts, conduit, and other penetrations through surfaces.

At penetrations of fire rated walls, partitions, ceiling, or floor construction, completely seal voids
with fire rated material in accordance with Section 078400, to full thickness of the penetrated
element.

Patching:

1. Finish patched surfaces to match finish that existed prior to patching. On continuous
surfaces, refinish to nearest intersection or natural break. For an assembly, refinish entire
unit.

2. Match color, texture, and appearance.

3. Repair patched surfaces that are damaged, lifted, discolored, or showing other
imperfections due to patching work. If defects are due to condition of substrate, repair
substrate prior to repairing finish.

3.06 PROGRESS CLEANING

A. Maintain areas free of waste materials, debris, and rubbish. Maintain site in a clean and orderly
condition.
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B. Remove debris and rubbish from pipe chases, plenums, attics, crawl spaces, and other closed
or remote spaces, prior to enclosing the space.

C. Broom and vacuum clean interior areas prior to start of surface finishing, and continue cleaning
to eliminate dust.

D. Collect and remove waste materials, debris, and trash/rubbish from site periodically and
dispose off-site; do not burn or bury.

3.07 PROTECTION OF INSTALLED WORK
A. Protect installed work from damage by construction operations.
B. Provide special protection where specified in individual specification sections.

C. Provide temporary and removable protection for installed products. Control activity in immediate
work area to prevent damage.

D. Provide protective coverings at walls, projections, jambs, sills, and soffits of openings.

E. Protect finished floors, stairs, and other surfaces from traffic, dirt, wear, damage, or movement
of heavy objects, by protecting with durable sheet materials.

F. Prohibit traffic or storage upon waterproofed or roofed surfaces. If traffic or activity is
necessary, obtain recommendations for protection from waterproofing or roofing material
manufacturer.

G. Remove protective coverings when no longer needed; reuse or recycle coverings if possible.
3.08 ADJUSTING

A. Adjust operating products and equipment to ensure smooth and unhindered operation.
3.09 FINAL CLEANING

A. Execute final cleaning prior to final project assessment.

B. Use cleaning materials that are nonhazardous.

C. Clean interior and exterior glass, surfaces exposed to view; remove temporary labels, stains
and foreign substances, polish fransparent and glossy surfaces, vacuum carpeted and soft
surfaces.

D. Remove all labels that are not permanent. Do not paint or otherwise cover fire test labels or
nameplates on mechanical and electrical equipment.

E. Clean equipment and fixtures to a sanitary condition with cleaning materials appropriate to the
surface and material being cleaned.

F. Clean filters of operating equipment.

G. Clean debris from roofs, gutters, downspouts, scuppers, overflow drains, area drains, and
drainage systems.

H. Clean site; sweep paved areas, rake clean landscaped surfaces.

I. Remove waste, surplus materials, trash/rubbish, and construction facilities from the site;
dispose of in legal manner; do not burn or bury.

3.10 CLOSEOUT PROCEDURES

A. Make submittals that are required by governing or other authorities.
1. Provide copies to Architect.

B. Notify Architect when work is considered ready for Architect's Substantial Completion
inspection.

C. Correctitems of work listed in Final Correction Punch List and comply with requirements for
access to Owner-occupied areas.

D. Notify Architect when work is considered finally complete and ready for Architect's Substantial
Completion final inspection.
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E. Complete items of work determined by Architect listed in executed Certificate of Substantial
Completion.
3.11 MAINTENANCE
A. Provide service and maintenance of components indicated in specification sections.
B. Maintenance Period: As indicated in specification sections or, if not indicated, not less than

one year from the Date of Substantial Completion or the length of the specified warranty,
whichever is longer.

C. Maintenance service shall not be assigned or transferred to any agent or subcontractor without
prior written consent of the Owner.

END OF SECTION
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SECTION 017800
CLOSEOUT SUBMITTALS

PART 1 GENERAL
1.01 SECTION INCLUDES

A.
B.

Project Record Documents.
Operation and Maintenance Data.

1.02 SUBMITTALS

A.

B.

Project Record Documents: Submit documents to Architect with claim for final Application for
Payment,

Operation and Maintenance Data:

1. For equipment, or component parts of equipment put into service during construction and
operated by Owner, submit completed documents within ten days after acceptance.

2. Submit one copy of completed documents 15 days prior to final inspection. This copy will
be reviewed and returned after final inspection, with Architect comments. Revise content
of all document sets as required prior to final submission.

3. Submit two sets of revised final documents in final form within 10 days after final
inspection.

Warranties and Bonds:

1. For equipment or component parts of equipment put into service during construction with
Owner's permission, submit documents within 10 days after acceptance.

2. Make other submittals within 10 days after Date of Substantial Completion, prior to final
Application for Payment.

3. Foritems of Work for which acceptance is delayed beyond Date of Substantial
Completion, submit within 10 days after acceptance, listing the date of acceptance as the
beginning of the warranty period.

PART 2 PRODUCTS - NOT USED
PART 3 EXECUTION
3.01 PROJECT RECORD DOCUMENTS

A

moow

Maintain on site one set of the following record documents; record actual revisions to the Work:
Drawings.

Specifications.

Addenda.

Change Orders and other modifications to the Contract.

Reviewed shop drawings, product data, and samples.

Manufacturer's instruction for assembly, installation, and adjusting.

Ensure entries are complete and accurate, enabling future reference by Owner.
Store record documents separate from documents used for construction.
Record information concurrent with construction progress.

Specifications: Legibly mark and record at each product section description of actual products
installed, including the following:

1. Manufacturer's name and product model and number.

2. Product substitutions or alternates utilized.

3. Changes made by Addenda and modifications.

Record Drawingsand Shop Drawings: Legibly mark each item to record actual construction

including:

1. Measured locations of internal utilities and appurtenances concealed in construction,
referenced to visible and accessible features of the Work.

2. Field changes of dimension and detail.

3. Details not on original Contract drawings.

Subh w2
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3.02 OPERATION AND MAINTENANCE DATA

A.

B.

D.

Source Data: For each product or system, list names, addresses and telephone numbers of
Subcontractors and suppliers, including local source of supplies and replacement parts.

Product Data: Mark each sheet to clearly identify specific products and component parts, and
data applicable to installation. Delete inapplicable information.

Drawings: Supplement product data to illustrate relations of component parts of equipment and
systems, to show control and flow diagrams. Do not use Project Record Documents as
maintenance drawings.

Typed Text: As required to supplement product data. Provide logical sequence of instructions
for each procedure, incorporating manufacturer's instructions.

3.03 OPERATION AND MAINTENANCE DATA FOR MATERIALS AND FINISHES

A

Instructions for Care and Maintenance: Manufacturer's recommendations for cleaning agents
and methods, precautions against detrimental cleaning agents and methods, and
recommended schedule for cleaning and maintenance.

Where additional instructions are required, beyond the manufacturer's standard printed
instructions, have instructions prepared by personnel experienced in the operation and
maintenance of the specific products.

3.04 OPERATION AND MAINTENANCE DATA FOR EQUIPMENT AND SYSTEMS

A

- To

~

N.

For Each Item of Equipment and Each System:

1.  Description of unit or system, and component parts.

2. Identify function, normal operating characteristics, and limiting conditions.
3. Include performance curves, with engineering data and tests.

4. Complete nomenclature and model number of replaceable parts.

Where additional instructions are required, beyond the manufacturer's standard printed
instructions, have instructions prepared by personnel experienced in the operation and
maintenance of the specific products.

Panelboard Circuit Directories: Provide electrical service characteristics, controls, and
communications; typed.

Include color coded wiring diagrams as installed.

Operating Procedures: Include start-up, break-in, and routine normal operating instructions
and sequences. Include regulation, control, stopping, shut-down, and emergency instructions.
Include summer, winter, and any special operating instructions.

Maintenance Requirements: Include routine procedures and guide for preventative
maintenance and trouble shooting; disassembly, repair, and reassembly instructions; and
alignment, adjusting, balancing, and checking instructions.
1.  Include HVAC outdoor and exhaust air damper calibration strategy.

a. Include provisions which ensure that full closure of dampers can be achieved.

Provide servicing and lubrication schedule, and list of lubricants required.
Include manufacturer's printed operation and maintenance instructions.
Include sequence of operation by controls manufacturer.

Provide original manufacturer's parts list, illustrations, assembly drawings, and diagrams
required for maintenance.

Provide control diagrams by controls manufacturer as installed.

Provide charts of valve tag numbers, with location and function of each valve, keyed to flow and
control diagrams.

Provide list of original manufacturer's spare parts, current prices, and recommended quantities
to be maintained in storage.

Include test and balancing reports.
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O. Additional Requirements: As specified in individual product specification sections.
3.05 ASSEMBLY OF OPERATION AND MAINTENANCE MANUALS

A.

B.

Assemble operation and maintenance data into durable manuals for Owner's personnel use,
with data arranged in the same sequence as, and identified by, the specification sections.

Where systems involve more than one specification section, provide separate tabbed divider for
each system.

Binders: Commercial quality, 8-1/2 by 11 inch (216 by 280 mm) three D side ring binders with
durable plastic covers; 2 inch (50 mm) maximum ring size. When multiple binders are used,
correlate data into related consistent groupings.

Cover: Identify each binder with typed or printed tite OPERATION AND MAINTENANCE
INSTRUCTIONS; identify title of Project; identify subject matter of contents.

Project Directory: Title and address of Project; names, addresses, and telephone numbers of
Architect, Consultants, Contractor and subcontractors, with names of responsible parties.

Tables of Contents: List every item separated by a divider, using the same identification as on
the divider tab; where multiple volumes are required, include all volumes Tables of Contents in
each volume, with the current volume clearly identified.

Dividers: Provide tabbed dividers for each separate product and system; identify the contents
on the divider tab; immediately following the divider tab include a description of product and
major component parts of equipment.

Text: Manufacturer's printed data, or typewritten data on 20 pound paper.

Drawings: Provide with reinforced punched binder tab. Bind in with text; fold larger drawings to
size of text pages.

Arrangement of Contents: Organize each volume in parts as follows:

1. Project Directory.

2. Table of Contents, of all volumes, and of this volume.

3. Operation and Maintenance Data: Arranged by system, then by product category.
Source data.

Product data, shop drawings, and other submittals.

Operation and maintenance data.

Field quality control data.

Photocopies of warranties and bonds.

END OF SECTION

Q0T
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P57 | 526574.3510 | 1774049.6160

528530 DIGE | 1 TTA008.0008

AZGOIS 043D | 1TTAONT 0841

$2547 9370 | 1774031 3545
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CTRIC, SEE SHEET 3C103.
5. Gl RAIL
6. RE_STRIPE FOLLOWING ASPHALT

OVERLAY, ,
7. AGGREGATE GENERATOR PAD
8. 5' SIDEWALK
9. CONCREVE STAIRS
10, TRENCH FOR THREE 4" CONDUITS
11. 6' PARKING BLOCKS, TYP.
12, CURB CUT
13. DUMPED ROCK GUTTER (12" THICK)
14. TRENCH FOR GENERATOR CONDUTTS
15. FUTURE EV CHARGING SPACES
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STORMWATER NOTES

PROPOSED CONSYRUC"ON SEQUENCE:

o INSTALL Pi FILTER FABRIC FENCE PRIOR TO GRADING AND WITHIN 7 DAYS

or START OF GRUBBING

*  CONSTRUCT ooNsTRuc‘non ENTRAN

+ PROVIDE ADDI mosmu AND SEDIMENT CONTROL DEVICES AS
REQUIRED DURM CDNSTRUC“

ON: FILL AND C| SHOWN ON_DRAWI
. cg&;ﬂwm SIE um.m:s AND STORM nRAmE UNB LOCATED BELOW EXISTING
CONSTRUCT BUILONG STRUCTURE
PERFORM nﬂAL GRJDING/PAVING AS SHOWN ON DRAWINGS
PERMANENTLY SEED AND WULCH ALL DISTURBED AREAS
REMOVE TEMPORARY EROSION AND SEDIMENT CONTROL DEVICES AS CONTRIBUTING
AREAS ARE STABILIZED

8 sII.T FENCE swu BE PLACED ON LOW-SIDE OF STOCK PILES, CUT AREAS, OR

FOR_ADDITI FENCI
CONSTRUGTED, MANUFACTUREB. AND NAINTA!NED k ACCBRDANCE Wi THE WDEP
SENMENT AND ERDSION CONTRY
2 RUCTION AND MANTAINED 1N

Aceoﬁwc: I T WWORR SEDIMENT AND EROSION CONTROL MANUAL SECTION
3.02. CONSTRUCTION ENTRANCES MUST BE DCATED WITHIN THE SITE PROPERTY
LIMITS AND BE GRAVELED SUFFICIENTLY TO Errzcwa.v wmurzE THE TRACKING
OF SEDIMENTS OFF THE SITE. ENTRANCES AND RECEVING ROADWAYS SHALL BE
SWEPT/CLEANED IN A MANNER ACCEPTABLE TO THE ENGINEER AND THE

AUTHORITY HAVING JURISDICTION.

3, THE CONTRACTOR SHALL BE RESPONSIBLE FOR ENSURING POSITVE DRAINAGE (NO
STANDING WATER) 15 ATTAINED THROUGHOUT AND UPON COMPLETION OF THE

PROJECT,
4, SEDIMENT AND ElnsIDN CONTROL DEVICES SHALL BE CONSTRUCTED ANI
MAINTAINED (N ACCORDANCE WITH WVDOH AND WVDEP STANDARD m:rAus WHERE
rums ARE ENCOUNTERED, THE MOST STRINGENT REGUIREMENT SHALL

CONTROL.
5. CEMENT TRUCK WASH-OUT AREAS SHALL BE SURROUNDED BY AN EARTH DIKE
AND BE LOCATED AWAY FROM DRANAGE CHANNELS. THE DIKED

:
CONTAI NE ON=SITE UNTIL THEY HARDEN. ALL REMANING DEBRIS smu. THEN
DISPOSED OF IN ACCORDANCE WITH LOCAL, STATE, AND FEDE

JLATIONS.
6. REFUELING, MAINTENANCE, AND STORAGE AREAS SHALL BE LOCATED WITHIN A

TE, AN
IBLE, LEAVE EXISTING VEGETATVE STRIP ALONG PROPERTY PERMETER.
a iy A Mleuu. INSFECTIONS OF ALL SEDIMENT AND EROSION CONTROLS VIILL BE
AND WITHIN 24 HOURS OF A RAIN EVENT OF
INCHES_OR GREATER IN 24 Hn RS,
(% %AEILIZA“DN [l AL BE INTIATED AS SOON AS PRACTICABLE IN

CONSTRUCTION ACTVIFY IN THAT PORTION OF THE SITE HAS

CEASED.

10, WHERE THE Nmmon OF STABILIZATON MEASURES BY THE SEVENTH DAY AFTER
CONSTRUCTION ACTMITY TEMPORARILY OR PERMANENTLY CEASES IS PRECLUDED BY
SNU‘I COVER, STABILIZATON MEASURES SHALL BE INTIATED AS

ol
1", VIHERE cons‘muc'nnn ACTMITY WILL RESUME ON A PORTION OF THE SITE WITHIN
WHEN ACTVITIES CEASED, (E.G., THE TOTAL TIME PERIOD THAT
cmsm c'noN ACTIVITY 1S TEMPORARILY HALTED IS LESS THAN 14 THEN
smaluzATmN uuslésgs [ Nov NAVE TO BE |NmATED ON T?s“ PORTION OF

TEMPORAR

12, AREAS WHERE THE SEED HAS FAILED TO GERMINATE ADEQUATELY (UNIFORM
PERENNAL VEGETATIVE COVER WITH A DENSITY OF 70X) WITHIN 30 DAYS AFTER
SEEDING AND MULCHING MUST BE RESEEDED IMMEDIATELY, OR AS SOON AS
WEA\’NER coNDmoNs LLOW.

13, ALL INLETS SHALL RECEIVE INLET PROTECTION N ACCORDANCE WITH

VNDEP SEDIMENT & EROSION CONTROL MANUAL SECTION 3.33.

GRADING NQTES: =

L33

b

Au. sPar ELEVATIONS REPRESENT FINTSHED SURFACES.
NOT usm Fon GRADING PURPOSES e =
IS SHALL BE REMOVED FROM

h

As SHWN ou vmt

eo ssENT ToP OF FINISHED SURFACE
(LE. TOoP or CONCRETE, ETC)
THE FINAL TOP 6° OF soIL Nm COVERED BY BUILDINGS

ol :ggrum SHuL 6F 0F n;rgﬁ' 1;&:0 TO ADEQUATELY N: 526572, 957
LAWN TYPE ING. .
THE CONTRACTOR SHALL ENSURE THAT THERE iS NO £ 1773950. 24
STANDING OR POOLING SURFAGE WATER ON THE SITE 7 1123 66 5
AFTER FINAL CONSTRUCTION, = K ; @ 2
CONTRACTOR SHALL ENSURE_THAT ALL SURFACE ®, ! 12122 [ani.
wArEk S0 DRECTED AVAY FROM- TWE PROPOSED 11231 B M

e
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PAVEMENT REPAIR
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DUCT BANK. SEE
ELECTRICAL DRAWINGS FOR
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AL _REQUI NTS

SECTION 260500 COMMON WORK RESULTS FOR ELECTRICAL

THE ELECTRICAL CQNTWTOR SHALL RﬁSPDNSIRLE FOR THE DMUTION OF SELECTED ELECTRICAL
EDUIPMENT AS INDICATED AND ALL ES REQUIRED FOR
PROJECT. UITS FROM EQUIPMENT
WITH o'mER EDU!PIIENT NOT
El DEMOL EAREST SHARED JUNCTKON BO! Nusm
CONDUT SUPPORT EWIFMENT REMOVE ALL ASSOC!ATED CONTROL CABLES, ?REPARE AREB FOR
ELECTRICAL EQUIPMENT INSTALLATION, THE ELECTRICAL CONTRACTOR SHALL COORDINATE ALL EOUIPMENT
DEMOLMON WITH OWNER AND OTHER CRAFTS.

THE ELE MATERIALS 4ND ECUIPMENT AS INDICATED (N THE
SCREDUES ON THE. PROIET nRAmNGs D AL TEMS AEGUIRED TO MAKE THE ELECTRICAL FISTENS
FINISHED AND WORKING SYSTEMS,  THE ELECTRICAL CONTRAGTOR SHALL. B szonsmz FOR
INSTALLATIONS ASSOCIATED WATH EOUIPMENT PROVIDE BY OTHERS, AS DIRECTED BY THE OWNER. AND as
INDICATED ON THE PROJECT DRAWINI

WORK UNDER THIS comm: oousvs‘rs 07 THE F\JRNISHING INSTALLATION, TESTING, AND GUARANTEE oF
THE COMPLETE ELE E DRAWINGS AND AS'SPECIFIED HEREM,
R ONTRACTOR, UNLESS omERvnsE

AT HALL FURNISH AND INSTALL ALL OEVIQUSLY AND
NECESSARY FOR THE COMPLETION OF YHE WORK AND IMKE HNAL CONNECTIONS, THE

FuLLovnNG IS A ULMARY OF WORK INCLUDED, AND IS NOT INTENDED TO BE ALL INCLUSIVE:
THE SHALL PROVIDE TEMPORARY ELECTRICAL DISTRIBUTION, TEMPORARY
LIGHTING, GENERAL PURPOSE RECEPTACLES FOR THE AREAS OF CONSTRUCTION AND

AND TEMPORARY
FOR THE PARTICIPATING CONTRACTORS. ALL TEMPORARY NS S) ce
cm;ms ctz 580 - TEMPORARY INSTALLATIONS, AND MAINTAINED mkoueumﬂ THE COURSE OF

e \CTOR SHALL PROVIDE AND INSTALL NEW CONDUIT, WIRING, AND ELECTRICAL
cormzcnous ma THE NEW DEVKCES AND EQUIPMENT AS mmm:u
<. EI.ECTR CONTRACTOR SHALL PROVIDE RECORD COPY UMENTATION OF AL THE NEW
cm INSTALLATIONS.  THE RECORD COPY DocquNrAwN SHALL INCLUDE ALL ADJUSTMENTS TO
THE Duans INSTALLATIONS AFFECTED BY THE NEW CONSTRUCTION.

ALL WORK UNDER THIS CONTRACT SHALL BE GOVERNED BY, AND SHALL COMPLY WITH THE LATEST
ADOPTED EED OBNN OF THE FOLLOWING CODES OR STANDARDS:

ISSION AND OR FIRE MARSHALL.

NATIONAL ELECTRICAL CODE (NEC).
NATIONAL FIRE CODE AS PUBLISHED Bv THE NATIONAL FIRE PROTECTION ASSOCWATION (NFPA).
NATIONAL ELECTRICAL SAFETY CODE )
INTERNA"IONAL suxu)lm: CODE (I8¢ )

COUNTY, 0 APPLICABLE JURISDICTIONAL LAWS, ORDINANCES, OR REGULA"ONS
coMPLV wrrH D STANDARDS OF WORKMANSHIP AS RECOGNIZED BY THE NA]
ELECTRICAL cummcmﬁs ASSOCIATION (NECA) INSTALLATON STANDARDS MANUAL.

THE FINAL INSTALLATION SHALL CONFORM 70 THE CURRENT REVISION OF THE NFPA REGULATIONS, AND
IEI:§ STANDARDS, AND ALL MATERIALS UTILIZED SHALL COMPLY WITH APPLICABLE STANDARDS OF NEMA AND

PNRP AN

ALL ELECTRICAL WORK SHALL BE INSPECTED AND APPROVED BY ALL LOCAL JURISDICTIONAL AUTHORITIES.
THE ELECTRICAL €Ol IS RESH IBLE FOR DETERMINATION AND COORDINA“ON OF PROPER
INSPECTIONS AND NOTIFIGATION OF ALL qusmnnnwu. AUTHORITIES UNDER THIS

ALL MATERILS USED FOR THE PROJECT SHALL BE LISTED AND CLASSIFIED BY UNDERWRITERS
LABORATORIES, INC. AS SUFABLE FOR PURPOSE SPECIFIED AND INSTALLATION,

SECTION 260526 MANGERS AND SUPPORTS FOR ELECTRIGAL SYSTEMS

THE ELECTRICAL CONTRACTOR SHALL PROVIDE AND INSTALL CONDIJIT AND EQUIPMENT SUPPORTS, ANCHORS AND FASTENERS,

AND FIRESTOPPING RELATING TO ELECTRICAL WORK AS FOLLS

A LOCATE AND INSTALL ANCHORS, FASTENERS, AND SI.IPPOR"S IN_ACCORDANCE WITH NECA “STANDARD OF INSTALLATION".
1. DD NOF FASTEN SUPPORTS TD P1 DUCTS MECHANICAL EQUIPMENT. OR CONI

NOT USE SPRING STEEL Cl

. DO
3. OBTAN PERMISSION FROM m: Encmrm BEFORE DRALING OR cU‘I'nNG STRUCTURAL MEMBERS.
-3 mecAT: SUPPORTS STRUCTURAL STEEL OR FORMED STEEL M| RIGIDLY WELD MEMBERS 07
~HEAD BOLTS TO PRESENT NEAT APPEARANCE WITH ADEOUATE STRENGTH AND RIGIDTY, USE SPR!NG LDCK
VIISRERS UNDER ALL NUTS.
€. INSTALL SURFACE~MOUNTED CABINETS AND PANELBOARDS WITH MINIMUM OF FOUR ANCHORS.
D. |N WET AND DAMP LOCATIONS USE STEEL CHANNEL SUPPORTS TO STAND CABINETS AND PANELBOARDS (1) INCH OFF
E.
F.

USE SHEET METAL CHANNEL TO BRIDGE STUDS ABOVE AND BELOW CABINETS AND PANELBOARDS RECESSED IN HOLLOW

INSVALI. WATERIAL AT FIRE RATED noNsrRUcnuN PERIMETERS AND OPENINGS CONTANING PENETRATING SLEEVES, PIPING,
DUCTWORK, CONDUIT AND OTHER MEMS, REQUIRING FIRESTOPPING.  APPLY FIRESTOPPING WATERIAL N SUFFICIENT
THICKNESS TO ACHIEVE REQUIRED FIRE AND SMOKE RATING.

SECTION 260533 RAGEWAY AND BOXES FOR ELECTRICAL SYSTEMS

THE ELECTRICAL CONTRACTOR SHALL PROVIDE AND INSTALL NEW CONDUIT, WIREWAYS, OUTLET BOXES, AND PULL AND

JUNCTION BOXES TD MEET THE uzcmcu. SYSTEM REQUIREMENTS, INSTALL CONDUT AND. BOXES N ACCORDANCE. WITH

Nec STANDARD OF INSTALLATION." THE TYPE OF CONDU AND BOXES TO BE USED IN VARIOUS LOCATIONS IS AS FOLLOWS;
CONCEALED WITHIN INTERIOR WALLS OR ABOVE ACCESSIBLE CEILING: AND AZ.

EMT,

LOCATED ABOVE HUNG OR FURRED CEILINGS: EMT, MC AND AC.
ATIONS: RMC, LFMC AND SCHEDULE 40 PVC.

UNDERGROUND LOCTIONS: RMC AND SCHEDULE 40 PVC.

CONDUIT MINIMUM SIZE: 3/4 INCH.

SHEET METAL OUTLET BOXES: NEMA OS 1, GALVANIZED STEEL.

PULL AND JUNCTION BOXES: NEMA OS 1, GALVANIZED STEEL.

IC AND AC CABLES INSTALLED SHALL COMPLY WITH ALL NEC REQUIREMENTS AND SHALL BE LISTED AND RATED FOR THE
SPACES AND AREAS WHERE INSTALLED SUCH AS, BUT NOT UMITED TO, PATENT CARE SPACES OR HAZARDOUS LOCATIONS.

THE ELECTRICAL CONTRACTOR SHALL VERIFY OUTLET, LIGHT FIXTURE, SWITCH, EQUIPMENT LOCATIONS, CONDUIT ROUTES,
CONDUIT TERMINATIONS PRIOR TO ROUGH-—IN. ARRANGE CONDUT AND BOX SUPPORTS TO PREVENT MISALK
WIRING INSTALLATION. THE ELECTRICAL CONTRACTOR SHALL ROUTE CONDUIT THROUGH RQOF OPENINGS FOR PIPING AND
DUCTWORK OR THROUGH SUMTABLE ROOF JACK WITH PITCH POCKET. GROUND AND BOND ALL CONDUIS AND BOXES.

THE ELECTRICAL CON’R’CT SHALL COORDINATE MOUNTING HEIGHTS AND LOCATION OF OUTLETS AND SWITCHES MOUNTED
ICHES, AND BACKSPLASHES WITH THE ARCHITECTURAL ELEVATIONS, LOCATE JUNCTION BOXES TO ALLOW
LUMINARES T0 BE POSITIONED AS SHOWN ON THE ELECTRICAL PLAN AND ARCHITECTURAL REFLECTED CEILING PLAN.

THE ELECTRICAL CONTRACTOR SHALL INSTALL CONDUF AND BOXES TO PRESERVE THE FIRE RESISTANCE RATING OF PARTITIONS
AND OTHER ELEMENTS.

SECTION 260553 IDENTIFICATION FOR ELECTRICAL SYSTEMS

THE NEW ELECTRICAL DISTR!BIITION EQUIPMENT SHALL HAVE SIGNAGE INBICAYING NAME, SOURCE OF POWER, AND MAIl
nlsooNNEann MEANS, = SIGNAGE SHALL BE ENGRAVED BLACK LETTERING ON WHITE, THREE-LAYER LAMINATED Pusnc
MATERIAL, PERMANENTLY AFﬂXED To TNE EQUIPMENT SECURE NAMEPLATE 70 THE EQUIPMENT'S FRONT DOOR SURFACE OF
SWITCHEOARDS AND PANELBOARDS. LABEL EACH CONDUCTOR AT PANELBOARD RS, PULL BOXES,

AND JUNCTION BOXES, ANO AT EACH I.DAD CDNNEC“DN THE ELECTRICAL CONTRACTOR SHALL UPDATE EXISTING PANEL
SCHEDULES PER NEW ARRANGEMENTS AND WIRING.

SECTION 262413

TEOIMPO®»

VME INSTALLATIONS SHALL BE PERFORMED IN COMPLIANCE WITH D SAFE
CONTRACTOR IS SOLELY RESPONSIBLE FOR ENSURING MS FROVISIDN

ALL_HANDLING AND DISPOSAL OF REMOVED EQUIPMENT OR REFUSE SHALL COMPLY WITH ALL STATE AND
FEDERAL EPA REGULATIONS. DOCUMENTATION OF PROPER DISPOSAL SHALL BE BROUGHT TO THI
ENBIN[ER SRATTEN'"ON IN WRFTING, PRIOR TO BEING HANDLED OR DISTURBED BY THE ELECVRICAL

PRACTICES,

THE ELECTRICAL CONTRACTOR SHALL PROVIDE NEW COMPONENTS WHICH RAVE FAULT VIITHSTAND WABIUN
SUMABLE FOR THE INSTALLATION AND WHICH WILL PROVIDE APPROI PROTECTION FOf
EQUIPMENT,  IDENTIFY ANY EQUIPMENT COORDINATION PROBLEMS WITH THE ENGINEER.

THE DRAWINGS FOR THE WORK ARE COMPLETELY DIAGRAMMATIC, INTENDED TO CONVEY T
SCOPE _OF WORK, AND TG INBICATE THE GENERAL ARRANGEMENTS AND LOCATIONS OF EQUI IPMENT, OUTLETS,
LGHT OINUMCA'HON DEVICES, ETC. SCALING OF THE DRAWINGS IS NOT SUFHCIENT
OR ACCURATE F EQL CESSARY EASUREMENTS T

OR DETERM LOCATION MAKE ALL NEC
SURE CORRECT Fit PRIOR TO ORDERING ELECTRICAL EQUIPMENT AND ASSOCHATED MATERIAL.

SECTION 260503 EQUIPMENT WIRING CONNECTIONS

THE ELECTRICAL CONTRACTOR SHALL PROVIDE AND INSTALL NEW EQUIPMENT ELECTRICAL CONNECTIONS,
THE ELECTRICAL SHALL CODRDINATE AND MAKE :u:cmluL DDNNEC‘HDNS IN ACCORDANCE
WITH EQUIPMENT MANUFACTURER'S INSTRUCTIONS. REVIEW DUCT DATA,
MANUFACTURER'S WIRING DIAGRAMS, MANUFACTURER'S INSTILIA"DN INSTRUCTIONS. AND EQUIPMENT
LOCATION PRIOR 70 ROUGH—IN AND ELECTRICAL INSTALLAT

THE ELECTRICAL CONTRACTOR SHALL MAKE CONDUIT CONNECTIONS YD Eouwum USING FLEXBI: CONDUST.
USE LIQUID~TIGHT FLEXIBLE CONDUIT WITH WATERVIGHT CONNECTORS IN DAMP WET
CONNECT HEAT PRODUCNG EQUIPMENT USING WIRE AND CABLE WITH INSULATION SUTTABLE FOR

ERATURES ENCOUNTERED. PRWDE RECEPTACLE OUTLET AND ATTACHMENT PLUG TO ACCOMMODATE
EQUIPMENT CONNECTIONS, AS WNDIGATED.

CONTRACTOR SHALL PROVIDE AND INSTALL NEW ELECTRICAL WIRE AND CABLE. AND WIRING
ELECTRICAL WIRING STRANDEI

SHALL BE SINGLE CONDUCTOR

THE ELECTRICAL
CONNECTORS AND CONNECTIONS.
WIRE WITH THHN/THWN INSULATION RATED AT BOOW.

THE ELECTRICAL CONTRACTOR SHALL ROUTE WIRE AND CABLE AS REQUIRED TO NEET PROJEC‘Y ODNDmDNS
INSTALL CABLE IN ACCORDANCE WITH THE NECA "STANDARD OF INSTALLATION.” USE

MALLER ANG FOR POWER AND LIGHTING CIRCUIS. USE CONDUCTOR NOT SIMLLER THAN 14
AWG FOR ooNTRoL CIRCUTTS,

THE ELECTRICAL CONTRACTOR SHALL PROVIDE AND INSTN.I. EDUIPMM ‘GROUNDING CONDUCTORS AND
ELECTRICAL SYSTEM BONDING, AS INDICATED, GROUNDING CONDUCTORS AND
BONDING SHALL BE INSTALLED N mRDANCE wrm IEEE 142 AND IEEE

THE EQUIPMENT GROUNDING OONWCTOR SHALL BE A SEPARATE, INSULATED CONDUCTOR WITHI

FEEDER. THE GROUNDING CONDUCTOR SHALL BE TERMINATED AT EACH END ON A SUTASLE LUG. BUS, OR
BUSHING, THE ELECTRICAL CONTRACTOR S BOND TOGETHER EACH MEVALLIC RACEWAY, PIPE, O

AND OTHER METAL OBJECTS ASSOCWTED WITH ELECTRICAL EQUIPMENT rRAMEs. AND ELECTRICAL EQUIPMENT.

THE ELECTRICAL CONTRACTOR SHALL PROVIDED AND INSTALL THE NEW DISTRIBUTION SWITCHBOARDS, AS INDICATED,
NEW SWITCHBOARDS IN ACCORDANCE WITH NEMA PB 1.1 AND YHE NECA "STANDARD OF INSTALLATION.”

THE ELECTRICAL CONTRACTOR D ALL SWITCHBOARDS SUPPLY FEEDS WITH CONDUIT AND INDMIDUAL CONDUCTORS.
EM CABLES SHALL BE FOR sﬂmcH CIRCU"S FOR UTILIZATION EQUIPMENT OMNLY,

CONTRACTOR SHALL GROUND AND BOND EACH SWITCHBOARD. PROVIDE ENGRAVED PLASTIC NAMEPLATE AND
TYP: cchulT DIRECTORY FOR EACH NEW SWITCHBOARD,

SECTION 252418 PANELBOARDS

THE ELECTRICAL CONTRACTOR sHALL PRWDE AND INSTALL NEW DISTRIBUTION PANELBOARDS, AS INDICATED.
NEW PANELBOARD IN ACCORDANGE NEMA PB 1.1 AND THE NECA “STANDARD OF INSTALLAI
PANELBOARD MANUFACTURERS ARE GENERAL ELECTRIC, SQUARE D, OR ENGINEER APPROVED EQUAL.

THE DISTRIBUTION PAN:LsoARD SHALL BE NEMA P8 1, CIRCUY BREAKER TYPE

THE PANELBOARD SMALL HAVE A MINIMUM INTEGRATED SHORT CIRCUIT RATING OF 22,000 AMPERES RMS S‘MMD‘H

208Y/120 VOLT PANELBOARD AND 35,000 AMPERES RMs mu:mcn FOR 4B0Y,/277 VOLT PANELBOARD.
RS MOLDED CASE CIRCUM BREAKERS, N THERMAL AND INSl'ANl‘ANEDUS MAGNEN:

(':'I“R(P:IJ'#SWN POLE PROVIDE (L LISTED, TYPE HACR cchun‘ BREAKERS FOR AIR CONDITIONING EQUIPMENT BRANCH

INSTALL.

INSTALL EACH
ACCEPTABLE

'NE ELECTRICAL CONTRACTOR FEED ALl PANELBOARDS SUPPLV FEEDS WITH CONDUIT AND INDMDUAL CONDUCTORS,
EM CABLES SMALL BE FOR BﬂANCN CIRCUITS FOR UTILIZATION EQUI

THE ELECTRICAL CONTRACTOR SHALL GROUND AND BOND EACH PANELBOARD. PROVIDE ENGRAVED PLASTIC NAMEPLATE AND
TYPED CIRCUIT DIRECTORY FOR EACH NEW AND ADJUSTED PANELBOARD.

SECTION 262726 WIRING DEVICES

THE ELECTRICAL CONTRACTOR SHALL PROVIDE AND INSTALL NEW WALL SWITCHES, RECEPTACLES, AND DEVICE PLATES, AS
INDICATED.  INSTALL ALL VIIR?NG DE“CES PLUMB AND LEVEL. AND IN ACCORDANCE WITH THE NECA "STANDARD OF
INSTALLATION", AL SWI "OFF PO DOWN. _ INSTALL WALL DIMMERS TO ACHIEVE RATING SPECIFIED
AND INDICATED AFTER nmmm FoR ANGING 46 1 msmucrm BY THE MANUFACTURER. INSTALL GENERAL DUTY RECEPTACLES
WITH THE GROUNDING POLE ON TOP,
THE ELECTRICAL CONTRACTOR SHALL NOT SHARI E NEU"RAL CONDUCYDRS FDR THE EI.ECI'RIG!L OiRCUNS CONNECT EACH
vnmc DEVCE GROUNDING TERMINAL TO THE O WITH A L
5 WAL SWIGH WITH THE CROUIT ENERGIZED AND v:RI;v PROPER OPERATION VERIY Ty EACH RECEPTACLE
wﬂ!ﬁ:}sﬁzﬂn:mzzn AND TEST EACH RECEPTACLE DEVICE FOR PROPER OPERATION, TEST EACH GFCI RECEPTACLE DEVICE

THE ELECTRICAL CONTRACTOR SHALL INSTALL DEDORATIVE PLATES ON SWITCH, RECEPTACLE, AND BLANK OUTLEVS N HNISKED
AREAS, USE JUMBO SIZE PLATES FOR OUTLETS | Au.zn IN MASONRY WALLS. INSTALL GALVANIZED STEEL PLATES Of

OUTLET AND JUNGTION Bm(Es N UNFINISHED AREAS, ABOVE ACCESSIBLE CEILINGS, AND ON SURFACE MOUNTED ou'n.zvs
INSTALL, PROTECTVE Ri FLUSH COVER SERVICE FYTTINGS.

THE cor R SHALL COORDINATE LOCATIONS OF DUTLET BOXES WITH THE ARCHITECTURAL ELEVATIONS 10

OBTAN EJ MOUNTING HEIGHTS SPECIFIED AND INDICATED ON THE DRAWINGS. WALL SWITCHES 48 INCHES ABOVE

FINISHED FLOOR. INSTALL CONVENIENCE RECEFTACLES 18 INCHES ABOVE FINISNED FLOOR. INSTALL CONVEN!ENCE
ECEPTACLES 6 INCHE IMSHED FLOOR,

R INCHES ABOVE BACKSPLASH OF COUNTER. INST) ES 48 INGHES ABOVE f1)
INSTALL TELEPHONE JACKS 18 INCHES ABOVE FINSHED FLOOR. INSTALL TELEPHONE JACKS FOR FORWARD-REACH WALL
TELEPHONE 70 POSITION TOP OF TELEPHONE AT 54 INCHES ABOVE FINISHED FLOOR.

SECTION 262813 FUSES

THE ELECTRICAL CONTRACTOR INSTALL FUSES IN ACCORDANCE WITH
MANUFACTURER'S INSTRUCTIONS. SE WITH LABEL ORIENTED SUGH THAT MANUFACTURER ’m’E. AND SIZE ARE

SHALL PROVIDE AND INSTALL NEW FUSES, AS INDICATED.
INSTALL Fu
EASILY READ. ACCEPTABLE MANUFACTURERS ARE BUSSMAN, GOULD SHAWMUT, LITTLEFUSE

WITH COPPER BUS AND COPPER GRGUND aus.

SECTION 282818 ENCLOSED CIRCUIT SREAKERS

THE ELECTRICAL CONTRACTOR SHALL PROMIDE AND |NSTALI. NEVI ENCLOSED MOI&EB-C&E CIRCUIT
BREAKERS AS INDICATED. INSTALL ENCLOSED CIRCUIT BREAKI £ WITH THE NECA
'SYANDARD OF INSYALLATION", LABEL THE ENGLOSED cIRI:UIT HRﬂKER TO |NDICATE THE EQUIPMENT
D GRIENT TOP OF ENCLOSI '~0"AFF. LABEL ENCLOSED CIRCUIT BREAKERS TO
|Nb|ws EouxPuENT SERVED, Acc:mau: MANUFACTURERS ARE GENERAL ELECTRIC AND SQUARE D.

THE ENCLOSED CIRCUIT BREAKERS SHALL BE SHALL D LABELED AS DEFINED M NFPA
70, ARTICLE 100, AND MARKED FOR INTENBED IISE THE ENCI.OSED CIRCUIT BREAKERS SHALL

COMPLY WITH NEMA AB 1, WITH INTEI MEET AVAILABLE FAULT CURRENTS, AND
NEMA KS 1. TNE CIRCUIT BREAKERS SHM.L BE MBIJ’ED-CJSE TYPE WITH INVERSE TIME—CURRENT
ELEMENT FOR {OW-LEVEI , INSTANTANEQUS MAGNETIC TRIP ELEMENT FOR SHORT CIRCUMS,
AND ADJI.ISTABLE MAGNETIC TRIP SETTING.

SECTION 262819 ENCIOSED SWITCHES

THE ELECTRICAL CONTRACTOR SHALL PROVIDE AND INSTALL NEW FUSIBLE AND NON-FUSIBLE SAFETY

DISCONNECT SWITCHES, AS INDICATED, INSTALL ENCLOSED SWITCHES IN ACCORDANCE WITH THE NEGA

'STANDARD OF INSTALLATION.” ~ LABEL DISCONNECTS TO INDICATE EQUIPMENT SERVED. M:ccPVABLE
ACTURERS ARE GENERAL ELECTRIC AND SQUARE D, OR ENGINEER APPROVED EQUAI

i€ NEW SAFETY DISCONNECT SWITCHES SHALL BE HEAVY—DUTY TYPE, ENCLOSED, LOAD INTERRUPTER
len: SWITCH. THE OPERATING HANDLE SHALL BE LOCKABLE IN THE "OFF” FOSITION, TYPE NEMA 1
FOR iNTERIOR DRY LOCATIONS AND TYPE NEMA 3R FOR EXTERIOR LOCATIONS.

SECTION 265100 INTERIOR LIGHTING

THE ELECTRICAL CONTRACTOR SHALL PROVIDE AND DAL Ve SREADR L
ACCESSORIES, EXIT SIGNS. BALLASVS, LAMPS, AS INDICATED, THE NEVFI LIG'H”VEHP):‘W”B% SHALL BE
St

LISFED AND LABELED 8Y UI

SPECIFIED AND msm.umoN I.OCA110N INSTALL ACCESSORIES FURNISHED WITH EACH LUMINARE.

THE ELECTRICAL CONTRACTOR $HALL mmu susPENDED LUmN#lonzs USING PENDANTS SUPPORTE!
REQU)

E:
NS WITH EACH FOR EXPOSED GRID CERINGS, suPPom SURFACE Moum:b
INAIRES ON GRID cEILmG mREmv "FROM BUILDING STRUCTURE. SECURE ALL NEW LUMI
INSTALLAYIONS TO PREVENT MOVEMENT,

JE_ELECTRICAL CONTRACTOR SHALL CLEAN ELECTRICAL PARTS TO REMOVE CONDUCTIVE AND
DELEI'ERIDUS MATERM REMOVE DIRT AND DEBms FROM ENCLOSURES, CLEAN PHOTOMETRIC
ES AS RECOMMENDED BY MANLIFACTU! EAN FINISHES AND TOUCH UP DAMAGE.
N ALLAT!ON AND CONNECTION. INSPECT FOR PROPER CONNECTION
AND OPERATION, AIM AND ADJUST LUMINAIRES AS DIRECTED. POSTON EXIT SIGN DIRECTIONAL
ARROWS AS INDICATED. RELAMP LUMINARES THAT HAVE FAILED LAMPS AT SUBSTANTAL COMPLETION.

SECTION 265600 EXTERIOR LIGHTING

THE ELEchchl. CONTRACTOR SHALL PROVIDE AND INSTALL NEW EXTERIOR LIGHT FIXTURES,

FIXTURE ADCESSDRIES LIGHT rmuﬂs POSTS, AND LIGHT FIXTURE POLES, AS INBICAYED THE
NEW LIGHT FIXTUR ED BY UNDERWRITERS LABORATORIES, INC, AS
SUITABLE FOR THE PURPOSE SPECIFIED A.ND INSTALLA“ON LOCATION.  INSTALL ACCESSORIES
FURNISHED WITH EACH L}

THE ELECTRICAL CONTRACTOR SHALL INSTALL PosT/POLE MOUNTED LIGHT FIXTURES INCLUDING LAMPs.
ALL SOCK ETs. REFLECTORS, LENSES, HOUSINGS, AND OTHER couPoMENTs R:nulREn 10 POS!

ROTECT THE LAMP Pl INS‘VAI.L AlL REQUIRED

CONDUI'L Boxis‘ WIRING, CONNECTORS, HARDWARE, POLES, f‘ouNDmuNs. SUPPORTS

RIES, ETC. AS NECESSARV FOR A COMPLETE OPERATING SYSTEM. PROVIDE FRDDUC‘!’S

sUnABLE TO WITHSTAND NORMAL HMANDLING, INSTALLATION, AND SERVICE WITHOUT ANY DAMAGE,

DISTORTION, CORROSION, FADING DISCOLORING. ETC.

THE ELECTRICAL CONTRACTOR SHALL INSTALL PRODUCTS ACCORDING TO THE MANUFACTURER'S

INSTRUCTIONS. INSTALL LUMINAIRES SECURELY, IN A NEAT AND woRKMA.NLIKE MANNER. ms‘m.l.

LUMINNRES P\.UMB AND SQUARE AND ALGNED WITH BUILDING LINES AND WITH ADJACENT LUMINAIRES,

BOND PR ETAI. Acc:ssomzs 8 SRanch R EQUIPMENT GROUNDING coNDucmR
AND Pm.E BASE GROUN

VISION R

SECTION 270500 COMMON WORK RESUITS FOR COMMUNICATIONS

THE ELECTRICAL CONTRACTOR SHALL PROVIDE AND INSTALL CABLING FOR VOICE AND DATA
COMMUNICATIONS AS (NDICATED. INSTALL NEW CABLING FOR VOICE AND DATA COMMUNCATIONS IN
RDANCE WiTH TIA/EWA 558, INSTALL COMMUNICATION PATHWAYS (N ACCORDANCE WITH TIA/EiA

THE ELECTRICAL CONTRACTOR SHALL BE RESPONSIBLE FOR YHE INSTALLATION OF CONDUIT, OUTLET
BOXES, COMMUNICATION WIRING, WIRING SUPPORY, COI ICAFION OUTLETS, WALL PLATES,
ASSOCIATED TERMINATIONS . vts‘nuc COORDINATE ALL NEW INSTALLATIONS AND RELOCATED
INSTALLATIONS WITH THE OWNER.

SECTION 283111 FIRE ALARM

I’HE ELECTRICAL CONTRACTOR SHALL PROVIDE AND INSTALL NEW FIRE ALARM Al
mmmus AND THE REQU!REMEN\'S FOR ExfENmNG. ADJUS‘HNE ANB

IE_EXISTING AREA FIRE AND DI

E MR)NG. DONNEC“ONS AND TECHNICN. SERVIOES B NEEDED TO INTERF E mE

REMAINING AND RELOCATED FIRE ALARM SYSTEM AND EQUIPMENT WITH THE NEW |NS1‘AuAT|0MS THE

ELECTRICAL CONTRAGTOR SHALL COORDINATE ALL VIIRING TERMINAmN REQUIREMENTS,

R MING WITH THE MANUFACTURER. ALL NEW AND ADJUSTED NSTALLATIONS smu. BE TESTED
N ACCORDANCE WITH THE NFPA AND WEST VIRGINIA STATE FIRE COMMISSION.

ELECTRICAL ABBREVIATIONS

[AMP, AMPERE, AMPERAGE

AUDIO/VISUAL

ARUGRED CABLE OR
ALTERNATING CURRENT |

AMPERE_FRAME

T

|AMPERE INTERRUPTING cAPAGTY

ABOVE FINISHED FLOOR
ABOVE FINISHED GRADE

[FIRE_ALARM_ANNUNCIATOR PANEL |
[AMPERE_TRIP
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ELECTRICAL SYMBOL LEGEND

ELECTRICAL SYSTEM CONTROLS SYMBOL LEGEND |

ELECTRICAL DEMOLITION NOTES |

A-Z\J

e i

ALL [TEMS SHOWN AS DASHED ON DEMOLITION PLANS SHALL BE REMOVED UNLESS NOTED
OTHERWISE.

FLUORESCENT, INCANDESCENT, OR LED TYPE LIGHTING FIXTURES COMPLETE WITH LAMPS. REFER TO
LGHT FXTURE SCHEDULE FOR DETALS.

EXTERIOR POLE-MOUNTED LED FIXTURES

COORDINATE NUMBER OF FACES AND THE DlREnmm ARROWS, AS REQUIRED. CONNECTION TO
THE EXIT LIGHT FIXTURE SHALL BE MADE AHEAD OF THE LOCAL LIGHT SWITCHING CIRCUIT.

SINGLE AND DOUBLE LED REMOTE MEAD EMERGENCY EGRESS FIXTURES

SINGLE POLE, 20 120/277V SINGLE THROW SWITCH. MOUNT 48" AF.F. TO CENTERLINE LNLESS
NOTED GTHERWISE,

20A_120/277V THREE-WAY, SINGLE THROW SWITCH. MDUNT 46 AF.F. TO CENTERLNE UNLESS
NOTED GTHERWISE,
20A_120/277V FOUR-WAY, SINGLE THROW SWITCH. MOUNT 48" AF.F. TO CENTERLINE UNLESS
NOTED OTHERWISE.

20A_120/277V 1OCK TYPE, HUBBELL SINGLE THROW SWITCH. MOUNT 46" AF.F. TO CENTERUINE
UNLESS NOTED OTHERWISE.

20A 120/277v SINGLE BlmoN ON/OFF OCCUPANCY SENSOR, MOUNT 48" AF.F. TO CENTERLINE
CEILING MOUNT occuPAch SENSOR, COORDNATE POWER PACK REQUIREMENTS AND QUANTITIES
WITH THE MANUFACTURE]

PHOTOCELL LIGHTING CONTROLLER. NOTE DETAIL DRAWINGS FOR MOUNTING DETAILL

DuPLD( GROUNDING WPE REcEP'w:LL 20A 120V. MOUNT 18" AFF, TO CENTERLINE LINLESS
OTHERWISE. LOCATION WITH ARCHITECTURAL DRAWINGS AND ARCHITE!
oooknmn: COLOR poy MER

GROUND—FAULT CIRCUIT INTERRUPTER TYPE DUPLEX RECEPTACLE, 20A 120V. MOUNT 18" AFF. TO
mg:ﬁzwmss NOTED OTHERWISE. VERIFY EXACT LOCATION WATH ARCHITECTURAL DRAWINGS

DlIPLEX GROUNDING TYPE RECEFTAGLE, 20A 120V. MOUNT B4” AFF. TO CENTERUNE UNLESS
IOTED OTHERWISE. VERIFY EXACT LOCATION WiTH ARCHITECTURAL DRAWINGS AND ARCHITECT.

m (z) DUPLEX GROUNDING TYPE SPECIFICATION GRADE RECEPTACLE, 20A 120V, MOUNT IN
N BOX WITH COMMON PLATE 18" AF.F. TO CENTERLINE UNLES NOTED OTHERWISE.
FY EXACT LOCATION WITH ARCHITEGTURAL DRAWINGS AND ARCHITECT.

WPLEX GROUND!NG WPE RECEPTACLE. 20A, 125V. MOUNT N FLOOR BOX WITH COMMON PLATE.
WITH ARCHITECTURAL DRAWINGS AND ARCH

TWO (2) DUPLEX GROUNDING TYPE RECEPTACLES, 20A, 125V. MOUNT (N FLODR BOX
COMMON PLATE. VERIFY EXACT LOCATION WITH ARCHITECTLIRAL DRAWINGS AND ARcHnEc’r

COMBMATION 3.1A/SVDC USB CHARGERS WITH 20A, 125V DUPLEX GROUNDING TYPE RECEPTACLES.
uuum N mvm BOX WITH COMMON PLATE AY"Ew' AF.F. TO CENTERUNE UNLESS NOTED
CTu

IFY EXACT LOCATION WITH ARCHI RAL DRAWINGS AND ARCHITECT.

TWO (2) COMBINATION !.IA/SVDC USB CHARGERS WITH 204, 125V DUPLEX GROUNDING TYPE

RECEPTACI.ES MOUNT IN COMMON BOX WITH COMMON PLATE AT 18% AFF, Tn CENTERI.INE
OTHERWISE. VERIFY EXACT LOCATION WITH ARCHITECTURAL DRA\

ARC n:cv

SUBSCRIPT "C" INDICATES DEVICE TO BE MOUNTED 6™ ABOVE COUNTERTOP TO CENTERLINE.

SUBSCRIPT *R" INDICATES RED DEVICE CONNECTED TO EMERGENCY POWER.

SUBSCRIPT "WP™ INDICATES DEVICE INSTALLATION AND ENCLOSURE SHALL BE WEATHER-FROOF

SPECIAL RECEPTACLE OR FEED, REFER TO DRAWINGS FOR DESCRIPTION.

480Y/277V, 39 4W PANELBOARD. REFER TO DRAWINGS AND/OR SPECIFICATIONS FOR DETAILS.

208Y/120V, 3¢ 4W PANELBOARD. REFER TO DRAWINGS AND/OR SPECIFICATIONS FOR DETAILS.

240V, 38 3W PANELBOARD. REFER TO DRAWINGS AND/OR SPECIFICATIONS FOR DETALS.

240/120V, 1 3W PANELBOARD. REFER TO DRAWINGS AND/OR SPECIFICATIONS FOR DETAILS.

OF ELECTRICAL CONNEGTION TO EQUIFMENT. CONFIRM_ EQUIPHENT CONNECTION
REOIJIREMENYS ARRANGEMENT PRIOR TO ROUGH~IN. VERIFY EXACT LOCATION WIT!
ARCHITECTURAL DRAWINGS AND ARCHITECT,
ELECTRICAL CIRCUIT HOMERUN TO PANEL 'A’ CIRCUIT #2 (EXAMPLE), ALL CIRCUIT WIRING SHALL
BE (z) =#12 THHN/THWN CONDUCTORS AND (1)-#12 THHN/THWN GRDUND CONDUCTOR IN 3/4°
. UNLESS NOTED OTHERWISE.
NON=FUSED HEAVY-DUTY TYPE SAFETY DISCONNECT SWITCH.
INDICATED ON &ECVRM DRAWI!
FUSED HEAVY-DuTY mswnn:cr SWITCH. SIZE, POLES, FUSE SI2E, AND NEMA TYPE
INDICATED ON ELEC’TRICAL DRAWINGS.
COMBINATION. MOTOR STARTER AND HEAVY-DUTY TYPE SAFETY DISCONNECT SWITCH,
FUSE SIZE, AND NEMA TYPE AS INDICATED ON ELECTRICAL ORAWINGS.
STANDARD JUNCTION BOX WITH COVER. LOCATE AND CONNECT AS DIRECTED.

HUBBEL QUAZITE 11°X1B" PG STYLE POLYMER CONCRETE ENCLOSURE.

SIZE, POLES, AND NEMA TYPE AS

SI2E, POLES,

®
®
B
whe
@
v

o
o

CEILING SPEAKER, FLUSH MOUNTED OEVICE. REFER TO DRAWINGS AND/ OR SPECIFICATIONS FOR DETALS.

SECURITY CAMERA, CEILING MOUNTED DEVICE.
LOCATIONS AND/DR DETAILS,

SECURITY CAMERA, WALL MOUNTED DEWICE.
LOCATIONS AND/OR DETAILS.

REFER TO DRAWINGS AND/OR SPECIFICATIONS FOR CAMERA

REFER TO DRAWINGS AND/OR SPECIFICATIONS FOR CAMERA

WIRELESS COMMUNICATIONS ACCESS POINT,
THERMDSTAT CONTROL JUNCTION BOX.
CONDUIT_FOR EQUIPMENT (NSTALLAT

THE MECHANICAL DRAWINGS AND THE MECHANICAL CONTRACTOR.

SPEAKER, SURFACE-MOUNTED DEVICE. REFER TO DRAWINGS AND/ OR SPECIFICATIONS FOR DETAILS,

EC. IS RESPONSIBLE FOR INSTALLATION OF ROUGH-IN BOX AND
LOCATION AND INSTALLATION REQUIREMENTS WITH

SINGLE-FACED CEILING/WALL MOUNTED CLOCK. VERIFY EXACT LOCATION WITH THE ARCHITECTURAL
DRAWINGS AND ARCHITECT PRIOR YO ROUGH—(N.

ADCESS CONTROL PROXIMITY CARD READER. REFER TD DRAWINGS FOR DETALS AND SPECIFICATIONS.
ACCESS CONTROL DOOR RELEASE BUTTON. REFER TO DRAWINGS FOR DETAILS AND SPECIFICATIONS.

JUNCTION BOX FOR TELEVISION CABLE OQUTLET. uaum AT BA" AF.F. TO CENTERLINE UNLESS NOTED

THE GENERAL DEMOLISON NOTES LISTED HERE APPLY TO THE ELECTRICAL DEMOLITION
wwmcs iy ABDmO'N 70 ANY CODED NOTES INDICATED ON THE DEMOLITION DRAWINGS.
MADE TO SHOW ALL ELECTRICAL FTEMS T¢ N OR BE
REMDVED THE :u:cwm SONTRACTOR (EC) SHALL FIELD VERIFV EXISTING CONDITIONS
AND REMOVE OR RELOCATE ANY FTEM WHICH INTERFERES WITH NEW CONSTRUCTION. THE
SCHEDULED DEMOLITION 1S BlsED ON FIELD oss:Rvmons AND EXIS“NG RECORD

UMENTS.  THE PANCIES TO THE
OVONER OR ENEINE{R BEFORE DISNREING ﬁX!STING INS‘"LLATIDNS
THE ELECTRICAL CONTRACTOR (EC) S) ISCONNECT AND REMOVE EXISTING ELECTRICAL
DiSrRIBUTwN EQU!PMENT. ELECTRICAL DEVICES CONDUIT AND WIRING, AND ALt
PMENT ACCH IN THE AREA AS INDICATED ON THE LITON DRAWING. THE
TRICAL chro HALL REMOVE UNUSED CONDUIT AND WIRING TO THE SOURCE
OF ELECTRICAL DISTRIBUTION,
4. THE ELECTRICAL CONTRACTOR {EC) SHALL PROTECT ALL EXISTING EQUIPMENT AND
Exlant: |Nsw.unons THAT ARE SCHEDULED TO REMAIN IN SERVICE FROM mum[
M WHOSE WIRING IS INTERRUPTED DUE TO WORK /N ADJACENT
HANGERS AND suPPoms SERVING

.N

“

28
F'u

SUPPORT ANY REI CONDUIT AND WIRE, OR EQUIPMENT ADJACENT o otMOLISH
AREAS AND EQUI
6. THE ELECTRICAL CONTRACTOR (EC) SHALL REMOVE AL EXISTING uITS.

T
BEING ABANDONED. ABANDONED CONDUITS SHALL BE CUT n.usn AT cEIuNcs AND
CLOSED,

FLOORS AND BE PROPERLY
MAKE AL ELECTRICAL DEMOLITION SAFE FOR ALL PARTICIPATING CONTRACTORS. PROTECT

ALL WIRING AND ELECTRICAL CONNECTIONS THAT REMAIN IN SERVICE FROM DAMAGE.

:4

OTHERWISE.  PROVIDE 4-11/16" SOUARE BOX SINGLE—GANG PLASTER RING AND PROVIDE 3/4°C WITH
PULL STRING FROM BOX TO 1° ABOVE FINISHED CElI.ING VERIFY EXACT LOCATION WITH THE
ARCHITECTURAL DRAWINGS AND ARCHITECT,

ELECTRICAL CONSTRUCTION NOTES

RI45 TELEPHONE SYSTEM OQUTLET. MOUNT AT 54" AF.F. TO CENTERLINE UMLESS NOTED OTHERWISE.

K
PROVIDE 4-11/16" SQUARE BOX WITH SINGLE~GANG PLASTER RING AND PROVIDE 3/4°C WITH PULL STRING
A

M BOX TO 1° ABOVE FINISHED CEILING. INSTALL ONE (1) CAT Se CABLE FROM OUTLET BOX TO
COMMUNICATION ROOM AND TERMINATE AS DIRECTED BY THE OWNER. VERIFY EXACT LOCATION WITH THE
ARCHITECTURAL DRAWINGS AND ARCHITECT,

Ri11 TELEPHONE SYSTEM OUTLET. MOUNT AT 54 AF.F, TO CENTERLINE UNLESS NOTED OTHERWISE.
PROVIDE 4-11/16" SQUARE BOX WITH SINGLE-GANG PLASTER RING AND PROVIOE 3/4°C WITH PULL STRING
ABOVE rlmsnzn caI.ING INSTALL ONE (1) CAT 5¢ CABLE EROM_OUTLET BOX T0

DR

FROM BOX T 1°

COMMUNICATION SYSTEM OUTLET. MOUNT AT 18" AF.F. TO CENTERUNE UNLESS NOTED OTHERWISE.

PROVIDE 4-11/16" SQUARE BOX WITH SINGLE~GANG PLASTER RING AND PROVIDE 3/4°C WITH PULL srRlNcI
FROM BOX TO 1' AGOVE FINISHED CEILING PROVIDE RJ45 & VOIP JACKS & COVER PLATE WITH FINAL
TERMINATIONS AT JACK. INSTALL CAI (UNLESS DESIGNATED OTHERWISE) FROM OUTLET BOX TO
COMMUNICATION ROOM AND TERMINATE To FUNCH DOWN 8LOGK (OR AS DIRECTED BY THE OWNER), e,

VERIFY WITH THE ARCHITECTURAL DRAWINGS AND ARCHITECT. TYPICAL

COMMUNICATION WIRING (2) DROPS PER OUTLET LOCATION UNLESS OTHERWISE INDICATED BY SUBSCRIP'Y
(DXAMPLE: 3" INDICATES NUMBER THREE (3) NUMBER OF DROPS 70 OUTLET LOGATION.)

PUSH BUTTON. REFER TO DRAWINGS AND/OR SPECIFICATIONS FOR DETALS.

2.

3.

THE DRAWING INDICATE GENERAL ELECTRICAL INSTALLATIONS AND ASSOCATED
EOLIPMENT QUANTITIES. AL NEW INSTALLATIGNS SHALL BE CDORDINATED WITH THE

THE OWNER SHALL BE NOTIFIED IMMEDIATELY OF ANY PRESENCE OF ASBESTOS MATERAL
BISOWERED DURING CONSTRUCTION. ANY ASBESTOS MATERIAL SHALL BE REMOVED BY

ALL BUILDING u'anEs ANB EUILDING STRUCTURES SHALL BE PROTECTED FROM DAMAGE
ELECTRICAL CONTRACTOR (EC) SHALL 8E RESPONSIBLE

FOR RESTORING ALI. EXIS‘HNG FEATURES AND REPAIRING ANY UTILITIES DAM/

CONSTRLCYION TO A CONDITION SATISFACTORY TO THE OWNER.

CAL INSTALLATIONS SHALL BE DDCUMENTED AND ELECTRICAL PANEL

NEW ELECTRY
SCHEDULES UPDAY
T CTRICAL DESICN DRAWINGS ARE DIAGRAMMATIC AND ARE NOT INTENDED m SHOW

IGN
EXACT LOCATION OF EQUIPMENT AND DEVICES UNLESS DIMENSIONS ARE GIVEN Of
DTHERWISE IMPUED FOR CLEARANCES, ALL ELEC‘TRJCAI. EQUIPMENT ARE TO BE
w ISTALLED ALONG wrm TH 5. ATER

RELATED W
REQ\.IIRED 'ro AV!)ID conmm WiTH OTHER
cmmw:wn (EC) SHALL PROVIDE FIRESEALING OF ALL DPENM;S

L
TNROUGH FIRﬁ RATED WALLS AND ASSEMBLIES CREATED BY NEW ELE(
INSTALLATIONS OR THE SCHEDULED REMOVAL OF EXISTING |NsrALumoNs

WORK OR CLEARANCES SHALL BE INCLUDED

EMERGENCY STOP PUSH BUTTON. REFER TO DRAWINGS AND/OR SPECIFICATIONS FOR DETALS.

AREA CLASSIFICATION LEGEND

INTERCOM PAGING SYSTEM. REFER TO DRAWINGS FOR DETAILS AND SPECIFICATIONS.
EMERGENCY LOCKDOWN KEYED SWITCH. REFER TO DRAWINGS FOR DETALS AND SPECIFICATIONS.

SECURITY MOTION DETECTOR.

FIRE ALARM AND DETECTION SYMBOL LEGEND

AUDIBLE AND VISUAL SIGNAL. MOUNT AY B2" AFF. TO GENTERLINE UNLESS OTHERWISE NOTED.
VISUAL SIGNAL ONLY. MOUNT AT 82" AFF. TO CENTERLINE UNLESS OTHERWISE NOTED.

MANUALLY OPERATED PULL STATION MOUNT AT 48" A.F.F. TO CENTERLINE UNLESS NOTED OTHERWISE.

CARBON MONOXIDE DETECTOR MOUNTED IN
AUTOMATIC SMOKE DETECTOR, PHOTOELECTRIC TYPE, CEILING MOUNTED.

WITH

COMBINATION AUTOMATIC SMOKE AND CARBON MONOXIDE DEFECTOR TYPE CEILNG WMOUNTED

AUTOMATIC DUCT SMOKE DETECTOR, PHOTOELECTRIC TYPE, CEILING MOUNTED. CONNECT TO EXISTING
SECURNY SYSTEM

HEAT DETECTOR COMBINATION FIXED TEMP, AND RATE OF RISE, CEILING MOUNTED.

FIRE_ALARM SYSTEMS MAGNETIC DOGR nomzk. MOUNT AT B4™ AF.F. TO CENTERUNE UNLESS NOTED
OTHERWISE. VERIFY EXACT LOCATION WITH THE ARCHITECTURAL DRAWINGS AND ARCHITECT.

Rmon: ANNUNCIATOR PANEL. MOUNT AT 54" AF.F. TO CENTERLINE UNLESS NOTED OTHERWISE. VERIFY
OCATION WITH THE ARCHITECTURAL DRAWINGS AND ARCHITECT.

FIRE ALARM CONTROL PANEL. MOUNT AT 54 AFF. TO CENTERLINE UNLESS NOTED OTHERWISE. VERIFY
EXACT LOCATION WITH THE ARCHITECTURAL DRAWINGS AND ARCHITECT.

UNCLASSIFIED AREA, NEMA 4X EXCEPT IN MCC ROOMS AND
CONTROL RODMS WHERE 1T IS NEMA 1

@ CLASS 1, IV, 1, GROUP B, € & D
CLASS 1, DIV. 2, GROUP A, B, C & D

CLASS 1, DIV, 2, GROUP B, C & D, FROM SOURCE UP TO 18°
N ABOVE FLOOR OR GRADE

CLASS I, DIV, |, GROUP E, F & G

w CLASS 11, DIV. 2, GROUP E, F, & G

N\ \| CLASS I, DIV. 2, GROUP B, C & D AND CLASS II, DIV, 2, GROUP
E.FeG

CLASS I, DIV. 2, GROUP B, € & D, INSIDE OF THE DIKE WALL
AND UP YO THE TOP OF DIKE WALL, SINCE THE DlKE HE!GHT Is
AN LESS THAN THE DISTANCE FROM THE DIKE TO THE T

NFPA-30 TABLE S5-9.53 AND NFPA-497 FIGURE 3~ 819

N

1. HAZARD AREA cuss'rumm AND Exm LOCATION OF BOUNDARIES TO BE
VERIFIED/DETERMINED ALL ELECTRICAL WORK [N HAZARDOUS (cussm:u)
LOCATIONS SHALL MEE’ ALL REDUIREMEMS OF THE LATEST EOITION OF THE N.E.C.

ARTICLE 500,
. ANY SUMP PUMP OR TRENCN BELW THE FLﬁoR LEVEL SHALL GE CONSIDERED 70 BE
cl
THE AREA CLASSIFICATIONS SNG‘IN FOR INDOOR CLASS | AREAS ARE BASED ON THE
PREMISE THAT THE INSTALLATION MEETS ADEQUATE VENTILATION AND APPLICABLE
REQUIREMENTS OF NFPA-
ICATION CODE IS 11, MAX SURFACE TEMPERATURE OF 450
DEGREES CELSIUS (B42 DEGREES FAHRENHEI),

won

>
=g

SPRlNKLER SYSTEM FLOW SWITCH. FURNISHED AND INSTALLED BY THE FIRE PROTECTION CONTRACTOR,
CONNECTED 70 THE FIRE ALARM AND OETECTION SYSTEM BY THE ELECTRICAL CONTRACTOR. VERIFY

LOCA'HO'N AND EXACT QUANTITY WITH THE EQUIPMENT PROVIDER PRIOR TO ROUGH-IN AND ZONE
DRESSABLE MONITOR MODULE ALLOCATIO!

SPRINKLER SYSTEM TAMPER SWITCH. FURMSHED AND INSTALLED BY THE FIRE PROTECTION CONTRACTOR,
coNNEcTED m THE FIRE ALARM AND DETECTION SYSTEM BY THE ELECTRICAL CONTRACTOR. VERIFY
LOCATION AND EXACT QUANTITY WITH THE EQUIPMENT PROVIDER PRIOR TO ROUGH-IN AND ZONE
ADWESSABII MONITOR MODULE ALLOCATION.

PUSH BUTTON. REFER TO DRAWINGS AND/OR SPECIFICATIONS FOR DETALS. |

EMERGENCY STOP PUSH BUTTON. REFER TO DRAWINGS AND/OR SPECIFICATIONS FOR DETAILS.

MATERIALS

FIBER-RENFORCED CONCRETE
CONCRETE

BRXK) CONCRETE MasoNRY
m BRICK OR HOT MIX ASPHALT

WELL-GRADED STONE/GRAVEL
UNIFORM-GRADED STONE /GRAVEL
WOOD BLOCKING

RIGID INSULATION

BATT INSULATION

STEEL

soiL

BEDROCK

SAND

CARPET (SURFACE)
HARDWOOD FLODR (SURFACE)
WOOD SHEATHING (SURFACE)
CERAMIC TILE (SURFACE)

VET (SURFACE)

CLAY TILE FLOORNG (SURFACE)

SAND/GYPSUM/HOT MiX ASPHALT
{SURFACE)

ANNOTATIONS

I~ cobeo NoTE
~P~~  DEMOLTION NOTE
V/N REVISION TAG

ELEVATION VIEW REFERENCE TAG

w € INTERIOR ELEVATION
REFERENGE TAG
SECTION VIEW REFERENCE TAG

DETAIL REFERENCE TAG

AOUT AREA
FOR VIEW (OPTIONAL)
holails ROOM TAG
FIRST FLOOR
ooy LEVEL REFERENCE TaG

- —@ COLUMN GRID TAG

BEARING ELEVATION Of

R
100 TOP SURFACE ELEVATION
/@ MARK TAG
-2y siore
UE NORTH

L PROJECT NORTH

NORTH ARROWS

~ DRAWING REFERENCE

4y DRA
SCALE: 1/47=1'-0"

ET10 305
DRAWING LOCATION
DRAWING REFERENCE TAG LOGATION
/~ DETAIL REFERENGE
1% DRAWING TITLE
1 SCALE: 1/47=1—0"
u\ DETAIL LOCATION

DETAIL REFERENCE TAG LOCATION

—
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DEMOLUION CODED NOTES:
1. DEMOLISH ALL THE EXISTING BUILDING-3 ELECTRICAL
DISTRIBUTION AND GENERATOR EQUIPMENT.

A

Parkersbing, West Virginia 26104 Fux: {304 4644428

s PICKERING
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Revision: o
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7. NSTALL THE INDICATED UNDERGROUND CONDUITS AS DESCRIBED FOR FUTURE POWER ‘I&)
AND. COMMUNICATION CABLE ROUTING. o 2
2. BSTALL THE INDICATED UNDERGROUND CONDUITS FOR SUPPLYING THE NEW ELECTRICAL £ F
CAR CHARGING STATWG AND FUTURE CAR CHARGNG STATIONS. CONDUNS SHALL 2 W
ORIGNATE W BUILDING—2. S L8
3. MNSTALL NEW INGROUND PLRL BOX . 338
TERMINATION. _ PULL BOX BE 24 fN. X 24 M. X 48 IN. BASIS OF DESIGN IS | €E>
QUAZITE 43A28,  ANS) TIER RATING 223
N N E IONS AS REQUIRED TO WEET INSTALLATION E=8 F 3
4. WSTALL NEW INGROUND PULL FOR_CONDUIT PULL BOX SMALL BE | § SEs
b AND COMMUNICATION CAB| X SHALL =T
B 24 M. X 24 W. X 48 ™. BASIS OF DESIGN 1S QUAZTE PG2424BA24. ANSI TIER <
RATING 22, PURCHASE COVER MARKED AS, “ELECTRICAL~ PURCHASE EXTENSIONS AS g
REQUIRED TO MEET INSTALLATION A 3
5. INSTALL A ONE INCH CONDUIT UNDERGROUND FROM THE INGROUND PULL BOX TO THE =
ING STATION. REFER TO EQUIPMENT UIST FOR MORE INFORMATION. | T
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FUTURE CONDUIT
DETAIL

FINISHED_GRADE

REFER TD CIVIL DRAWINGS
FOR SURFACE COMPOSITION

RED CAUTION TAPE

(A)- 4" SCHEDULE 40 PVC CONDUIT
{(8)- 3" SCHEDULE 40 PVC cCONOUT

FIVE-CONDUIT UNDERGROUND
DUCT

SCALE: NTS.

FINISHED GRADE

REFER 70 CHVL DRAWINGS
FOR SURFACE COMPOSITION

RED CAUTION TAPE

oo

(W)= 1" SCHEDULE 40 PVC CONDUIT

THREE~CONI
B CTRICAL

50 SCALE: N.T.S.

DUIT UNDERGROUND
CONDUIT DUCT BANK

O conmo nores:

3. INSTALL THE INDICATED UNDERGROUND CONDUITS AS
DESCRIBED FOR FUTURE POWER AND COMMUNICATON
CABLE ROUTING.

INSTALL A NEW INGROUND PULL BOX FOR UNDERGROUND
CAR CHARGER CONDUIT TERMINATION. PULL BOX SHALL BE
24 N, X 24 IN. X 48IN. BASIS OF DESIGN S QUAZITE
PG2424BA24. ANS| TIER RATING 22. PURCHASE COVER
MARKED AS, "ELECTRICAL". PURCHASE EXTENSIONS AS
REQUIRED TO MEET INSTALLATION DEFTH.

N

Architects - Engineers Surveyors

0870572
Date

CSH
By
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Description

217 GUS R. DOUGLASS LN.
‘CAMPUS SITE PLANNING - PROJECT 3
ELECTRICAL DETAILS

Drawing Description
WV DEPARTMENT OF AGRICULTURE

Project: 2216043

Designed By:  CSH

DrawnBy:  BEM

CheckedBy:  CSH

Scale: AS INDICATED

PlotDate:  08/05/22

Revision: o

Drawing Number:
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ELECTRICAL EQUIPMENT LIST & CONDUIT AND CABLE SCHEDULE

Phone: (3041 46-5305
Fax: (303 4644428

= PICKERING

—
-

Architects «Engineers Surveyors

11283 Emerson Avenue

ol

Parkersbucg. West Virginia 26104

807
STATION, 2, 240V, NEMA §-50

EQUIPMENT LOAD INFORMATION FEED SOURCE CONDAICTERS. CONDUTT CONTROL oTES/
VOLT PHASE (VA) MCA/FLC | MOCP | MCC/ PANEL |BUCKET/ CKT.| aQTY. SIZE EGC SIZE TYPE FWNR VFD Loto COMUENTS
CLPPERCREEX | 208 1 9600 4 s0 o 79 2 #* #o 1 |ree/ve | - - - |2

Date

CSH | 0305727

By

INOTES:

1. EC SHALL COORDINATE THE INSTALLATKN OF THE SELECTED DEVICE WITH OWNER AND/OR THEIR SUPPLIER.

2, SUBSTITUTIONS ARE PERMITTID WITH APPROVAL OF ENGINEER.
3.

MCA = MAXWUW DRTUIT AMFACITT

FLC = FULL LOMD CURRINT

MOCP = MAXRAR WT_PFROTECTION DEVICE

VERCURRE!
EGC ~ EQUIPNENT CROUMDING COSOUCTOR
VD

= VARWBLE FRECUENCY DANG CONTROL

FVNR = FULL VOLTAGE NON-RIVLIWSHC STARTER, WITH OVERLOADS, CONTROL TRANSFORMER, START/ STOP PUSHBUTTONS AND AUXILIARY CONTACT

P_= PARALLEL FTLD

PANEL DESIG: PNL D

RECESSED

NO. OF £XTS: 42

PANEL BUS SIZE:

[ALL PHASES TO BE BALANCED WITHIN 7% USING ACTUAL CONNECTED LOAD

208Y/120V 3PH 4W

LoAD DESCRIPTION | (va) | WE |ca/e| G i, |core| YSE | va) | Loap oescriPion
— = I
—
7 =
] i

NEC. Connected Lood Sammary Breater Options (i ed)
Lighting: -~ KVA  Molors: - WA AS - Powarlink °AS” brecker 00 — Stondord 008" Bok-On .
Recopt: — K¥A  Heoting: ~ KA D - Lock-On Device HR-HACR Roted Circuit Breoker
Khd\g -~ KA Total: —~ KA - Ampa GF — GND Fault CKT intamupter
PANEL D’
HEDUI
SCALE: NTS.

ISSUED FOR B}
Description

217 GUS R. DOUGLASS LN.

CAMPUS SITE PLANNING - PROJECT 3
ELECTRICAL EQUIPMENT LIST

Drawing Description
WV DEPARTMENT OF AGRICULTURE

Designed By:  CSH

DawnBy:  BEM
CheckedBy:  CSH
Seate: NTS

Plot Date: 08005122

Revision: o

Drawing Number:

3E600
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State of West Virginia

PURCHASING DIVISION

Construction Bid Submission Review Form

This list has been provided for informational purposes only and is not to be construed as a complete list of request for
quotation or bidding requirements for any individual construction project. This list does not and cannot include every item,
mistake or oversight that could cause a contractor's bid to be disqualified. Rather, this list is intended to draw attention to
some of the most common problems that the Purchasing Division encounters in the bidding process for construction
projects. All potential bidders must read the request for quotation, all additional documents, and all instructions relating
thereto (“Bid Documents”) in their entirety to identify the actual request for quotation and bidding requirements. Failure to
read the Bid Documents in their entirety and comply with the stated requirements contained therein may result in bid
disqualification.

Errors That Shall Be Reason for Immediate Bid Disqualification

Failure to attend a mandatory pre-bid meeting

Failure to sign the bid

Failure to supply a valid bid bond or other surety approved by the state of West Virginia
Failure to meet any mandatory requirement of the solicitation

Failure to submit bid prior to the bid opening date and time

Federal debarment

State of West Virginia debarment or suspension

NSO kWD

Errors that May Be Reason for Bid Disqualification Before Contract Award

Failure to acknowledge receipt of Addenda (only if stipulated as mandatory)

Debt to the state or political subdivision (must be cured prior to award)

Workers’ Compensation or Unemployment Compensation delinquency (must be cured prior to

award)

Not registered as a vendor with the state of West Virginia (must be cured prior to award)

Failure to obtain required bonds and/or insurance

Failure to provide the sub-contractor listing within one business day of bid opening or one

business day of the request to do so by the Purchasing Division

7. Failure to supply West Virginia contractor’s license number with bid or within one day of
Purchasing Division request to do so

8. Failure to supply a signed drug-free workplace affidavit with bid or within one day of
Purchasing Division request to do so

9. Failure to use the provided solicitation form (only if stipulated as mandatory)

W=

S

WV-75 Construction Bid Submission Review Form



&)
®)
©
D)
(F)
()
(H)
M

©)
X

NOTE 1:

BID BOND PREPARATION INSTRUCTIONS

WV State Agency
(Stated on Page 1 “Spending Unit”)
Request for Quotation Number (upper right
corner of page #1)
Your Business Entity Name (or Individual
Name if Sole Proprietor)
City, Location of your Company
State, Location of your Company
Surety Corporate Name
City, Location of Surety
State, Location of Surety
State of Surety Incorporation
City of Surety’s Principal Office
Minimum amount of acceptable bid bond is
5% of total bid. You may state “5% of bid”
or a specific amount on this line in words.
Amount of bond in numbers
Brief Description of scope of work
Day of the month
Month
Year
Name of Business Entity (or Individual Name
if Sole Proprietor)
Seal of Principal
Signature of President, Vice President, or
Authorized Agent
Title of Person Signing for Principal
Seal of Surety
Name of Surety
Signature of Attorney in Fact of the Surety

Dated Power of Attorney with Surety Seal
must accompany this bid bond.

AGENCY (A)
REQ/RFP# (B)
Bid Bond
KNOW ALL MEN BY THESE PRESENTS, That we, the undersigned,
(C) of _ (D) (E)
as Principal, and () of (G)
(H) a corporation organized and existing under the laws
of the State of (1) with its principal office in the City of
J) , as Surety, are held and firmly bound unto The State
of West Virginia, as Obligee, in the penal sum of (K}
(6} (L) ) for the payment of which, well and truly to be made,

we jointly and severally bind ourselves, our heirs, administrators, executors,
successors and assigns.

The Condition of the above obligation is such that whereas the Principal has submitted to
the Purchasing Section of the Department of Administration a certain bid or proposal, attached hereto
and made a part hereof to enter into a contract in writing for

(M}
NOW THEREFORE
(a) If said bid shall be rejected, or
(b) If said bid shall be accepted and the Principal shall enter into a contract in

accordance with the bid or proposal attached hereto and shall furnish any other bonds and insurance
required by the bid or proposal, and shall in all other respects perform the agreement created by the
acceptance of said bid then this obligation shall be null and void, otherwise this obligation shall
remain in full force and effect. It is expressly understood and agreed that the liability of the Surety
for any and all claims hereunder shall, in no event, exceed the penal amount of this obligation as
herein stated

The Surety for value received, hereby stipulates and agrees that the obligations of said
Surety and its bond shall be in no way impaired or affected by any extension of time within which the
Obligee may accept such bid: and said Surety does hereby waive notice of any such extension.

WITNESS, the following signatures and seals of Principal and Surety, executed and
sealed by a proper officer of Principal and Surety, or by Principal individually if Principal is an
individual, the (N) day of __(O) ,20_(P)_.

Principal Seal (Q)
(Name of Principal)

R)
By (S)
(Must be President, Vice President, or
Duly Authorized Agent)

(T}
Title

Surety Seal (V) )
) (Name of Surety)

(W)
Attorney-in-Fact

IMPORTANT - Surety executing bonds must be licensed in West Virginia to transact surety
insurance, must affix its seal, and must attach a power of attorney with its seal affixed.

REV. 6/2013



Agency

REQ.P.O#
BID BOND
KNOW ALL MEN BY THESE PRESENTS, That we, the undersigned,
of , , as Principal, and
of , , @ corporation organized and existing under the laws of the State of ___
with its principal office in the City of , as Surety, are held and firmly bound unto the State
of West Virginia, as Obligee, in the penal sum of $ ) for the payment of which,

well and truly to be made, we jointly and severally bind ourselves, our heirs, administrators, executors, successors and assigns.

The Condition of the above obligation is such that whereas the Principal has submitted to the Purchasing Section of the

Department of Administration a certain bid or proposal, attached hereto and made a part hereof, to enter into a contract in writing for

NOW THEREFORE,
(a) If said bid shall be rejected, or
(b) If said bid shall be accepted and the Principal shall enter into a contract in accordance with the bid or proposal

attached hereto and shall furnish any other bonds and insurance required by the bid or proposal, and shall in all other respects perform
the agreement created by the acceptance of said bid, then this obligation shall be null and void, otherwise this obligation shall remain in
full force and effect. [t is expressly understood and agreed that the liability of the Surety for any and all claims hereunder shall, in no
event, exceed the penal amount of this obligation as herein stated.

The Surety, for the value received, hereby stipulates and agrees that the obligations of said Surety and its bond shall be in no
way impaired or affected by any extension of the time within which the Obligee may accept such bid, and said Surety does hereby
waive notice of any such extension.

WITNESS, the following signatures and seals of Principal and Surety, executed and sealed by a proper officer of Principal and
Surety, or by Principal individually if Principal is an individual, this day of , 20

Principal Seal

(Name of Principal)

By

(Must be President, Vice President, or
Duly Authorized Agent)

(Title)

Surety Seal

(Name of Surety)

Attorney-in-Fact

IMPORTANT - Surety executing bonds must be licensed in West Virginia to transact surety insurance, must affix its seal, and
must attach a power of attorney with its seal affixed.



WV-72
Approved / Revised 08/01/15

State of West Virginia
Purchasing Division

CERTIFIED DRUG-FREE WORKPLACE REPORT COVERSHEET

In accordance with West Virginia Code § 21-1D-7b, no less than once per year, or upon completion of the
project, every contractor shall provide a certified report to the public authority which let the contract. That report
must include each of the items identified below in the Required Report Content section.

Instructions: Vendor should complete this coversheet, attach it to the required report, and submit it to the
appropriate location as follows: For contracts more than $25,000, the report should be mailed to the West
Virginia Purchasing Division at 2019 Washington Street East, Charleston, WV 25305. For contracts of $25,000
or less, the vendor should mail the report to the public authority issuing the contract.

Contract Identification:

Contract Number:

Contract Purpose:

Agency Requesting Work:

Required Report Content: The attached report must include each of the items listed below. The vendor
should check each box as an indication that the required information has been included in the attached report.

O Information indicating the education and training service to the requirements of West Virginia Code §
21-1D-5 was provided;

O Name of the laboratory certified by the United States Department of Health and Human Services or its
successor that performs the drug tests;

O Average number of employees in connection with the construction on the public improvement;
O Drug test results for the following categories including the number of positive tests and the number of

negative tests: (A) Pre-employment and new hires; (B) Reasonable suspicion; (C) Post-accident; and
(D) Random.

Vendor Contact Information:

Vendor Name: Vendor Telephone:

Vendor Address: Vendor Fax:
Vendor E-Mail:
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State of West Virginia
DRUG FREE WORKPLACE CONFORMANCE AFFIDAVIT
West Virginia Code §21-1D-5

I, , after being first duly sworn, depose and state as follows:

1. I am an employee of ; and,

(Company Name)

2. I do hereby attest that
(Company Name)

maintains a written plan for a drug-free workplace policy and that such plan and
policy are in compliance with West Virginia Code §21-1D.

The above statements are sworn to under the penalty of perjury.

Printed Name:

Signature:

Title:

Company Name:

Date:
STATE OF WEST VIRGINIA,
COUNTY OF , TO-WIT:
Taken, subscribed and sworn to before me this day of ,

By Commission expires

(Seal)

(Notary Public)

Rev. July 7, 2017



Agency WV Department of Agriculture
REQ.P.O#_crra 1400 AGR2200000033

BID BOND
KNOW ALL MEN BY THESE PRESENTS, That we, the undersigned, Tempo Construction, LLC
of Charleston , wv , as Principal, and Nationwide Mutual Insurance Company
of Columbus ; OH , a corporation organized and existing under the laws of the State of
OH with its principal office in the City of Columbus , as Surety, are held and firmly bound unto the State
of West Virginia, as Obligee, in the penal sum of Five Percent of Amount Bid % 5% ) for the payment of which,

well and truly to be made, we jointly and severally bind ourselves, our heirs, administrators, executors, successors and assigns.

The Condition of the above obligation is such that whereas the Principal has submitted to the Purchasing Section of the
Department of Administration a certain bid or proposal, attached hereto and made a part hereof, to enter into a contract in writing for
WVDA Guthrie Site Improvements, AG Guthrie Agricultural Center, 217 Gus R. Douglas Lane, Charleston, WV

NOW THEREFORE,
(a) If said bid shall be rejected, or
(b) If said bid shall be accepted and the Principal shall enter into a contract in accordance with the bid or proposal

attached hereto and shall furnish any other bonds and insurance required by the bid or proposal, and shall in all other respects perform
the agreement created by the acceptance of said bid, then this obligation shall be null and void, otherwise this obligation shall remain in
full force and effect. It is expressly understood and agreed that the liability of the Surety for any and all claims hereunder shall, in no
event, exceed the penal amount of this obligation as herein stated.

The Surety, for the value received, hereby stipulates and agrees that the obligations of said Surety and its bond shall be in no
way impaired or affected by any extension of the time within which the Obligee may accept such bid, and said Surety does hereby
waive notice of any such extension.

WITNESS, the following signatures and seals of Principal and Surety, executed and sealed by a proper officer of Principal and
Surety, or by Principal individually if Principal is an individual, this__1St __ day of September . 2022

Tempo Construction, LLC
(Name of Principal)

By %/g"

(Mdsf befesident, Vice President, or
Duly Authorized Agent)

PEES (DeNT_
(Title)

Principal Seal

Surety Seal Nationwide Mutual Insurance Company
(Name of Surety)

s\ oy A dedlase

Tammy S. Selbe, Licensed vﬁesident Agent  Attorney-in-Fact

IMPORTANT — Surety executing bonds must be licensed in West Virginia to transact surety insurance, must affix its seal, and
must attach a power of attorney with its seal affixed.



Power of Attorney

KNOW ALL MEN BY THESE PRESENTS THAT:

Nationwide Mutual Insurance Company, an Ghio corporation

hereinafter referred to severally as the “Company” and collectively as “the Companies” does hereby make, constitute and appoint:
ANDREW K TEETER; DOUGLAS P TAYLOR; KIMBERLY L MILES; TAMMY S SELBE;

each in their individual capacity, its true and lawful attorney-in-fact, with full power and authority to sign, seal, and execute on its behalf any and all bonds and
undertakings, and other obligatory instruments of similar nature, in penalties not exceeding the sum of

UNLIMITED

and to bind the Company thereby, as fully and to the same extent as if such instruments were signed by the duly authorized officers of the Company; and all acts
of said Attorney pursuant to the authority given are hereby ratified and confirmed.

This power of attorney is made and executed pursuant to and by authority of the following resolution duly adopted by the board of directors of the Company:

“RESOLVED, that the president, or any vice president be, and each hereby is, authorized and empowered to appoint attorneys-in-fact of the Company,
and to authorize them to execute and deliver on behalf of the Company any and all bonds, forms, applications, memorandums, undertakings,
recognizances, transfers, contracts of indemnity, policies, contracts guaranteeing the fidelity of persons holding positions of public or private trust, and other
writings obligatory in nature that the business of the Company may require; and to modify or revoke, with or without cause, any such appointment or
authority; provided, however, that the authority granted hereby shall in no way limit the authority of other duly authorized agents to sign and countersign any
of said documents on behalf of the Company.”

“RESOLVED FURTHER, that such attorneys-in-fact shall have full power and authority to execute and deliver any and all such documents and to bind the
Company subject to the terms and limitations of the power of attorney issued to them, and to affix the seal of the Company thereto; provided, however, that
said seal shall not be necessary for the validity of any such documents.”

This power of attorney is signed and sealed under and by the following bylaws duly adopted by the board of directors of the Company.

Execution of Instruments. Any vice president, any assistant secretary or any assistant treasurer shall have the power and authority to sign or attest all
approved documents, instruments, contracts, or other papers in connection with the operation of the business of the company in addition to the chairman of
the board, the chief executive officer, president, treasurer or secretary; provided, however, the signature of any of them may be printed, engraved, or
stamped on any approved document, contract, instrument, or other papers of the Company.

IN WITNESS WHEREOF, the Company has caused this instrument to be sealed and duly attested by the signature of its officer the 20th day of August, 2021.

e

Antonio C. Albanese, Vice President of Nationwide Mutual Insurance Company

ACKNOWLEDGMENT
'ﬁﬁ%~ STATE OF NEW YORK COUNTY OF NEW YORK: ss
43"’ c%‘ On this 20th day of August, 2021, before me came the above-named officer for the Company
,g g ‘ aforesaid, to me personally known ta be the officer described in and who executed the preceding
' ,SEAL" instrument, and he acknowledged the execution of the same, and being by me duly
’ T - sworn, deposes and says, that he is the officer of the Company aforesaid, that the seal affixed
~~rqmw & hereto is the corporate seal of said Company, and the said corporate seal and his signature were
nae duly affixed and subscribed to said instrument by the authority and direction of said Company.

Stephanie Rubino McAthur . MM
Notary Public, State of New York
No. 02MC6270117
Qualified in New York County Notary Public

Commission Expires Oclober 19, 2024 My Commission Expires
Ocleber 19, 2024

CERTIFICATE
I, Laura B. Guy, Assistant Secretary of the Company, do hereby certify that the foregoing is a full, true and correct copy of the original power of attorney issued
by the Company; that the resolution included therein is a true and correct transcript from the minutes of the meetings of the boards of directors and the same has
not been revoked or amended in any manner; that said Antonio C. Albanese was on the date of the execution of the foregoing power of attorney the duly elected
officer of the Company, and the corporate seal and his signature as officer were duly affixed and subscribed to the said instrument by the authority of said board
of directors; and the foregoing power of attorney is still in full force and effect.

IN WITNESS WHEREOF, | have hereunto subscribed my name as Assistant Secretary, and affixed the corporate seal of said Company this 1st _ day of
September 2022
&fa,wm_ . Guy

Assistant Secretary

BDJ 1(08-21)00



WVDA Guthrie Site Improvements

AFFIDAVIT OF NON-COLLUSION

THIS AFFIDAVIT IS TO BE FILLED OUT AND EXECUTED BY THE BIDDER.
IF THE BID IS MADE BY A CORPORATION, THEN BY THE
PROPERLY AUTHORIZED AGENT

State of ik , County of Kanawha
Mary J. Neenan
(Name of Authorized Individual Making Bid)
being duly sworn does depose and say that Tempo Construction LLC

(Give Name of Bidder or Bidders)

PO Box 40028, Charleston, WV 25364
(Business Address)

is the only person interested with sharing in the profits of the herein contained Bid: that the said
Bid is made without any connection or interest in the profits thereof with any other persons
making any bid or proposal for said work; that said bid is on our part, in all respects fair and
without Collusion or fraud; and also that no member of, head of any department or Bureau, or
employee therein, or any Officer of the West Virginia Department of Agriculture, is directly or
indirectly interested therein.

NN

(Signaturé_of Authorized Individual Making Bid)

state of __ \N V'

County of \L(l\’\ A N O

Sworn to before me, a notary public, by [~ \{1 AL [ T Neenan o
4l day of ng\jwsir 5 L~

O D0 3ax e

Notary Public

OFFICIAL SEAL
NOTARY PUBLIC
STATE OF WEST VIRGINIA

Aprit C. Farmer My Commission Expires:
5087 Eix River Ra N
Etview W 25071

My Gommission Expires December 4, 2025 \'L\O‘i \llol(

Affidavit of Non-Collusion



ADDENDUM ACKNOWLEDGEMENT FORM
SOLICITATION NO.: CRFQ AGR2300000004

Instructions: Please acknowledge receipt of all addenda issued with this solicitation by
completing this addendum acknowledgment form. Check the box next to each addendum
received and sign below. Failure to acknowledge addenda may result in bid disqualification.

Acknowledgment: I hereby acknowledge receipt of the following addenda and have made the
necessary revisions to my proposal, plans and/or specification, etc.

Addendum Numbers Received:
(Check the box next to each addendum received)

Addendum No. 1 [[] Addendum No. 6
[J] Addendum No. 2 [] Addendum No. 7
[] Addendum No. 3 [] Addendum No. 8
[] Addendum No. 4 [ ] Addendum No. 9
[] Addendum No. 5 [] Addendum No. 10

I understand that failure to confirm the receipt of addenda may be cause for rejection of this bid.
I further understand that any verbal representation made or assumed to be made during any oral
discussion held between Vendor’s representatives and any state personnel is not binding. Only
the information issued in writing and added to the specifications by an official addendum is
binding.

Tempo Construction LLC

Company

Waj %.%WW?‘

Authorized Signature

9/1/2022
Date

NOTE: This addendum acknowledgement should be submitted with the bid to expedite
document processing.

Revised 07/01/2022
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SECTION 004100
BID FORM

THE PROJECT AND THE PARTIES
1.01 TO:

A. WV Department of Agriculture (Owner)
1900 Kanawha Blvd East
Charleston, West Virginia25305

1.02 FOR:
A. Project: WVDA Guthrie Site Improvements

B. Owner's Project Number: 2216043
217 Gus R. Douglass Lane
Charleston, West Virginia25305
1.03 DATE: _ 09/01/2022  (BIDDER TO ENTER DATE)
1.04 SUBMITTED BY: (BIDDER TO ENTER NAME AND ADDRESS)

A. Bidder's Full Name  Tempo Construction LLC
1. Address PO Box 40028

2. City, State, Zip_ Charleston, WV 25364
1.05 OFFER

A. Having examined the Place of The Work and all matters referred to in the Instructions to
Bidders and the Bid Documents prepared by Pickering Associates for the above mentioned
project, we, the undersigned, hereby offer to enter into a Contract to perform the Work for the

Sum of;
B. BaseBid: Seven hundred seven-one thousand twenty-six and 00/100
dollars
($ 771,026.00 ), in lawful money of the United States of America.
C. Alternate No. 1, Deduct Asphalt Milling work:
Eight thousand five hundred and 00/10( dollars
($__8500.00 ), in lawful money of the United States of Ameica.
D. All applicable federal taxes are included and State of West Viriginia taxes are included in the
Bid Sum.

1.06 ACCEPTANCE

A. This offer shall be open to acceptance and is irrevocable for sixty days from the bid closing
date.

B. If this bid is accepted by Owner within the time period stated above, we will:
1. Execute the Agreement within seven days of receipt of Notice of Award.
2. Commence work within seven days after written Notice to Proceed of this bid.

1.07 CONTRACT TIME
A. If this Bid is accepted, we will:
B. Complete the Paving Work on or before November 4, 2022.
C. Bidder initial as acceptance of schedule _ MJN

1.08 UNIT PRICES

A. The following are Unit Prices for specific portions of the Work as listed. The following is the list
of Unit Prices:

B. ITEM DESCRIPTION - UNIT QUANTITY - UNIT PRICE - ITEM VALUE
C. 307001-000 Aggregate Base Course Class 1 CY —» $151.80/CY
D. 401001-020 Marshall HMA Base Course, Type 2, Tons_— , $181.25/ton

2216043/ WVDA Guthrie Site

004100 - 1 Bid Form
Improvements
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J.

401002-020 - Marshall HMA Wearing Course, Type 1, Tons »$181_25/t0n

Sched 40 PVC, 10 ft. sections, 1in > $602_15/10|_|:

Sched 40 PVC, 10 ft. sections, 3 in » $627.78/10LF
Sched 40 PVC, 10 ft. sections, 4 in — $714.02/LF '

Quazite PG2424AB24, 24X24X24 —» $1231.25/EA
CHR-1, Car Charger » $10,875.00/EA

1.09 ADDENDA

A

The following Addenda have been received. The madifications to the Bid Documents noted
below have been considered and all costs are included in the Bid Sum.

1. Addendum# 1 Dated _ 8/25/2022

2.  Addendum # Dated

1.10 BID FORM SUPPLEMENTS

A.

The following Supplements are attached to this Bid Form and are considered an integral part of
this Bid Form:

1. AlA Document G705 - List of Proposed Subcontractors

2. Affidavit of Non-Collusion

3. WV Contractor's License

We agree to submit the following Supplements to Bid Forms within 7 days after submission of
this bid for additional bid information:

1. Proof of Liability Insurance naming Owner as additional insured

2. Proof of WV Workers' Compensation

3. Preliminary Schedule

4. AlA Document G703 Schedule of Values

1.11 BID FORM SIGNATURE(S)

A.
B.
C.
D.

Tempo Construction LLC
(Bidder - print the full name of your firm)
Mary J. Neenan, Managing Member

(Authorized signing officer, Title)

777@ F e END OF SECTION

2216043/ WVDA Guthrie Site
Improvements
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