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8" STAINED CEDAR SIDING
WITH 6" EXPOSURE OVER
2x4 PT WOOD FURRING
STRIPS AT 16" O.C.
USE "BLIND" NAILING
ATTACHMENT.

1x6 STAINED CEDAR
CORNER TRIM

2x12 PT STAINED FASCIA
BOARD

ALUMINUM GUTTER

ALUMINUM DOWNSPOUT

1x4 PAINT GRADE PINE
TRIM (PAINTED)

1x4 PAINT GRADE PINE
TRIM (PAINTED)

MANUFACTURED
STONE VENEER

MANUFACTURED
STONE WATER TABLE

1x6 STAINED CEDAR
FRIEZE BOARD

T.O. Footing
-14' - 0"

DOOR AS SCHEDULED

PT STAINED WOOD
RAILING SYSTEM, SEE
5F/A4.50 FOR DETAILS

PT STAINED WOOD
LATTICE
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ALUM CLAD WD WINDOW
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8x8 PT STAINED WD
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COLUMN
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ALTERNATE 1
PROVIDE DEDUCT TO ELIMINATE
MANUFACTURED STONE VENEER &
WATER TABLE.  INCLUDE PRICE TO
CONTINUE THE 8" STAINED CEDAR
SIDING TO MFR's RECOMMENDED
HEIGHT ABOVE FINISHED GRADE

ALTERNATE 1
PROVIDE DEDUCT TO REMOVE ALL
LATTICE & FRAMEWORK THROUGHOUT

ALTERNATE 1
PROVIDE DEDUCT TO ELIMINATE
STAINING OF ALL PT WOOD AT DECK

ALTERNATE 1
PROVIDE DEDUCT TO ELIMINATE

STAINING OF ALL PT 8X8 WOOD
COLUMNS & DECK RAILINGS
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SEE ELEC DWGS
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STAINING OF ALL PT 8X8 WOOD
COLUMNS & DECK RAILINGS
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ASPHALT SHINGLES

RIDGE VENT

ALUMINUM GUTTER

ALUMINUM DOWNSPOUT

1x10 STAINED CEDAR
FASCIA BOARD

1X6 STAINED CEDAR
CORNER TRIM

8" STAINED CEDAR
SIDING WITH 6"
EXPOSURE OVER 2x4 PT
WOOD FURRING STRIPS
AT 16" O.C.
USE "BLIND" NAILING
ATTACHMENT.

MANUFACTURED
STONE VENEER

MANUFACTURED
STONE WATER TABLE

PT STAINED WOOD
LATTICE

T.O. Footing
-14' - 0"
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PT STAINED WOOD
LATTICE CAP

8x8 PT STAINED WD
COLUMN

ALUM CLAD WD DOOR

1x4 PAINT GRADE
PINE TRIM (PAINTED)

ALUM CLAD WD DOOR

ALUM CLAD WD WINDOW

PT STAINED WOOD
RAILING SYSTEM, SEE
5F/A4.50 FOR DETAILS

4" APPROXIMATE
FINISHED GRADE

EXTERIOR LIGHT FIXTURE,
SEE ELEC DWGS

EXTERIOR LIGHT FIXTURE,
SEE ELEC DWGS

ALTERNATE 1
PROVIDE DEDUCT TO REMOVE ALL
LATTICE & FRAMEWORK THROUGHOUT

ALTERNATE 1
PROVIDE DEDUCT TO ELIMINATE
STAINING OF ALL PT 8X8 WOOD
COLUMNS & DECK RAILINGS

ALTERNATE 1
PROVIDE DEDUCT TO ELIMINATE
MANUFACTURED STONE VENEER &
WATER TABLE.  INCLUDE PRICE TO
CONTINUE THE 8" STAINED CEDAR
SIDING TO MFR's RECOMMENDED
HEIGHT ABOVE FINISHED GRADE
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1"x10" STAINED CEDAR
FASCIA BOARD

1x6 STAINED CEDAR
CORNER TRIM

8" STAINED CEDAR SIDING
WITH 6" EXPOSURE OVER

2x4 PT WOOD FURRING
STRIPS AT 16" O.C.

USE "BLIND" NAILING
ATTACHMENT.

MANUFACTURED
STONE VENEER

MANUFACTURED
STONE WATER TABLE

RIDGE VENT
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1' - 0" EQ EQ 1' - 0"

1x4 PAINT GRADE PINE
TRIM (PAINTED)

HOLLOW METAL DOOR
& FRAME (PAINTED)

PACKAGED FAN UNIT, SEE
MECH DWGS

PACKAGED HVAC UNIT, SEE
MECH DWGS
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ALTERNATE 1
PROVIDE DEDUCT TO ELIMINATE

MANUFACTURED STONE VENEER &
WATER TABLE.  INCLUDE PRICE TO
CONTINUE THE 8" STAINED CEDAR
SIDING TO MFR's RECOMMENDED
HEIGHT ABOVE FINISHED GRADE
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 1/4" = 1'-0"
7H North Elevation

 1/4" = 1'-0"
7D South Elevation

 1/4" = 1'-0"
1H East Elevation
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1D West Elevation
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